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INTRODUCTION. 



The investigation of which this volume is the fruit had its 
origin some two years since in the preparation of a few notes 
for an anticipated location, and has since gradually expanded 
from small beginnings into a single magazine article, a short 
series of paper, and at last into a volume. Even the latter has 
been extended far beyond the writer's original intention, by 
the close and, it is to be feared, tedious attention to detail 
which he found continually more needful; and it is kept within 
its present proportions only by excluding considerable matter 
and superficially considering or neglecting altogether a num- 
ber of subjects which the writer deems of real importance for 
the correct conduct of location. He is led to do so, however, 
by a clear comprehension of the fact that there may probably 
be few to agree with him. Among these subjects he would es- 
pecially note the adjustment of motive power to the grades and 
conditions of traffic: a widely neglected question of the great- 
est importance, which should be settled before driving a stake. 
Most of the articles have been in type, moreover, before the 
next one was on paper. The faults inseparable from such a 
process of development are unpleasantly evident to the writer, 
as they must be to every reader. In the improbable con- 
tingency that the sale of this volume should justify a thorough 
revision at some future day, he hopes to produce one more in 
keeping with the professional interest and importance of the 
subject, by rectifying the faults of omission and commission 
which he clearly perceives. 

The writer does not intend to imply, however, that he has 
Allien into unacknowledged errors of fact or theory. All known 
errors have been frankly corrected as soon as discovered, and 
it is but just to add that much of the omitted material would 
strikingly confirm the correctnebs of opinions and estimates 
originally based of necessity on somewhat dubious premises. 
For such other errors as may probably exist, the writer can 
on]/ hope that they will be regarded with that leniency which 
an exploration of a neglected field of labor may fairly ask. For 
such tbe present volume is, with all its imperfections. A 
recognition of the value of previous discussiooB of the Bame 
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Bubjeots would be a more welcome dnty, bat the writer deems 
it but simple joBtioe to himself i^nd his readers to declare 
frankly that, so far as his knowledge extends and he is compe- 
tent to jadge, all of the few existing discussions of the yarions 
leading topics of this volume are so superficial or so imperfect 
in method that they have little or no value as a gmde for loca- 
tion. Some of them express correct views, and some of them 
will sometimes give correct results; but none of them are 
trustworthy, and several of those which are given under distm- 
guisheil names are incredibly defective. The various prob- 
lems of location, in fkct, have been discussed or neglected by 
technical writers with an airy lightness which would convince 
an Tmskillful reader that they were either too simple, or too 
unimportant, or too well understood, for any careful analysis. 
And yet there is no field of professional labor in which a lim- 
ited amount of modest incompetency, at $150 a luonth, 
can set so many shovels and locomotives and machine shops 
at work to no purpose whatever; while at the same time many 
or tho problems connected with sound location— problems of 
high financial importance, which the writer has but rudely 
touched upon — would seem sufficiently intricate to tax the 
reasoning and analytical powers of the keenest intellects. It 
is impossible to be sure about this, however, for they do not 
appear ever to have tried. 

Now, the plain truth of the matter is, that, as a natural con- 
sequence of this general negligence, aU our railways are une- 
conomically located— most of them in respect to their general 
route and system of gradients, and aU of them in respect to 
the minor details of alignment, and in mauy cases these errors 
are shockingly evident. A stat-ement which is apparently so 
egotistical is made with reluctance, but, as a result of the pres- 
ent investigation, the writer is profoundly impressed with the 
truth of the fact and its calamitous consequences. The proba- 
ble exceptions of which he has no knowledge are only suffi- 
cient to prove the rule, and he entertains no doubt whatever 
that if the railways of the United States were to be rebuilt on 
the most judicious location, their cost would not be more than 
two-thirds as much (so far as affected by line and grades, not 
including any economy from "cheap and nasty '' construction), 
and freight could the a be moved over them for about half the 
present cost, if we grant the corollary of motive power well ad- 
justed to the grade and conditions of traffic. Perhaps the 
nearest approach to a well-located railway among the consider- 
able number with which the writer is more or less acquainted, 
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is to be found— after excepting a few lines for which nature 
not only fixed the ronte,-bat staked it ont— in parts of the 
Baltimore & Ohio, the Pennsylyania and the Erie; these rail- 
ways being selected, not because they are great roads with 
which the writer is familiar, bat because they were located by 
great men. Each of them has grave errors of location, if the 
writer be competent to judge, but in comparison with any one 
of them great numbers of our wretched modern specimens, which 
ought to be better located, are inferior beyond all comparison. 
Let us take one modern example, selecting it because we have 
given sufficient attention to it in this volume to justify our 
statements, although it is otherwise exceptional only in its 
excellence. This railway, among other costly work, has 27 
tunnels on its line ; and now that they are all completed not 
the Pyramid of Cheops was a more needless waste of human 
labor : For the majority of them were necessitated by a fanci- 
ful and unscientific adjustment of curvature and grades 
which has not lessened by a dollar the cost of moving freight, 
but on the contrary has probably increased it; and of those 
which are left the longest was necessitated by seeking for a 
low grade when a higher one would have given equ%l operating 
advantages ; and any which are still left, and two or three 
dozen more, would have been paid for by the saving which 
might have been effected by the adoption of a totally different 
route ; — and this imthout considering the fact that freight could 
be moved over the cheaper line for but little more than two- 
thirds of the cost over the costly line. And yet this line is no 
isolated example, but on the contrary is in many respects an 
exceedingly creditable specimen of modern railway construc- 
tion. 

Now, to a refiecting mind, there is soDething almost pitiful 
in the waste of human labo- enforced by such costly blunder- 
ing as this. It is this kind of thoughtless carefulness, far 
more than deliberate and conscious improvidence, ' which 
keeps the world poor. And more than this, the loss from bad 
railway location has risen to such gigantic proportions that it 
is no longer a mere question of finance, affecting a few indi- 
viduals, but one of grave importance in political economy. 
For the transportation tax is the most onerous under which 
the world labors, and it is an understatement to say that the 
needless portion of this tax is greater than all our political 
burdens, while at the same time the skill shown in railway 
location — on which the whole question of operating economy 
depends — ^is deteriorating rather than advancing. It is a blind 
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perception of this fact which keeps life in the quack remedy of 
the narrow-gauge. To quote from the ** Autocrat of the 
Breakfast-Table," when professional men fall into hopeless 
intellectual lethargy, *' they must be given over to the scour- 
gers, who like their task, and get good fees for it. * * * And 
so, while this solemn farce is going on, the world over, a harle- 
quin pseudo-science has jumped upon the stage, whip in hand, 
with half-a-dozen somersets, and begun laying about him." 
Now, the KABBOW-OAUGE is the harlequin which has jumped 
upon the engineering stage in this farce of railway economy, 
and it has much truth on its side, and is doing an important 
work. To quote again from our wisest of humorists : " A 
pseudo-science does not necessarily con.'^ist wfiolyofUes, It 
may contain many truths, and even valuable ones. The 
rottenest bank starts with a little specie. It puts 
out a thousand promises to pay on the strength 
of a single dollar, but the dollar is very com- 
monly a good one. The practitioners of the pseudo sciences 
know that common minds, after they have been baited with a 
real fact or two, will jump at the merest rag of a lie, or even at 
the bare hook." The service of the narrow-gauge lies in this: 
that by casting aside aU prece lents, the good and bad alike, 
it is compelling engineers to think. Gradually they will awaken 
to see that the narrow-gauge advocates are right in demand- 
ing light engines and a light line for a light traffic, and the 
narrow-gauge proper will then die a natural death. For there 
exists no reason whatever why railways of common gauge 
should not be built to accommodate one train daily for but 
little mure than the cost of a good turnpike, and yet move 
freight and passengers with marked economy; if engineers 
would only study the relations of cost to value which we have 
so superticially and imperfectly discussed, and thoroughly un- 
derstood them. But the trouble is that, almost without ex- 
ception, they " survey" and build their railways without the 
least investigation of the extent and character of probable 
traffic, or of the true economy of alignment, and regulate the 
character of their line solely (or mainly) by the length of the 
company's purse. Because it is » conomy for some great trank 
lipe to spend large sums for trivial improvements, they conclude 
that they should have them, in order to move freight cTifaply, 
The natural result follows: the line is forthwith swamped by its 
capital account; the process being usually hastened by a lot of 
locomotives ordered heterogeneously of some great shop 
which builds them by the hundred and ships them to order. 
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It. is this tha^ ruins railways of light traffic and eats tbem up 
aliVe, and not the dead weig^ht hauled. 

Now it is time that it should be generally recognized that 
the location of any railway, long or short, cheap cr costly, is 
an intricate and difficult problem of original design, requiring 
patient investigation before setting a stake — and before set- 
ting each stake. It is simply imposffible to make even a de- 
cently passable location without doing this, just as it is impos- 
sible to lay down the line on paper without the aid of compass 
and straight-edge. A man may learn by practice to sketch in a 
map without instrumental aid which shall not be glaringly de- 
fective on chance inspection, and a man may also learn by 
pract ce to make a location i^hich shall not look very bad firom 
the rear end of a palace car; but no man — were it Giotto him- 
self—will ever make a useful working map by sketching in his 
curves free-hand and guessing at his angles, nor will the old.e8t 
and ablest entrineer ever guess at a respectable alignment 
when it is tested be economi') laws ; apd they do not now do so. 
In the care taken in this respect we are not advancing beyond, 
but rather falling below, the standard set up forty years ago, 
when the art of designing railways started out in this country 
with fuch brilliant promise. The works of Latrobe and 
jervis and Thomson and Whistler show a truly remarkable abil- 
ity, considering their early day, and bear the clearest marks of 
original and self- reliant thought; bu the great men of that 
earlier day have no successors ; for we hav? done nothing 
but copy them ill ever since, and a copyist is not a successor. 
We copy their errors^ but we do not copy that admirable habit 
of personal investigation and far-sighted intellectual courage 
which created precedents, ana nas made the work of their 
hands— in despite of many faults — the high-water mark of 
American locating skill. For exaa.ple: the location of the 
Baltimore & Ohio Hailroad was a real masterpiece, but the 
confessed copy of it on the Central Pacific Bailroad is, in an 
economic point of view, an entire abortion. A true compre- 
hension of the science of gradients would have shown that, 
under the di^erent topographical conditions, the long devel- 
opments in the mountains to reduce grades below 105 feet per 
mile were unjustified by consideratiouH of operating economy, 
even if they had not increased the cost of construction, as they 
did enormously ; and it is only a partial excuse that the line 
was primarily located by several hundred engineers ex officio 
with an Act of Congress. In the same way, the fact that some 
of our earlier engineers failed fully to appreciate the economic 
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mistake of piling sharp cnryatnre on top of an arbitrary maxi- 
mum grade has cost the country uncounted millions ; for their 
overs'ght has been thoughtlessly copied ever since on the great 
majority of railways. 

This, however, is not the place to discuss particular errors, 
and the writer only desires to at ract attention to the calami- 
tous effect of our present carelessness. Railway location at the 
present day is almost wi oily a matter of personal prejudice and 
toTitm, hs unreasoning and unscientific a?( the famous location 
of the Czar Alexander from St. Petersburg to Moscow. The 
engineer who has grown up in the school of sharp curves and 
high gradients is always ready to use them; the one who hasn't, 
looks upon a 6° 30' curve as an expedient of the most desperate 
character. Yet neither of them can give any good reason for 
the faith that is in him, for he ha«> no very clear idea as to hx)W 
much he may afford to spend to avoid the one or the other. A 
curious proof of this fact might be found in the readiness with 
which tunnelhng is resorted to by different engineers, under 
substantially the same circumstances. As another: the writer 
once knew an engineer of fair ability, now dead, who would in- 
cur considerable expense rather than introdace | break of 
grade on a tangent — wher*' it could he seen ! If the flippancy 
may be pardoned, he ought to die; and ye: it is to be feared he 
is not alone in his whimsey. 

Another inevitable consequence of such general neglect is 
that this intricate science of design l as been degraded in 
popular esteem, and even in the minds of engineers who ought 
to know better. In former tim^s the ablest engineers gave 
personal and unremitting attention to the work of location, but 
we have changed all that - 1 the presen day. As soon as a 
young man has acquired some facility in transit work and has 
some glimmering notion that curves and grades are very ob- 
jectionable evils — or are not very objectionable evils, depend- 
ing on whom he "ran transit*' for— he is forthwith a Locating 
engineer^ and he is such in fact in so far as this, that further 
practice will teach him nothing. For after making one or two 
surveys he will have mastered the mechanical process of hand- 
ling a party, and begin to look down on the work of location — 
because ho knows nothing about it. His work is the dead 
coipse of location, beginning and ending in the transit. If he 
is a rising man, he will soon find some other young man to take 
his place m the field, and do the really important work, 
and very probably begin that vicious system of 
office location from contour maps which has 
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mined the alignment of bo many railways. Now all this is es- 
pecially calamitous, for it is almost a certainty that any one 
who has not a thorough theoretical as well as practical knowl- 
edge of location will fail entirely to catch the governing fea- 
tures of the region traversed, and find the line which has prob- 
ably been lying there since time began. The instances are al- 
most innumerable where young men — and old men—of this 
class have run over and under and across a line of the hicrhest 
operating value, and turned in a costly and miserable line at 
last. And the contour-map system does not help this evil, 
even in the hands of a thoroughly capable engineer; for the 
contour-map is simply a device for doing ill in the office the 
simplest part of the work, viz., the first approximation to the 
adjustment of the line in detail; and its most effectual office is 
to deaden the perceptive faculties of the engineer in charge of 
the party and transform him into a mere machine. Of what 
value is a contour-map of an ill-judged line ? The truly d^^^ 
cull part of location is the selection of the general route and 
the final ultimate perfection of its adjustment in detail; and 
the engineer who can do tkia work well will thank no one for 
the rude assistance of a contour-map location, made without 
that detailed familiarity with the ground which is gained by 
tramping over It. In fact, he will approximate to the detailed 
alignment) quite as well and as rapidly without any such assist- 
ance, simply by feeling his way upon the ground, profile in 
hand, and his party behind him, and guided by a few notes 
from a rough plot. Nor will such an engineer, if he have a 
true leeling for the dignity and importance of his work, be con- 
tent with making some contour-map guesses to be tested by 
less-skilled subordinates. If he is to interfere in any way and 
his judgment have any value on paper, it is worth more upon 
the ground— and there is where i.e ought to be. He will detect 
more possibilities while sitting on the fence in apparent idle- 
ness than by the longest study of maps, and however long his 
experience or brilliant his ability, he can at no time in his pro- 
fessional career have more important Unancial interests de- 
pending on a chance inspiration. It should be more generally 
recognized that the place for the ablest engineers which money 
will command is not in the office or on construction, but in 
the field at the head uf the locating party. 

A large part of this evil is not the fault of engineers, but is 
due to the t^Gt that the financial loss irom bad location is too 
distant and indirect to excite an amateur's apprehension, and 
every officer of a railway, from the president down, is an ama- 
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tear engineer ; haying all the amateur's fondneBs for " med- 
dling and muddling" in unimportant matters, and all the ama- 
teur's reluctance to reoognize anything as important which he 
does not himself understand. The fatuity displayed by the 
"ayerage railway official in this way quite passeth understand- 
ing. He will pay layinhly for his attorney's skill in trickery ; 
he w.ll eyen pay respectably t r the manager's skill in dealing 
with men and with things ; but he will neither pay for nor be- 
lieye in that yastly more needed skill of the engineer in dealing 
with abstract physical and mechanical laws, and in determin- 
ing the financial meaning of their relationship to inyoWec* and 
con radictory facts. For this work he neither seeks for nor 
will he tolerate anything more than a hand to execute ;4ind 
the law of supply and demand giyes him just what he asks for. 
Especially is this true in locati'>n. On the great majority of 
railways suryeys are intrusted without the slightest uneasi- 
ness to the fi st graduate of the transit who 
Comes to hand ; but when he has complpted his 
work, and construction is to begin, th*m we may 
behold an extraordinary and amusing spectacle. Then we 
may see half a dozen business men, who probably show some 
common sense in their own alfairs, scouring the country with 
a lantern to find a constructing engineer of the greatest pos- 
sibl' ability at the smallest possible salary — ^to do whvt? To 
pay oyer the money which is already spent ; to pare and shaye 
at the cost of work which might haye been ayoided altogether; 
to JmiJd the complicated mechanism for which they haye just 
permitted Thomas, Richard and Henry to make designs and 
working drawings. This kind of folly has its root in some of 
the deepest foibles of human nature, and it will probably neyer 
be done away with altogether ; but it is to be hoped that rail- 
way companies may more generally appreciate the fact that 
their road is built and ejuipf)ed in the brain of their locating 
engineer— if he has any ; and that if his wora be ill done, 
all the engineers in Christendom haye done little 
to remedy his errors, though they execute his folly 
for half its proper cost. The truth is, in fact, that ordi- 
nary constructiye engineering is a much lower branch of pro- 
fessional labor and makes far less drafts on those qualities of 
mind which make the engineer. But masdiye piles of dirt and 
stone and iron are yisible eyidences of power which impress 
the. imagination rf the wayfaring man as equal eyidences of 
skill ; and hence it is not wonderfal that the ability of engi- 
neers is more generally estimated by the grandeur of the 
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works they have executed than by ti^ose which they have 
avoided. 

The writer earnestly hopes that this little volame may help 
an occasional reader to a clearer understanding of the pro- 
foundly important questions so imperfectly discussed in it. 
He has spoken severely of American railways, and 'only of 
them, because he has written Tor Americans ; but he deems it 
but just to aid that, so far as he is competent to judge, Ameri- 
can railways are by far the best located in the world. It is the 
complacent fashion of foreign critics to assume that American 
railways cost less because they are of inferior construction ; 
and doubtless this judg:ment has had and still has much truth* 
But the fact is t at the main cause of the excessive cost of 
English and other foreign railways is, not that they have 
better bridges, or wider cuts, or thicker ballast, but 
that they are located with greater ignorance of and 
contempt for economic laws. It may be hardly fair to 
criticise English railways proper very severely in this respect, 
as they were built at so early a date and with such great diffi- 
culties as to right of way ; but for errors, committed in other 
parts of the world English engineers are plainly responsible, and 
it is almost painful to consider the enormous capital accounts 
with which they are saddling their unfortunate colonies, for 
railways most wretchedly designed. This being so, it is not 
strange that the narrow-gauge quack remedy has a more nu- 
merous foltoAving in England than here ; for the patient in 
most desperate condition, and most ignorant of the true nature 
of his complaint, is always the readiest to dose himself with 
nostrums. But there is something truly ludicrous in the fact 
that English engineers have favored the inconvenient narrow- 
gauge for India as a measure of economy, and have then pro- 
ceeded to locate their narrow-gauge lines with such blind con- 
tempt for economic laws that they are costing far more than a 
broad-gauge railway would, if located and equipped in truecon* 
formity with the conditions of traffic. The writer is speaking 
by the card in this statement and is able to substantiate it, but 
it is not probable that his voice will reach to so great a dis- 
tance, and he has therefore omitted to do so. If, however, a 
stray copy of this volume should chance to fall into the hands 
of an engineer at the Antipodes, he is asked carefully to con- 
sider whether the true cause of the excessive cost of his rail- 
ways, over that of the American railways which he looks on as 
awful examples, be not that he is more apt to imitate Mr. 
T odles by buying a lot of costly luxuries which he does not 
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need ; in other words, if he does not more often spend £1,000 
for some fancied improvement which does not save £10 a year 
in operating expenses. 

If in any respect the writer counts upon the approval of every 
reader, it is in the detailed and copious index which accom- 
panies this volume. Nearly all technical works are deficient in 
this respect, and notably the various pocket books in a marked 
degree. In the wiiter's view it is an outrage upon some hun- 
dreds or thousands of purchasers that the small labor of a per- 
fect index to a miscellaneous collection of facts should be be- 
• grudged them. Every isolated fact or statement in this vol- 
ume, however incidental, which it may possibly be required to 
find, is instantaneously available. A good index, it is true, 
was more than ordinarily required for the present volume on 
account of its fragmentary disarrangement of material. 

The writer's thanks are due to a large number of railway of- 
ficials who have answered his many inquiries with great cour- 
tesy and patience. A personal mention of all who have fa- 
vored him would savor more of ostentation than courtesy; but 
he is especially indebted to Mr. Albebt Fink, of LouisviUe, 
Ey., for much information and kindly criticism; and to Mr. 
Jacob Eebne, the able and competent Boadmaster of the East- 
em Division of the Erie Railway, for a large amount of in- 
formation as to maintenance of way, collected with exceptional 
care, which the writer could obtain nowhere else. Only a 
small part of this information, unfortunately, was received in 
time to be included in this volume. 

The word "ton" in this volume means 2,000 lbs.; unless 

otherwise explicitly stated. Great care has been taken to 

avoid all confusion in this respect. 

A. M. W. 
Danville, Pa., March, 1877. 
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Any two proposed lines will differ from each other in one or 
more of the following details of alignment : 

Ist. Distance, or length of line ; 

2d. Oubvattjbb; 

3d. Rise and Fall, or elevations overcome by the engine on 
gradients not exceeding the ruling grade of the line ; 

4th. The Bate of the Maximum ob RiiLiNa Grade, a totally 
distinct question from that of Bise and Fall, though often con- 
fused with it ; and 

6th. In the Use of High Gbades and Assistant Engines in- 
stead OF A LOWEB UNIFOBM BULINQ OBADE. 

The same questions arise of course in the case of projected 
improvements in the alignment of roads in operation. 

A correct and judicious solution of the problems arising from 
these differences in alignment is of the utmost importance to 
the financial future of every railway company, especially in the 
all-important subject of the adjustment of gradients ; and al- 
though it is true that no rules of universal and exact applica- 
tion can be formulated, inasmuch as no item of future business 
or expenses can be exactly anticipated, yet nevertheless it is 
believed that by proceeding on correct principles an estimate 
can always be made which shall be a sufficient g^iide for loca- 
tion and should always be carefcQly followed in preference to 
mere •* judgment " and guesswork. The latter are most uncer- 
tain and variable guides, even in the hands of the most expe- 
rienced, and lead to a vast amount of useless expenditure and 
expensive economy. 

To compare properly these different characteristics of align- 
ment with ( ach other, it is essential that the value or cost of 
each should be referred to some common standard. The tbain 
MILE is at once the most convenient and the most exact for 
this purpose. It is the most convenient, because it is more 
easily anticipated than any other item of future business, as 
tonnage, for example; and it is the most exact, because it is the 
most uniform measure of operating expenses — ^the cost of a 



train mile being yery nearly the same, whether trains are habit- 
ually ran full or empty or long or short; and it is thus the most 
suitable measure of any increase in running expense due to 
alignment. 

Assuming, then, the standard of the train mile (which we 
shall do in the form of a more convenient equivalent, viz.: the 
number of daily trains each way over the line), every degree of 
curvature and every foot of distance or rise and fall entails a 
certain expense (variable or constant) upon every train which 
passes over the line, and it is proposed in this paper : 

Firstf to demonstrate that these sums — and the relative per- 
centages of the different items of expenee which compose them 
— are more nearly constant than is generally supposed, under 
variable conditions of traffic and location ; and 

Secondly, to express the amount of such expense in sums 
which, multiplied by the estimated cost of a train mile and the 
estimated number of daily trains, shall give a few sums, easily 
carried in the memory, which shall not only be equally conve- 
nient for the ordinary purpose of " equating," but shall also 
serve as an instantaneous guide as to how much any pro- 
posed change, great or small, is worth to the line in dollars and 
cents. 

In order to have a sound foundation for a settlement of these 
problems, we must first investigate at some length the relations 
which the various items of the operating expenses bear to each 
other. This must necessarily be a dry and ttdious mass of 
figures, but, it is hoped, will have interest sufficient to repay 
examination, independent of our present purpose. 

THE LAWS OF BELATI0N8HIP BETWEEN OFEBATTNG EXPENSES. 

If we examine the reports of almost any two widely-separated 
railways for any one year, it will be a chance if many of the 
items of cost per train mile do not vary firom each other 2(X) or 
even 300 per cent.; and if we take the Average of several con- 
tiguous roads in each case, or of several successive years, the 
result will be the same in a less degree. If, however, we make 
a careful separation by items in each year on each road, the 
resemblance will be mu -h closer, inasmi?ch as the accounts of 
almost any two roads, which are apparently much the same, 
will differ so much in the combination of some of the minor 
items as to vitiae all comparisons. 

But if, for the purpose of comparison, we determine only the 
aggregate cost of a train mile in dollars and cents, and then 
determine the percentage which each separate item of cost bears 
to that sum, the resemblance will be, in the main, sing^arly 
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close, if the ayerage of each road be taken for a series of years. 
And if, finally, we omit all taxes, station, terminal and general 
expenses, which are especiaUy dependent on locality and char- 
acter of bnsiness, and include only those items of expense which 
yary more or less with the alignment and train mileage, and 
which we may group together under the general term of 'line* 
or "Transportation** expenses proper, the similarity in the 
percentage of the yarious items will be so close as to indicate 
the existence of a relationship between those expenses more 
nearly independent than is commonly supposed of the yolume 
of business and eyen of locality; at least amply sufficient to 
serve as a general basis for location estimates. 

The results of such a comparison are summarized in the ta- 
bles giyen below. The writer is not aware of such haying 
been preyiously compiled, owing probably to the great labor 
inyolyed. Nor, it may be added, would it haye been attempted 
by the writer except that nearly eyery computation for this 
paper was read off at once fh>m a "Diagram of Percentages" 
and hardly any numerical work performed except addition and 
subtraction.* 

The operating expenses of a railway divide naturally, at least 
for our purpose, under the three great headfi below: 

1st. Maintenance OF Way Ain> WoBxs, including all penfia- 
nent structures except repair shops and engine and car sheds. 

2d. Train Expenses, including all expenses connected with 
the running, handling and maintenance of the rolling stock, 
but 710/ including any station expenses. 

Sd. Station, Tebminal and Generaii Expenses and Taxes, 
most of which vary more or less with the tonnage or yolume of 
business, but all of which are independent of, or inappreciably 
affected by, any of the details of alignment; and therefore for 
our present purpose may be included together. Taxes at first 
sight appear to be affected by the alignment, inasmuch as they 

^ ■ ■ ■■ ■ ■ ■ ■ ■■ ■ — ■■■■—- ■ ^ . ■! ■■,,,■■■ ■ ^ — ■ I ■ ■ ■ ■» I I » 

* Even with this sBsistaiice, the preparation ot the neceaaary tables, 
only a aznall portion of which are here reprinted, has been one of 
much labor, and the writer waa led to add one road after another to 
the tables below only on account of the aingular uniformity, as It 
appeared to him, of the percentages obtained. The diagram above 
mentioned reads to three digits, independently of the decimal point, 
except that the last digit may possibly be a unit in error; «. p., the 
proper figures may be .0176 instead of .0177, or 14.6 instead ot 14.4. 
The vanity of decimal precision is thus necessarily sacrificed, but the 
writer considers it more an obstruction than an assistance, both to 
the reader and to the value ot the results. Of what possible value is 
a knowledge of the fact that fuel and water cost II.6I1OI cents per 
train mile, as per reports of the Louisville & Nashville Bailroad, in- 
stead of the even figures 11.6 cents ? 



might increase with the length of the road; bat taxes are based 
on value and not on cost; and as the shortest line between two 
points is necessarily the most yaluable, taxes, if affected at all, 
should be inversely as the length, so far as the length is 
changed for engineering reasons. Station expenses also are 
the same for the same business, whatever changes in the align- 
ment may be made, u iless such change brings additional busi- 
ness; in which case the net profit on that business is an ele- 
ment additional to the purely engineering question.f 

Below is given a table (Table I.) showmg the percentage 
which each of the various items of expense — divided up 
under the three great heads enumerated above—forms of the 
total aggregate expenditure on 13 representative roads of the 
United States. Also, at the foot of the table, similar percent- 
ages are given for the only three States which publish State 
summaries in any detail or of much value. All the State re- 
ports, however, as is well known, are very inaccurate in detail, 
and have only the advantage of a wide general average; the 
Massachusetts reports being the best and those of Ohio es- 
pecially inaccurate and unsystematic, as respects uniformity in 
the individual reports. 

The 18 roads given are as widely separated in location and 
exhibit as great a variety both in the character and in the 
volume of business as it was possible to compile from the re- 
ports accessible to the writer, and the shortest period averaged 
in any case is four years, except in the case of the Philadelphia 
& Beading Railroad, for which a subsequent table is given 
(Table VI.) covering a period of 24 years, which shows that 
the relative percentages have varied but little, but which it 
was impossible to include in Table I. for the entire period from 
lack of the requisite data, owing to the peculiar system of ac- 
counts in use on that road, as explained in the Notes to Tables 
I. and VI. The separate tables for each road, ftrom which 
Table I. was condensed, are omitted as too voluminous, but in 
many cases they show wide fluctuations from year to year. 

Table II. gives similar percentages to Table L, so far as the 
character of the State Beports enabled them to be compiled. 



t A neglect of the consideration that all items which vary with ton- 
nage are not affected by the alignment, leads to a great over-estiinate of 
the value of distance. Thus, Mr. Herman Haupt, in a paper on the 
value of distance on the Pennsylvania Bailroad ( Van Nottrand'i En- 
gineering Magazine Vol. IV., p. 593) includes such items as " station 
labor, $162,888," " teaming, $109,125," etc. It would be hard to say 
how the length of the track affects the cost of carting freight at the 
termini. 
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for seyeral States in addition to those given in Table I. So fiar 
as they go, they sejre to confirm the general accuracy of the 
resnlts indicated by Table I., as is evident from the abstracts 
from Table L, reprinted at the foot of the table. 

Table HE. is computed directly from Table I. by omitting all 
station, terminal and general expenses, in the case of each road, 
and including only what we may call the " line" or " Transpor- 
tation" expenses, that is to say, those which are directly connect- 
ed with the running of trains, which includes the two heads of 
"Train Expenses" and "Maintenance of Way." This includes 
all items which are perceptibly affected by the characteristics 
of alignment. 

If these tables be carefiilly examined — and more especially 
Table m. — ^they appear to the writer to disclose a remarkable 
uniformity in the ratio of the various items of transportation 
e^>ense8 to each other, especially in the ratio of the total cost 
of running trains to the cost of maintenance of way, under wide 
fluctuations in the character and volume of business. Thus, in 
Table m., the cost of maintenance of way only varies from 33.5 
per cent, of the total " Line" expenses, in the case of the Phila- 
delphia & Beading Railroad to 42.6 per cent, in the case of the 
Pittsburgh & Coonellsville when engaged in heavy road repairs. 
The next highest was the Lake Shore & Michigan Southern, 41 
per cent., which was charging steel rails to maintenance with- 
out deduction for old iron, and the next highest was the Boston 
& Maine, 40.6 per cent., which is almost exclusively a passenger 
road ; but with these exceptions, not a single one of the re- 
maining ten roads varies more than a fraction over 3 per cent, 
from the general average of 37 per cent., nor is there any evi- 
dence apparent that the relative cost of maintenance of way 
decreases with increase of business. We shall see reason to 
believe, under the head of " Maintenance of Way." that this 
somewhat singular result is more than a coincidence. 

The same uniformity follows in the various items of " Train 
Expenses." Thus, in Table m., the cost of running engines 
varies only 2 or 3 per cent, from the average of about 30 per 
cent., except in two or three instances, notably the Cheshire 
Bailroad, the shortness of which, 54 miles, evidently operates 
to increase the cost of motive power. 

These tables seem to indicate a very general uniformity of 
relationship in the expenses of American railways (the cost of 
fuel being the greatest disturbing element) — a uniformity so 
great that any seeming exceptions may fairly be considered as 
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duo to local or temporary canseB. In order to determine, how- 
ever, if the same law of uniformity will hold oniversally tme, 
we will make some comparigons with a few Enghsh railways. 
The official returns of the Board of Trade afford a very meagre 
basis for this purpose, bnt accurate so far as it goes, and with 
the advantage that all returns are made upon precisely the 
same system. 

Table IV. gives the average percentages of the various 
items, as returned to the Board of Trade, for three representa- 
tive English railways, and also the aggregate of the EngUsh 
and of the Irish raUways, for a period of five years in each 
case ; and it will be observed that — excepting the Irish rail- 
ways, on which we shall remark hereafter— there is a much 
more sfcriMng similarity in the various percentages than in the 
case of American railways. But it will also be observed that 
these percentages differ widely from those shown in Tables I. 
and n. for American roads. 

This difference, however, is only apparent, and is owing to a 
singular anomaly in the EngUsh system of keeping rail- 
way accounts— in use also on the Philadelphia & Beading 
and a few other American roads — termed the "Renewal Fund," 
which is formed by deducting a certain amount per ton or per 
passenger transported directly from the receipts for the re- 
newal of iron and rolling stock, which is not charged in with 
other receipts and expenses. No trace of this fund appears in 
the English official returns, either in the reported receipts or 
**Total Working Expenses," nor does any means exist, so far as 
the writer can ascertain, of determining exactly what is ordi- 
narily understood in the United States as the '*Total Working 
Expenses" of any year, except in the private books of the sev- 
eral companies. Inasmuch as the main expenditures from that 
ftmd are on maintenance of way, and few Americans are aware 
of this system, the English railways and the Entflish system of 
building railways enjoy a cheap reputation in this country for 

' ^ ■ ■ ' ' « 

RwMAUK ON Table H. — The averttge fwmber qf trains daily ia com- 
puted above, including the entire leneth of branches, without *' equa- 
ting " the length of branches as in Table I. The extraordinary excess 
of the freight business of Pennsylvania, over New York and other 
States, is as the returned mileage indicates. 

Maintenance of Engine* and Oar$,—la. Michigan this item Incliided 
ftiel in most reports (md excluded car repairs in some others. The 
percentage above is accordmgly about 4 per cent less than ia indi- 
cated by the face of the returns. In Connecticut, the cost of fuel (13 
per cent.) was deducted ftom the percentage given by the face of the 
returns. 

Little value attaches to any of the results shown in thia ^^^^* 
except as a check, as the averages are for so short a period, a&A an 
the reports are more or less inaccurate and unsyatematlo. 
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economy in thai item and low cost per train mUe. As a mat- 
ter of fBbct, the English railways have no considerable advan- 
tage in these respects, if we may trust the indications of the 
following confessedly inexact process. 

It will be observed that the percentages of the Philadelphia 
& Reading Railroad, as given in Table lY., with renewal ex- 
penditures omitted, agree quite closely with the percentages of 
the English Railways; as do also the percentages of the same' 
road with American railways, in Tables L and m., when the 
renewal expenditures are included. A more exact method of 
comparison, however, so far as it affects maintenance of way, 
is afibrded by an elaborate paper by Mr; R. Price Williams, '*0n 
the Maintenance and Renewal of Permanent Way,*' (Trans. 
Inst. Oiv. Engrs., 1866). Mr. Williams having had access to 
the accounts of eight leading English Railways (viz., the Lon- 
don & Northwestern, the Northeastern, the Midland, the Lon- 
don & Southwestern, the Great Northern, the Lancashire & 
Yorkshire, the Southeastern, the London, Brighton & South 
Coast, and the Manchester, Sheffield & Lancashire), gives a table 
for these roads extending over a period of five years (1860-66), 
showing the expenditures per mile, both from operating ex- 
penses and from the "Renewal Fund" on what is ordinarily 
understood in the United States as " Maintenance of Way." 
From this we may determine that expenditures from the re- 
newal fmid vary from 74 per cent, on the Lancashire & York- 
shire Railway to 27.3 per cent, on the Manchester, Sheffield & 
Lancashire of the official return to the Board of Trade as the 
cost of " Maintenance of Way and Works ;" the average o! the 
eight roads being 46.5 per cent., as against 34.9 per cent on the 
Philadelphia & Reading Railroad. Assimiing these roads to 
be fairly representative of the entire Enghsh railway system — 
and Mr. Williams states them to be so — ^the total cost of main- 
tenance of way on the rail;7ays given in Table IV. would be in- 
creased to frY)m 25 to 28 per cent, of the total expenses, including 
expenditures from the renewal fond in both cases. The exact 
amount cannot be determioed for lack of information as to the 
expenditures from the renewal fond on the maintenance of 

BiBirARTy ov Table 1Y.— Average Number of Daily Train*.— This 
column WM computed, including the full length of branches, in- 
stead of '* eouating " their lengtii in proportion to business trans- 
acted, as in Table I. On the other hand, the returns presumably in- 
clude construction as well as revenue trains, which is not the case in 
Table I. 

The ooetper train mile was converted into Federal money at 2 cents 
per penny. 
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rolling stock. These expenditures, in the case of the few 
Am<-rlcan roads maintaining a renewal fund, are comparatiYely 
small, bat the peroentages would indicate that they are some- 
what larger in England. The renewal fond apparently 
amounts to from 10 to 15 per cent., thus bringing the true cost 
of a train mile up to 80 to 90 cents, gold. 

We thus find reason to beliere that the various percentages 
of cost on English railways, and even the aggregate cost of a 
train mile, are closely approximate to those ruling in the 
United Htates, despite the great dissimilarity on the face of the 
returns. The Irish railways, however, form an apparent aiiom- 
aly in Table IV. ; the cost of maintenance of way amounting to 
26.6 per cent, of the total returned expenses, instead of only 
18.3per cent, in the case of the EDghsh railways ; audit will per- 
haps be at once concluded that this is due to the striking dif- 
ference in the volume of business, which is* also shown in Table 
rv. In the absence of information as to the comparative 
amount of the renewal fond on Irish railways, the writer is un- 
able to dispute this conclusion, but can only express his belief, 
based upon the general identity of the results already obtained, 
that the Irish railway accounts are kept on a different system, 
and that the renewal fmid is either non-existent or very small. 
This conclusion, which is purely a priori, may be easily con- 
tradicted, if incorrect, by those familiar with the facts. If it 
be not so, it is quite possible that, from conservatism and fan- 
cied necessity, the whole system of Irish railways is main- 
tained in English style for an Irish business. 

DIVISION OF THE EXPENSES FOB MAINTENANCE OF WAY. 

An analysis of the relative cost of the different items of ex- 
pense for maintenance of way is evidently necessary for our 
present purpose, in order to determine how great a proportion 
of the aggregate expense is affected by the various changes in 
alignment. Few roads, however, and no State reports, attempt 
to divide up this expense minutely under heads similar to those 
shown in Table Y. below ; but the Pennsylvania, the Philadel- 
phia & Beading, the Louisville & Nashville and others do so in 

RuritfATiK ON Table Y .— In compiling the table, it was found impos- 
sible to determine the cost of Bidings separately, except on tl^e Phil- 
adelphia & Beading Ballroad. It was also impossible to separate the 
cost of maintenance of sh<^8 from other buildings entirely. Henoe, 
the column of " Switches imd Sidings," in fixing the last line of per- 
centages in the table, was increased from the columns of " Bails,' 
" Ties," and " Track Surlbcing," by iTpercentage of about 1-10 in each 
case; and the column of" Earthwork, Ballast, etc." (which includes 
culverts and ditches), was increased from the column of '* Buildmgs." 
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much greater detail, and Mr. L. P. Morehouse has done so for 
the nUnois Central Bailroad in the paper before referred to. 
(See foot-note to Table I.) The New Tork and Massachusetts 
State reports, also, go into sufficient detail to serve as a check. 

Table Y. gives a subdivision of the cost of maintenance of 
way for each of the roads above mentioned, and the various 
percentages of the different items on each road have a suffi- 
ciently close general resemblance to be amply sufficient for 
our present purpose, if, as we shall endeavor to show below, 
the relative cost of maintenance of way may be accepted as 
very nearly the same in the aggregate — and, to a less degree, 
in detail — on all roads, whatever the volume of business or pe- 
culiarities of location. 

The items of Table Y. were necessarily grouped in the order 
shown in the table for purposes of comparison in preparing 
the table, but may be more properly and systematically ar- 
ranged, after being determined, under the following heads: 

Per cent, of 
total expenfleci. 
1st. MmnUnanee qf Track 13 per cent. 

fBenewal of Bailfl 7 per cent. 
Adjusting and Main- 
taining Tracks 6 *' " 

M., Maintenance of Boadrbed 7 *' " 

TM«>M4^<4 4^*rx S Benewal of Ties 3 per cent. 

Divided into { Earths Tc.Maaonpy. etc. 4 " " 

3d. Mainienance of Tardt and Struduret 7 " " 

Switches, irogs and 

sidings 3 per cent. 

ftddges. Bridge Ma- 
sonry, etc 2.5" •* 

Buildings, except 
shops 1.6" " 

Of these items, only the first and second are affected by mi- 
nor differences of length, and only the first by curvature or 
nse and fall. The third class of items is not affected by most 
variations in alignment, and partly for that reason and partly 
because more liable to fluctuation, has been separated with less 
care than the other items. 

RATIO OF THE COST OF MAINTENANOE OF WAT TO TBAIN EXPENSES. 

Unless the various items of railway expenses bear a nearly 
constant ratio to each other as the volume of business increases, 
the general formulae hereafter to be given for the value of im- 
provements m alig^nment cannot be applied, with much accu- 
racy, alike to roads which have (or expect to have) a large 
business, and those having only a small one. 

In the case of ** Station and General Expenses " this objec- 
tion is of less moment, inasmuch as the expenses which enter 
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into that item are not affected by minor changes of alignment; 
and, moreover, Table L shows the general role to be that snch 
expenses are very nniformly abont 30 per cent, of the aggre- 
gate, taking the average of years, except in the case of such 
exceptional roads as the Baltimore & Ohio, the Union Padfic, 
and for example, the Syracuse, Bingbamton & New York, on 
which the general and station expenses amount to but 20.4 per 
cent., including taxes. Even variations so great as the^e, how- 
ever, would cause little error in the application of the formulsB 
to be given. 

But as respects the items which enter into the " Line ** or 
" Transportation " expenses proper, this objection would have 
more weight ; and more especially, if the relative cost of main- 
tenance of way is continually changing with the volume of 
business, as is very frequently imagined and assumed. The 
following facts seem to indicate, bowever, that, be the cause 
what it may, no such changes are to be observed, either in the 
history of individual roads or in comparison of different roads 
with each other ; unless in some exceptional instances or in 
comparisons of main and branch lines, where, it may be, the 
contagion of example leads to keeping up branch lines in bet- 
ter relative condition than the circumstances require or justify, 
and on which at the same time the nmning and general ex- 
penses are very generally less than if independently operated. 

An examination of Table I. (and more especially of Table 
m., which is an abstract from Table I. to show the exact re- 
lationship of ^' Maintenance of Way" and " Train Expenses") 
fails to show any considerable difference in the ratio of ex- 
penses due to volume of business. Among the lowest per- 
centages for the cost of maintenance of way is the Cheshire 
Bailroad, and among the highest the Lake Shore, the Penn- 
sylvania and the Baltimore & Ohio. The State averages also 
are practically identical with those for the great roads given 
above them. Several roads of comparatively small business 
run, indeed, somewhat above the average, but this is largely 
due in each case to obviously temporary causes; thus, the 
Union Pacific Bailroad was er^gaged in erecting snow sheds 
and filling trestles during the period covered by the table. On 
the Baltimore & Ohio, the cost of maintenance of way increased 
about 1 per cent, during the 20 years from 1855 to 1875; the 
returned cost for " Bepairs of "Way" having been, for the five 
years 1871-75, 17.4 cents per train mile, and for the five years 
1851-55, 13.2 cents per train mile. Similarly, the English rail- 
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way retnmB, in Table IV., show a BtrikiiigTidentity in the per- 
centage of maintenance of way'with' yarying yolnme of bosi- 
ness; these retnmB, it mnst befremembered, do}^not indnde 
the cost of renewing track,' which is admitted to Tary very 
nearlylwith running expenses, bat only of repairs and main- 
tenance of works. 

As a further fbct, the following table (Table YI.) smnmariEes 
the operation of the Philadelphia & Beading Railroad for 
a period of 24 years. It is giren in ftill, although only a 
portion of it is required for our present purpose, as an inter- 
esting resume of the history of a leadiug railroad. It will be 
observed that the relative cost of maintenance of way has 
slightly but steadily mcrecued for a period of 24TyearB (in 
almost exact proportion to the weight of engines), while at the 
same time the relative cost of the direct running expenses has 
somewhat decreased ; the volume of business, measured by the 
standard of the train mile, having more than doubled during 
the period included*^; and as measured by tons transported, 
increased five-fold. And it must be remembered that this 
table, as in the case with the English railways, in Table IV., 
does not include the cost of renewing rails, but only the care 
and maintenance of road-bed and track. 

As evidence that the experience of the Philadelphia & Bead- 
ing Railroad is not exceptional, the following table shows the 
relation of the cost of maintenance of way to the cost of locomo- 
tive charges on the Great Northern Railway of England, for a 
period of 23 years. The first and third columns are taken from 
the paper before referred to/by Mr. R. Price Williams, "On 
the Maintenance and Renewal Tof Permanent Way,'' (Trans. 
Inst. Civ. Engrs., 1866); the remainder of the table was added 
by the writer. 

If the final column of Table VIL be examined, it will be 
observed that, barring a slight irregularity at the beginning 
of the table, when the works were new and entailed little ex- 
pense (the railway was opened for business in September, 1850, 
and new English railways are in very perfect condition), the 
cost of maintenance of way bears a singularly uniform but 
slightly increasing ratio to the cost of locomotive power for a 
period of about 20 years, during which period the volume of 
business, measured by the number of daily trains, was consid- 
erably more than doubled. CWe thus have ja very close parallel 
to the experience of the Philadelphia & Reading Railroad. 

Mr. Williams was evidently struck by the fact that no evi- 
dence of relative decrease in the cost of maintenance of way 
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Ayerage, 1860-73. 



Bemabk on f ABue ^ 
Table I., as the renewal' 
above, viz. ; the «08t ot r^ 

The number of daily i 

It will be observed tt 
66 IbB. for the heavy raiU 
weight of aU trains to 
the Louisville & Nashvill 
XIX., Beport of 1873-4), c 
600 tons. Something le 
as the tonnage life of a n 
making all allowances i 
mileage more than the t< 

N. B. These statisti( 
utaamuch as revenue tra: 



15 



TABLE Vn. 



Shomng ike Ratio of the Cogt of Maintenanoe of Way {Benewalt not in- 
included), to Locomotive Charget on ike Qreat Northern BailvHxy oj 
England, for a period of^ years : 



Ykab. 



1851. 
1852. 
1863. 
1864. 
1865. 



Average. 



1866. 
1867. 
1868. 
1869. 
1860 



Average 



1861. 
1862. 
1863. 
1864. 
1865. 



Average. 



1869 
1870 
1871 
1872 
1873 



Percentage of loco- 
motive charges 



Average 

General average. 






bfco 

17.19 
14.24 
13.87 
16.40 
16.50 



16.40 
16.1 L 
16.01 
14.83 
16.30 



15.21 
15.13 
14.58 
15.28 
16.94 



3 



25.2 



28.7 



27.2 
26.6 
26.4 

27.8 
30.4 



Percentage of main- 
tenanoe of way 



I 



t 

o 



4.09 
4.80 
5.61 
8.21 
7.76 



8.21 
9.73 
9.32 
9.59 
9.86 



9.27 

9.10 

10.23 

10.42 

9.99 



II 



13.4 



18.5 



18.2 
18.6 
18.9 
18.7 
19. 




34. 

4:1. 

94. 

48. 



40.a 

53. 
64. 

58. 
64. 
64. 



60.6 

61. 
60. 
70. 
67. 

58. 



63.9 

67. 
70. 
71. 

8* 



67.6 
57.9 



Rbicabx on Table VU. — The writer did not have the data ao- 
oessible by which to continue tiie table for the later years in the 
same form as for the earlier ones, but percentages on gross expenses 
evidently serve the same purpose as percentages on gross rec^pts 
for determining the ratios in the last column. 

as bnsineBB increases was apparent in this table and others of 

his paper, lor he makes the following comments thereon : 

" It must be confessed that the condition of the permanent 
way, so far as regards its durahility, has in no way kept pace 
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with ihe demands made upon it, and in this respect it contrasts 
most unfaTorably with the marked progress observable in other 
branches of railway engineerinff. Talong the improvement in 
the modem locomotive as an illiistration, it will do found that 
while its weight and power have in 30 years increased more 
than fonr-fold, the increased efficiency resulting from better 
workmanship and material is such that the percentage of the 
locomotive cnarges on the gross traffic receipts of tne Great 
Northern Railway has even slightly decreased during the last 
fourteen years, while the percentage on the ^ross traffic re- 
ceipts of the cost of maintenance of way has increased more 
than 200 per cent.** 

In this statement Mr. Williams has somewhat exaggerated 
the facts of the case, owing to the not uncommon fallacy of 
drawing conclusions firom the top and bottom of a table which 
the body of it does not sustain. The percentage of the cost of 
maintenance of way appears to have increased ** over 200 per 
cent " only on account of the exceptional and unduly small 
cost of that item in the first 2 or 8 years of the table. Never- 
theless, the fact remains that, omitting those earlier years, 
the cost of maintenance of way has borne a constant and 
slightly increasing ratio to locomotive or train expenses dur- 
ing a long period of rapid increase in business. But that Mr. 
Williams* explanation of the (Tause of this fact, (viz., excep- 
tionally great improvements in the locomotive and other 
branches of railway eng^eering) is entirely in error, and that 
it is due to a fixed law of relationship and not to temporarily 
greater progress in one department than another, seems 
evident from the fact that precisely the same facts have con- 
tmued since 1865, during which period no considerable changes 
or improvements in the locomotive engine have occurred, nor 
have the demands upon the permanent way been increased in 
respect to high speeds and heavy engines. And a still better 
evidence of the fallacy of his reasoning is that the same near- 
ly constant ratio between maintenance of way and train ex- 
penses is noticeable in the operation of neighboring roads 
operated with the same rolling stock but varying in the volume 
of business. Tables I. to IV. have been already referred to as 
illustrating this fact, and the following table (Table Yin.- A), 
compiled from the Massachusetts State Reports, still fmrther 
illustrates it. It will be observed that the roads of greatest 
business have also the greatest cost per train miley for main- 
tenance of way. Table yin.-Bis a similar table for New York 
State and shows the same fixed ratio of expenses under varying 
business as is shown in Table yin.-A. 
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TABLE Vni. B. 



SkiOwing wmparaHve Statistics of ike Coit of Maintenance of Wayonal 
the JRaHways of the State of New York and on the I raUways therein 
having the greatest wAwme of business. For the year 1873 and for 
fire^ht business only. 



Average of all 
the railways of 
the State ..... 

Ay^rage of 4 lead- 
ing railway^, 
viz * 

N.Y.Cen.& H. 
R 

Erie 

Lake Shore ^ • 
Mich. So. . . 

Boston & Al- 
bany 




$1 69 $1,181 



Cost of malnt. of 
way per train 
mile. 



Perc'ntageof 
total fir't 
expenses. 




16.3 cts.|26.8 cts. 14.6 



16.7 ots.180.0 cte.i 13.4 



25.4 



26.4 



Remark.— These statistics are for l^eight only, as being easier to 
compile; but the en>en8es as alloted to " passenger and freight busi- 
ness " in the New Tork State Reports differ but little either in the 
aggregate amount per train mile or in the percentage chargeable to 
the various items of expense. 

The four great roads above vary but little from each other in volume 
of business (viz. , from $23,000 to $30,000 freight earnings per mile), and 
the average of $26,642 per mile exceeds by nearly $20,000 per mile 
that of any other railways of the State. As their aggregate receipts 
amount to four-flfths of those of all the railways of the State (viz., 
$61,800,000 out of $66,100,000), and their length to only three-eighths 
(viz., 3,382 miles out of 8,662), the contrast in the above table would 
have been much more striking had the business of the four great 
roads been excluded from the general aggregate. For example, the 
freight earnings per mile of road for all the other railways of the State 
would have been only $2,380 per mile, instead of $7,620; yet it is ob- 
vious that the comparison in the latter part oi the table would have 
been inappreciably affected. 
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Other facts of a similar nature might be addaoed, did not 
space forbid; noticeably the admirable colored diagrams which 
accompany Mr. Williams ' paper and at once illustrate to the 
eye the following facts : 

1st. That all the main items of expense continue in an ap- 
proximately constant ratio to each ottier as business increases. 

2d. Tbatnoneof the items of expense, not even locomotive 
charges, increase quite in proportion to train mileage, and, in 
a very marked degree, increase less rapidly than the tonnage. 

Facts from so many independent sources would seem to make 
evident that either the cost of track maintenance proper 
must increase considerably /as^er than the train mileage, which 
is unreasonable; or that the remaining expenses for main- 
tenance of way, which are apparently independent of train 
mileage, must increase nearly in proportion. At least it can- 
not lead us into greai error to assume this to be so, for the 
purposes of solving problems of location, however it maybe for 
the determination of freight rates and similar questions which 
arise in the operation of railways, and require in many respects 
a different classification of expenses. It would lead us too far 
to attempt any explanation of this singular constancy of rafio, 
but all the facts seem to indicate that a larger increase than is 
commonly assumed in the expenditure on such items as ditches, 
ties, bridges, earthwork and masonry, is absolutelj( essential for 
the exigencies of a large bosiness, although it is not advisable 
for a smaller one ; or at least that experience proves it to be 
economy, whether it be absolutely essential or not, to expend 
an amount increasing in equal ratio with the cost of running 
trains on the perfection of the road-bed and track. A further 
reason is, that even the direct train expenses do not increase 
nearly as fast as the volume of business, even if measured by 
the standard of the train mile. Comparisons of main line and 
branches are hardly a fair test of this question, as before stated, 
because the general operating expenses are almost uniformly 
less than if the branch were independently operated, and the 
expenditure on maintenance of way almost as uniformly greater. 

SUMMINa UP THE PBEGEDIKO CONCLUSIONS, 

we may assume, on the authority of Tables I. to V., that the 
following percentages represent very closely the reUxlive cost 
of the various items of expense which enter into the operation 
of railways, taking the average of years; and that this relative 
cost or percentage is much less bable to fluctuation than the 
actual expenditure in dollars and cents: 
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ClauiJleaHon of Operating Expensei. 



Tbain Expem- 
BES 4& p. c. ^ Gars 



I Fuel 10 p. c. 
OU, Waste, etc. 2 " 
Repairs 9 " 

Bepairs, in- 



10 



Train Hands.. 12 



Maimt'ce of 
Wat 27 " 



Traok. 



. 13 



Boadbed 7 



Yards and 
Stmctiires. . 



Total "Line" 
OB "Tbans- 
fobtation *' 
Expenses... 70 

Station, term- 
inal and gen- 
eraiexpenses 
Uid tuces . . t 90 



70 



30 



TOTAIi OPEBA- 

Tmo Expen- 
ses 100 " 



spection,eto 10 " 
Bng'eman and 

firemen ... 6 " 
Gondnctorand 

brakemen . . 6 " 
Benewal of 

BaUs 7 " 

AdUust'g track, 

etc 6 •• 

Ben'al Of Ties. 3 " 
Earth'k, Bal- 
{ last, etc.... 4 " 
Switche8,frogs 

and Sidings 3 " 
Bridges and 

Br. Masenry 2.6 " 
Station and 
otherBuild'gs 1.6" 



70 



30 



100 



100 



These percentages we have seen to be most liable to yaria- 
tion in the items of *' Station and General Expenses," but that 
the items of line or transportation expenses in snch cases will 
still preserve, as a rule, a nearly constant ratio to each other, 
as above ; the item of fuel being the most liable to irregular 
fluctuations. 

If we assume, for even figures, the low average of $1 as the 
cost of a train mile {i. e., 70 cents per train mile transpor- 
tation expenses proper), these percentages will also represent 
the cost of the renewal items, per train mile, in cents ; and in- 
asmuch as we have seen them to apply as percentages, within 
a small margin of error, to 13 representative roads and four 
State averages, we may use formulsB or values so obtained, 
without serious error, for any other cost per train mile, as^ 
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gained or actual, by simply multiplying by such cost, without 
necessary consideration in each case of each separate item. 

We have also seen that these percentages are but little 
affected by the volume of business, m the items with which we 
are most concerned, and are hence equally applicable to roads 
of either a large or a small business ; at least sufficiently so for 
the solution of the yarious problems of location, which we will 
now proceed to consider. 

y^ BEDUCTION OF LENGTH. 

We may premise that the increase in operatlug expenses 
caused by tbe adoption of a longer line is by no means a con- 
stant quantity per unit of length, although often assumed 
to be. In the first place, a longer line may be adopted 
either for the purely engineering purpose of securing lower 
grades or lighter work; or, secondly, for the commercial pur- 
pose of thereby securing a larger way business. In the latter 
case, we have, in addition to the same purely engineering 
questions as before, the further question of the capitalized 
value to the line of such additional way business. It is with 
the former case only that we are directly concern ed, but even 
in that case the value of a mile saved is by no means the same 
whether the total saving be one mile or twenty. The number 
of yearly trips of rtlling stock, number of stations and sidings, 
etc., and the considerable class of expenditures which Tary 
with those items, remain nearly r*«nstant under the small 
changes of distance, which most treqaently occur, and are not 
perceptibly affected until the change of length amounts to a 
considerable percentage. How much the expenses are in- 
creased by such relatively small changes of length we will first 
endeavor to determine, by examining separately the various 
items of expense; premising that this must be done in some 
detail if the conclusions are to possess any value, and that it is 
better to err, if at all, by underestimating the increased expense 
due to unfavorable alignment, in order that all extra outlay on 
construction may be fully justified. 

Fujd and OH. — ^A very considerable percentage of the con- 
sumption of fuel is a constant wastage, nearly independent of 
the exact distance run. The cost of kindling fires only aver- 
ages about 10 per cent, of the cost of fuel on the Philadelphia 
So Beading Railroad as shown in Table IX below. Mr. Bussell 
^age, Jr., in an article in Van N'09trand^8 Engineering Mo/ga-- 



22 

zine for 1873 says: " I am assured that a dead engine cannot be 
fired np for less than $2.00." This would amount to nearly 20 
per cent, of an average cost for fuel, and is probably an excessive 
estimate; but information from various sources which the 
writer has been able to secure indicates that this expense 
averages about 10 per cent, of the cost of fuel. The consump- 
tion due to stopping and starting and to standing idle in yards 
and on side tracks is also a heavy item, and may be considered 
as nearly independent of distance in the case of two nearly 
equal lines operating under the same conditions between the 
same termini. The direct loss of power in stopping a train 
running at a speed of 25 miles an hour would be sufficient to 
run the train over a mile; and, as to the wastage while stand- 
ing idle, the writer is informed that a saving of 10 or 15 per 
cent, has been observed on the New York Central Railroad 



TABLE IX. 

Showing the Relative Cost 'of Wood for Kindling on the Philadelphia <£ 
Beading Railroad for a Series of Years. 



ITnAK 


Percentage of the 
cost of Kindling 
wood to remain- 
ing cost of fuel. 


Prices of 
luel. 


Average consumption of 
Wood for kindling. 




Passenger 
trains. 


10. 
6.4 
6.2 

7.6 


• 

6.1 
3.6 
4 1 

4.3 


Wood 
per cord. 


Goal 
per ton. 


1867.... 
1869.... 
1873.... 


14.2 
8.8 
9.7 


$6 79 
6 60 
6 94 


$3 16 
3 80 
3 26 


Passenger trains, .13 c'd. 
Freight " .16 ** 
Coal " .22 " 


Average 


10.9 


$6 74 


$3 40 





Bemabks. — ^The aboTe does not include the cost 'ot any coal used in 
kindling. The consumption of wood seems very small; Mr. Traut- 
wine (Engineers' Pocket Book, p. 411) gives H cord as the average 
consumption. 

When this read was using wood fuel entirely, passenger trains 
nsed 2.7 cords per 100 miles, or about 2^ cords per dally run of 93 
miles. Allowing ^ cord for getting up steam would amount to ex- 
actly 10 per cent. 



since freight trams are partly relieved firom this expense by 
independent freight tracks. These two sources of waste com- 
bined may be estimated at 20 per cent., or, including 10 pei cent. 
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for firing ap, we have a total of 30 per cent, as a wastage in- 
dependent of a slight change more or less in the length of the 
run. At least one-half of the cost of oil, waste and water is 
similarly independent of distance. 

Repairs of Engines and Gars. — Such portion of this expense 
as is due to making up trains, stopping and starting, loading 
and unloading, and to the effect of time and age is nearly in- 
dependent of minor variations in length. The extent of the 
deterioration from these causes, in distinction from the regu- 
lar running wear is purely a matter of opmion; the writer has 
heard it variously estimated at from 1-5 to ^. Thirty per cent, 
would seem a moderate estimate, or, of the total cost of 19 per 
cent, for these items we may say that 14 per cent, only is due 
to the regular running wear while in motion. 

l^ain Wages. — This expense is practically independent of 
very small variations of length, and when the train hands are 
paid by the day or month, is even independent of changes of 
several miles. On most railways, however, the engine crew is 
paid by the mile, and, on an increasing number, all train 
hands are so paid without distinction. For changes of length 
of less than half a mile it may properly be omitted altogether, 
and for greater changes it may be allowed for, if necessary, by 
increasing the estimate for small distances, by a proper per- 
centage, as will be done below. 

Maintenance of Way.— The cost of yards and structures is 
practically independent of small variations in length, since the 
number of stations, important bridges, etc., will be probably 
the same on any two alternate lines, or will even be less on the 
longer line, as a rule, for obvious engineering reasons. The 
remainder of the cost of maintenance of way, however, in- 
cluding all track and road expenses, may be considered as va- 
rying directly as the distance. 

Station Expenses and Taxes — Since taxes are based upon 
valtie, and a short line is worth more than a long one between 
the same pomts, taxes may be said to be independent of, if not 
inversely as, the length. Station and general expenses also 
are practically independent of variations in length, unless the 
volume of business is also affected, which is outside of the 
purely engineering question. 

Summing up these items, we have, as the cost per train- 
mile of minor changes of distance: 
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Fuel 

Oil, waste And water 

Bepains of engines and can. . 

Train wages 

Maintenance of way 

Station and general expenses 
Total 




lOcts. 
19 " 
12 " 



27 " 
30 " 




TOperct. 

60 " 

70 " 
unaffected 

by small 

changes, 
all but y'ds 
and struc- 
tures, 
unaiflbcted. 



$1.00 I 42perct. 



J 

«§1 



I 






20 



42 



In other words, the cost per mile of additional digtaace is 
only aboat 42 per cent, of the average total cost of a train- 
mile, in the case of snch minor changes of length as do not 
apprepiably increase the expense for train wages. At what 
distance snch increase begins is a question for settlement in 
each case. The percentage by which the above estimate must 
be increased, fdr more considerable changes of distance, we 
shall consider below. 

Expressing the above cost per train mile in terms of the 

yearly cost per daily train: In a year there are 318 week days. 

Making some allowance for Sunday and incidental business, 

we may say that each daily train will represent on an average 

S25 round trips yearly over the line, hence the cost per year per 

daily train of one adrtUionai mile will be — 

$0.42Xd26X2=f273 (i. e., 273 times the average cost of a train mile). 

From this we have, as the cost per year of one additional foot^ 

$278.00 

= $0.0617 (i. e., about 6 per cent, of the aveiage cost of a train 

6.280 
mile). 

These sums, divided by the rate of interest on the capital 
(.06, .07, &c.), give the capitalized value of saving one foot and 
one mile of distance which is given in the first column of the 
table (Table A) below. 

In the case of projected improvements in the ahgnment of 
railways already in operation, we may more conveniently esti- 
mate the value of distance on the basis of the average annual 
expenditure per mile of road, either in the aggregate or, more 



oorreotlir, th*t (or the ftffeoted items only. For this purpose, 
-we mty exprefls the cost of operating one ftdditioiisl mile of 
disttace In anjooeof the (ollowing ways : the relative >ocii- 
racy of each being Kb it inclodeB all those itema vhidb arc 
affected and exolndes all those ouaSected. An estimate on the 
basis of the total expenditDreB per mile is thus the most iii- 
aocnrate of all. 
The yeu'ly coat of operating one mile more oi less ia 
42-100, or 0.42 times the aveiage yearly totai, EXPBJtaES per 

12-TO, or O.e times the average year); "transportation" or 
" line " eipeases per mile. 

42-23, or 1.826 times the average yearly maintenance of road- 
bed and track eipenses per mile. 

12-81, or 1.356 times the average yearly cost of fuel, oU and 
repairs of engines and cars per mile. 

49-37, or I.IUS times the average yearly cost of foel, oil, 
repaiiBOf enginee and cars, and engine vages per mile. 

The amoonts, or percentages, last given above, multi- 
plied by the yearly eipenditnre per mile for the item opposite 
toil, give the total yearly cost per mile of operaUng additional 
distance, and divided by the rate of interest on capital, give 
the capitalized valae of saving diitnnoe. We tbns obtain 
(dividing by S,280 for the valne of one foot) the last four 
oolnnms of Table A. 



As we have before staled, the value per mile of saving dia- 
ianoe is not a constant quantity. When the saving of diitanee 
ia more considerable than we have been previously oonsidering, 
or at some point varying; from 1 to B or 10 miles, according to 
the practice of the road in respect to the standard for train 
wages, the cost of that item will be affected in proportion to 
distance, for anch conaiderable cbaogea, also, the cost of 
switches and sidings and the constant wastage of fuel fMm 
standing idle oc side Iracka Lay be consid-red as somewhat 
inereasfd. Allowing on -third of " . • -. . 

sidings (or 1 per cent, of the total 
snoh increase ; and also one-third ol 
hiel which we have previously regi 
a» the increased valae per mile of a 
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Train wages 12 cents per train mile 

Fuel 1 " " " " 

Switches and sidings 1 " 

Total 14 cents per train mile 

The value of small distances saved we found to be 42 cents 

per train mile, or 42 per cent. Hence we may say that a saving 

14 
of several miles is worth — or 33 per cent, more per mile than 

42 

a minor one, and the values given by Table A should be in- 
creased by that percentage. If a portion only of the cost of train 
wages is considered as affected, the percentage should of 
course be proportionally r« duced. 

For very large and considerable differences of length, 
amounting to 15 or 30 miles in 100, the value of saving distance 
may properly be still further increased, up to the figures at 
which aU saving of distance without distinction is veiy com- 
monly estimated, to the eerious loss of many railway com- 
panies from unjustifiable expenditure, as the writer feels com- 
pelled to believe. The conditions of the question aie then 
totally changed. The number of dailfj or yearly trips which 
the rolling stock and employes can make over the line will 
then be increased nearly in proportion to the reduction of dis- 
tance and their number can be correspondingly dimiuiuhod, 
xjoherects they othertoise crinnoi. Hence all train expenses and 
the entire cost of maintenance of way may be cons! leie I as 
varying directly with the length. Station, terminal and gen- 
eral expenses, however, would be very little affected, the 
volume and character of business being always supposed to be 
the same. 

The total amount of the transportation expenses, or the sum 
of train expenses and maintenance of way, we have estimated 
at 70 per cent., or 70 cents per train mile*, or 28 cents greater 
than our estimate for minor differences of length, (42 cents), 
used in constructing Table A; and strictly in accord- 
ance therewith the values given in 'that Table should be 

28 
increased by — or 67 per cent. But as all experience seems to 
42, 

indicate that even direct train expenses cannot be reduced in 

prctcdce in direct proportion to distance, although it may 

appear that they should be in theory, even if the saving were 

** It is usually taken, in round numbers, at ^. E, g., yoBe'» 
"Manual for Bailroad Engineers/' quotation from Mr. l^autwine. 
foot note to p. 46. 
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TABLE A. 

SHOWINa THE CAPITAIilZED VALUE FEB MILE AKD FEB FOOT OF 
SATIMa 8HOBT DISTANCES, NOT AFFECTINO THE COST OF TRAIN 
WAOFS ; ASSX7MINO A TOTAL COST FEB TBAIN MILE OF $1.00. 



PBOJEOT'i) UHKS. 






KATE OF 



INTBBE8T 



OR 



OAPITAL. 






&AILWAT8 IN OPXBATION. 

Multiply tho avenwe annual ex- 
penditures per mile for any one 
of the following items, by the 
number given below it, opposite 
the proper rate of interest 




▼AI.UE OF ONE MILB. 



6 per cent. 
6 

7 

8 

10 



Ybably cost of 
one additional 
mile 



$6,460 
4.660 
3,900 
3,410 
2,730 



$273 



$8,400 


12. 


27.1 


36.6 


7,000 


10. 


22.6 


30.4 


6.000 


8.6 


19.4 


26.1 


6,260 


7.6 


17. 


22.8 


4,200 


6. 


13.6 


18.3 


$420 


0.6 


1.366 


1.826 



22.7 
18.9 
16.2 
14.2 
11.3 



1.136 







YALUB OF ONB FOOT. 






6 per cent 


$108 
0.86 

0.74 
066 
0.62 


$1.60 
1.38 
1.14 
1.00 
0.80 


.0023 
.0019 
.0016 
.0014 
.0011 


.0061 
.0043 
.0037 
.0032 
.0026 


.0069 
.0068 
.0060 
.0048 
.0036 


.0048 


6 " 


.0086 


7 " 


.0081 


8 " 


.0027 


10 " 


.0022 






TBABLT COST of 

one additional 

mtin 


$0.0617 


$0 08 


.000114 


.000267 


.000846 


.000216 


* 





Bbmabks —If the cost per daily train be higher or lower than $1.00, 
the value pbb daily tbain given above must be multiplied by that 
assumed cost. 

For any saving great enough to decrease the cost of aU train 
wages per trip, the values given above must be increased by 
a Tnanimum of 83 per cent., and for very considerable distances 
sufficient to increase the number of daily or yearly trips over the line 
by a maximum of about 60 per cent. 



J 
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as mach as one-half, 50 per cent, instead of 67 is probably an 
ample if not excessiye estimate. 

The limits of distance which should fix these several values 
in either direction are of course very indeterminate, and will 
vary in each particular case ; but the values of Table A may be 
regarded as neaily constant for the minor changes which are 
of most frequent occurrence in location, and 50 per cent, in- 
crease therefrom as a nearly constant maximum for the most 
considerable changes. 

THB EFFECT OF WAY BUSINESS ON THE VALUE OF SAVINO DIS- 
TANCE. 

The receipts from through business and a portion of the « ay 
business are usually (but not always) fixed by competition, and 
hence quite independent < f the exact distance hauled ; but a 
certain large proportion of the receipts of all railway compa- 
nies is from way business, and in many instances the rect^ipts 
from a part or all of this business are, either by law or custom, 
fixed by the mile. This fact, if there be any proportion, how- 
ever small, of such business, is an element entitled to consid- 
eration in determining the value of a proposed saving of dis- 
tance. So far as it is entitled to weight it evidently operates 
to reduce the value of any such saving. 

The following table (Table X.) shows the average paying 
loadper train in several different states and on separate rail- 
ways; and also, where the statistics could be ascertained, the 
percentage which local or way business forms of the aggregate. 

Judging by the indications of Table X. it is a low estimate to 
assume 60 passengers or tons of freight as the average load of 
a train; and it is also a low estimate to assimie t^t the re- 
ceipts from that portion of the way business on which the re- 
ceipts are limited solely by the mile, or the will of the com- 
pany, IS at least one-half of the aggregate and generally more. 
Assuming an average rate en such business of 3 cents per mile, 
this gives us at least 90 cents per mile per train as the average 
receipts from such business. 

Considering now the effect of these facts on the value of gain- 
ing distance, we have already seen tl\at the cost of running an 
extra mile averages from 42 to 56 cents, if we assume 
an average cost per train mile of $1.00, or from 42 
to 56 per cent., whatever the average cost per 
train mile. This includes aU expenses for running such dis- 
tance, and any additional receipts therefrom must be credited 
against it in full. Accordingly we see that where way rates 
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TABLE X. 

Showing the average paying load of trains and the average proportion of 
local biuinessfor several Stales and individual Bail/ways. 



Name oi State or Bail way. 



Hew York 

Massachusetts. 



Oonnecticut. 

Ohio 

llilchigan.... 



Date of 
Beport. 



1874 

1876 

1874 

1874 

1873-4 

1873 



L.S. &Mioh.So 1874 

N. Y. Central 

Erie 

Pennsylvania 



1874 
1874 
1873 

LouisYiile k Nashville. . . . ' 1874 

Phila. & Beading ' 1873 



Average Load of 


Trains. 


Passen- 


Tons 


gers. 


Freight. 


60. 


102.3 


69. 


66. 


76. 


66. 


61. 


66. 


43. 


68. 


49. 


• • • 


72.5 


147.6 


79. 


139. 


49.6 


106. 


68. 


110. 


34.6 


90. 


64. 


91. 



Per cent, of 
local busi- 
ness to ag- 
gregate 
business. 



(42.(fr't) 
t71.(pa8B'r) 

71. (freight) 

89. (freight) 

66. (freight) 
(48. (pass'r) 
I87.(fr't) 



Bbmabxs. — On Lake Shore & Michigan Southern, only freight ttom 
BuflUo to Chicago is classed as " through." On the other hand, the 
Louisvillf' & N ishville includes only way or local business proper as 
" local," excluding a large amount of business which would ordi- 
narily be classed as local. 



are either by law or by fixed custora, determined purely by dis- 
tance, any redaction of distance would be almost certain to en- 
tail a balance of loss upon the company amounting to some 
cents per train for each mile save^. For example, it would un- 
doubtedly entail a net loss upon the New York Central Bail- 
road, so far as passenger business is concerned, to shorten their 
line by several miles, even if it could be done without cost 
to them, provided all their business, both through and way, 
had to be transacted over the new line. For, estimating the 
cost of a train mile on that road at $1.27 and taking 54 per 
cent, of the same, we have 69 cents as the* cost of running a 
train an additional mile. On the other hand, taking an aver- 
age load of passengers at 140, aind assuming the very low pro- 
portion of one-half only, as that on which the receipts are 
fixed by the legal limit of 2 cents per mile, we have an average 
gross loss of 140 cents per train, or a net loss of 71 cents, for 
every mile cut out from the line. And if the gross loss had 
been but 10 cents instead of 140, it would have operated to re- 
diioe the value of any saving of distance by so much, although 
not entirely destroying it. 
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It is open to question how mnch weight should he given to 
these considerations even where rates are fixed purely accord- 
ing to distance; certainly it should not be so great as the bare 
facts might appear to justify. As a question of public policy 
they have no force whatever, the ultimate loss ft:om a needless 
service being the same whether borne by the railway company 
or transferred by it to the public. And inasmuch as the pros- 
perity of a railway is intimately connected with that of its 
supporting population the policy, under any circumstances, 
of thus inflicting an unnecessary tax upon the community for 
the sake of a small margin of profit may be questioned, 
especially as the ability to do so, through absence of competi- 
tition, is by its very nature temporary and changeable. Never- 
theless, as a railway is a business enterprise and not a chari- 
table institution, it may be policy to assign some weight to 
this consideration, at least to the extent of carefully avoiding 
an over estimate of the value of saving distance. There are 
very few roads on which the necessity of fixine: rates accordmg 
to the distance hauled is not practically operative to some ex- 
tent, even if rates be not so fixed by law; and on many such the 
whole business of the road is practically independent of com- 
petition, while at the same time the future returns on the 
capital invested are at the best exceedingly problematical. In 
all such cases a sound policy would seem to require that the 
expenditure should be mainly directed, not to securing the 
" shortest line,'' but to reducing the gradients or vertical dis- 
tances, which we shall find to be out of sight ahead of linear 
variations in their effect on operating expenses, but over 
which a railway company can under no circumstances derive 
additional revenue foi running its trains. A discriminating 
public is far less willing to pay for transportation over a ravine 
or a mountain than for being carried ten miles around it. 

PBACTIOAIi KXAMPT.Efl OF THE VAIiUE OF DISTANCE. 

As an example of the use of Table A, let us take one given 
in Prof. Vose's "Manual for Railroad Engineers," viz.: Wh*t 
is the valu-^ of saving one mile of distance to a road of which 
the total expenses for maintenance and operation are (or are 
expected to be) $10,000 per mile ; cost of capital 6 per cent. 
Here we have, by the second column of Table A, 

$7,000X10= $70,000 

as the value of saving one mile. Or, if we consider the wages 
of all train hands to be affected pro rata by so small a reduc- 
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tion, this amount should be increased by something less than 
29 per cent., and we have 

$70,000 X 1.2»— = $90,000, 

which is the justifiable excess of expenditure to construct an 
alternate line of any length one mile shorter than the other ; 
and this without allowing any weight to considerations of the 
effect of way business. 

As given in the " Manual," the justifiable expenditure to 
effect this saving Is $206,666, an excess of from 130 to 200 per 
cent, over the estimate above.f 

The writer conceives this rather gigantic difference to be due 
to two errors in the " Manual." First : In assuming (as is done 
throughout the chapter on location) that to operate an fxfra 
mile, more or less, costs as much as the average expenses per 
mile, instead of from 42 to 51 per cent, only, if our premises be 
sound; which accounts for from $80,000 to $100,000 of the dif- 
ference; and secondly, in adding in an imaginary saving due to 
not constructing the mile sanedy which accounts for the remain- 
ing $40,000 But it is very obvious that if we spend it we do not 
save it. By Prof. Yose's rule, a light, cheap railway doing the 
same business as a very costly one is not justified in expending 
the same sum for a given improvement, which is a reduction 
to absurdity. The author seems to have been naturally ap- 
palled by the magnitude of his own figures, for he adds, " in 
most cases it certainly is not advisable to make so great an ex- 
penditure in the beginning as the above figures would indi- 
cate.** But why not, if the premises be sound and the facts as 
stated? The< outlay which is advisable is the very fact to be 
determined. 

In commenting on this example the author also adds: "In 
estimating the amount to be spent in reducing grades or curves 
we are of course to regard their effect on the cost of operation, 
the same as for simole distance, but the interest on construc- 
tion, which applies to distance, does not apply to grades and 
curves ** The writer regards this distinction as entirely non- 
existent, the interest in construction not applying in either 
case. Whether alternate alignments differ vertically or hori- 
zontally, it is the capitalized yearly saving alone which repre- 
sents the value of one over the other ; the cost of construction, 
balanced against this valu#<A6n enters in only for the purpose oj 
determining whether it toiU cost more than it is worth, 

t " If a railroad costs $40,000 per mile, and the cost of maintenance 
and operation is $10,000 per mile, we might spend $306,666 " [more 
than on the other line] " to shorten the line a mile." (Manual for 
Bailroad Engineers, p. 46.) 



<l 
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As a second illustration : What is the value to the Pennsyl 
yania Railroad Company of catting out one mile of their main 
line ? This mnst be different at different points on the line, 
but we will take an average of the whole Une. The expendi- 
tures for the past six yea*-e have been very nearly uniform at 
an average of something less than $26,000 per mile, out of 
which * 

All trancroortation expenses have 

been about 69.7 per cent., or $18,120 per mile. 

Repairs of rolling stock and fael, 

oil, etc., have been about 33.5 " " 8,720 

Ifaintenance of way (except 

bridges and buildings) has 

been about 21.75 •• " 5,660 

Motive power and repairs of cars 

have been about 38. " " 9,880 

Then, by Table A, estimating on the basis of all transporta- 
tion expenses, as the most accurate, we have, as the true value 
of saving one mile, assuming the rate of interest to be 6 per 

cent., 

$18,120X10= $181,200. 

Determining the same value by some of the other less exact 

methods in Table A, for purposes of comparison, we have: 

(2) Bepairs of rolling stock and tuel, 

oil, etc $8,720X22.6 =$197,072 

(3) Maintenance of way (except bridges 

and buildings) 5.660X30.4 = 172,064 

(4) Motive power (including wagef ) and 

repairs of cars 9,880X18.9 = 186,782 

Total yearly expenditure per 
mile 26.000X $7,000 = $182,000 

Or, we may estimate only on the basis of the number of trains 

daily, which is about 44 each way. Then, by Table A, 

$4,650 X 44 = $200,200.t 

We may say then that, if our conclusions are correct, the 
present value of cutting out one mile of track on the Pennsyl- 
vania Railroad is something over $180,000, assuming that it 
would involve no decrease in receipts from way business and 
also no decrease in train wages, if the latter were decreased 
in fall proportion, this estimate should be increased by about 
27 per cent, on this road (11X2.42), or, in round numbers, 
$50,000, giving $230,000 in all. 

This saving has been valued by Mr. Herman Haupt (see 
" Considerations Affecting the Value of Distance Saved,'' Van 

{This latter estimate should properly i^ee much more closely 
with the others, but the writer did not have the requisite informa- 
tion to separate main line expenses and train mileage from that on 
the branches. On the main line only the cost per train mile is proba- 
bly somewhat less than $1.00. 
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Nostran^a Engineering Magazine, Vol. IV., p. 593; also Rail- 
road Gazette, 1873, p. 267, and Yoee's " Manual for Bailrcad 
Engineers,'' p. 46) at $433,000, a difference of from $200,000 to 
$250,000 per mile in excess of the above estimate. 

This difference is due to three causes: Pirat, thecotper 
train-nule on the Pennsylvania Bailroad was then (1869) $1.30 
per train-mile, instead of about $1.00 as at present. This alone 
accounts for a difference of 30 per cent. Secondly, Mr. Haupt'i 
estimate was (although not so stated) for the value of one 
mile saved at a partietdar point on the line, viz.. west of Al- 
toona, where distance is undoubtedly more valuable than for 
the average of the whole road. Thirdly, and mainly, Mr. 
Haupt's whole estimate is based upon the fallacy that all ex- 
penses which increase with tonnage transported increase also 
with the distance transportfd ; and accordingly he has included 
several large items such as teaming, station labor, etc., which 
have no connection whatever with the exact length of the 
track, and in addition thereto has also included the fuU cost of 
inel, repairs and other transportation expenses proper, of 
which only a portion can fairly be so included. This increases 
the estimate out of all due proportion, even if no other causes 
co-operated to do so. 

If, instead of the Pennsylvania, we had selected any of the 
other 12 roads given in Table I., we should have obtained an 
equal general uniformity from the different formulas of Table 
A ; but to avoid any appearance of unfairness, let us take, as 
an anU-iUustration, the Syracuse, Binghamton & New York 
Bailroad, on which the percentage of the various expenses has 
been widely different from those we have assumed. The aver- 
age of the last four years has been as follows, viz. : 

For maintenance of way 47 . 3 per cent $2,700 per mile. 

" " engines and cars. 16.1 " 920 " 

" fael,oa,eto 11.3 " 640 

" trainhands 6.7 " 330 

" taxes and general expenses.... 19.6 " 1,130 " 

Total expenses 100. " $6,600 " 

Average number of trains dai^ 8 

We obtain from these figures the following valuations of one 

mile saved at 7 per cent, for capital ; the first being the most 

exact : 

By column (1). Table A $4,470X86 = $38,442 

By column (2), Table A 1,560X19.4= 30,264 

By column (3), Table A 2,300X26.1= 60,080 

By column (4), Table A 1,726X16.2= 27,946 

Per $1,000 of annual expenditure per mile. . . 5 6 X $6,000 = 38,600 
Per daily train $3,900X8 = 31,200 
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Here is a snfficiently wide divergence indeed ; yet even in 
this case, iiad the road been originally located on the basis of 
an estimated business of 8 trains daily as in the last line above, 
or on the basis of $5,500 to $6,000 per mile of annual expendi- 
ture, it would have been a sufficiently good guide for location, 
as the wide variation in the above estimates is probably due in 
a great degree to errors in the apportionment of expenses or to 
temporary causes. We may repeat again that if the face of 
returns be accepted without scrutiny and if, moreover, an 
average be not taken extending over a considerable period, no 
close correspondence can be reasonably expected with the 
average percentages we have adopted. 

REDUCTION OP CUEVATUBE. 

In order to conveniently estimate the cost of curvature we 
must determine, 

1st. The number of degrees of curvature which opposes a re- 
sistance to the motion of trains equal to one mile of straight 
andlevel track; and 

2d. The amount by which this increased resistance increases 
the several items of operating expense. 

Into the first question we shall enter but briefly, accepting the 
results of others. Professor Yose in his "Manual for Bailroad 
Engineers" gives "as the average of numerous experiments 
that the resistance on a 10° curve at 20 miles an hour is double 
that on a straight line." For an average rolling Motion of 10 
lbs. per ton (9.3 lbs. per ton is assumed by Prof. Yose at that 
speed, according to Clark's formula, 

12= +8), 

171 

this corresponds sufficiently well with the generally accepted 
approximation of 1 lb. .per ton per degree of curvature. In the 
appendix to the '^Manual" are given the details of the experi- 
ments by Mr. B. H. Latrobe on the Baltimore & Ohio Bailroad, 
and by Mr. Zerah Colbum on the Erie Bailway. Mr. Latrobe's 
experimehts indicate that (at very slow speeds) a 14° curve 
doubles the resistance; and as a 14° curve one mile long would 
contain 740° of curvature, we have 740° as the amount of 
curvature opposing a resistance equal to one mile of straight 
track. Mr. Colbum's experiments (for a speed of 6 to 12 miles 
an hour) indicate that a 10° curve only is required to double 
the resistance, or 528° per mile; thus corresponding with Pro- 
fessor Yose'b average, except that the speed is less. Moles- 



of cnrvntnre occapied by the train." For an aver 
age troia of 9a; TOO feet in length (SO to 93 ctn) 
Ibis wonld require a 14° ourre to donble tbe resint- 
ance, thus corregpondlDR with the eiperimenta at Ur. lAtrobe. 
Holesvoith's formiila was prob&bly deduced from eiperimeots 
OD very Sat corveB, but an the other band with care baTing an 
inflexible wheel baee, eo that his formnla might hirl; be 
adopted for American railways. 
Bnmmuig up theee ieveraJ fonnolie, we havu : 

Curve of Dsg. of 

BlBtSQOa. par m. 

By lAtrobe'B eiperlmaute, at Terr Blow Bpeeds 14°' 140° 

" Colburn'B " " speed of ^to 11J rallea 

par hour 10° KK" 

"UDleBwortb'BtaTmnlMOclFianB TOD feetlone 14° 140° 



On the authority of tbeee different fbrmulie, we ma; asBame 
abont eOO°, or a contimioas curve of 11° 20' one mile long, 
M consoDuiig an amount of power equal to one mile of straight 
track; the nimiber of degrees congnming snch an amount of 
power being leas on low-grade roads niaiiiag very long brains 
at Blow speeds, and greater In proportion as the trains are 
shorter and tbe epeed greater. Probably 600° ia a aomewhat 
high average, and benoe leans to the cdnHervative side by giv- 
ing a someirhatlow estimate of the cost of one degree. 

We will consider now the aeoond branch of our subject, via. : 



It is a singular fact that a ver; car^ ful comparison of statis- 
tics will generally fail to show any considerable difference in 
the expenses per tnia mile on different railways, or on differ- 
ent diTisinns of tbe same railway, which is clearly due to differ- 
ences in the amount of curvature or of i-iae aud fall. It would 
lead us too far to substantiate this statement in detail ; Table 
I., Table XI. below, and several others in Ibis paper, afford 
cumulative evidence o' this fact, which has often been noticed. 
For example, we may quote tbe following testimony of the 
eminent English engineer, Mr. Charles B. Tignolos, foimerl; 
Freddeiit of the Inatjtniion o( Civil Engineers, as quoted with 
approval in Dempaeys "Practical Railway Engineer" (p. 11): 

"Mr.'Vignoles stated in a paper before the British AaaodalioD 
tor the Advancement of Science that he had analyzed railway 
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expenses of workiner, and the average ezpensee of a train mile, 
as deduced fi:om Boveral years' experience and observation on 
various railways operating under dilBferent circumstances and 
with greatly different gradients. The result was that, on pas- 
senger and light traffic lines, the total oosr. of a train mile ave- 
raged 3s. per mile — 2s. 6d. being the least and 3s. 4d. the great- 
est ; and that this average seemed to hold good irresfptaive of 
grades a^'d cxrces [the italics as c[Uoted]. It was not found 
practicable to distinguish the additional expense, if any, aris* 
ing from grades and curves, but as three-fourths of railway ex- 
penses were quite independent of these curves, such additions 
must be small." 

It must be remembered, in considering such testimony, that 
the main expense of the heaciest or ruling gradient of a line 
does not appear in the form of an increased cost per train mUe^ 
but in the greater number of trains necei^sary to transact 
the same business. The same is also true of any curvature 
which is so exceedingly sharp and continuous as to limit the 
capacity of engines and the weight and length of trains in the 
same manner as heavy gradients. Nev* rtheless, it still remains 
true that nearly all curvature and all rise and fall on gra- 
dients not exceeding the ruling grade have no such effect m 
increasing the number of trains necessary to transact the 
same business, and if there exist any very grave disadvan- 
tagcR in ordinary curvature and rise and fall it should 
appear in some form capable of leady detection. We proceed 
now to consider the effect of curvature on operating expenses 
in detail, and shall find that it doen so appear in the wear of 
rails, but in no other item of expense except fuel. 

FuttL — Under the head of *' Reduction of Length " we have 
already seen cause to believe that 30 per cent, of the cost of 
fuel, viz.: 10 per cent, for getting up steam and 20 per cent, for 
stopping and starting and standing idle, is a constant wastage 
independent of the exact distance run. All of this may be con- 
sidered as likewise unaffected by the resistance of curvature, 
and in addition thereto there is another constant source of loss, 
viz.: condensation^ or radiation of heat, which varies with the 
time of exposure, and hence with the distance run, but is in- 
appreciably affected by the power developed per hour. Mr. D. 
E. Clark {Mechanics^ Magazine^ 1856, p. 535) estimates the per- 
centage of this loss as *' increasing with the degree of expan- 
sion until in cutting off at % stroke the loss may amount to 
60 per cent, of the whole steam admitted into the cylinder. 
* * The saving of fuel by superheating steam should be at 
the lowest estimate 10 per cent., and might and probably would 
be much greater.'' 
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Allowing only 10 per cent, for this source of waste, in addi- 
tion to the 30 per cent, above, we have left onl^ 60 per cent, of 
the total consumption as the proportion which increases 
directly with the power demanded during a given time. To 
Itmip in the whole consumption as directly increasing in pro- 
portion to momentary demands for power would lead to gross 
exaggeration. 

Repairs of Engines and Cars, — ^The effect of curvature on 
these items is probably very slight. The following table 
(Table XI.) gives the average cost per mile of running engines 
on the Pennsylvania Railroad for a period of four years, and 
also on the Philadelphia & Erie Railroad vwhich is under the 
same management) for a period of three years. The several 
divisions of these roads difi'er greatly in respect to grades and 
curvature, yet judging by the indications of the ta.ble the cost 
of running engines would appear to be absolutely independent 
of any such differences. The same result would be reached by 
a comparison of the Pennsylvania Railroad proper with the 
United Railroads of the New Jersey Division, since their con- 
solidation under one management, except that the pounds of 
fuel burned per 100 miles is considerably less on the latter, a 
difference m a great degrt e accounted for by difference in the 
weight and size of the engines, but doubtless resulting in some 
degree from the more favorable alignment of the latter. The 
testimony of Mr. Vignoles, already quoted, is to the same ef- 
fect as the above, and the opinion has been expressed to the 
writer by several master mechanics that the 
effect of curvature on the wear of rolling 
stock is quite inconsiderable when the track 
is well maintained, unless in the wear of tires and wheels. We 
may estimate the increased cost on curves of moderate length 
and average radii, as not exceeding 1 per cent, per degree of 
curvature, or 11 H per cent, for one mile of IV 20' curve. On 
very long sharp curves, however, this percentage would proba- 
bly be double, especially in the case of reversed curves. 

Wear qf Bails, — ^The relative wear of rails on curves is a sub- 
ject on which the writer was unable to discover any published 
information whatever; but by the kindness of Mr. Jacob Keene, 
for many years Roadmaster of the Eastern Division of the Erie 
Railway, he has been furnished with the interesting and valu- 
able statistics given in Table XTT., which have a singularly 
close agreement with each other and enable us to form an esti- 
mate suf&ciently approximate upon this subject. The statistics 
of the renewals of rails on several contiguous mileB subjected 
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to eiootlf the aame oondiUone of tnffic, bnt widely different in 
respect to onrvkinre, hire been kept b; Mr. Keene far a period 
of IT jBtza hdA are given fbr each yeu in Table XII. below. 
Beneath them are giveD the details (( *lignment for the same 

Table Sin. is mode up of Redactions from the facta given in 
Table XIL Miles 12 and G3 are not inolnded in Table XIH, as 
the etatistics for them are imperfect, bnt miles 38, 39, 40, 13 
and U are pecoliarl? favorable for porposee of comparison as 
to the wear of rails from onrvatore. All tbe tour latter contain 
continnonB sections of reversed ourvatare,* of varying length 
and radii on each mile, bnt nearly uniform on the Mtne mile, 
while mile 36 is practically a straight line and (Drmshes a stand- 
ard of comparison for miles 39 and 40. Hilea 13 and 14, being 
subjected to different condltioaa of wear, can only be compared 
witti each other. 

Wilii these data given, the best basis of comparison was con- 
sidered to be as follows : 

Ist. To determine the percentage of increased wear on eftch 
mile in comparison with some other adjacent mile. 

2d. To determine tlie ft'aciional part of each mfle which in- 
olnded the reversed curvature (in every case contlnnons, with 
an inoonriderable exception on mile 40) causing such difibrenoe 
of wear ; indudit^ also in this distance the short pieces of 
tangents connecting the reversed carves and 300 feet of tan- 
gent at each end of the continnoos cacvatore. These short 
tangents were included, as the wear on them is undoubtedly at 
least as great as if the cnrvatnre were continaons over them 
witboot reversing poin's. 

3d. To determine from these two percentages what tnoutd 
have been the percentage of increased wear had the same 
oligmneat as to carVBtareeitended over the whole of each mile. 
This is evidently given by dividing the actual percentage of in- 
crease by the decimal port of a mile which includes the align- 
ment which caused it. 

4th, and lastly. By dividing this latter percentage of increase 
by the difference in the average degree of curvature on the 
two miles, we have the nearly constant percentage 
sbowtt in the last column of Table Xm.; which is the percent- 

• The team " revanWl onnatlve" li 
corvee conaeoted bv short nlec«* ot Iihi 
the train to BtraiRhteu befbre snterln^ 
DlooUv tbeia ire not revens i carves. I 
vantige of the tectinlcal revenad onrve, 
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age of increased wear of rails, per degree of cnryature, on con- 
tinuous reyersed cnnres connected by short pieces of tangent, 
the latter varying in length nearly in proportion to the radios, 
but in no case sufficiently long for the train to straighten before 
entering on a new curve. 

It will be readily admitted that this is the most trying 
description of curvature, unless it be reversed curves without 
any connecting tangents. How the wear of rails on long con- 
tinuous curves of the same radii would compare with short re- 
verses of the above description is a matter of opinion, but it is 
undoubtedly much less than in the latter case, even although 
the number of degrees of curvature in a given distance would 
be somewhat greater. That this is presumably so, we might 
show by another method of considering the above statistics, 



TABLE Xin.. 

Showing the Percentage of increased Wear qj Bails on Continuoui re' 
versed curves conTiected by ^unrt tangents, as deuced from the sta- 
ttstics of rentwals on the Erie BaUway, Eastern Division, given in 
Table Jtll. 
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38 
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14 
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(3.3661 
14.396} 
j 6.696 i 
14,396} 
(4.649) 
1 4.102 i 



(0.0° ) 
(4.4° } 
1 0.0° ) 
)2.37°) 
(4.4° 
12.37° 
(3.0° 
U.17° 



AVBBAOB FEBCENTAGE OF IMCSEASE IN WEAB OF RAILS, PEE 

DBOBEE OF AVEEtAOE cuBVATUBE, on contlniious reversed 
curves, coimected by short tangents not exceeding flram 
100 to 300 feet in length 




but that the writer fears to exhaust the patience of the 
reader. On curves of moderate length ending in long 
tangents probably the wear of rails would not amount to half 
that shown in Table XTTT. The statistics for mile 12, in Table 
Xn. give ground for this belief, and the writer has learned on 
inquiry that the recent experience of the Baltimore & Ohio 
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Bailroad would indicate the wear of rails on ordinary cnrves to 
be only 1 or 6 per cent, per degree of curvature. Taking an 
average of long and shcnrt curves, we may safely assume the 
wear of rails to be somewhat less than 10 per cent, per degree 
of curvature, or 100 per cent, for one mile of 11° 20' curve. This 

TABLE B., 

SHOwiNa THE Capitalized Value of Saving One Degree 
OF Gubvatuse; fob Oubveb of Modebate Length and 

AVEBAGE BaDH. 



RATE OF 



INTBBEHT 
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OAPXTAU 



Projected Linei. 
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of curvature... 
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4 06 
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$0,244 



$7 60 
6 25 
5 36 
4 69 
3 75 



Railways in Operation. 



Multiply the average annual ex- 
X>enditure per mile for any one 
of the following items by the 
number given below it oppo- 
site the proper rate of interest. 
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$0,375 



.0107 
.0090 
.0077 
.0067 
.0054 
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.0278 
.0232 
.0199 
.0174 
0139 



.00054 



§'2 w)'a 

a 

.rv2i4 

.0178 
.0153 
.0134 



.0326 

.0272 

.0233 

.0204 ' 

.0163 .0107 



.00139 



.00163 .00107 



Bemabes. — Tf the coet per daily train be higher or lower than $1, 
the value peb DAHiX train given above must be multiplied by that 
assumed cost. 

For sharp reversed curves, connected by tangents not sufficiently 
long for the train to straighten, these values should be increwsed by 
a maximum of 60 to 100 per cent, and for very short curves of long 
radii reduced in nearly equal proportion. 



percentage, however, would be increased by 50 or 100 per cent, 
in the case of continuous short reversed curves, similar to the 
alignments considered above. 

Track Maintenance arid Ties. — How much greater the cost of 
these items may be on curves the writer has not been able to 
determine by any statistics, but estimates which he has secured 
from several very competent sources have not varied far from 




44 

an average of 4 or 5 per cent, increase per degree of ctmraiure, 

in all road-bed and track expenses except rail renewals. This 

is equal to say 50 per cent, increase on one mile of 11° 20' 

curve. 

Snmming ap these various items, we have, as the cost per 

train mile of an amount of curvature opposing a resistance 

equal to one mile of level track (which we found to be 600°): 

Increased 

Total cost Proportion of cost from 

of item at same increos- a double 

$1.00 per ingwith resif>tance 

Itemt. train mile, curvature. (600°). 

Fuel 10 cts. 00 per cent. 6. cts. 

Oil. waste and water 2 " 60 " " 1. " 

Bepairs of engines and cars . . 19 " UH" " Q. " 

Benewal of rails 7 •• 100 *• *• 7. " 

Maintenance of road-bed and 

track 13 " 50 - " 6.6 " 

Maintenance of yards and 

structures 7 " Unaffected 0. '* 

Train wages, station and gen- 
eral expenses 42 " " 0. 



•< 



Total $1.00 22.6perct. 22.5 cts. 

Expressing the above cost per train mile for 600° in the fbrm 
of the cost of 1° per train mile or per daily train, we have: 

$0,226 

= .0875 cts. = cost per train mile of 1® of curvature. 

600 
.0375 cts. X 650 = 24.875 cts. = cost per year per daily train of 1° 
of curvature. 

This latter sum, divided by the rate of interest on capital, 
gives the capitalized value of saving 1° of curvature, which is 
given in the first C'lumn of Table B below: 

In the case of railways in operation, for which exact statis- 
tics of expenses are attainable, we may express the value of 
saving 1° of curvature in any one of the following ways; the 
principle being the same as that already followed in estimating 
the value of distance: 

The yearly cost of 1° of curvature is 
.0376 
, or .000376 times tbe average yearly Total Expenses per mile. 

100 
.0875 
•• .000536 " " 'Line' or 'Transportation' " 



70 
.0376 
, * .00189 " " Maintenance of Way 

27 
.0876 
, " .00163 " " do. ofBoadbedandTrack 

28 (including iron) 
.0375 
•• .00107 " " do. 4- Fuel. Oil, etc., 



86 
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The amoonts, or percentages, in the second colnmn above, 
multiplied by the yearly expenditure per mile for the item 
opposite to it, give l^e yearly cost of I'' of curvature. Or, if 
they be first divided by the rate of interest on capital, .06, .07, 
etc., they will, when multiplied by the yearly cost per mile 
of the item opposite them, give the oapUcUizfid value of saving 
V of curvature. We thus obtain the latter columns of Table B 
below: 

TABLE B. 

"EQUATmO*' FOB CUBVATXTBE. 

The cost per year per daily train of 1° of curvature is (as esti- 
mated above) $0,344 

The cost per year per daily train of 1 mile of distance is (as 

previously estimated according to the same standard) $273.00 

The cost per year per daily train of 1 foot of distance (as pre- 
viously estimated accoiding to the same standard) $0.0S17 

.244 

Accordingly, 1° of cnrvature = = 4.7 feet of distance, 

.0517 
273 

and 1 mUe of distance = =: 1,120° of curvature. 

.244 

On the construction of the Pennsylvania Railroad V of cur- 
vature was estimated as the equivalent of 5 feet of distance, 
and 1,066° of curvature as equal to 1 mile. Mr. J. G. Traut- 
wine (as quoted by Prof. Yose, " Manual for Railroad Engin- 
eers, p. 46, from which source the preceding fact was also 
ascertained) estimates 1° of curvature as equal to 8.7 feet of 
distance ; but this is on the assumption that two-thirds of the 
annual operating expenses are in direct proportion to the 
motive power expended, a very excessive estimate which is not 
true even of the cost of fuel. Prof. Vose*s own figures (p. 48) 
are equivalent to estimating that V is equal to 3 feet at a 
speed of 15 miles an hour and only 2.1 feet at a speed of 30 
miles an hour; or only about ^ of that quoted Itom Mr. 
Trautwine. 

PBACnCAIi EXAMPLES OF THE VALXTE OF OUBVATUBE. 

As an example arising in original location, we may take the 
following, given in Yose's Manual for Railroad Engineers 
(p. 48): 

Line A, 100 miles long, contains 4,216° of curvature. 
Line B, 98 miles long, contains 8,432° of curvature. 
Required, the value of oue line over the other per estimated 
daily train, and also their " equat<)d length.** 
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Here we have: 

In f»Torof A.. 4,216° of cnrvftture,® $8.48 per daily train (by 
Table B) $14,671 68 

In fltvor of B, 2 nUles of distance, @ $3,900 per daily train (by 
Table A) 7,800 00 

Balance, showing the value of line A over line B, per daily 
train $6,87168 

Accordingly, for an estimated baBinesB of 10 trains daily, 
each way, over the line, we shall be justified in expending $68,- 
700 more than the cost of line B to construct line A; as, for so 
small a difference in length, the item of train wages would 
probably be in no way affected. If it varied in exact propor- 
tion, the balance in favor of A would be reduced by about one- 
fourth. 

* Equating' these same lioes, we have 

4.216° 

line A, 100 -i = 108.76 miles 

1,120° 

8,432° 

lane B, 96 H = 106^3 miles 

1,120° 

Balance in fiivor of A, 1 76 miles, at $8,900 per 
daily train = $6,864.00. 

thus substantially agreeing with the direct estimate above. 

In the ** Manual" the equated length of these two lined is 
given as. exactly the same (viz., 102 miles) and this notwith- 
standing the fact that the cost of an amount of curvature equal 
in resistance to one mile of straight track is there estimated 
somewhat higher than we have done above, which should have 
tended to make the brlauce in favor of line A still larger. The 
cause of this difference, without here going into details, is that 
throughout the chapter on location in that volume the value of 
lines in respect to distance is assumed to be in direct propor- 
tion to the measured lengths, whereas we "have seen that the 
average expense per mile of road is more than twice the addi- 
tionai cost arising from an additional mile. The comparative 
values of the above lines, independent of curvature, is as 98 to 
less than 99, instead of 98 to 100. 

As a second example : What would b i the present value to 
the Ene Railway Company of saving two miles of distance and 
300° of curvature on the Eastern Division ? 

The operating expenses averaged for the whole main line, 
neglecting branches entirely, are about $30,000 per mile. On 
the Eastern Division, for lack of definite statistics, we may as- 
sume it to be nearly or quite 140,000 per mile. Out of this sum, 
Maintenance of Way is, by Table I., 24.5 per cent., or $9,800 per 
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mile, and the entire "Line*' or transportation expenses proper 
72.3 per cent., or $28,920. 

Then, by Table B, we have as the cost of 300° of curvature— 

Per $ 1 ,000 of yearly expend're per mile, SOO'^ X $5.36X^0 = $64,320 
PerMaint.ofWay " " 300°X$9,800X.02 =? 68,800 
Per "Line" or "Transportation" ex- 
penditure per mile 800°X $28,W0X .0077 = 66,806 

The variation measures the amount by which the actual per- 
centage of various expenses differs from the average we have 
assumed. If the percentages were determined, however, by 
the experience of any one year, the variation would undoubt- 
edly be greater. 

The value of distance on the Erie Bailway, as measured by 
the various standards given in Table A, would vary in about 
the same proportions as above. Estimated per $1,000 of yearly 
expenditure p r mile we should have, as the value of two miles, 
at 7 per cent, for capital: 

$6,000 X 40 X2 $480,000 

Add for 300° of curvature, say 60,000 

Total present value of the assumed change of line $640,000 

This very large amount, it must be rem<^mbered, is an esti- 
mate on the conservative side in every respect (unless, possi- 
bly, in the assumed aggregate expense per mile on the Eastern 
Division), and represents the amount which it is rertain'y 
justifiable to expend for such an improvement. As the value 
of such changes is frequently estimated it would have amounted 
to nearly or quite $1,000,000, if not more. We shall have occa- 
sion to return to this valuation hereafter, in considering the 
subject of gradients. 

As another example : During the construction of the Buf- 
falo, New YorJ£ & Philadelphia Bailway, a change of alignment 
was made near Arcade station, which increased the length of 
the line 2,476 feet and increased the amount of curvature 128°. 
The change was made partly to secure a better crossing of Cat- 
taraugus Creek and partly to secure a town subscription. On 
the basis of the present business of the road, what net saving 
to the company was required to justify this deflection ? 

The business of the road, by the reports of 1874, was about 
2.1 passenger trains and 2.8 freight trains daily, or say 5 trains 
in all. The aggregate operating expenses per mile were about 
$3,260. 

Then, by the standard of the number of daily trains, we have, 
assuming 7 per cent, as the cost of capital: 
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Value of 2.476 feet distance, (by Table ▲) a,4T6X $0.74XS. . . . $9,161 ao 
Value of 1080 curratttre. (by Arable B) laSX $8.48X 6 2.227 20 

Total difference in valuA of the two lines $11,388 40 

Estimating on the basis of the yearly expenditures per mile, 
we have : 

Value of 2,476 it. distance, (by Table A) 2.476X $1.14X8.26. . . $9,201 80 
Value of 1280 curvature, (by Table B) 128X $6.36X 3 26 2.236 73 

Total difference in value of tlie two lines $11,488 63 

The aggregate difference in the cost to the company of the 
two Unes was at least $50,000 in favor of the longer. We there- 
fore see that a just estimate leaves little doubt as to the prefer- 
able line, although the longer and cheaper one was adopted 
only after much hesitation. 

Note on Reduction of Radius of CubVatuse.— Experiment 
seems to indicate that the cost per degree of curvature is very 
nearly independent of the radius (within moderate limits) ex- 
cept for the difference in the length of the line via carves of 
different radii. This latter difference is, of course, given 
directly by the surveys of each line which are necessary to 
compare the cost of each, but a determination of this difference 
beforehand has its occasional convenience, if only as a check 
on the chaining, and may be very simply expressed as follows : 

Let 2=length of longer curve, 
2'=length of shorter curve, 
d and d'=: degrees of curvature of each. 
7 and 7'=]ength of tangents to each: 
then, i: I':: d: d'l: T: T>, 
d d 

«'=— J,andr=— r 
d' d' 



— r'= 1 



T. 



Letting X=the length via shorter curve from T. P. to T. P 
longer curve, 

d ( d 

d' ( d^ 

( d] ( d 

£—1=2X11 — 1 I 

I d'l [ d'j 

d' — d 

d' 

But the value :f 2 T— ?, for a d^ curve is to its value for a 

1 
1° curve a« — . Consequently, tablulating (2 2' — I) for a 1° 
d 

curve, we have as th<i differ tmce in the length of any two curves 

ofd arid d' degrees, connecting the same tangerUs, 



1 d'—d 

tabular number X — X 

d d' 
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Table XIV, below, is such a tabnlation for even angles be- 
tween tangents. For any odd angle between tangents the 
tabular number is simply the difference between the length of 
a 1° curve of that angle and the length of its two tangents. 
This may be determined by inspection from the excellent table 
of tangents in Cross's Field Book, or is given by the formula — 
tabular No. for Table XTV = tan. K /X 6730 X 2 — 100 T. 



TABLE XIV. 

Showing the difference in Ungfk of line vUi any two curoet of different 

radii, connecting ihe same tangents. 

difference 
BiJLE. — Multiply the tabular number by the of the two degrees 



of curvature. 



product 



Angle between 


Tabxtlab 


Angle between 


Tabdlab 


tangents. 


NUMBSB. 


tangents. 




10° 


2.64 


80° 


1,616.1 


20° 


20.74 


86° 


2,001.1 


80° 


70.6 


90° 


2,459.8 


40° 


170.1 


95° 


3,006.4 


46° 


246.8 


100° 


3,667.6 


60° 


343.8 


106° 


4,436.0 


66° 


466.6 


110° 


6,404.4 


60° 


616.4 


116° 


6.488.6 


66° 


800.8 


120° 


8,649.4 


70° 


1.024.3 


126° 


9.614.4 


76° 


1.293 6 


130° 


11,676.2 



JSxample: Required the difference in length between a 2° 
and 6^ curve, connecting tangents at an angle of 100°. 

6—2 1 

= — X 8,667.6= 1,219.2 feet. 

6X2 3 

Value of the diflference for eaeh 11,000 of yearly expenditures 
per mile at 7 per cent, (by Table A) 

1,219.2 X $1.14= $1,390. 

4VFor any other angle, J, than those given above, the 
tabular number is given by the formula, tan. 3^ Ix 6,730 X 2 — 
100 T= difference between the length of a Incurve and the 
length of the tangents thereto. 
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Exam^: Required the diiferenoe in length between a 2^ 42' 
cnrve and a 7** 18' oarre, connecting tangents at an angle of 
52*' 48', (62.8«): 

tAn. 96°24'» 0.4964 X ff,780 X 2» 6,688.74 -. 6,280 s 408.74 » Tab. No. 
7.8—2.7 4.6 

tben, » X 406.74 » 96.40 feet. 

7.8X2.7 19.71 
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BEDUCnON OF RISE kSD FALL. 



The expense of gradients arises from two causes which are 
totally distinct and must be kept so to form any correct esti- 
mate of their cost or of their proper adjustment. 

The FiBST of these is the direct cost of ascending to or 
descending from any given elevation instead of running on a 
level; in other words, the cost of bibe ajxd vkll. This is the 
branch of the subject we now propose to consider. We shall 
find the objection to gradients on this account to be (compara- 
tively speaking) very small, and to lie mainly in the greater 
consumption of fuel. 

The SBOOND objection to gradients is the effect which the 
kahmum OB BUUNO grade has to increase the cost of operating 
the entire line (however short the ruling grade itself may be) 
by limiting the number of cars to a train. This objection to 
gradients is greatly more important than the other, but it has 
no real connection with it whatever, being different both in its 
nature and in its effect in detail on operating expenses. In fact 
it is not, properly speaking, an attribute of gradients at all, 
except that, owing to the limitations of the locomotive engine, 
gradients happen to be the most usual cause which limits the 
weight of trains. But this is not invariably so. For example, 
the Hudson Biver Railroad probably approaches the nearest to 
being on a dead level throughout of any railway of its 
length in the world; yet the locating engineer has 
freely introduced upon slight occasion short gradients 
of 15 to 25 feet per mile, which could have been avoided with 
slight expense; and wisely so, because the unavoidably sharp 
curvature of the line effectuaUy limits the weight and length 
of trains to such as is easily handled by the locomotive on a 
considerable gradient. Up to a certain grade, therefore, curva- 
ture takes the place of gradients as a limiting agent. Had the 
topography of the Hudson River permitted such an alignment 
as that of the Canada Southern Railway, for example, which 
has no curvature to speak of, a very great expenditure might 
have been justifiable to eliminate these same gradients which 
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have fhii8 been freely and wisely introdnoed. And if at some 
time in the fatnre the locomotive engine should be so improved, 
or such a new motor discovered, as to be able to exert an in- 
definitely varying power at different points of the line, at the 
same cost per unit of force (even if the cost per unit of force 
were no less than at present), all objection to both grades and 
curvature, except such as is inherent in them, viz., their effect 
upon wear and tear and consTimption of fiiel, would disappear, 
and they might be introduced with comparative freedom ; for 
neither of them would then have, in addition to their own in- 
hererd disadvantages, the ftirther effect of limiting the weight 
of trains. 

This distinction is readily enough admitted in the abstract, 
but it is frequently conftised in practice ; and such a practical 
oonftLsion of these two distinct problems destroys the value of 
many discussions and estimates on the subject of gradients, 
and forbids any clear understanding of their proper adjust- 
ment. The two are so totally distinct that any attempt to esti- 
mate or "equate'* for both of them together prevents the 
attainment of any formulsB for either which wUl hold water 
under the slightest examination, and, from an unconscious neg- 
lect of one or the other of them, usually leads on the one hand 
to preposterous theories that " undulating gradients," or sur- 
face roads, cost little more to operate than a dead level (which 
in some cases, on some parts of a line, is very nearly the case), 
and on the other hand to equally preposterous expenditures to 
introduce as long and as nearly level grades as possible at all 
points of a line indiscriminately. The latter is an inveterate 
weakness of many engineers who ought to know better, and 
who will doubtless be the first to disclaim it. Habit has 
made it a second nature to reduce all grades as much and as 
speedily as possible and to stretch out the longest piece 
of thread which can be made to lie on the profile in 
fixing the gradients. A thousand feet farther is not far 
on the prqfUef but it often entails a considerable ex- 
pense for construction to no purpose whatever ; an expense 
which does not show much, to be sure ; but the money thus 
wasted in driblets expended at a single point would often suf- 
fice to considerably reduce the ruling grade of the line. This 
extremely mistaken policy is especially conspicuous in the not 
uncommon practice of breaking a ruling grade at the earliest 
possible moment and stretching it out along the hillside so 
much the ftirther, instead of striking a low grade and cheap 
construction in the bottom lands as speedily as possible by run- 
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ning down into the valley on the mazimiim grade. If there wad 
room here for some milee of profile, the writer might adduce a 
brilliant example of this ydse procedure on a recently con- 
stmcted railway in Western New York. A certain amount (and 
a very small amount) of expenditure is always justifiable to re- 
duce the rate of any grade, even although it may be less than 
the rate of the maximum grade. We shall find out this 
amount in the course of the present article, but it is far too 
small to justify any considerable difference in cost of construc- 
tion. 

We propose, then, to consider for the present the cost of 
BiRB AMD FALii ovOy, This cost is, approximately speaking, di- 
rectly as the vertical elevation attained and independent of the 
rote of grade. The expense arising from the icAxiMnK or bul- 
iMG GBADE, ou the Contrary, is directly as the rate of grade and 
nearly independent of its length or of the vertical elevation 
reached. 

DEFINITION OF "ONE FOOT OF BISE AND FALL.** 

Every foot of rising grade involves a corresponding descent 
at some other point on the line, except the difference of level 
in the termini, if there be any. In the former case a train, in 
going and returning, passes over two feet of ascent and two 
feet of descent for every foot of elevation attained, and we shall 
understand by the term ** one foot of rise and fall ** such a foot 
of elevation or summit, which involves both an ascent and 
descent in every trip. In the case of the difference of level in 
the termini, a train, in going and returning, passes over but 
one foot of ascent and one foot of descent for every foot of ele- 
vation attained, instead of two, and hence the cost will be only 
half as great. It will be obvious, therefore, that we may com- 
pare any two lines in respect to rise and &11 by simply taking 
the feet of ascent and descent indiscriminately from the pro- 
file and dividing the same by two to determine the feet of rise 
and fall. No separate estimation of rise and fall in opposite 
directions is at all necessary, nor any consideration of the rate 
of ascent or descent, unless minute accuracy is desired. Cer- 
tainly this is not necessary for comparing two approximately 
similar Unes. 

To estimate the cost of rise and fall, as in estimating the 
cost of curvature, we must, fibst, determine the number of feet 
of rising grade which opposes a resistance equal to one mile of 
level track; and, seoondlt, the increased expense arising from 
such resistance. 
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▲MOITNT OF SISB Ain> FALL EQUAL IN BBSISTANOS TO ONE MILB OF 

LEVEL TRACK. 

An approximate solution of the first problem is easily 
reached. It is evidently given by the number of feet per mile, 
in the grade on which a train will just maintain its motion at 
a given speed, assisted by gravity alone ; in other words, what 
is termed the angle of Motion. The accelerating force of grav- 
ity is given by the formula — 

rate of grade per mile 

X 2,000. 

6,280 

The retarding force of the rolling friction is, by the formula of 
D. K. Clark, generally accepted for lack of a better, 

171 

in pounds per ton of 2,240 lbs., v representing the velocity in 
miles per hours; or, per ton of 2,000 lbs. we may approximately 
enough adopt the form 

— f-7.3 
200 

as a sufficient approximation*. Forming an equation be- 
tween these two formulsB, we shall obtain (see also Yose's 
Manual, p. 43), at a speed of 16 miles per hour, something over 
22 feet per mile as the grade offering a double resistance, and, 
at a speed of 30 nules per hour, something over 31 feet. For 
an average business of two passenger trains to one freight 
train, we should have an average speed of 20 miles per hour 
and a grade of something less than 25 feet per mile as the 
grade opposing a resistance to trains equal to that of one mile 

* Exactly, Clarke's formula becomes, for tons of 2,000 lbs., 

^-7.14. 

181.52 

To correspond with the above approximation the original formula 

should have been, for tons of 2,240 lbs.. 

1-8.16. 

178 

Very sUgl^t oljjection can reasonably be made to such a difference. 

The *' 171" of the formula is rath^ so abeuil» refinement. . 
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of leyel track, and we may adopt this as onr standard. It.oor- 
respondB to an average rolling Motion of about 9.3 lbs. per ton.t 

IHGBlUUm IN OPESATINO EXPBK8E8 FBOM BISB AMD FAIX. 

FueL— The cost of fael, which we have hitherto considered 
first, we ¥rill take up after determining the effect of rise and 
fall on the other operating expenses. 

Bepairi ofJSngines and C%zrs.— That the increase in repairs 
of rolling stock is a very small one, per 26 feet of rise per mile, 
is CTident firom the statistics given in Table XL in the article 
on cnrratore, showing the cost of ronning engines for a series 
of years on the several divisions of the Pennsylvania Bailroad. 
No appreciable effect on the cost per mile ran of repairing en- 
gines is visible in the statistics of the separate divisions, which 
differ greatly in respect to grades and cnrvatnre. As there are 
long and heavy grades in the mountain divisions of that road, 
conjoined with heavy cnrvatnre, there shonld certainly be some 
difference perceptible if the effect of snch grades and carves on 
these items were of much importance. Undoubtedly the in- 
creased wear is compensated for in some degree by lesser speed 
and more careful handling, but as this costs the company 
nothing except the slight delay, we may fairly allow it as an 
offset to some extent ; and even without doing so an estimate 
of 6 per cent, increase in the total cost per mile of repairs of 
rolling stock, for each 25 feet of ascent, and the same on the 
corresponding descent, is probably ample. On 100 feet grades 
this would amount to 20 per cent, per mile of ascent, or, taking 

t Ab we have adopted 600° of curvature and 26 feet of nse and lUl 
aa each equal in reaistance to one mile of level track, it follows that 
1° of ouryature should be equal in resistance to 0.042 fiset of rise and 

( 26 1 

fall 1 — = 0.0417 1 , which should accordingly be the average re- 

(.600 j 

duction in grade per station per degree of curvature necessary to com- 
pensate for the resistance of curves. Professor Vose's formulie, in the 
" Manual for Bailroad Engineers/' require 0.046 per degree of curva^ 
ture for this reduction; the ordinary allowance in practice (according 
to the writer's experience) is 0.05; and the experiments of Mr. Charles 
Ellet on 296 feet grades and 19° curves (300 ft. radius) would indicate 
hearly 0.1 per station as the requisite reduction per degree of curva- 
ture on such grades, or nearly 0.06 with oiled flanges and specially 
designed tank engines. Our estimate thus appears low, and probably 
is less than a proper allowance for this purpose; but it does not fol- 
low that the resistance of curvature has been under-estimated or 
that of gradients over-estimated. What we require for our present 
purpose is a fair average for all trains and all conditions of track, hut 
m redoctng grades for curvature the reduction should be suiftoient 
to compenstte for the resistance with the longest trains and under 
the most unfavorable oircumstanoes. 
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an average of the mountain diyisions of the Pennsylvania Bail- 
road, a difference of at least 15 per cent, should be visible, 
whereas in &ct there is none at all which is clearly dne to the 

alignment. On the Baltimore & Ohio Bailroad the difference 
in the cost per mile of rmming engines shonld be at least 20 
per cent., but the writer is informed that there is no snch dif- 
ference, even without allowing for the heavier class of engines 
employed on the mountain divisions, for which the expense 
should properly be somewhat greater. In this connection 
(and also in respect to the wear of rails on grades), we may 
also refer to the testimony of the eminent English engineer, 
Mr. Charles B. Vignoles, already quoted under the head of 
curvature. 

Wear of Bails and lYaok,— The effect of grades on the wear of 
rails is greatly exaggerated in popular belief, for want of a proper 
distinction between the effect of a heavy mHng grade, on which 
the number of trains is increased, and the effect of rise and fall 
simply, on which the number of trains is the same as on ad- 
jacent pieces of level track. We shall see reason to believe that 
in the latter case the effect of gradients on wear of rails is very 
slight. 

Tables Xn. and Xm., in the chapter on reduction of curva- 
ture, giving statistics of the renewals of rails on the Erie Bail- 
way for a long period of years, afford one evidence of this. By 
reference to the tables it will be i^en that, neglecting any effect 
from the difference in gradients, the increased wear of rails 
due to curvature on miles 89 and 40 amounted to the very large 
percentage of 16 per cent, per degree of average curvature over 
mile 38, which is nearly straight, but on a descending gradient 
of 45 feet per mile, whereas on miles 39 and 40 the grades were 
very Ught. Now if the higher grade on mile 38 had the 
effect of increasing the wear of rails to any considerable 
extent, say by as little as 10 per cent, for example, this 
already large percentage would have to be increased by from % 
to /^> OT, instead of 16 per cent., the wear of rails from curva- 
ture would be as much as 20 to 24 per cent, per degree of 
average curvature, which would certainly seem to be very ex- 
cessive. We may show the effect of such an allowance for wear 
on grades in a little table, as follows: . 
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Mile. 


88 


89 


40 


AUflrninADt 


Tangent. 
45 ft. per mile. 

8,366 feet. 


4<>24' reyersed 
curvature. 

11 ft. per mile 
and level. 

6,696 feet. 

70 per cent. 


Q^'lKl' iwvMMad 


Oradlentfl 

Average yearlj renewals. 

Percentage of increased 

wear due to cnrrature. 


curvature. 

Undulating, 20 

and 80 ft., and 

level. 

4,896 feet* 

81 per cent. 


If we allow the wear of 
rails on mile 88 to have 
been increased by 10 
per cent, over miles 89 
and 40 on account of 
the steeper grade, the 
yearly renewals on mile 
88 would have been 
(except for the grade) 
only 


8.030 feet. 


CSonseqnently, the in- 
creased wear due to 
cnryature on miles 39 
and 40 would have 
been 


88 per cent. 


46 per cent. 


Or, the apparent effect 
of cnrvatnre on the 
wear of rails would be 
increased by about .... 









The very heavy grades (105 and 116 feet per mile), and large 
traffic of the Baltimore & Ohio Railroad, afford an admirable 
test of this qaestion, and to a letter of inquiry as to the differ- 
ence in the life of rails, and in the total increased cost of " Re- 
pairs of Railway** (or maintenance of road-bed and track), ob- 
served on the heavy grades of that road in comparison with 
level track sustaining the same engine mileage, the writer re- 
ceived the following reply (from Mr. W. N. Boiling, Engineer 
of Bridges and Permanent Way): 

" * 1. What difference in the life of the same quality of rails 
has been observed on your 105 and 116 feet grades compared with 

l^vr^kl 4-i.a/»1r aTia+n4irkJTk#w 4V« a a^mn^k AVt#innA «v«i Iaa <w^v O' 



level track sustaining the same engine mileage ? 

" The observations on steel rails have not been continued 
through such a term of years as to state definitely the differ- 
ence ; so far as observe^ the difference is slight. With iron 
rails, the difference was — say 20 to 25 per cent. The condi- 
tions of use were different, nowever. The wear incident to 
grade is compensated for, in great measure, bv reduced speed 
as compared with levels, and by a firmer road-bed, on account 
of better drainage. 

'* * 2. At what would you estimate the total increased cost of 
** Repairs of Railway" on your heaviest grades, comi>ared with 
light grades or levels sustaining the same engine mileage?' 
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"There is bat slight increased cost of repairs of railway 
attributable to grade, especially with steel rails. The increased 
cost on the heavy grades is incident to their location and not 
to rail wear." 

In respect to the distinction in the latter paragraph it will 
appear, at first sight, that the use of steel or iron rails does 
not afifect the rdative cost of rail renewals on gradients, but 
consideration will show the point to be well taken. Thns, 
supposing the life of rails on a 105 feet grade to be only lialf 
as great as on a level. Owing to the long life of steel rails, 
the interest on their cost would, in tbeir case, eat up more 
than half of this difference. The closing distinction in the 
above quotation also is one that should be kept in mind in 
considering the relative cost of heavy grades. Such grades 
are usually located in rugged and difficult country, and the in- 
creased expense arising i^om fhxxt cause is very apt to be attri- 
buted to the effect of the gradients themselves. 

As operating against these facts, which tend to diminish the 
importance of the effect of gradients on the wear of rails and 
track, we will now consider the widely quoted facts as to the 
relative wear of rails on grades and levels on the Great North- 
em Bailway of England, which are given in the able and elab- 
orate paper of Mr. B. Price Williams before referred to, ( "Main- 
tenance and B«newal of i'ermanent Way,*' Proc. Inst. Civ. 
Engrs., Vol. XXY., 1866). The gist of Mr. Williams' argument 
as to the wear of rails on grades is embodied in the following 
statement; that the same rails on a down grade of about 42 
feet per mile were renewed in three yearg, after sustaining a 
traffic of only 65,500 trains or 13,500,000 tons, whereas at an- 
other point of the line, on a level, they were renewed only after 
7^ years, having sustained the traffic of 208,000 trains or 88,- 
800,000 tens. In another part of the paper Mr. Williams gives 
statistics for a similar up grade at a third point on the line, 
showing that rails of the same quality were still sound after 
sustaining the traffic of 119,600 trains ar 24,700,000 tons. From 
these statistics Mr. Williams concludes that the wear of rails 
is considerably increased on grades and is very much greater 
on down grades than on up grades. 

If there were no other contravening facts, these statistics, 
critically examined, prove too much. It is altogether incredible 

that there should be any such difference as 812 per cent. 

208,0001 

in the wear of rails on a level and on a 42-feet 

. 66,000j 
grade. Such a difference would require the 1.16-feet grades of 
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flMt as on adjacent lines 



the Baltimore & Ohio Bailroad to wear ont rails 8 or 9 times as 

116 
812 per cent. X — = 862 per cent. 

42 

and would bankrupt half the high-grade railways of the world. 

If we consider fdrther that the whole argument of the paper 

on this point is based upon the statistics of a single renewal at 

widely separated points of the line, it will appear prima facie 

thai tills affords rather an insecure basis for such important 

deductions, and that the very great differences reported might 

have been and probably were caused, or at least assisted, by 

external causes. So far as the asserted greater wear on the 

down incline is concerned, the concluding discussion to the 

paper itself aflbrds conclusive evidence that this is the case, 

and as the facts and deductions of the paper in this respect 

have been widely reprinted and accepted, and contravening 

facts in the discussion apparently overlooked entirely (e. g,, 

see Yose's "Manual for Bailroad Engineers,** Appendix on 

Wear of Bails), it will be well to reprint the following extract 

in full from the discussion on Mr. Williams* paper : 

'* Mb. T. E. Hasbison.— As to the asserted additional wear of 
the rails on a down incline, no doubt when running down an in- 
cline the rails have a tendency to ^o down the incline themselves. 
But having lately examined the diagrams^which have been kept 
for many years and were similar in principle to those exhib- 
ited—showing the wear of rails and the dates at which they 
were renewed on every portion of the Northeastern Bailway, 
he found that though on some of the inclines (the steepest be- 
ing 1 in 120) there was a slight difference in the wear of the 
down line, yet it was so slight that he thought the increased 
wear in the down incline on the Great Northern Bailway could 
not be attributed to the fact of its being on an incline, but it 
appeared to him to be owing to the much heavier weight of the 
traffic to London, including the whole of the large mineral 
traffic. There was a ftirther cause which, on the Great North- 
em Bailway, might have had the same effect, viz. : the re- 
peated stoppages of trains which he had noticed, at the very 
numerous tunnels, in descending to London.** (Proc. Inst. Civ. 
Eng*rs, Vol. XXY., p. 413.) 

In a case of this kind negative testimony is of more value 
than positive, since a theory if sound will agree with ofl the 
facts, and hence this testimony completely oversets the theory 
of a greatly increased wear on down inclines. We have left 
then, out of the statistics given in Mr. Williams* paper, oiily 
the foot that rails worn out on a level by the passage of 88,000,- 
000 tons were not worn out, at the date of the paper, by the 
passage of 24,700,000 tons on an up grade at another point on 
the Une. This affords a very small basis for a high estimate of 



tbe weu of nili on gndei, sran if the ■UttstlM were sot 
kfltetod b; ftuy ot Uie exterior csnsaa whioh we see moat luTft 
iiec«M>rily operated Id the other case. 

Taking tU theae bets which have been given into ooonder' 
ation, it mmld appeu to be > hir estimate to allow S per cent, 
per 25 (e«t of rising grade, and the aame on the aorresponding 
descent, or 10 per ceot. ibr each 26 feet of bibi uid fua.. ai the 
inareaeed oost of wear of raile, and the game allowanae ai the 
inoreMe In file aggregate eost of maintenance of road bed and 
Iraoli. On a 100 feet grade thla would give a dlSerenoe of ao 
per cant, in the aggregate ot these items. 

We have, then, betidee the additional ooat for fbel, the fol- 
lowing as Hie increased cost pec train mile arialiig FMon 25 teet 
of rite and ftdl : 
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We will now oonaider the effect of rise and &11 on the ooii> 
nimption ot tael. 

fueJ.'-UDder the head ot (mrratnre ve have aeen that only 
about 60 par cent, of the oansnmpdon of fnel is directly in 
proportion to the power demanded after the train ig once in 
motion, the remaining 10 per cent, being coninmed while 
getting nu steam, standing idle, stopping and starting, and in 
supplying the waste from radiatdon, which is very neatly Ibe 
same whatever the pressure or the amomit of steam paaiing 
through the cylinders in a given time. As the oondi&ms are 
]M-ed«dy the same in the case of rise and Ml, we may asaoina 
that the oonsumptaon is increased by only 60 per cent, of the 
average oonanmption per mile by every 36 feet of agoending 
grade. In other iriwds, if the total average oonsiuiiptioi] in 
numliig a giv^i diituioe ihi ■ levd w«e 10 Ions, it -^otHA ^ 
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only 16 tons If it were a oontinaoiu aeoending grade of 26 feet 
per mile, which requires a doable expenditure of power. We 
may also assume that thi§ increased consumption is the same 
per foot of ascent whether the rise be concentrated on one mile 
or spread over ten ; it being imderstood of course that we are 
not now considering the effect of such grades as demand an 
expenditure of power beyond the capacity of the engine, thus 
carrying us into the subject of maximum or ruling grades. 

In descending the same gradient the conditions are different. 
In descending a 25-feet grade (which we have assumed to be 
just sufficient to keep the train in motion without the aid of 
steam) we regain in theory the whole increased consumption 
of po;7er or fuel on the corresponding ascent, but practically 
only about two-thirds of this amount, the remaining third 
going out of the chimney or safety valve when the engine is 
not using steam. But, in the words of Yose*s Manual, "if the 
grade be ten times steeper, we do no more," the additional 
momentum of the train being simply taken up by the brakes 
and lost. Accordingly we see that there is a certain inherent 
disadvantage in a high grade as compared with a lower one, 
independent of the effect of grades as a limiting agent to the 
weight of trains. This becomes evident in the following table: 
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Thtui we see, by the last line of the above table, tbat there is 
a slight increase in the cost of rise and fall on higher grades, 
bnt the difference— dne entirely to the greater waste of power 
in descending them— is a refinement of little real importance 
(except perhaps in one respect, which we shall briefly consider 
below), and in discossions of the subject this di£ference has 
nsnally been neglected altogether. Thus in Engineering (Feb. 
5, 1869), we find the general mle laid down that " descend- 
ing gradients may be considered equivalent in cost of work- 
ing to a leyf'l lioe,** thus balancing the saying of fad against 
the wear and tear of road bed and rolling stock, whatever each 
may be ; and in Yose's "Manual for Bailroad Engineers** (p. 
44) we find a similar statement. But it is evident that as the 
wear and tear increases with the grade and the saving of fuel 
is constant, this is not strictly correct, although the hypothesis 
has the convenient effect of making the cost of rise and fall 
independent of the rate of grade. As the effect of the rate of 
grade is shown in the above table to be relatively much less on 
the higher grades, we may, for the purpose of location esti- 
mates, assume an average of 8 cents per train mile as 
the cost of 25 ftet of rise and fckll on all grades higher than 40 
feet per mile; noting the percentage of difference on higher and 
lower grades, which we shall determine below. 

Expressing this amount, 8 cents per mile per 25 feet, in the 
form of the yearly cost per daily train qf one foot qf riee and 
fall, we have, allowing 825 days in the year, and multiplying 
by two for the round trip, 

$0.8 X 826 X a -h 26 = $2.08. 

This amount, divided by the rate of interest on capital, 0.6, 
0.7, etc., gives the values given in the first column of Table G, 
below.t 

tThe writer is well awar« that this estimate of the coet of rise and 
fUl will seem very small in comparison with some others. Thus, In 
Tose's " Manual for Bailroad Engineers " the estimate of Increased 
cost from a double resistance, for grades of 26 fieet or leas, is one-slxtta , 
or 16^ cents per mile, Instead of 8 cents above. Most of this differ* 
ence Is accounted for by the fact that Professor Yose's estimate is 
based on the Massachusetts Beports, where the cost of fnel is 12 per 
cent., and by the fact that the who e cost of fuel is considered In the 
"Manual" as doubled on a grade of double resistance, thus making 
the Increased cost of fuel in ascending 12 cents instead of 6 cents, as 
by our estimate. There remains, however, a balance of 4H cts. per 
ndle plus the saving in fnel in descending, which we have estimated 
at 4 cents, as an allowance for wear and tear, for which we have esti- 
mated but 4 cents in all. On the higher grades Professor Yose's esti- 
mates would exceed those we have given in mueh greater propor- 
tion. The writer can only frankly admit that these differences are 



Id the Oftse of projected improyements in the alignmeat of 
railways already in operation, for which exact ttatisticB of ex- 
penses may readily he determined, we may also express the 
cost of one fool of rise and &11 as follows: 

The cost per train mile of one foot of rise and fftll is 
$0.08 -f- 2G = $0.0032. Then the yearly cost of operating one 
foot more or less of rise and fall is 

0.82 

or 0.0082 times the avenge yearly total xxfxnbss per mile of 

100 road. 

OM 

-— or 0.0046 times the ayemge yearly *' transportation " or '* line " 
70 expenses per mUe. 



or 0.082 times tlie average yearly cost of fuel per mile. 



0.82 

Ho 

The amounts, or percentages, last given ahove, multiplied 
hy the average yearly expenditore per mile for the items oppo« 
site te it, give the total yearly cost of operating one foot of rise 
and fall, and divided by the rate of interest on capital, give the 
capitalized value of saving one foot of rise and fall. We thus 
obtain the last three columns of Table G. 

VALUE OF BEDUdNG THB RATS OF QBADnSimS ON OTHXB TBAH 

BXTLDXQ GRADES. 

We have seen above that, owing solely to a greater economy 
of fuel in descending on moderate gradients, there is a certain 
slight inherent disadvantage in a high rate of grade, indepen- 
dent of the effect of the highest rate of grade as a limiting 
agent to the weight of trains. The difference is too slight to 
be of much real importance, but lest the nature and effect of 
such difference as there is be misapprehended and exaggerated, 
we may briefly consider it. 

The following table summarizes, in the briefest and most 
convenient form, the results we desire to reach. 

1 he fourth line of this table gives the percentages by which, 
if strict correctness is desired, the values given in Table G must 
be corrected in estimating the cost of rise and fall on different 
grades. These percentages are given— -in round figures — im- 

ineconcileable and ezpreee his belief that the estimates here given 
are snfaciently large for the direet effect of gardlents as aourcee of ex- 
pense, when the entirely distinct question of their effect as limit- 
ing agents on the weight of trains is not mixed up with it. It is dif- 
ficult to resist the tendency, in such estimates as these, to err by 
overesUmaHng, as it is proper to do m nearly all estimates which an 
engineer is called upon to make, bnt consideration will show that in 
this case the errors should sll lean to the conservative side. 
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■* r-=r: : ir—. 

1. BATE OF OIIADX DT rEBT FEB 
lOTiB. 


12)^ 2S 


87X 


60 


76 


100 
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a. BAXB OF OBADX IN FBXT FEB 
STATION. 
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1.90 


2.37 



8. Ckwt, in cents, per train, of 26 
teet of rise and fhll on each 
grade (as already determined 

4. Percentage which the cost per 
26 feet on each grade forms 
of 8 cents, assumed for the 
standard of Table G 

6. DifliBreBoe between tbe per- 
centages of cost on each 

6. Difference in the rate of grade 

per station, in feet 

7. Dfyidinc; the first of these two 

differences by the second, we 
deduce the Value per vertical 
foot of a reduction of 0.1 peb 
STATION in the rate of any 
grade, in the form of a per- 
centage on the yalue of 1 foot 
of rise and iUl which is given 
in Table 0, as foUows 
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.26 


.186 


.086 


.086 


.04 
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.24 


.47 


.48 


47 


.104 
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.086 


.018 


.008 


.006 



9.2 



1.15 



mediately below Table G, but they are of importance, as appears 
to the writer, only as showing tiie very slight cost of rise and 
fiikll on low gradients, 0.5 or less per station, and except in that 
respect may, for all practical purposes of location, be neglected 
altogether; the cost of rise and CeJI on higher gradients being 
estimated at so much per vertical foot, independent of the 
rate of grade. 

The seventh and last line of the above table shows the valae 
of reduciru/ the rate of grade on other than ruling gradients, 
which are also given, in round filgnres, at the foot of Table G. 
They are given less on account of their importance than to defi- 
nitely illustrate the unimportance of such reduction of minor 
gradients. 

The above table sufficiently explains itself and the method of 
obtaining these percentages, except that the cost given, in the 
third line, for 25 feet of rise and fkU on a grade of 12^ feet, has 
not previously been determined. On such a grade steam must 
be used both in afcending and descending and there can 
hardly be said to ba any increased cost of fael, all power lost in 
ascending being saved in descending. At least, such slight 
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loHMttiereiBirillbeftiUroaTeTedif weeatimsle thewsar uid 
tear of traok >nd rolUng alookat tlie lame rate per 2G feet of 
line uid t»11 M on higher gradlentB (i. e., at i cents per train). 
We tboa obtain i cents per 36 fset — only half of the ooit on a 
GO feet gradient— aa the ooat of nee and bll on a i3% feet 
grade. 

TABLE G, 
SHOwma THB OApraiLuan Vildc or Savuio Om Foot or Km uis 
Fiu. oirSatDuiiTs ovam 40 ran FIB Niu un> >at nonDiaii 
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For example, to reduce any ascent of 200 feet from, the rate of OJH 
per station to the rate of 0.3 (with a ruling grade of say Oit per sta- 
tion) is worth 7 + 10 + 10 = 27 per cent, of the valne given in Table 
G. Then at 6 per cent, the value per daily train would be $34.67 X 
200 X 27 per cent. = $1,872.18, or, for an estimated business of 10 
trains daUy, $18,722. 



« BQUATINO " FOB BISE AND FALL. 

The yearly cost per daily train of 1 additional mile of dis- 
tance has been previously determined as $273 00 

The corresponding cost per daily train oi 1 additional foot 
of distance is $0.0617 

The yearly cost per daily train of 1 foot of rise and fall, 
measured by the same standard, we have determined to 
be $2 08 

Then it follows that one mile of distance is equivalent to 131 
feet of rise and fall— 



r $273.00 1 

=131 

I $2.08 J 



and one foot of rise and tall is equivalent to 40 feet of dis- 
tance — 

$2.08 

=40+ 

$0.0617 

Under the head of curvature, we have already determined 
1,120° of curvature to be equivalent to 1 mile of distance. 
Hence, one foot of rise and fall is also equivalent to 8.5° of 
curvature — 



fl.l20o \ 



These equating formulas are given mainly for purposes of 
comparison with others, as, if we may use definite money 
values instead of them, such rules are as clumsy a contrivance 
as a process of barter in comparison with a currency. 

FBAOnCAIi ISAMPLES OF ESTDIATINO FOB BISE AND FAIX. 

As a practical example of the application of Table 0, we may 
take the following example fi:om Yose's " Manual for Bailroad 
Engineers'' (p. 43). 

Let us suppose we have two lines, AB, 100 miles long, and 
CD, 96 miles long; differing in their gradients as shown in 
the following table, the sign + signifying an ascending grade 
in going from A to B or from to D. and the sign — a de- 
scending grade. In the third column is given the total 
amount of ascent or descent on each grade, and the sum of 
these ascents and descents, divided by 2, gives the total num- 
ber of feet of rise and fall on each line : 

To compare these lines in terms of the cost per daily train, 
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LZMX AB— 100 IfUJBS. 



DI0TA1IOB. 



30 miles. 
20 •• 
10 •• 
16 " 
16 " 
10 " 



100 miles. 



'a ^ 

<*5£ 



s 



-f60 
—20 
-|-«0 
—15 
+20 
—40 



13 
o « 



LINB OD— 96 lOUBB. 



1,500 
400 
600 
225 
800 
400 



Total. 8,426 



Bnling grade, going from 

A toB 60 ft. 

Bnling grade, going from 

B to 1 40 ft. 

No. of feet of rise and 

3,425 

Ml = 1,712.5. 

2 



DXSXANOX. 


Bate of grade in 
feet per mile. 


1 


20 miles 

10 " 

16 •• 

16 " 

26 " 

10 •' 


+60 
—20 
+30 
—16 
+80 
—60 


1,200 
200 
^50 
225 
780 
600 


96 miles 


Total. 


3,366 



Bnling grade, going fh>m 

C to D 60fl. 

Bnling grade, going ttom. 

D to C 60 ft. 

No. of feet of rise and 
3,356 

faU = 1,677.5. 

2 



we have (assuming the rate of interest on capital to be 7 per 

cent.): 

In fiftvor of line G D, 36 feet of rise and 1U1, @ $29.71 per 

foot $1,039 86 

In favor of line D, 4 miles distance, @ $3,900 per mile. . 15,600 00 

Total value of line G D over line A B, per daily train. . . . $16,639 85 

Per contra, we have, in favor of the line A B, a ruling grade 
10 feet lower in going from B to A than in going from D to 0. 
The value of this di£ference, if any, would depend on the rela- 
tive weight of trains in each direction, and we are not now 
prepared to estimate it. It might be of much importance, or 
it might be of none whatever. 

" Equating** these same lines, we have : 

Diiferenee In rise and Ikll in favor of GD, 36 feet, = 0.267 miles, 
f36 1 

I — = 0.267 
1131 I 

" " measured length " " 4.000 " 

Total •' equated" difference of length, in fkvor of G D . . 4.267 " 

Then, 4.267 miles X $3,900 = 116,641.30, as the value per 
daily train of lino G D over Une A B, the same as before, bar- 
ring a slight difference from neglect of decimals. 
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Thii example Is worked out in the " Uomul" witli k rerol t 
predaely the revene of that we have obUined above. That is 
lo gay, the gradients otthetwolineaftre made to BhowabnUnce 
in equated distance of 1.3T miled in favor of AB instead of 
0.S6 miles in favor of CD. Without going intodstsiU, thisresalt 
is doe to the fact that, as appears to Ibe writer, the rules of the 
"Uanaal" confose the question of rise and fall with that of ruling 
grade, to the destruction of their value as a gnide in either 
caae. We may concloeively show this, as it happens, by an il- 
Inatration which will also serve ns as a practii^l eiomple in 
oonsiderii^ oui nextBnbJect. 

Let us take the line i. B, and instead of the ondn- 
lating and irregnlar prt&le shown in the table above; let ns 
snppoge the same amount of ascent and descent to be concen- 
trated entirely at each end of the line on the some roliug gra- 
dients. We shonld thus obtain the following profile : 





Line A B, with revioad profile . 
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"Equating" these two lines according to the rules of the 
" MaDnal," we obtain flie following singular result; 




"""t^'^'l^"**" 


Line A B. with revlwd 

profile shown ibovB. 


Ei™tedl8Dglh, going 


ISBOSmUe.. 


m.SSmllea. 


Ueu> equated length. 1 m.U " 


11S.M •■ 



In other words, the difference in gradients is mode to appear 
OB equivalent to nearly six miles ot dietance in fovor of the 
undulating profile, yet the revised profile is, In comparison 
with the o&er, an admirable system ot gradients, rendering 
possible a very great economy in operating expenses with any 
considerable business, and worth many thoiuaiids ot dollars 
more than the other fbr a very moderate business. How much 
more, we shall endeavor to determine hereafter, in oon^dering 
>I gradients. 
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BEDUCnON OF BUUNG OB MAXIMUM GBADE. 

A maximam grade causes an increased expense, which de- 
pends for its amount on the elevation attained, like all other 
gradients. This is practically independent of the rate of 
ascent, and we have already considered it in the previous 
chapter, under the head of I^e and Fall. It is that porlion 
of the expense of gradients which directly and invariably ap- 
pertains to them, or what we have termed the inherent expense 
of any deviation from a level. 

In addition to this the maximum grade of a line usimlfy has 
the distinct and far more important effect of increasing either 
the number or the weight of engines (in other words, the 
ENGINE TONNAGE, as we shall hereafter term this composite 
quantity) which is required to transact the business of the 
road, thus increasing the expense of operating the entire line; 
and a mile or two of heavy grade will thus limit the weight of 
trains as effectually as 20 miles. It is this effect of gradients 
which we propose now to consider. In only one case does the 
maximum grade fail to have this effec*^^, viz., when the curva- 
ture is BO sharp and the gradients so low that the curves inter- 
vene in advance of gradients to limit the weight of trains. This 
is very rarely the case, but in order that such an effect from 
curvature may be avoided without needless and wasteful ex- 
penditure, the minimum radius permitted should be correctly 
adjusted to the maximum gradient. This is one of the most 
important and most neglected subjects connected with the 
location of railways, and we shall separately consider it before 
completing this paper. It is often absurdly and arbitrarily 
decided. 

The effect of the highest rate of grade in fixing the engine 
tonnage is an external or accidental attribute, as we have 
een under the head of Bise and Fall, which depends solely 
on the rate of ascent and not at all on the elevation attained; 
while exactly the reverse is the case with that inherent and 
universal expense from gradients which has no limiting effect, 
but results from all ascent and descent, whatever the rate. For 
example, let us suppose we have a located line 90 miles long 
with a maximum grade at all points of the line of 40 feet per 
mile, except two or three miles of 50 feet grade. Now in de- 
ciding upon the location of the latter, a very great expenditure 
per mile may be justifiably incurred to reduce the rate of the 
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60 feet grade to 40 feet per mile, and in addition thereto a 
certain amount of expenditure (and a very moderate amount) 
may be properly incurred to reduce the length of the grade, 
i. e,j the height of the summit. Let us now Buppose that it is 
subsequently decided to extend the lino 10 miles further, and 
that on this extension the minimum gradient attainable, by 
any justifiable expenditure, is 52.8 feet per mile. The proper 
alignment for the oritrinal location is now very different, and 
the original alignment, ir at first judiciously located, will re- 
quire an entire readjustment. All expenditure to reduce the 
rate per mile of the 60 feet gradient has now ceased to be 
justifiable — except an inconsiderable fraction which we have 
considered under the head of Rise and Fall — and in addition 
thereto if anything can be saved (beyond the aforesaid incon- 
siderable fraction) by increasing the rate of the 40 feet grade 
and other minor gradients up to any rate less than the 
superior limit of 62.8 feet per mile, it should be done. The 
justifiable expenditure to reduce the height of the summit, 
ho ^ ever, or to avoid any other rise and fall, remains unaffected. 
The latter is the inherent expense of gradients, the former is 
external and accidental, and the two are wholly distinct and 
dissimilar, both in their nature and effect. 

When the gradients are such that assistant engines may 
be economically employed, the effect of gradients and their 
proper adjustment is somewhat different. We shall consider 
that question hereafter. For the present, we assume that 
assistant engines are not intended to be used, but that trains 
are to be run through without change from one end of the line 
to the other. If trains are broken up at any point of the line, 
such distance as they are run through without change con- 
stitutes in effect a separate line or division, but the breaking 
up and recombining of trains at frequent intervals form a very 
expensive and undesirable necessity which is hardly suscepti- 
ble of exact estimation, but should always be borne in mind. 
We shall have occasion to refer again to the subject hereafter 
when we have more data available. 

We have been thus particular, in the above remarks, to 
define the subject we propose to consider because it is one of 
real difficulty and of undeniable intricacy, if the results finally 
obtained are to possess any value. It is not difficult to devise 
a shcrt cut to an estimate. Several such are known to the 
writer. But the difficulty with them all, so far as the writer's 
knowledge extends, is that they are either based on incorrect 
premises or are otherwise easily capable of a reductio ad abtur- 
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dum. Henoe they will not stand practical tests, and are 
deservedly consigned to the limbo of forgetfdlness in prefer- 
ence for the mle of thumb. And in the great majority of in- 
stances it is the thnmb of the left hand, for the profound im- 
portance of well-adjasted ruling gradients to the financial 
fdture of any railway, in comparison with the more showy and 
striking improvements, such as a short line, flat curves and 
low summits, is hardly appreciated by many of the locating 
engineers who prac^ioo^ decide the balance between such 
matters in the field, and, if the seeming egotism may be par- 
doned, is not thoroughly comprehended and correctly under- 
stood in detail by many engineers of long experiencs and of 
, distinguished ability. As to this fact " their works do testify," 
as we shall have occasion to see. For some inscrutable 
eason the principles underlying the proper and economical 
adjustment of the alignment of railways has not been deemed 
worthy of that careful and general analysis which is so fireely 
bestowed on the size of a link pin, and, in the haste of actual 
practice, the ablest engineers do not seem exempt from unmis- 
takable errors such as might be expected only from those of 
very limited experience. We now refer more especially to our 
present subject of the proper adjustment of gradients. 

It is hoped to make the discussion of this subject clear and 
easily foUowed, and to secure final results in tabular form, similar 
to those heretofore obtained in these papers, of ready and simple 
application in practice ; but it is not hoped or expected to reach 
this result quite as readily or simply as heretofore. To esti- 
mate correctly the cost of ruling grades, in a form which will 
answer the practical requirements of location, we must begin 
from the foundation, and consider, in some detail, the following 
points : 

1st. The power of engines on various grades; that is to say, 
the load which engines can be depended on to haul up any 
grade under all ordinary circumstances.— In order that our re- 
sults may be general, we shall determine this in the form of a 
ratio to the tractive power, and for both gross and net loads. 

2d. The percentage of change in the net load resulting from 
any given increase or decrease in the rate of any grade.— -Vfe 
shall find this to vary considerably on different grades but to be 
nearly uniform per foot of increase or decrease in the rate of 
any given grade. 

3d. TJie increase in operating expenses which tooidd resuU 
A-om such a change in the ruUfig grade as toould double the 
engine tonnage required to move a given business,-Snsib. a 
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change wonld be met in practice by an increase both in the 
nnmber and in the weight of engines ; mainly, howeyer, for 
practical reasons, in the nnmber of engines. We shall there- 
fore estimate the cost of an increase in each separately, and 
take an average between them. 

These problems are merely preliminary to those which fol- 
low. After solving them, we shall have all the requisite data 
for determining, 

1st. The following purely abstract quantity, the definition of 
which, in order to fix it in the memory, the patient reader is 
requested to read over twice, viz.: The increased cost peb 

TRAIN MILE BBQUIBED TO MOVE A FIXED TONNAGE ON ANY GIVEN 

MAXIMUM GBADE, vesu'ting from the addition of any number qf 
feet per mile to the same. In other word?, the cost per train of 
increasing the number of trains required, by mcreasing the max- 
imum grade. This, it is true, is merely an abstraction, but it 
afiords the simplest basis for a ready and correct comparison 
of alternate aUgnments, if not the only one, and it is well 
adapted for the important and difficult purpose of striking a 
just balance between the value of reducing grade, saving dis- 
tance, curvature, etc., and the readjustment of gradients for 
the use of assistant engines. 

The same values which apply to an increase of maximum 
grade we shall find to apply also (negatively, of course) to a 
decrease of grade. 

2d. The value per loaded car qf reducing the ruling grade— ik 
form of estimation less suitable for comparative purposes, but 
sometimes more convenient when the value of reducing the 
ruling grade alone is to be estimated, especially in the case of 
roads already constructed and in.operation. 

Sd. The proper hatanoe of ruling grades for an unequal trafftc 
in opposite directions, 

4th. The correct adjustment of (he minimum radius ofcuroar 
ture to the rate qf (he maximum gradients. The last two sub- 
jects form an essential part of any thorough consideration of 
the subject of gradients, and have been as arbitrarily decided, 
with as much folly and unreason, and with as serious results to 
the finances of railway companies, as any others connected 
with railway location. 

6th and lastly. The ^ect of a d^ff'erenoe in ruling grade on 
(he cost of distance^ curvature and rise and fall—ti. subject of 
occasional importance in attempting a just comparison be- 
tween alternate alignments which difier considerably in the 
rate of the ruling grades. 
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THE FOWBB OF ENOINB8 Afi AFFEOTED BT HIGH BUUNO OBADES. 

The absdhUe effect of gradients to increase the loud on the 
engine is constant and easily determined. It is equal to the 

grade in feet per mile 

— — X grots weight oj engine and train. 

6,280 

It is the reUifive effect, however, which we desire to deter- 
mine, and this depends, so far as the gross load is concerned, 
upon a smgle variable quantity, viz., the boluno fbiction 
PEB ton on a level. We have already determined an average 
value for the rolling friction in considering the subject of rise 
and fall; but this value would not be a correct one for our 
present purpose. In addition to this, there is another variable 
element which we must determine. The true measure of the 
cost of gradients is their effect upon the net or paying load of 
cars and freight, and not upon the gross load; and the effect 
upon the net load depends upon an additional variable, viz., 
tne BATio of the gross weight of the engine and tender to the 
iraotifoe power of the engine. This latter variable again is it- 
self the product of two variable elements, viz., the batio of 
ADHESION, depending on the condition of the track, and the 

batio of the weight on DBIVEBS to the GB088 WEIGHT OF EN- 
GINE AND TENDEB, depending on the pattern of engine. 

Having determined the proper values for these three vari- 
ables, we shall Lave all the data requisite to construct a gen- 
eral table of the power of engines on different grades which 
shall bo independent of the exact weight of the engine and 
train. From this table (Table XYII.) we can easily determine 
the law which governs the effect of different changes of grade. 

The BoUtng Friction per Ton, — ^This varies, at slow speeds, 
from 6 lbs. per ton under favorable conditions to upwards of 
12 lbs. per ton in bad weather and on poor track. In the article 
on Bise and Fall we have assumed 9.3 lbs. as a fair average 
for all trains at an average speed of 20 miles per hour. For 
freight trains only at a speed of say 10 miles per hour, the 
average rolling friction would be much less, say 6 to 8 lbs. per 
ton. 

To estimate the cost of high grades, however, the average 
rolling friction is not a proper standard, as previously stated, 
and a neglect of this fact has led to great overestimates of the 
value of reducing high grades. The rolling friction for this 
purpose should be determined, nob from the load which an en- 
gine can haul under favorable or even average conditions, but 
from the load which it actually doee haul, day after day, over the 
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roughest parts of the track and in all bnt extraordiniurily bad 
weather. For example, we will snppose that an engine set* 
ting ont for a run over a perfectly lerel road could haul with- 
out difficulty 80 cars at a slow speed, and might haul 90 except 
on a short sectioifof bad track. The average resistance over 
the whole Une would then correspond to a load of say 88 cars, 
but even 80 cars would be an excessive measure of the capacity 
of the engine by which to estimate the effect of high grades; 
for as a matter of everyday practice, an engine is always loaded 
so lightly as to be " well in hand" for such contingencies as a 
slippery track and a higher speed to make up time at the 
points of greatest resistance, and the ordinary train over such 
a line for an engine which might haul 80 cars under favorable 
conditions would probably be about 60 cars more or less. 
Hence, the rolling friction corresponding to ihat load is the 
proper (because it is the actual) measure of the cost of higher 
grades. It is plain that to exaggerate the load which engines 
would haul, as a matter of every day practice, except for gradi- 
ents, is to unduly exaggerate the coat of the gradients them- 
selves. 

The rolling friction to be assumed (and also the ratio of ad- 
hesion) can be most properly determined from the habitual 
loads hauled by the same engine on different grades, by elimin- 
ating the constant effect of gravity. This is a problem of the 
simplest description, as follows: 

Having given the gross loads, L and X', habitually hauled by 

the same engine up two different grades, g and 9', required to 

determine the rolling friction and also the ratio of adhesion, 

corresponding thereto. 

Let X = the toUU reeistuice per ton on the lowest grade, g; 
d =3 '* difference in resiBtance per ton on grades g and g' 

(the latter is due to gravity onlj and is equal to the 
resistance from gravity on a grade of (g — g'). It is 
given at once in the second column of Table XVn.) 



Then 




Lx = L' (x-\-d). 


and 




L'd 






(L-L') 


Having 


determined 


X, we have 



RoMJwa FBionoN — a; ~ [retisUmce from, gravity o nly on grade g, 
KOLLWG iJTucnoN _ a? ~ { (given at once by Table XVH). 

To determine the ratio of adhesion we have 

X X L zz traction of engine, 
and 

traction 

= Ratio of adhesion. 

tot. on driven 
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By sabstitating in the latter formnlft the gross weight of en- 
gine and tender for the weight on driyerB, we determine at 
once the ratio to it of the tractive j^ower. 

By this formula and with data from varioas soarces as shown, 
Table XY., below, was computed, from which wo may assume 
an average roUin^ friction of about 10 lbs. per ton as the 
proper one by which to measure the effect of ruling gradients. 
A nearer approach to the facts might perhaps be about 9^^ lbs., 
but it is deemed proper to carefully avoid an over-estimate, as 
heretofore. Mr. Benj. H. Latrobe, in adjusting the very higb 
gradients of the Portland & Ogdenbburg Bailroad, considered a 
rolling friction of 12 lbs. per ton as the lowest rolling friction 
which could properly be assumed, and this is doubtless no 
higher than is occasionally encountered; but, with deference to 
Mr. Latrobe's high authority, it appears to be higher than the 
rolling friction which is practically assumed in fixing the ha- 
bitual load of engines, and therefore excessive. OccaeUmaUn 
on all railways trains will get stalled which are able to over- 
come a rolling friction of 10 lbs. per ton, but if experience has 
shown it to be uneconomical to limit the weight of trains to a 
higher rolling friction after construction, it is bad practice for 
the engineer to assume a higher standard for the adjustment 
of his gradients — although it is far worse prac- 
tice to assume a lower one. A distinguished 
example of the latter error is an estimate made 
for the Union Pacific Bailroad by Col. Silas Seymour, the Con- 
sulting Engineer of the road, to determine the advantage 
of adopting a longer line and lower grade near Omaha. 
As a basis for this estimate, Colonel Seymour assumed 
a rolling friction of only 6 lbs. per ton, confessedly 
based on Colbum's Experiments on the Erie Bailway, 
which were for the purpose of determining the maxvmum power 
of engines under very favorable conditions. The every day 
practice of the Erie Bailway would have given nearly double 
this rolling friction. Under this assumption, the apparent 
value of the longer line and lower grade is just double what 
would be given by the assumption deemed proper by Mr. 
Latrobe. It is perhaps an unkind suggestion that Colonel 
Se3rmour was at that time engaged in proving to a board of 
government engineers that the longer line was greatly to the 
advantage of the company independent of the government sub- 
sidy of $16,000 per mile. We shall hereafter endeavor to deter- 
mine the true difference in value of these alternate alignments, 
on the basis of Colonel Seymour's data. 
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TJie Rcctio of Adhesion (i. e., the ratio of the tr&ctiye power 
of the engine to the weight on the drivers). — ^This yaries from 
1-8 to 1-7. The maximum adhesion, ahout 36-100, is shown hy 
Ck)lbnm*s experiments on the Erie Railway, before referred to. 
Experiments by Mr. Benben Wells, the able Master Mechanic 
of the Jefifersonyille, Madison & Indianapolis Bailroad, on the 
Madison inclined plane, indicate that an adhesion of about 3^ 
may be relied on under favorable circmnstances, as shown in 
the following extract from Mr. Wells' report: 

" The engine is what is called a tank engine, with cylinders 
20]^X24 inches. The wheels are all drivers, and consist of five 
pair, 44 inches in diameter; tires, steel. The inclined plane is 
6,940 feet in length, and the track is inclined 1 in 16%=^20 feet 
per mile. A tram of eight loaded cars was taken up this grade 
as follows: 

** Weight of engine, 64 tons; weight of train, 154 tons; total, 
208 tons ; speed at starting on the incline, 2 miles per hour ; 
steam pressure, 140 lbs. 

" Average speed, 6.06 miles per hour ; fael consumed, 0.66 
cord of wood ^ time consumed in overcoming the elevation of 
420 feet, 13 mmutes ; pressure a* top of incline, 130 lbs. 

" The power requisite to overcome the force of gravity on 
this inclire would oe 1-16.5 the total weight of the train, or 
25,212 pounds, and if we add eight pounds per ton for rolling 
and journal friction, we have then a total of 26,876 pounds. 
To overcome this, an effective pressure of 122 pounos per square 
inch is required, which is equivalent to 434 horse-power, or 
14,324,908 foot-pounds per minute. The weight on the drivers 
available for adhesion on the incline is I-I6V9 less than the 
weight on a level track, and in this case would be 101,456 
pounds. 

" L^iving off the power absorbed in rolling and journal fric- 
tion of the engine, the adhesion of the drivers to the rails re- 
quired to take this engine and train up the grade would be 
25j286 pounds^ or 24% per cent, of their total weight on the 
rails. The rails were dry and there was no indication of slip- 
ping at any time, and no sand was used ; therefore we may con- 
clude that the adhesion of a steel tire to a dry iron rail, at slow 
speeds, and on a straight track, is, in round numbers, at least 
*2o per cent, of the weight on the rail.*' (** Report on Locomo- 
tive Tests " to Master Mechanics' Association, kaiJroctd Gazette, 
May 26, 1876.) 

On the other hand, it is very frequently the case that an ad- 
hesion as low as 1-7 cannot be realized in bad weather, and in 
the grass-hopper region, when the forage is good and the 
grass-hoppers in good condition, it would doubtless iSaU very 

1 

nearly to the ultimate limit of — . 

C» 
Coming in between these extremes, we find, as might be ex- 
pected, by consulting Table XY., that practical experience has 
shown it to be most advantageous and economical to adapt the 
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habitual loads to an average adhesion of about 1-5. We shall 
ther^ore adopt it as the standard for this paper, and not 
because it measures the actual ratio of adhesion, which doubt- 
less is usually somewhat higher and occasionally somewhat 
lower. In the estimate for the Portland & Ogdensburg Bail- 
road, before referred t6, Mr. Latrobe assumed 1-7 as the 
standard for the adjustment of gradients, but the same con- 
siderations are applicable to such an assumption as those with 
respect to the rolling faction assumed in the same estimate, 
remarked upon above. The practical. effect is to adapt the un- 
changeable gradients to an assumed standard which is highly 
exceptional, and different from that which the ordinary daily 
practice of railways has shown to be advisable and economical. 
The less the ratio of adhesion, the less the oomparative effect 
of gradients, and hence the less their cost. Hence, to adopt 
so low a standard as 1-7 is to unduly depreciate their cost. For 
the purpose, however, of adjusting gradients for an unequal 
traffic, which was the purpose of Mr. Latrobe's estimate, the 
ratio of adhesion assumed makes far less difference, as we shall 
see. In fact, Mr. Latrobe's estimate, having been madu for an 
engine having all its weight on the drivers, agrees almost ex- 
actly on the higher grades with those we shall deduce, with our 
different premises, for the more common patterns of engines; 
after correcting some obvious numerical errors into which— 
singularly enough — that distinguished Engineer has tallen, and 
which— still more singularly — seem to have escaped detection 
during the construction of the road, which has accordingly 
been reduced, as we shall see, to a grade 15 feet per mile lower, 
going east, than it was Mr. Latrobe's evident in^ntion to 
recommend. 

BcUio qf the Weight on the Drivers to the gross weight of the Ear 
ijine andtender, — This ia a pure question of fact, data for which 
are given in Table XYI. below for different patterns of engines. 
Table XYI. also gives the statistics of actual weight, but with 
these we shall have nothing to do, deaUng only with ratios. 
The smaller this ratio the greater is the cost of high gradients, 
since the dead weight of the engine — which must be hauled, 
but does not help to increase the tractive power — is then 
greater, and hence the net load— from which a fixed reduction 
must be made if the gradient is increased^s so much the less. 
Therefore, in order not to overestimate the cost of gradients, 
we should not adopt too small a value for this ratio. The 
" Mog^'^ pattern in various forms is coming more and more 
into use, and an estimate of 0.5 tor this ratio, for that pattern^ 
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would seem by Table XVI. a fair and sufficiently large average. 
For what is known as the " Standard American* pattern, as 
shown in the Baldwin and Pennsylvania Railroad standard pas- 
senger engine, this estimate is too large, and about O.i or 0.45 
would be an average. On the other hand, for the raiely used 
" Consolidation" pattern (and still more for all tank e igin s), 
it is too small and should be 0.6 to OJ. But except in the 
latter case it is large enough at least and errs it at all on the 
conservative side. We may add that the effect of variations in 
this ratio and tl^e ratio of adhesion is very small, comparatively 
speaking, on gradients of less than 80 or 100 feet per mile. As 
the grade is increased much beyond that, they become rapidly 
more important . 

By combining these two ratios, we determine the following 
compound ratio, which is the one we really require, viz.: 

T7i£ ratio of the Ircu^ifoe power to the total weight of ht engine 

and tender. — ^The ratio of adhesion beiog 1-5, and the weight 

available for adhesion being 0.5, or ^ of the gross weight of 

engine and tender, we have 1-5 X ^ or 1-10 of the gross weight 

as the tractive power of the engine, or, in other words, the 

weight of the engine is 10 times the traction. This corresponds 

closely with the observed facts on various railways, as directly 

determined by the formula already given and shown in Table 

XV. For the " standard American " engine we should have 

1 45 1 1 

4-10 X 1-5 = , or — X - = , i. c, the weight of the 

12.5 100 5 11.1 

engine is from 11 to 12^ times the traction, and on the other 
hand for the "Consolidation*' or tank engine we should find the 
weight to be only about 8 times the traction, but in the latter 
case if the ratio of adhesion be taken as only 1-7, we shall find 
the ratio of the gross weight to the traction to be about 10, the 
same as for the "Mogul" engme with 1-5 adhesion. 

We have now all the data required to construct the followin 
table (Table Xvil.), which .will enable ub to solve sever 
problems in respect to gradients in a general form, independent 
of the exact weight of the engine and train and even to a con- 
siderable extent of the pattern of engine and ratio of adhesion, 
since, as already stated, we shall see that their effect is com- 
paratively small on ordinary gradients. Table XYII. will 
form the basis of the remainder of this paper, and is given in 
fall for the convenience of the reader for checking and other 
purposes, although an abridgement might possibly serve our 
immediate purpose. 
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TABLE XVn. 

Showing, fbr any grade, the ratio of ike eiutomary gross and net load of 
an engine to the tractive power; or, the load in tons per ton of traction. 
Also, the resistance from gravity <mly and the total resistance in lbs» 
per ton of 2,000 lbs. According to the average daily experience of the 
the Pennsylvania, the Philadelphia <£ Beading, the Erie and other 
railways, shown in Table J^V. 



Grade in feet per 
mile. 



Resistance in lbs. per ton. 



Level 
1... 

a... 

8... 

4... 

6... 

6... 

7... 

8... 

9... 
10... 
11... 
12... 
13... 
U... 
16... 
16... 
17... 
18... 
19... 
20... 
21... 
22... 
23... 
24... 
26... 
26... 
27... 
28... 
29... 
30... 
31... 
32... 
83... 
84... 
86... 
86... 
87... 
88... 
39... 
40... 
41... 
42... 
48... 
44... 
46... 
46... 
47... 



From gravi- 
ty only. 



00 

0.38 

0.76 

1.14 

162 

1.90 

2.27 

2.66 

3.03 

3.41 

3.79 

4.17 

4.66 

4.93 

6.30 

6.68 

6.06 

6.44 

6.82 

7.20 

7 68 

7.96 

8.83 

8.71 

9.09 

9.47 

9.86 

10.28 

10.61 

10.97 

11.36 

11.74 

12.12 

12.60 

12.88 

18.26 

13.64 

14.02 

14.40 

14.78 

16.16 

16.63 

16.91 

16.29 

16.67 

17.06 

17.42 

17.80 



Total resist- 
ance. 



10.00 
10.88 
10.76 
11.14 
11.62 
11.90 
12.27 
12.66 
13.03 
13.41 
13.79 
14.17 
14.66 
14.93 
16.30 
16.68 
16.06 
16.44 
16.82 
17.20 
17.68 
17.96 
18 88 
18.71 
19.09 
19.47 
19.86 
20.23 
20.61 
20.97 
21.36 
21.74 
22.12 
22.60 
22.88 
23.26 
23.64 
24.02 
24.40 
24.78 
26.16 
26.63 
26.91 
26.29 
26.67 
27.06 
27.42 
27.80 



Ratio of load to tractive 
power. 



Gross load. 


Net load. 


200.00 


190 


192.68 


182.7 


186.86 


176.9 


179.60 


169.6 


173.67 


163.7 


168.12 


168.1 


162.9 


162.9 


168.04 


148 


168.46 


143.6 


149.12 


139.1 


146.10 


136.1 


141.17 


131.2 


137.60 


127.6 


134 00 


124.0 


130.7 


120.7 


127.6 


117.6 


124.6 


114.6 


121.6 


111.6 


118.9 


108.9 


116.8 


106.3 


113.8 


103.8 


111.4 


101.4 


101.1 


99.1 


106.9 


96.9 


104.8 


94.8 


102.7 


92.7 


100.8 


90.8 


98.9 


88.9 


97.0 


87.0 


96.3 


86.3 


93.6 


83.6 


92.00 


82.0 


90 43 


80.4 


88.90 


78.9 


87.41 


77.4 


86.00 


76.0 


84.60 


74.6 


83.26 


73.8 


81.96 


72.0 


80.71 


70.7 


79.60 


69.6 


78.31 


683 


77.79 


67.8 


76.09 


66.1 


76 02 


66.0 


73.96 


64.0 


72.93 


62.9 


71.93 


61.9 
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Qrade in feet per 
mile. 



Besistttnce in lbs. per ton. Ratio of load to tractiye 



From gravi- 
ty only. 



18 
49 
50 
61 
62 
63 
64 
66 
66 
67 
68 
69 
60 
61 
62 
63 
64 
66 
66 
67 
68 
69 
70 
71 
72 
73 
74 
76 
76 
77 
78 
79 
80 
81 
82 
83 
84 
86 
86 
87 
88 
89 
90 
91 
92 
93 
94 
95 
96 
97 
98 
99 
100 
102 
104 
106 



18.18 
18.66 
18.94 
19.32 
19.70 
20.08 
20.46 
20.83 
21.21 
21.69 
21.97 
22.36 
22.73 
23.11 
23.49 
23.87 
24.24 
24.62 
26.CJ 
25.38 
25.76 
26.14 
26.52 
26.90 
27.27 
27.65 
28 03 
28.41 
28.79 
29.17 
29.56 
29.93 
30.30 
30.68 
31.06 
31.44 
31.82 
82 20 
32.68 
32.96 
33.33 
33.71 
34.09 
84.47 
84.86 
35.23 
35.61 
36.97 
36.36 
36.74 
37.12 
87.60 
37.88 
38.64 
39.40 
40.16 





power. 


Total resist- 
ance. 


Qro3s load. 


Net load. 


28.18 


70.96 


61.0 


28.66 


70.02 


600 


28.94 


69.11 


59.1 


29.32 


68.21 


68.2 


29.70 


67.34 


57.3 


30.06 


66.49 


66.5 


30.46 


65.66 


56.7 


30.83 


64.87 


54.9 


31.21 


64.08 


51.1 


31.59 


63.31 


53.3 


31.97 


62.56 


62.6 


32.35 


61.83 


51.8 


32.73 


61.10 


51.1 


33.11 


60.41 


50.4 


33.49 


69.73 


49.7 


33.87 


59.06 


49.1 


34.24 


58.39 


48.4 


34.62 


67.77 


47.8 


35.00 


67.14 


47.1 


35.38 


66.50 • 


46.5 


35.76 


65.94 


46.9 


36.14 


56.34 


45.3 


36.52 


54.78 


44.8 


36.90 


54.24 


44.2 


37.27 


63.66 


43.7 


37.65 


63.11 


43.1 


38.03 


62.59 


42.6 


38.41 


52.07 


42.1 


38.79 


51.56 


41.6 


39.17 


51.06 


4L1 


39.55 


50 57 


40.6 


39.93 


50.10 


40.1 


40 30 


49.62 


39.6 


40 68 


49.16 


89.2 


41.06 


48.71 


38.7 


41.44 


48.26 


38.3 


41.82 


47.82 


37.8 


42.20 


47.<f0 


37.4 


42.58 


46.98 


37.0 


42.96 


46.66 


36.6 


43.33 


46.16 


362 


43.71 


45.76 


36.8 


44.09 


45.36 


36.4 


44.47 


44.98 


36.0 


44.85 


44.60 


34.6 


45.23 


44.22 


34.2 


45.61 


43.86 


33.9 


45.97 • 


43.49 


33.6 


46.36 


43.13 


88.1 


46.74 


42.79 


32.8 


47.12 


42.44 


32.4 


47.50 


42.10 


32.1 


47.88 


41.78 


31.8 


48.64 


41.11 


31.1 


49 40 


40.49 


30.6 


60.16 


89.88 J 


29.9 
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Grade in feet per 
mile. 


Besistanoe in lbs. per ton. 


Batio of load to tractive 
power. 


From gravl- Total reaist- 
ty only. aooe. 


Grose load. 


Net load. 


108 


40.91 

41.67 

42.42 

43.18 

43.94 

44.70 

45.45 

46.21 

46.97 

47.73 

48.49 

49.24 

50.(10 

50.76 

51.62 

62.27 

53.03 

54.92 

56.82 

58.71 

60.61 

62.50 

64.40 

66.29 

68.19 

70.08 

71.97 

73.87 

75.76 

79.65 

83.33 

8712 

90.91 

94.70 

104.17 

113.64 

123.11 

132.69 

142.06 

161.62 

161.00 

170.46 

189.40 


60.91 

61.67 

52.42 

63.18 

53.94 

54.70 

66.46 

66.21 

66.97 

67.73 

68.49 

69.24 

60.00 

60.76 

61.52 

62.27 

63.03 

64.92 

66.82 

68.71 

70.61 

72.60 

74.40 

76.23 

78.19 

8U.08 

81.97 

83.87 

85.76 

89.65 

93.33 

97.12 

100.91 

104.70 

114.17 

123.64 

133.11 

142.69 

162.06 

161.52 

171.00 

180.46 

199 40 


39.28 

38.71 

38.16 

37.61 

37.08 

86.56 

36.07 

36.58 

86.11 

34.64 

34.20 

33.76 

33.36 

32.92 

32.52 

32.12 

31.73 

30.80 

29.93 

29.11 

28.33 

27.59 

'i6.88 

26.21 

26.68 

24.98 

24.40 

23.86 

23.32 . 

22.34 

21.42 

20.60 

19.82 

1910 

17.62 

16.18 

15.04 

14.03 

13.15 

12.38 

11.70 

11.08 

10.03 


29.3 


110 


28.7 


112 


28.2 


114 


27.6 


116 


27.1 


118 


26.6 


120 


26.1 


122 


25.6 


124 


25.1 


126 


24.6 


128 


24.2 


130 


23.8 


132 

134 

186 


23.4 
22.9 
22.5 


138 


22.1 


140 


21.7 


145 


20.8 


160 


19.9 


166 


19.1 


160 


18.3 


166 


17.6 


170 


16.9 


176 


16.2 


180 


15 6 


185 


15.0 


190 


14.4 


196 


13.9 


200 


13.3 


210 


12.3 


220... 


11.4 


230 


10.6 


240 


9.8 


260 


9.1 


276 


7.6 


800 


62 


326 


6.0 


360 


4.0 


376 

400 


31 
2.4 


425 


1.7 


450 


1.1 


600 


0.0 











Bemavk. — ^The above table is based upon a rolling friction of 10 
lbs. per ton, adhesion 1-6, and ratio of weight on drivers to gross 
weignt of engine and tender 0.6. Corresponding ratio of the tractive 
power or adhe::ion to gross weight of engine, 1-10. 

The table can be tested by multiplying any known load which is 
habitnally hauled by an engine up given ruling grades, by the trac- 
tive power, or 1-6 of the weight on the drivers. 



The second colnmn of Table XVII. gfives the registance of 
gravity on each grade per ton of 2,000 Iba., which is easily 
determined by the formula already given. The third colnmn 



girei the total redatatiee per ton on moh grade by adding 10 
Iba. rolling friction to the second oolnnm. Then, to del«raitae 
the fourth colomn, the \oUl reiiatance in ponndi per ton on 
each grade, divided Into 3,000, will give the raiio at the groflg 
load to Vbe ti'action, whateTsr the size and power of die engine. 
IT the total reBielBUce per ton be cnlj 10 Iba., ■■ on a level, we 
3,000 

have =200, te., the groM load IbBOO tjmea the tractive 

10 
power of llie engine. If the total reBietanoe per ton be ST.B8 
lbs., as on a 100 feet grade, the gross load will be only 
a.000 

— ti.TS times the tractive power of the engine. 

37.88 

To determine the net load per ton of traction, which ie given 
in the flflfa oolnmn, we have only to anbtcaet 10 from the 
gross load in the fonrlb colxniii; inasmooh as we have already 
estimated the gross we'gbt of the average freight engine to be 
ten times the traotive power. We have tbns determined the 
ratio of the net load to the tractive power on any grade iade- 
pendent of the weight of the engine or tram. Of this oolnmii 
we shall make rreqneot nae. 

■We are now prepared t« determine the law which govemB 
the efiiact of an increase or decrease in the rat« of varioos 
grades, which we mnst postpone to the next nnmber. 

HOTB OK THB WASTAOI Or FDIX FBOM &ADUTIOH. 

In estimating the cost ot cnrvatnre and rise and fall, we have 
estimated the wastage from this sonroe as equal to 10 par cent. 
of tbe total ooet of foel. The tmbstantial correctness of this 
estimate is conBrmed by some experiments of Hr. Benben 
Wells, Master Hecbanlo of the JetTergonviUe, Madison k In- 
dianapolis Bailroad, as given in the "Repurton Locomotive 
Tests" lo the Master Mechanics' Association. (Published in 
the Ba^Toad Bta^ie, Hay 36, 1876). We quote Hr. Welle' own 

*' On making a test, which was continued for 12 hours, it was 
Ibnnd that it required 35 ponnds of coal per honr to keep up a 
steam preesiire of 80 pounds per inch, in the boiler of engUie 
TSo. 40, when it was clean and m good order and perfectiy tight; 
the boiler had been lately covered witJi pinelagging and Russia 
iron Jacket, the dampers to the ash-pan werakept closed, and 
no steam was allowed to escape or leak ont, nor was the engine 
moved during tbo 12 houra referred to, nor was there any 
water pnl into the boiler during that time, and at the end of 
the test but litUe difference in the water level could be noticed 
from that at the beginning. From this it wonld seem that 2S 
poandB of coal per hour v """!•— ^ inn—t j ti.^ h...t 
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8,200 lbs. of water, wider the conditions stated above. At the 
time of Ihe test the engine stood on a side track, and the tem- 
perature of the atmosphere averaged 50 degrees. There was no 
wind. The test was made March 14. 

" At another time, tbe same month, a four-wheel switching 
engine weighing 16 tons was kept under steam for 10 consecu- 
tive hours, at an average pressure of 80 pounds. No steam 
was allowed to blow ofif, the dampers to ash-pan were kept 
closed, but during the time the engine was run one quarter of 
a mile to * pump up,' in order to make good the loss of water 
from the escape oi steam through sUght leakage at the throttle 
and safety valves. In this case the consumption of coal was 82 
pounds per hour." 

By referring to the " Monthly Locomotive Returns" pub- 
lished in the Railroad OazeUe^ we find that the average con- 
sumption of coal per mile run on the Jefifersonville, Madison & 
Indianapolis Bailroad is something under 45 lbs., and this is not 
far from the general average of all the reports. At an average 
speed of 20 miles per hour this would amount to about 900 lbs. 
per mile. Then, 25-900 and 32-900 = from 2.8 to 3.5 per cent, of 
the total consumption, as the wastage of fuel from radiation 
V3hen an engine is in perfect order ^ whoby protected from tmnd, 
and using no steam in the cylinders. The most moderate esti- 
mate would be that the radiation would reach three or four 
times this amount for an engine In average condition, while 
using steam and in rapid motion. 

THE FEBGENTAOE OF CHANGE IN THE NET LOAD BESULTINa FBOM 
ANY GIVEN CHANGE IN THE BATE OP ANY GBADE. 

We have already determined premises for this purpose in 
Table XVn., given in the previous paper. The fifth column of 
that table shows, for any grade, the ratio of the net load to the 
adhesive or tractive power of the ordinary " Mogul " freight 
engine ; or, as we may express it in another way, the net load 
in tons per ton of traction, or per five tons on the drivers. From 
this column we can readily determine the effect on the net load 
of any changes of grade, as follows : 

We see by the fifth column that one ton of tractive power 
will haul 190 tons of net load on a level, and only 69.5 tons on 
a 40-feet grade. It evidently follows that the engine tonnage 
required for a givtu business, with a 40-feet ruling grade, will 
be 

190. 

= 2.73 

69.6 

times that which would be necessary on a level grade ; that is 
to say, it will be increased 173 per cent. In the same way, if 
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we wish to determine the effect of v&riotis changes in a 60-feet 
grade have : 



For an increase 
n rate of 
grade of 



10 feet per mile. 



20 



40 



(< « 



(t <« 



For a decrease 

in rate of 

grade of 



10 ft. T>er mile. 



20 " " 



40 " " 



/. c, itom 60 ft. 
per mile to 



70 ft. per mile. 



80 



100 



t* tt 



(< «< 



/. e.ftom 60ft, 
per mile to 



50 ft. per mile, 



40 



20 



«< a 



*i ** 



Formula for« 
tncrease in 
engine ton- 
nage: with 
data from 
Tab. XVn. 



51.1 



48.8 
51.1 

39.6 
51.1 

31.8 



= 1.14 



Equal 

to s. total 

increase of 



= 1.30 



= 1.61 



Formula for 
decrease in 
engine ton 
nage: with 
data from 
Tab. XVn. 



51.1 

69.1 
51.1 

69.5 
51.1 

103.8 



= 0.86 



= 0.74 



= 0.49 



14 per cent. 

30 

61 " 



Equal 

to a total 

decrease of 



14 percent. 

26 

51 



(« 



Or, to an 
average in- 
crease per ft. 
of 



1.4 per cent. 

1.6 

1.626 " 



Or, to an 
average de- 
crease per ft. 
of 



1.4 per cent. 

1.3 

1.226 •• 



In this manner we may make out the following little table 
for different grades (Table Xvill.), which illustrates better 
than any formula the law of the change in the motive power 
required which results from any given change in any grade. 
An algebraic investigation and formula, showing the facts with 
the same correctness, would be so intricate as to be incompre- 
hensible. 

By examining Table XVIII. we find evidence of two facts : 

First. Wften tke rate of any given ruling grade is increased or 
decreased, the corresponding percentage of increase or decrease 
in the engine tonnage required is very nearly uniform per foot, 
whatever the increa^ or decrease in rate, slightly increasing, 
however, as the increase is greater and decreasing as the de- 
crease is greater. For example, if a 30 feet ruling grade be in- 
creased to 40 feet per mile, the increase in engine tonnage re- 
quired is 2.0 per cent, per foot ; but if it be increased to 70 feet 
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TABLE xyni. 

Showing the effect upon the engine Umwuge Tttptirtd for a given hutineu 
ofvarioui changes in variotu ruling grades. 



L 


Increase per cent, in en- 


Decrease per cent, in en- 


If 


93 

e _ 


gine tonnage resulting 


gine tonnage resnlting 


3 


from an increase in the 


firom a decrease in the 


Of ruli 
feet pel 


rate per mile of the' 


rate i>er mile of the 


ruling grade of— 


ruling grade of— 


If 


® el 

1^ 






s ► 


1ft. 


10 ft. 20 ft. 40 ft. 


1ft. 


10 it. 


20 ft. 


40 ft. 


Level. 


4.0 
2.0 


40 
20 


82 
40 


173 
86 










4.0 


30 


2.0 


20 


39 




20 


60 


1.4 


14 


80 


61 


1.4 


14 


26 


61 


1.4 


90 


1.2 


12 


23 


49 


1.2 


11 


21 


40 


1.2 


120 


1. 


10 


20 


42 1 


1. 


10 


18 


83 


1.0 


160 


0.9 9 ' 18 I 88 II 0.9 1 9 ' 17 1 31 | 0.9 



TABLE D. 

SHOWING THE FEBGENTAOE OF nrCBBASB (OB DZOBKASS) IN THB KNOINZ 
lONNAOB, FEB FOOT ADDED TO (OB 8UBTBA0TED FBOM) THE OBADE. 
WHICH BESniiTS FBOM ▲ CHANGE IN THE BATE OF ANT GBADE. 



Bate of maxi- 


1 
Perct. of change; Bate of maxi- 


Perct. of change 


mum grade, in 


in engine ton- 


mum grade, in 


in engine tou« 


ft. per mile. 


nage, per ft. of 


ft. per mile. 


nage per ft. of 




change in rate. 




change in rate. 


Leyel. 


4.0 


70 


1.4 


6 


3.4 


80 


1.2 


10 


3.1 


90 


1.2 


16 


2.7 


100 


1.1 


20 


2.4 


110 


1.1 


26 


2.2 


120 


1.0 


30 


2.0 


130 


1.0 


40 


1.7 


140 


0.9 


60 


1.6 


160 


0.9 


60 


1.4 


over 160 J 


0.8 



Bemabk.— This table is practically correct for any change in 
ruling grade, and also for any probable pattern of engine, ratio oi ad- 
hesion and rolling ftiction. The following are the corrections for 
sixict exactness : 

For YEBT oonbtderable (Aanges in the rate of grade. 

For a change in rate of grade of iThe per centage above should be 
40 feet per mile. increased about 

60 " *• " 8 per cent. 

60 " *• ** 10 " " 

12 " " 
For a different pattern of engine {or ratio of adhesion): 
For a tank or " Fairlie" engine (or any engine weighing only 6 times 
its adhesion or tractive power; suhtra^ 0.3 from each percentage. 

For a " Consolidation" engine (or any engine weighing 8 times its 
tractive power) siubtraxi 0.1 from, each percentage. 
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For an " American dtandard" engine (or any engine weighing 13 
times its tractive power) add 0.1 to each percentage. 

For a different ra^Tig friction: 



Add to the per centage given 
above for a grade of 


If rolling fHotion 
is assumed to be 
8 lbs. 


If roUing friction 
is assumed to be 
12 lbs. 


Level 


1.0 
0.8 
0.1 
0.0 


—0.7 


aoteet 


—0.2 


60 " 


—0.1 


100 " 


—0.05 







per mile, the mcrease per foot is 2.15 per cent., or about 8 per 
cent. (.15^-2.0) more per foot than for the smaller increase. 

Second. The amocjnt of (his percentage of increase or de- 
crease in (he engine tonnage required varies considerably wUh 
each grade, being nearly five times as much on a level as on a 
150 feet grade. 

These two facts being definitely ascertained, we have, in or- 
der to determine finally the effect of any change of g^rade upon 
the engine tonnage required, simply to compute the average 
percentage per foot for a moderate change of grade, say 10 
feet, and assume it to be constant for any increase or decrease 
in that grade however great, or at least provided it do not ex- 
ceed 50 or 60 feet per mile. The percentage of error which re- 
sults from so doing, as we may note without farther demon- 
stration than above, is about 10 per cent, for a change of ruling 
grade as great as 60 feet per mile and varies very nearly in pro- 
portion with the extent of the change, being 2 per cent, for a 
change of 10 feet per mile, 8 per cent, for a change of 40 feet, 
12 per cent, for a change of 60 feeb, etc. It is too small to be 
of any practical importance whatever for changes of 60 feet per 
mile or less, especially as it has the safe tendency of diminish- 
ing the apparent value of reducing the grade. 

Table D, on preceding page, contains these percentages, for 
grades varying by a small amount ; given in round figures and 
without that assumed precision which, in the writer's opinion, 
mars so many discussions of essentially uncertain problems. 
In order to show the substantial correctness of these percent- 
ages, under any reasonable variation in the premises assum- 
ed, we also give below Table D statistics showing the maximum 
effect of any such differences. These may be determined in 
precisely the same manner as the body of the table, but it 
would lead us too far to do so at length in the present paper. 
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We now proceed to our third preliminary problem, viz.: 
the increase in operating expenses from a change in 
ruling grade which doubles the engine tonnage required ; 
this being equivalent to determining what proportion of the 
operating expenses varies directly with the engine tonnage, the 
car tonnage remaining constant. This amount, multiplied by 
the percentage of increase in engine tonnage per foot of increase 
in the rate of any grade (given in Table D), will give the cost 
per foot of such change of rate. 

The increase in engine tonnage, as before stated, may be 
either in the number or the weight of engines ; usually some- 
what in both but mainly in the former. We shall therefore 
estimate for each and take an average between them ; caution- 
ing the reader again, however, that the money values which 
we use throughout this paper are not to be taken as definite 
fixed sums, which, if they do not happen to agree with what 
seems a proper estimate for any particular road, therefore 
destroy the value of the estimates of this paper. They are such 
only when the cost of a train mile is in fact $1.00, as by our 
standard. In other cases, they are to be regarded as mere 
tokens or ratios, based upon the singular constancy of ratio 
between the direct operating expenses which holds substan- 
tially true under the most diverse circumstances, as pointed 
out in tbe first paper of this series ; — but when these ratios or 
approximate values are multiplied by the actual cost of a train 
mile they give a close approach to absolute values for any and 
all roads, although one may run its trains for half the cost per 
train mile of another. 

Tne Cod of a Double Number of Engines for the Same Bust' 
f'ess. — ^The cost of fuel would be increased in direct proportion 
to the number of engines, or by 100 per cent., except that — ^if the 
number of engines has been increased solely to overcome an 
increased resistance on the maximum grade — on the lighter 
grades of the line, or say for two-thirds of the whole distance, 
an engine would be only half loaded, and consequently should 
save nearly half of that portion of the cost of fuel (60 per cent, 
of the ordinary average consumption) which we have seen, un- 
der the head of Curvature and Bise and Fall, to vary directly 
with the momentary demand for power. Allowing for this ex- 
ception we should have a net increase of something over 80 per 
cent, in the cost of fuel (100 per cent. — % of 3^ of 60 per cent.), 
but as the rolling friction is probably somewhat higher jper ton 
with short trains (as to which see " Note on Boiling Friction," 
p. 433), we may assume the increase in cost, of fuel to be 90 per 
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cent., or 9 cents. The cost of oil toaste and water, engine re- 
pairs, and train wages, we may aBsume to be increased by 90 
per cent. It should be 100 per cent., except that statistics 
clearly show that these expenses do not increase qnite as rap- 
idly as the train mileage. The cost of mamtenanoe qf oars 
wonld not be affected at all. 

Of the expenses for maintenance of way, we may assume that 
the cost of rails (7 cents), of adjusting track (6 cents), and of 
maintaining the ties and road-bed (7 cents), or 20 cents in all, 
will yary yery nearly with the engine mileage, eyen if the num- 
ber of cars be constant. Such excess as there may be in this 
estimate will be made up by an increase in the items of switches, 
fh>gs and sidings (8 cents), and bridges and buildings (4 cents). 
Station and general expenses will remain practically xmaffect- 
ed. 

The cost of a double weight of engines for (he same net load is 
a highly uncertain problem, for which we cannot pretend to 
reach more than a rude approximation. The cost of fud will 
undoubtedly be less with a single heayy engine, per car or other 
unit of power, than with two engines of half the size and power, 
probably by as much as 15 to 25 per cent, at least, which would 
giye us say 50 per cent, increase in the codt of ftiel (1.90 — 16 to 
25 per cent. = 1.61 to 1.42, or 61 to 42 per cent, increase). The 
cost of oil toaste and water would be perhaps 50 per cent, greater 
also. As to the difference in the cost of engine repairs, ttie dif- 
ference in the^s^ cost of light and heayy engines is at present, 
according to figures furnished to the writer by the Baldwin Lo- 
oomotiye Works, about as stated in the following table. 

This is equal to a difference of about 33 per cent, in price for 
engines of double weight, and proportionally for less increase 
of weight. Other data, of perhaps less present yalue, would 
indicate the difference to be greater, or a little oyer 50 per cent. 
We may perhaps assume 40 per cent., and this item (the cost of 
renewiJ j) forms a considerable portion of what appears charged 
to the co8t of repairs. The " Benewal Fund** system of the 



Weight of 


Approximate Cost 


Per cent, of 

increase in 

total cost. 


Engine. 


Per long ton 


Per lb. 


Total. 


20 tons 


$360 
276 
230 


16.6 cts. 

12.2 " 

10.3 " 


$7,000 
8,260 
9.200 




80 " 


17.9 


40 •• 


31.4 



Philadelphia & Beading Bailroad enables us to determine that 
on that road the cost of renewals of engines is at least 29.7 per 
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cent, ^f the cost of repairs proper, or about 23 per cent, of 
"Bepairgof Engines," including renewals, and very possibly 
more.* Of the remaining cost for "Repairs of Engines" 
(77 per cent, of the whole) which represents the expenditure for 
repairs proper ; about 30 per cent, will be for wood, iron, steel, 
and other raw materials ; 13 per cent, for wheels, axles and 
tires, and 57 per cent, only for labor, if we may judge by Table 
XIZ. below. The cost of raw materials at least, and a certain 
portion of the cost of wheels and tires, should vary in almost 
direct proportion to the weight of engine, even if the cost of 
labor were independent of it, so that it would seem a moderate 
estimate that the cost of engine repairs (including, of course, 
renewals) is increased by about 33 per cent, for a double weight 
of engine. 

The effect on the cost of maintenance of tro/dk of increasing 
the weight of engines is the most uncertain of all, and the 
writer knows of no observed facts bearing on the subject. It 
certainly increases in much greater ratio than the weight on 
the drivers, and as an estimate somewhere within gun-shot we 
might assume that it is approximately in proportion to the 
square of the weight of. engine [i. e., weight on drivers). For 
an engine of double weight, this would show that 100 per cent, 
additional power would be purchased at the cost of 300 per 
cent, increase in the cost of track maintenance per car hauled ; 
but.it would be an error to assume the percentage for so great 
a change in weight as a proper one for all changes. If the 
weight of engine be increased 10 per cent., the cost of track 
maintenance would be increased, under our rude assumption, 
ai the rate qf 210 per cent. (1.1« = 1.21, and 0.21 X 10 = 2.10) ; 
if it be increased 20 per cent., at the rate of 220 per cent. (1.2> 
= 1.44, and 0.44 X 5 = 2.20), etc. It is perhaps not an unfair 
assumpiion that the increase in track maintenance resulting 
from an increased weight on drivers is at the rate of 200 per 
cent, of the average cost, and that the cost of ties and road-bed 
maintenance will be in direct ratio, or at the rate of 100 per 

* The " Benewal* Fund" of the Philadelphia & Beading Railroad is 
formed by a direct tax of 6 cents per 100 ton miles, which does not 
appear in the returned " total expenses," as before stated, and appears 
tp DO expended — first, in making good the whole cost of new iron and 
bridges, and what is then left of it on rolling stock and structures. 
As it does not begin to cover the cost of car renewals, however (the 
returned expenditures for " renewals" being, for the four years — 1869- 
73-74-76— only 4.4 per cent, of car repairs), it is uncertain how great a 
proportion ot the locomotive renewals also is included in repairs. The 
returned cost of locomotive renewals is 29.7 per cent, of the returned 
cost of repairs, or about 22.8 per cent, of the total of renewals and 
repairs, as shown in Table XIX. 
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cent. ; any excess in this estimate being covered by an nnes- 
timated increase in the cost of yards and stinictares.t 

Smnming up these estimates, we have as the cost of a double 
engine tonnage : 



Item. 



Fuel 

Oil, waste, etc.. 
Engine re p'rs.. 
Train wagee.... 
Track rep'ro.... 
Boadbedrep're 

Yards & struct's 

Oen. k atat'n.. 



§ 



lOcts. 
2 '* 



Totals. 



9 
12 
13 

7 

7 

ao 



(C 



$1 00 



For a double no. of 
engines. 









lis 



90 p. c. 

€4 



100 p. c. 
(( 

(includ'd) 
( above. ) 
unaffected. 



60 per cent. 



s 



9ct8. 
21 " 

18 *• 

7 *• 



SOcts. 



For double wr. of en- 
gines. 



Hi 



60 p. c. 
« (( 

33 " 
unaffected. 
200 p. c. 
100 •• 
( included ) 
\ above, j 
unaffected. 



S 



6cts. 


1 


(< 


3 


«< 


26 


« 


7 


(f 







42 p. c. 



42ct8. 



Assumed ayerage, 48 cents per train mile, or 48 per cent, of operat- 
ing expenses. 

As an average between these two estimates, we may assume 
that the cost of so increasing any grade that a double engine 
tonnage vriU be required for the same business is 48 cents per 
train mUe required for a given business on the given grade. Or, 
to express the same fact differently, 48 per cent, of the total 
operating expenses varies directly with the engine tonnage, the 
car tonnage remaining constant. 

Assuming, then, an average of 48 cents per train mile, and 
multiplying by 825 for the number of yearly .trips, and by 2 for 
the round trip, we have 

$.48X336X2=$312.00 
as the yearly cost, i>6r da% trains per mUe of road, of increas- 
ing any ruling grade till the net load of the engine is reduced 
one-half. If, now, we multiply this sum by the percentage of 
increase in engine tonnage, resulting f^m an increase of one 
i*ooT in any ruling grade, we shall obtain the cost per daily 
train per mile of road of such increase, 

t The authority by which we assume that the cost of road-bed re- 
pairs does in fkkct vary very nearly with the engine tonnage is given 
at length in the first paper of this series. The writer is well aware 
that It may appear excessive to many readers. 
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This cost, howeyer, is not an absolute value independent of 
the length of the road, as in the case of the similar values de- 
duced for distance, curvature, and rise and fall, but varies with 
it, inasmuch as the ruling grade increases the expense of ope- 
rating the entire road, whatever its own length may be. 
Hence, to obtain the true value of reducing grade, it must be 
multiplied by the length of the road, Fince it is obvious that 
the justifiable expenditure to reduce grade will be twice as 
great on a road of 100 mUes long as on a road of 50 miles long. 
We have made up Table E below for a road of 100 miles long as 
a convenient unit — equally so with one mile for the determina- 
tion of values for any length of road, and giving at a casual 
glance a fairer comparison of the value of reducing grade with 
improvements in the other details of alignment. Table £ em- 
bodies the final results we have been seeking, and its construc- 
tion will now be sufficiently clear by an examination of the 
table itselL 

THE FBOFOBTION OF BUSINESa AFFECTED BT A BEDTTCmON OF 

BUUNG OBADE. 

It is very evident that inasmuch as the objection to high 
rates of grade lies solely in their effect as a limiting agent 
to the weight of trains. Table D cannot be applied indis- 
criminately to all trains run over the line, but only to such 

Bbmabks ON Table F ^If thecofltper train mile be higher or 

lower than $1.00, multiply the values above by the actual or as- 
sumed cost. Multiply also by the length of the road -h 100; and by 
the number of feet per mile in the proiKMed change of rate. 

For an original rate of grade intermediate between those given in 
the table, the proper tabular values will be given, very nearly, by 
proportional intei^lation — e,g.: Value of avoiding 1 foot per mile 
addition to a 16-fiBet grade, at 6 per cent. ($16,120 -|- $12,480) -r- 2 := 
$U,30O. True value : $312.00 X 100 X .027 = $842.40 -f- .06 = $14,060. 

For values pkb $1,000 or avebaoe ankuai. total expknsbs peb 
MiLB, increase the tabular values by one-half. (More exactly, mul- 
tiply by 1.64.) 

FOB BOADS IN OPBBATION: 

Tabular values j>er $100,000 qf average annual eaapendUuret on the 
given line or division, lor various items, will be given as follows, and 
wiU be independent of the length: 

Multiplying the tabular vaJues above by will give corresponding 
values, per $100,000 of average annual expenditure, for 

1.6 Total ExFENSBS. 

2.2 "line" or "Transportation" expenses. 

8.2 Maintenance of Way and Works, Bepairs En- 

gines, Fuel, Oil. etc. 

2.8 Main, of Way and Works and "Motive Power" 

(same as above -|- engine wages). 

This table is nearly independent of the pattern of engines, ratio 
ot adhesion, rolling friction, or extent of the change of ^ade. The 
percentages of extreme error are the same as for Table D, which see. 
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trains as it does in fad so limit. This, on a new road, might 
sometimes exclnde dSL trains, and it wonld probably exclude a 
considerable proportion of all the passenger trains of the 
United States, which on a majority of railways habitually "run 
light.** But as a railway is located once for all. Table E 
might perhaps be properly considered as applying to all freight 
trains, and in these days of increasing luxury of travel, to most 
passenger trains also, independent of the following important 
fact, which is often forgotten or neglected, viz., that, except 
for the grade, the weight of engine may be less for aUH trains, 
whether they commonly " run light** or not. Engines must 
always be heavier than is w^narUy required, to provide for oc- 
casional demands, and a reduction of ruling grade may proper- 
ly be considered as reducing i>ro rata the necessary and advisa- 
ble weight of engmes, even for light trains. For it is certain 
that a 90-ton engine will haul no greater net load on a 60-feet 
grade than a 26-ton engine will haul on a 50-feet grade or a 
22-ton engine on a 40-feet grade, and wJicUever may be the 
margin deemed proper as an allowance for emergencies or 
future increase of business, it must always be proper to reduce 
the engine tonnage in corresponding proportion; and hence a 
reduction of ruling grade has a positive and present cash value, 
even if every train upon the road will habitually be "run 
light** for an indefinite number of years. That this reduction 
is not made, and that, on many low-grade railways, locomotives 
of equal weight and power with those on lines opposing more 
than double the resistance are hammering out the track to no 
purpose whatever, is not the fault of the constructing engineer, 
nor is it good practice for him to adjust his alignment on the 
hypothesis of an error of judgment in those who succeed him. 
On account of these facts, and of the grave disadvantages 
which are liable to arise at any time from an irremediable lim- 
itation of capacity, and also because a varying but usually im- 
portant increase in way receipts is derived from additional 

Table F is nearly indei>endent of tke extent of the change in grade. 
The percentages of errors are the same as for Table D, which see. 
It is absolutely independent of the rolling friction, provided the as- 
smned net IcMtd on a level be (dianged in proportion thereto. It 
is very nearly indei)endent of the pattern of engine and ratio of ad- 
hetion. For the " Consolidation " pattern (or any engine weighing 
only 8 times the tractive power) decrease the value'* lor a 60 feet 
grade 10 per cent., and grades of 100 feet and over 17 to 20 per cent 
For the " American standard " pattern (or any engine weighing 12 
times the tractive power) increase in the same proportion. This 
Is assuming the net load on a level to be 60 cars in each case. If less 
or greater, the tabular values will be changed in the same pro- 
portion. 
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lenffthy but never from heavier gradients, the vrriter raggestB 
that no more than dne weight is given to the value of low 
grades if it be considered as applying to all trains alike — at 
least in original location and for the purpose of comparison 
with the value of improvements in the other details of align- 
ment. In the case of projected improvements for railways 
already in operation and folly equipped with rolling stock, the 
case may be somewhat different. 

Table D apparently indicates that the value of reducing the 
ruling grade decreases as the grade is higher. This is true, 
however, only per train, and is because the number of trains re- 
quired to do a given business is greatly increased by heavy 
grades; or, more exactly speaking, because the relaiwe net 
load decreases less rapidly on higher grades. For example, it 
will be seen, by referring to Table XYII., that an increase of 24 
feet from a level grade halves the net load of the engine, while 
it requires an increase of 57 feet from a 60 feet grade to do the 
same. The reverse is the case, however, with respect to the 
ooBT FEB LOADED CAB, which is the truc ultimate measure of 
the cost of high gradients — the value per daily train being 
merely for oonvenienee and to a£fbrd a uniform basis of compar- 
ison with the value of other improvements in alignment. The 
cost of increasing grades per loaded car is considerably great- 
er as the grade is higher, because on the higher grades the 
cost of the constant addition to the engine tonnage which is 
necessitated by a given increase in grade is distributed among 
a less number of cars. Tables D and E furnish us a ready mode 
of approximating to the value per loaded car of reducing 
grade, as follows: 

YaLUE of BEDUdNG THE MaxIMXTM GbADE FEB LOADED OAB. 

— ^We will assume, in order to err on the safe side, that an 
average engine will weigh as much as 60 tons including tender, 
and haul as many as 60 loaded cars on a straight and level 
track. Mr. A. J. Cassatt, Vice-President and late Q«neral 
Manager of the Pennsylvania Railroad, reported to Mr. Her- 
man Haupt that the average load for a 6S-ton engine is only 50 
cars on a level on that ro&d; but this is probably owing to the 
limiting effect of curvature, as the rolling friction deduced 
from the loads on higher gradients reported by him would in- 
dicate a level load of from 60 to 65 cars. A table prepared by 
Mr. J. Button Steele, late Chief Engineer of the Philadelphia & 
Beading Bailroad, indicates that a 48^ ton engine will haul 
only 38 cars on a level. Mr. B. H. Latrobe's estimate before 
referred to for the Portland & Ogdensburg Bailroad would in- 
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dicate that a 65 ton engine, 42 tons on driyers, will hanl only 
50 loaded cars on a level. But this is assuming only 1-7 ad- 
hesion, an assumption on which we have already commented. 
Assuming 1-5 adhesion, it would haul 70 cars, a little over one 
car per ton of engine • 

Assuming then 60 cars as the level load, Table XX. shows the 
corresponding number of cars to a train on different grades. 
This is computed directly from the column of net loads given 
in Table XVn. by first determining the percentage of the net 
load on each grade to the level load and tben multiplying this 
percentage by the assumed level load, and it is evident that 
the numbers thus obtained are re'xiHvdy correct, whatever may 
be the number hauled on a level. If the number be assumed 
to be greater or less for the same engine, the values obtained 
per car load will be in inverse ratio to the level load. If, how- 
ever, the level load be less on account of a difference in the 
weight of engine, the effect upon the value of reducing g^ade is 
less important, since the use of engines of great weight is very 
nearly as expensive as a corresponding increase in their num- 
ber. 

Given then the number of cars to a train on each grade, we 

have already estimated that the cost per train mile for the 

items effected by an increase of ruling grade is 48 cents, or 

196 per round trip of 100 milss. We also have in Tables D and 

E the percentage of increase in mortive power which results 

Arom an increase of one foot in the ruling grade. Then, 

$96 I 

X per cent, of increase of motive power I 

No. of cars to a train T ~" 

per foot added to the grade j 

the COST FEB OAB-LOAD of ouo foot incrcase in ruling grade as 

given in Table F. This cost, divided by the rate of interest, 

gives the corresponding capitalized value6.t 

If it is desired to compare Tables E and F, the tabular values 

of Table F, X the number of cars to a train, X 325, for the 



*Tlie basis for all these statements will be found in the Appendices 
to Yose's "Manual for Railroad Engineers." 

t At this point we deem it proper to point out an error in a paper 
by J. G. Clarke, G. £., " on the Approximate Value of a Reduction of 
Billing or Maximum Grade," stated to be based on data furnished by 
the late Charles EUet. (See Trans. Am. Soc. Civ. Engrs., Apr., 1874. 
Also Van Nostrand's Magazine, yol. x., p. 37.) In so doing we dis- 
claim once for all any intention or desire to pick flaws in the work of 
others, but deem it an equally essential part of a discussion of this 
kind to point out the grounds for any important differences from pre- 
vious estimates of equal or greater au thority, without forcing upon 
the reader the necessity of a special investigation for an intelligent 
decision. Mr. Clarke deduce in a very simple manner the following 
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namber of days in the year, will give the corresponding values 
per daily train in Table E, as it is evident they should do. Any 
difference will be due to error rrom neglected decimals. 

It will be seen that we have not considered passenger 
business in this estimate per car-load, although for reasons 

short and convenient formula: Letting x andsB' = the new and old 
rates of grade, W = the gross tonnage annually up the maximum 
grade, and T = the gross load an engine can draw on a level; the cost 
per mile of road of any change in the rate of any grade 



X' — X 



20T 



W 



Beduced to its lowest terms and dropping the algebraic nomen- 
clature, this formula is equivalent to sajring that the yearly cost of 
one foot increase or decrease in the rate of any grade is equal, in 
dollars per mile of road, to 1-20 of the number of trains necessary to 
haul the given business on a level; or, for a road 100 miles long, to 
five times the number of trains necessary on a level. 

In this form it is somewhat easier to see that Mr. Clarke's formula 
is based upon a plausible fallacy, which consists in the practiccU as- 
sumption that because the value of reducing any two grades, say 20 
and 40 feet, to a level is very nearly as the number of feet per mile 
reduced, therefore the value of reducing by the same number of feet 
any other two grade'=i, say 10 and 60 feet to 20 feet, is not only as the 
number of feet of reduction as before, but is also the same in amount; 
whereas it increases considerably as the grades are higher, as is evi- 
dent in Table F. We can show this also by a numerical illustra- 
tion based upon the data of Mr. Clarke's own example, as follows: 
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360 80 
440 00 
629 60 
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694 40 



By Mr. Clarke's formula, we obtain 
a X7NIFOBM value for a 10 feet 
change in any grade of 




$64 80 
79 20 
89 60 
70 40 
92 80 



$60 00 
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$926 70 
1.13L 40 
1,280 00 
1,005 70 
1,325 70 



$857 14 




$134,226 
164,083 
186,600 
145,827 
192,226 



$124,285 



The latter value is correct for changes from a level grade (according 
to Mr. Clarke's premises), but for no other. It is about 20 per cent, 
less than the values given in Table F. for changes in a level grade, 
owing solely to the fact that Mr. Clarke assumes that the cost of 
additional engine tonnage is only 40 cents instead of 48 cents. On 
this and one or two other miupr matters w« need not stop to com- 
ment. 
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already given it appears to the writer that in most cases it 
should be so included. The weight of an ordinary passenger 
car for 60 persons is about 19 tons empty and 4 tons for a full 
load of passengers. Many sleeping cars weigh 30 and 40 tons. 
It would seem a very moderate estimate to consider the cost of 
an increase of grade per passenger car as equal to twice that 
per freight car, if not 2% or 3 times. 

TABLE XIX. 

Showing the Relative Cogt of Rerietoals and Bepaxrt of Enffines, and the 
Belutive Cost of Labor and McOerial for R^airs of Engines and 
Cars, on the Philadelphia dk Reading Railroad, for a series of years. 



Yeab. 



Relative cost of 
renewals and re- 
pairs of engines. 



1869.... 
1873.... 
1874.... 
1876.... 

Average 
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20.0 
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100. 
100. 
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100. 



Relative cost of labor, raw 
material, and wheels, 
axles and tires, for re- 
pairs of engines and 
cars, renewals not in- 
cluded. 





• 


a g 




*§ 


g' 


B 


IS 


1 


1 




67.3 


30.6 


12.1 


64.9 


31.3 


13.8 


66.3 


30 


13.7 


68.1 


28.6 


13.4 


66.7 


301 


13.2 
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100 
100 
100 
100 

100 
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Total yearly cost per engine on Philadelphia 
Reading Railroad for repairs proper 

Total yearly cost per engine on Philadelphia 
Reading Railroad for renewals 

Totbl yearly cost per engine for " repairs of engines" 
as ordinarily understood. 



Total yearly cost per engine for " re- 
pairs of engines" on Penna. R.R. and 
branches 

Total yearly cost per engine for " re- 
pairs of engines" on Phila. k Erie 
R.R 

Total yearly cost per engine for " re- 
pairs of engines" on Un. R. R of 
N.J 



Average of ^ 
1872-3-4 *6' 



Average 

No. of 

engin's. 



378 

694>i 

147 

231)j^ 



Remabk. — The yearly cost of repairs per engine must not be con- 
founded with the cost of repairs per train mile. The relative econo- 
my of the various railroads above in the latter respect would be in 
nearly inverse order to that shown in the cost of repairs per engine. 
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As A PBAonoiiii Example of the Use op Tables E and P: 
By the Report of the Pennsylvania Bailroad for last year, 1875, 
the movement of loaded cars between Pittsburgh and Altoona 
was about 255,000 eastward and about 85,000 westward, the re- 
maining 170,000 cars returning empty. The average number 
of oars to a train on that division, coming east, is reported to 
be from 16 to 17, which would give the number of daily freight 
trains on that division as about 47. The distance is 118.3 miles, 
and includes the heaviest grades on the road, viz., 95 feet per 
mile going west from Altoona, for a distance of about 12 miles, 
and 53 feet per mile for the remainder of the distance. The 
maximum grade coming east is at several points 63 
feet per mUe. Assuming for the present that the lat- 



TABLE XX. 

Showing the Percentage of the Net Load on diferent grades to the net load 
on a level, and the corresponding number of cars to a train, accord- 
ing to the average experience of American railways, as shovm in 
Tables XV., XVI. and XVII. 





Net Wt. of train 


Per cent, of net 


No. of loaded 


Grade in feet per 


per ton of trac- 


load to load on 


cars to a train. 


mile. 


tive power. 


a level. 


assiiTning 60 as 
the level load. 


Level. 


190. 


100. 


60.0 


20 


103.8 


64.6 


32.8 


30 


83.6 


44.0 


26.4 


40 


69.6 


36.6 


22.0 


60 


69.1 


31.1 


18.7 


60 


61.1 


27.0 


16.2 


70 


44.8 


23.6 


14.2 


80 


39.6 


20.8 


12 6 


90 


36.4 


18.6 


11.2 


100 


31.8 


16.7 


10.0 


110 


28.7 


16. 


9.0 


120 


26.1 


13.8 


8.3 


ISO 


238 


12.4 


7.4 


140 


21.7 . 


11.4 


6.8 


160 


19.9 


10.6 


6.3 


176 


16.2 


8.6 


6.1 


200 


13.3 


7.0 


4.2 



ter is, independently of the use of assistant engines, a ruling 
grade which fixes the weight of trains, what would be the jus- 
tifiable expenditure to render the 53 feet grade to the rate of 
60 feet per mile, at 6 per cent, interest for capital ? 

By the loaded car standard, Table F, we have, interpolating 
the proper tabular value for 53 feet between the values given 
for 40 and 60 feet, 

$1.33 ($1.38— .06) X 266,000 X 8 = $1,017,460, for a line 100 mUea long 
and $1,017,450 X 1.183 for a line 118.3 miles long = $1,203,643. 
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By the daUy train standard, Table E, we have, interpolating 
as before the proper yalue for a grade of 53 feet, between the 
yalnes for 40 and 50 feet, 

$1,64A ($7,800— $168 ) X 47 X 9 = $1,077,804 for a Una lUO miles long 
and $1,077,804 X 1.183 = for a Une 118.3 mUes long. $1,276,042. 

The latter estimate is aboilt $72,000, or 6 per cent., greater 
than the former. This is partly owing to neglect of decimals in 
several places in computing the tables, but mainly to the fact 
that Table F is computed on the assumption of 18 cars to a 
train on a 53 feet grade, while in fact on the Pennsylvania 
Railroad it is only 16 or 17. This increases the number of 
trains required, and hence makes our estimate per car unduly 
low. As the average cost of a train mile on the Pennsylvania 
Bailroad is slightly over $1, we may conclude that $1,300,000 is 
very near to what would be the present value to the road, tak- 
ing into account freight business only, of reducing their 53 feet 
grades to 50 feet; except for the fact that it is the 95 feet grade 
going west and not the 53 feet grade coming east, which is 
really the ruling grade, independent of the use of assistant 
engines. This brings up another very important subject con- 
nected with gradients, viz., the proper balance of ruling grades 
for, an unequal traffic. 

THE PROPER BALANCE OF MAXIMUM GRADES FOR AN 

UNEQUAL TRAFFIC. 

An engine which has carried a full load in one direction must 
return at very nearly the same expense whether it be fully 
loaded or not. If therefore the traffic is permanently heavier 
in one direction than in the other, or there is just rea^-on to ex- 
pect that it will be, the grade opposed to the returning traffic 
may be made heavier than that in the opposite direction by an 
amount sufficient to make the resistance of trains, and hence 
the requisite motive power, the same in both directions. No 
advantage whatever results from reducing the return grade 
below this (beyond the inconsiderable amount which may be 
justifiably expended to reduce the rate of any grade, as pointed 
out under the head of Rise and FAUCi), and a very great econ- 
omy may often be effected in construction. This problem is 
one of the simplest connected with railway location, yet it is 
also one of the most neglected — especially when the probable 
difference in weight of business is small — and this is largely 
due, as the writer believes, to an impression that it is a prob- 
lem of much uncertainty and greatly affected by the pattern of 
engine, condition of track and rolling friction— fti^ impression 
whic*^ is the reverse of the fact. 
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fable XVH. already given (page 4^ famishes us a ready 
means of making up a table (Table G, below) giving the 
proper balance of ruling grades for any given inequality in 
traffic — ^without calculation and in a simple and evident man- 
ner — and at the same time the means of determining the effect 
of variations in the pattern of engine, ratio of adhesion, eto. 
For example, if the grade opposed to the heaviest traffic be 20 
feet per mile, the net load of cars and freight which an engine 
will draw up that grade in addition to its own weight is— by 
the fifth column of Table XYII.— 103.8 tons per ton of adhesion 
or tractive power. If, in returning, the total weight of cars 
and freight will be only 0.5 or 0.8 as much, the load on the en- 
gine will be only 103.8 X 0.6 = 51.9 tons, or 103.8 X 0.8 = 83.04 
tons, per ton of traction, and the grades up which the same 
engine will haul those loads we see by Table Xvil. to be 59 
feet and 30 feet per mile. In this way Table G was compiled. 

In computing Table G it is obviously necessary to take the 
total weight of cars and freight each way, inasmuch as the 
empty cars must be hauled back whether full or empty. To 
determine the corresponding disproportion in freight only: if 
the cars be taken as of equal weight with the average fall load, 
we have as the full loafJ, car 1.0 + freight 1.0 = 2. Then if 
the ratio of the gross return load be 0.7, we have 
^- •• • 0.7 X 2 = 1.4 — 1 (for car) = 0.4 

• • • • • as the corresponding ratio of return freignt only. If the car be 

assumed to weigh only 0.8 of average full load, we have 

Car, 0.8 + freight 1.0 = 1.8; X 0.7 = 1.26; — 0.8 (for car) = 0.46 
as the corresponding ratio of return freight only. Table G is 
headed, for convenience, with these corresponding ratios of 
return freight only, in addition to the ratio of the gross weight 
of cars and freight. 

Now, to determine the data given at the foot of Table G, as 
to the effect of a different pattern of engine, etc., let us sup- 
pose that the engine, instead of weighing only ten times its 
adhesion or tractive power, is of the "American Standard'* pat- 
tern and weighs 12 times its adhesion. The net load per ton 
of traction, given in the fifth column of Table XVII., will then 
be decreased throughout by two tons. Hence, on a 20 feet 
grade, such an engine will haul 101.8 tons t er ton of tractive 
power, instead of 103.8 tons, as above. Then, if the ratio of 
the return load, including the weight of cars, be 0.5 or 0.8, the 
same as assumed above, the corresponding grades for an 
"American Standard" engine will be found to be 58 and 30 feet 
per mile, instead of f 9 and 30. If the grades were figured out 
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to tenftits, flie eiact difiereoce wooli be foani lo be 1.4 feet in 
the fint eaae, and 0l4 feet m the second caae. 

bi tins waj we ma j test the eflbet of any nomber of different 
aBBomptiona, with the rcsallB shown at the foot of Table 6; 
and we shall finaify reach the condosion that the proper beU- 
once d rahng grades approaches nearer to being absc^ntelj 
independent of Tariati<His in tiie weig^ht or pattern of engines 
and cars, condition of teack and rolling stock, rolling friction, 
ratio of adhesion, or other external ocmditions, than any other 
qoestion connected with railway location; the extreme varia- 
tion for any reasonable or probable variations in any of the 
above respects, and tor the laiigest probable disproportion of 
traffic, beii^ only 1 to :i feet per mile on grades below 100 foet, 
and a little more above that. There wonld se^n to be a gen- 
eral impression that, on the contrary, this is a highly nncertain 
and dobions question, varying widely with the premises as- 
Bomed. At least this may partly account for the fact that the 
whole subject is so commonly n^lected, and for Uie farther 
&ct that, if we may jndge existing railways, when a solution is 
attempted it is so frequently erroneons. As a prominent ex- 
ample of this tendency to error, we may notice two recent esti- 
mates, which, in combination with each other, constitnte the 
instrnction proffered on this subject in Yose's " Manual for 
Bailroad Engineers." Each of these estimates differs widely 
from Table G, but each of them also contains grave numerical 
erron. They also differ widely from each other, and with 
rather distracting effect to the inquiring student, as their er- 
rors are in opposite directions. We have felt bound to correct 
these estimates in detail in the foot note below, as they have 
been widely reprinted elsewhere, and more especially because 
the weight of the distinguished names connected with the<n 
would otherwise undoubtedly cause the conclusions of the pres- 
ent writer to be rejected without the formality of an examina- 
tion. It will be seen, however, that tbey agree closely with 
each other, and with Table G, when their numerical oversights 
are corrected.* 

EFFECT OF UKEQUAIj GRADES ON PASSENOES TBAFFIO. 

It is to be remembered that unequal grades are always ob- 
jectionable for passenger business, since the weight of passen- 

* The estimates referred to (See Yose's Manual for Railroad £ng:i- 
neers' Appendix on " Bahmce of Grades for an Unequal Trafflo**) are 
for the Portland & Ogdensbarg Bailroad and for the Shenandoah Ex- 
tension Railroad. The first assumes a 42-ton (of 2,000 lbs.) engine,^ 
on drivers, and a 23-ton tender, or 65 tons in all; 1-7 adhesion (12,000 
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ger trains is necessarily the same, or nearly so, each way. 
Therefore there is always a certain value in reducing the high- 
er rate of grade, although it may be quite unobjectionable for 
the unequal freight traffic, or even offer less resistance than 
the lower rate of grade in the opposite direction. In such a 
case the value of reducing the rate of the maximum grades is 
divided between the two — being so much for each daily pas- 
senger train on the higher rate of grade, and so much for each 

W^ _■■-■■■■ ■ ■ .1 ■ . — ■ ^ " » 

lbs.) and 12 lbs. per ton rolling friction. With these data, the load 
of oars and freight which the engine can draw is : 



On a grade 
of 



116 ft. per mile 



150 



200 



« it (( 



« <( << 



Tons of 
2,000 lbs. 



149.5 



109.4 



71.75 



Instead of— 




(as given 
by esti- 
mate ) 


Formula. 


170 


12,000 

65 = 149.5 

13 + 43.94 


117 


12,000 

65 = 109.4 

12 + 56.82 


77.5 


12,000 

65 = 71.75 

12 + 76.76 



These errors materially alter the balance of ruling grades. It was 
assumed that there would be 3 tons east to 1 ton west, in cars of 
equal weight with a full load. With those premises, the propt r 
alance is : 



Grade 
per mile 

GOING 
WEST. 



116 ft. 



160 



200 



Corresponding grade 
coming east. 



Given by 
estimate 



63 ft. 



93 



136 



Deduced 

from 

data of 

estimate 



78.3 ft. 



106.8 " 



152.0 " 



Accord- 
ing to 
Table G. 



78 ft. 



106 



149 •' 



Formula, with 
data of estimate. 



6-4 X 149.5 4- 65 

12,000 
6-4 X 109.4 + 65 

12.000 
6-4 X 71.75 + 66 

12,000 



-I2U 

-I2U 

15. 
-I2U 



280 
000 
5,280 
000 
280 
000 



Even accepting the estimate's loads above as correct, the proper 
balance of grades would not be as it gives it. They would then be 
67.3, 100, and 143 feet, instead of 63. 93, and 136, as above. In con- 
struction 116 feet grades going west and 63 feet coming east were 
adopted, instead of the true balance of 116 and 78 feet. 

The estimate for the Shenandoah Valley Extension grades 



105 

doA^freighi train on the lower rate. For example, let us sup- 
pose that the grades on any road are 50 and 64 feet, and that 
the ratio of the weight of freight trains in opposite directions is 
the same as on the Pennsylvania Bailroad, viz. as 1 to 0.7* 
Well adjusted grades for the freight business would be (by 
Table G) 40 and 64 feet; well adjusted grades for the passenger 
business would be 50 and 50 feet. There is therefor a certain 
advantage, and hence a certain justifiable expenditure, to re- 
duce either rate of grade, although the other remain constant. 
The value of reducing the 50-f eet grade to 40 feet is so much 
per daily freight train or per freight car (given in Tables E 
and F); while on the other hand the value of reducing the 64- 
feet grade is so much per dajly passenger train (also given in 
Table E), since it fixes the weight — ^not of the passenger trains^ 
which are unchangeable — ^but of all passenger engines. When 
Tables E and F are thus applied, however, to passenger or 
freight trains exclusively, there is a certain error, because they 
were made up for an averaere of both passenger and freight 
business. The true values ^eifreigJU train would be about 10 
per cent, greater than in the table, and per passenger train 
about 20 per cent, less.f 

will be corrected most quickly by reprinting an extract with correc- 
tions in brackets : 

" If the gross load of a train on a 30-feet grade be 641 tons, engine 
and tender being 63 tons, the cars and contents will weigh 478 tons; 
or, if 18,000 lbs. be allowed for each car and 22,000 lbs. for ti^e load, 
then the number of cars will be 27 [22.9] and the net load 297 tons 
[262 9 tons; — The engineer making the estimate has distributed up 
the weight of hU engine between cars and freight]. 

" The grade requiring double power to that required on a SO-feet 
grade will be 84^ feet [73 feet— formiOa : 

11,160 X 2 

— — = 541 -f 63, whence x = 73, the same as in Table G]. 

9.2 + .38aj 

If the return cars be }i loaded the gross weight of trains will be 
380 tons [343.8] and the corresponding incllnatioii 53 feet [60.8: -by 
Table Q, 61 feet]. The Inclination that would employ the mil power 
of an assistant engine to haul 380 tons [343.8 tons] would be 130 feet 
[147 feet]; but allowance must be made for the weight of the assist- 
ant engine. Making such allowance, 121 feet by data of the estimate, 
by Table K to be given hereafter, 119 feet. 

tThe writer originally attempted to determine separately the 
value of improvemeuts in alignments for passenger and freight 
trains, but found it wholly impossible to do so, as aU the attempted 
separations or expenses on different roads are necessarily in a large 
degree pure guess work, and fluctuate wildly. On the great east and 
west trunk lines (he diflerenoe in cost per train mile is usually un- 
important, and the same is true of the average of aU the railroads of 
New York, it the " allotments " to passenger and ftreight business m 
the State Reports may be considered as having any value whatever. 
On such roads ae the Illinois Central and the Louisville & Nashville, 
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Eyen if the business of a road consists of three distinct 
classes of traffic, viz., passenger, freight and mineral, each one 
of which would require a different balance of ruling grades, 
this difference need introduce no confusion in estimations of 
the value of reducing grades. For, if the number of daily 
trains in each class and the cost per train mile for each class 
be known or estimated, it will be seen at once by consulting 
Table G what class or classes of traffic any proposed reduction 
in grade will be valuable or worthless to, ^nd an estimate may 
be made for each class separately, ftom Tables E and F. 

THE EXTENT OF THE DI8PBOPOBTION OF TBAFFIO ON VABIOUS 

BAILWATS. 

Few roads and no State reports give statistics in detail of the 
fireight traffic in opposite directions. It is pre-eminently one 
of those questions which are easily enough determined for any 
particular railway by a special investigation of the facts on 
connecting or adjacent railways — and always shotUd be so de- 
termined—but which cannot be investigated in any general 
form. We give below, however, in Tables XXI., some miscel- 
laneous facts bearing on the subject. They are sufficient to 
show the general fact that on all the great east and west trunk 
lines, or on any other railways the business of which in one 
direction consists mainly in the transmission of cereals and 
other agricultural produce, the disproportion in traffic is very 
uniformly 3 or 4 to 1. They also show that this disproportion 
is subject both to sudden fluctuations and to a gradual and 
permanent change. A little investigation for any particular 
road, if extended over a period of years, will give very close in- 
dications as to the probable disproportion, and probably effect 
an important economy in construction, even if the dispropor- 
tion be slight. 

the cost per freight-train mile would appear to vary from 10 to 20 
per cent, above the average, and the same amount below for passen- 
f(er trains. On the Philadelphia & Beading Railroad the cost per 
freight-train mile is about 10 per cent, greater than the average, per 
coal-train mile 60 per cent, greater, and per passenger-train mile 10 per 
cent, less, taking an average of the last five years. As a rude average 
between all this guess work there can be little doubt that the freight- 
train mile costs about 10 per cent, more, as a rule, than theavetage, 
and the passenger-train mile, about 10 or 20 per cent, less, and the 
value per train of improvements in alignment may be taken as differ- 
ing very nearly in that proportion — ^as a balance between various con- 
aiderations that we cannot now enter into. In many cases, however 
notably in New Engird, the passenger-train mile is reported as cost- 
ing more than the fireight. 
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FBAOnCAIi EXAHPUES OF THE ADJUSTMENT OF GBADBS FOB UK- 

EQUAIi TRAFFIC. 

Ab an anti-Ulustralion we ma^ take almost any railway at 
random. Let us take two of the most sagaciously looated rail- 
ways in the United States — ^the Pennsylvania and the Erie Bail- 
way. As stated in the last paper (page 457 1, the Pittsburgh 
Division of the Pennsylvania Railroad is 118.3 miles long, and 
has 58-feet srrades each way, except for a few miles of 95-feet 
grade going west from Altoona. The latter is operated by as- 
sistant engines, and we pass it over for the present ; but on the 
remainder of the division the weight of cars and freight west- 



TABLE XXI.— A. 

Skovoing the BaUo of Freight Westward to Freight Ecutward on the 

Pennsylvania Mailroad, 





Freight only (excluding wt. of cars). 


Freight 


Tear. 


Through. 


Local. 


Total. 


and oars. 


1869 


0.80 
0.61 
0.48 
0.37 
0.28 
0.36 


0.67 
0.47 
0.62 
0.17 
0.16 
0.16 


0.62 
0.48 
0.60 
0.22 
0.20 
0.19 


0.81 


1866 

1870 


0.74 
0.76 


]873 


0.61 


1874 


0.60 


1876 


0.60 







Bemabk.— This table is made up from the ton-mileage statistics, 
and hence is an average of the whole road. At Philadelphia the dis- 
proportion is much greater than shown above, while on the other 
hand at Pittsburgli the immense local mineral traffic has the efiect of 
making the tonnage east and west very nearly equal. The moye- 
ment of loaded cars, at Derry, 308 miles from Philadelphia and 47 
miles from Pittsburgh, shows a disproportion almost precisely the 
same as that j^ven above for through frdght only. 

The column'of " freight and cars " was deduced from the previous 
statistics, by assuming the average load to be equal to the weight of 
cars. If greater, the ratio would oi course be less. 



ward is only 0.7 of that eastward, except in the inmiediate 
neighborhood of Pittsburgh. Therefore, if 53 feet were the 
lowest attainable grade coming east, any grade less than 80 
feet going west would have been entirely unobjectionable, so 
far as freight business is concerned, and if the 96-feet grade 
had been reduced to 80 feet (as Mr. Herman Haupt says might 
easily have been done, in the address before the Massachusetts 
Legislature before referred to), the use of assistant freight en- 
gines might have been entirely dispensed with over the whole 
division. For a short distance near Pittsburgh, however, the 
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grades westward shonld be no greater, or even less, than those 
eastward, if possible, on account of the local mineral traffic. 
All this conld hardly have been foreseen with much precision 
at the time of the original location ; but if the road were now 
to be entirely reconstructed and the number of trains of each 
class over diiSEerent points of the line were known, it is alto- 



TABLE XXI.— B. 

Showing the Batio qf Freight North to Freif^ South on the LouitviUe dt 

NoihvUle Railroad. 



Tear. 


Percentage of increase or de- 
crease m freight tonnage firom 
previous year. 


Batio of Freight 
North to Frei't 
South. 




Southward. 


Northward. 


1866-67 
1867—68 
1868—69 
1869—70 
1870—71 


— 7. 5 
-fSO. 5 
4-61. 6 
-1-24. 6 


429 6 
439. 8 

417. 8 
429. 4 


0.48 
0.67 
72 
0.66 
0.48 


Average. 


4-24. 8 


429.16 


0.682 


1871—72 
1872—78 
1873—74 
1874-76 
1876—76 


430. 2 
4 7. 4 
—11. 
— 4. 9 
—15. 9 


4 6. 9 

451. 6 
— 1. 4 
—12. 8 

427. 4 


0.47 
0.67 
0.74 
0.68 
l.Oi 


Average. 


4 1.16 


414.12 


0.716 


Average of entire 
period. 


411.66 


420. 8 


0.649 



•RgwAMT, — ^These statistics are deduced from the ton mileage of 
freight over main line. The great and su Iden change in the ratio of 
freight north to freight south in 1876-6, it will be observed, is due to 
the oo-operating effect of a large decrease in southward-bound traffic 
and a large increase in northward-bound traffic at the same time. 

Averaging the above percentages of increase for each year does not 
give a strictly correct percentage for the average growth of business. 
If the traffic in each direction for the first and last year above given 
be taken, the average ratio of growth will be found to be 9.6 per cent, 
per year for south-bound freight and 19.1 per cent, per year for 
north-bound freight. 



gether probable that the total cost of constructing the division 
could be considerably reduced, while at the same time its 
value, for operating purposes, would be very considerably in- 
creased. 

The same is true of the Erie Railway, although the writer 
would not be understood as questioning the consummate engi- 
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neering skill with which that road was carried through the 
monntainB and the wilderness, in the early days of the profes- 
sion, without the tunnels and other engineering luxuries 
(always excepting the Starucca Viaduct) and with the most 



TABLE XXI.— C. 

Showing the Disproportion in Fre^/ht Tonnage in opposite directions on 

Various Railways, 



Namk of Boad. 


Year. 


Dispropor- 
tion in ft. 


Bemarks. 


East- 
ward. 


West- 
ward. 

0.38 
0.37 
037 
2.33 
0.33 
0.26 
0.26 


Boston k Albany 

Lake Shore & M. S 

nilnnlfi DRnfcral 


1867 
1872 
1864^72 
1876 
1866 ± 
1868 
1870 


>1 


Through freight only. 


Union Pacific 

Portland & Ogdensb'gli 

L. Ont. & Atlantic 

Shen. Valley Extensions 


Through freight only. 

Est. of Engineer. 
(< « « 



Bemabks : Boston <£ Albany. — Statistics taken from an " Address 
on Transportation" before the Massachusetts Legislature by Edward 
Giane. The writer knows of no other or more recent source. 

LaJee Shore (£ Michigan Southern and Illinois Central.— Statistics taken 
from Mr. L. P. Morehouse's paper on "The Cost of Transportation on 
Bailroads. For the Illinois Central, Mr. Morehouse states only that, 
for a i>eariod of 8 years, " the average train appears to consist of 9 
loaded and 9 empty cars and the way car." If the cars were all 
loaded in one direction, this would require that they should return 
empty, and after making all allowances it would seem that the actual 
disproportion must be at least as great as on its eastern connections. 

Union Pacific. — ^The way freight (more than double the through 
freight) is not separated into east and west bound, as iUustrat.ng 
the difficulty, in many cases, of forming correct estimates of future 
business; in 1866 it was estimated that the uMi^on tonnage westward 
was 112,000 tons yearly and was increasing at the rate of 200 per 
cent. It was estimated that this amount would be "increased 
enormously" and would be 300,000 tons " long before the road was 
completed." In 1876, ten years thereafter, the through westward 
tonnage was only 116,000 tons and the local tonnage westward about 
as much more. The immediate passenger traffic was estimated at 
the same time as 300,000 west and 260,000 east. It is now (1876) 137,- 
000 west and 73,000 east. 

Pmrdand <£ Ogdenburg. — The estimate for this road has been al- 
ready referred to. The writer has not the reference at hand to 
fix the date. 

LaJee Ontario d Atlantic : Shenandoah Valley Extension.— The 
former of these estimates is for a mythical road to connect Lake On- 
tario with the Hoosao Tunnel, and may be found in some remarks on 
Transportation before the Massachusetts Legislature, 1868. The lat- 
ter was designed to extend from BusseUviUe, in East Tennessee, north- 
easterly to Covington on the Chesapeake & Ohio. (See Railroad 
Oasette, July 6, 1873, page 267). It may therefore be taken as approxi- 
mately fixing the disproportion on all the northeasterly trunkl ines of 
Virginia. 
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Bagadoas adaptation of present means to ftitnre requirements. 
Nevertheless, the Erie Railway and its branches have lament- 
ably ill-adjusted roling grades at Yari< us points, apparently 
owing to the mistaken idea that if a lower grade can be se- 
cured at any point by a moderate expenditure it is always 
adyisable. The Delaware Dmsion ascends eastward out of 
Susquehanna on a 60-feet grade for 8 miles, thence descends 
on a 57 and 49-feet grade for aboat 7 miles to Deposit, and 
thence descends on a maximum of 15 feet per mile f(ir 90 miles 
to Port Jeryis, but this latter grade is in effect increased to 25 



TABLE G. 

Showiko "cse Pbopeb Adjustment of Bulinq Gi&ades fob an 
UNEQUAii Traffic acord'ng to (he average performance of 
Engines on aU American Bailvcays. 



Gbadb Opposed to 

Heaviest 

Tbaffic, in Feet 

Feb MUiE. 



Level 
6... 

10... 

15... 

20... 

26... 

30... 

40... 

50... 

60... 

70... 

80... 

90... 
100... 
110... 
120... 
130... 
140... 
150... 



Bbttjbn Gbades 

Offering an Equal Beaistanoe if the ratio of the 

grou weight of cars and fineight returning is 



0.9 I 0.8 I 0.7 I 0.6 I 0.5 | 0.35 



Corresponding ratios oi freight only in 
case of equal weight with a fall load. 



.8 I .6 I .4 I .2 I Empty 



Ratio of freight only in cars weighing 
0.8 of load. 



0.82 



2 

8 

14 

19 

25 

30 

35 

46 

57 

68 

79 

89 

100 

110 

121 

132 

142 

152 

162 



0.64 



6 

12 

18 

24 

SO 

36 

42 

54 

66 

77 

89 

100 

112 

123 

184 

145 

166 

167 

177 



0.46 



10 

17 

24 

31 

37 

44 

51 

64 

76 

89 

101 

113 

125 

137 

149 

160 

170 

178 

195 



0.28 



16 

24 

32 

39 

47 

54 

61 

76 

90 

104 

117 

130 

143 

165 

167 

179 

191 

203 

212 



0.1 



24 

33 

42 

51 

59 

67 

76 

92 

107 

122 

136 

150 

164 

177 

190 

203 

215 

227 

238 



Goal oars 
of average 
weight re- 
turning 
empty. 



43 

54 

66 

77 

88 

98 

108 

127 

146 

163 

179 

195 

209 

223 

237 

249 

261 

278 

304 



BSMABK.— This table is practically independent of any probable 
variations in the pattern of engine, ration of adhesion or rolling fric- 
tion. The extreme variation resulting from any such variation in 
premises would be in tlie last two columns and about as f oUows : 
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feet at least by gharp cnryature. Now in descending from the 
summit the low grade is attained by following down the hill- 
side at a nearly constant elevation of about 40 feet above the 
valley, with much curvature, about one mile more of distance, 
and at least twice the cost per mile for construction whicJi 
would have been necessary for a line located in the bottom of 
the valley on a grade of 60 or 70 feet per mile. This would 
have been quite unobjectionable in connection with the low- 
grade line eastwardly, as it would simply have more nearly 
consumed the power of the assistant engine necessary in any 
event, as we shall see when we reach the subject of assistant 
engines; and it will be seen by Table G that even 80 or 90 feet 
would be no more than equivalent to the 60- feet grade ascend- 
ing eastwardly. In the same way, on the Eastern Division, 
the grades on the main summit east of Port Jervis are 46 and 
60 feet, an approximately correct adjustment; but the advan- 
tage therefrom is largely neutralized by the short ** Ox- 
ford grade" of 69 feet per mile for about three miles 
going east. This difference in grade is not sufficient 
for the economical use of assistant engines (although 
they are so employed to some extent), as only a frac- 

Fw a BoUing Friction 2 Ibt. per ton leu (8 lbs.) 



Subtract from grade given 
opposite. 


Under fourth 
column (0.7) 


Under sixth 
column (0.6) 


Under 1 a st 
colnmn (0.36 


Level 


2 

1 
1 


4 
3 
2 


8 


60 


6 


100 


'2 







For a rolling friction 2 lbs. per ton greater (12 lbs.) odd the same 
number of feet per mile. 

For a different pattern of engine : " American standard" (or any en- 
Rine weighing 12 times its tractive power). 



Subtract fh>m grade given 
opposite- 


Under fourth 
column (0.7) 


Level 

30 



1 
2 
2 

4 
6 


60 


90 


120 


160 -•- 







Under 


sixth 


Under last 


column 


(0.5) 


column (0.36) 


1 


2 


2 




6 


4 




9 


6 




U 


9 




22 


12 




• • 



For a " consolidation" (or any engine weighmg 8 times its tractive 
power) add the same number of feet per mile. 
For a tank engine (or any engine weighing A times its tractive 

Sower) add tioiee the number of feet per mile aoove, and for grades of 
9 feet and over 2>^ times. 
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tion of the power of an assistant engine can be used. Hence 
this short grade has the effect of limiting the weight of trains 
in both directions to a yery considerable extent. If it were 
absolutely unavoidable, ruling grades of 59 feet east and 88 
feet west should have been at once adopted for the entire 
division and freely used, wherever the cost of construction or 
the length of the line could be reduced thereby. In this way 
the cost of construction would have been very greatly reduced, 
several miles of distance saved, and the operatin ; 'calue of the 
line, as a machine to accomplish a certain end, not appreciably 
diminished even if it were not increased by the shortness of 
the line. On the Buffalo and Western divisions, and on many 
of the branches, also the ruling grades have been made the 
same each way at considerable expense and without any 
sufficient compensating advantage. 

As a third example, we may take the Canada Southern Bail- 
way, which is located throughout with maximum grades of 15 
feet per mile in each direction. In coming east this was se- 
cured without much difficulty, but in going west it was obtained 
only at a cost of over $100,000, a heavy crossing of the Grand 
Biver and one or two miles of distance.ij: Now for any usefal 
purpose subserved, the additional cost of this developed loca- 
tion might far better have been thrown into the sea, for let us 
consider the value of the distance lost and the nature of the 
business of the Canada Southern. As it was built almost ex- 
clusively as a great through freight line to compete with the 
Lake Shore and the Great Western railways, it might reason 
ably assume a corresponding business both in amount and in 
character. By Table XXI.— C, the westward freight would 
probably be only 0.37 of the eastward, and the corresponding 
grade to 15 feet going east would be 35 feet. If a 35-feet grade 
west and direct line had been adopted, the value of each mile 
saved would have been, by Table A (page 379), at 7 per cent, 
for capital and for a business of 20 trains daily (less than the 
business of the Lake Shore road at that time) $3,900 X 20 = 
$78,000. 

A final instance we may cake from the location of a railroad 
in Western Pennsylvania which has a maximum of 26.4 

t The writer does not guarantee the exact correctness of these 
figures, but the facts were somewhere in that neighborhood. They 
have been given to him at much larger figures. Neither would he 
be understood as implying that the Gan.«da Southern Bailway is 
specially obnoxious to criticism in this respect. A little investiga- 
tion on almost any railway will show that engines habitually do less 
work in one direction, but it is a very unobtrusive source of waste, 
and hence attracts little attention. 
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fe6t per mile coming east. The distinguished Chief Engineer 
of that road said in his report on the location of the line that 
" the maximum of 79.6 feet per mile going west being in favor 
of the great excess of east-bound tonnage will require no 
assistant engines, but be operated with a large surplus of 
power without their aid." Table G will show that this excess 
of tonnage would have to be great indeed, as the returning 
engines would not even be able to haul back the empty cars. 
It was an ahsoltUe certainty that assistant engines would be re- 
quired on this road, independent of any possible differences 
in the character of the road-bed and rolling stock ; but lest 
he might otherwise appear unjust fied in such a statement, the 
writer has made inquiries and learns, as was wholly unavoid- 
able, that assistant engines are regularly employed. 

ASSISTANT ENGINES. 

We know of no better introduction to this subject than the 
following remarks of Mr. Herman Haupt, in a paper on the ad- 
justment of the gradients of the Shenandoah Valley Extension 
Bailroad, published in Van No»tran^8 Engineering Magazine 
for 1873, and also in the BaUroad Gazette for July 5, 1873, page 
267: 

" The load of an engine on any working division is deter- 
mined by the maximxmi resistance offered by grade and 
curvature, and except where assistant engines are employed 
no greater load can oe carried over the division than can be 
carried over the point of greatest resistbuce. While, there- 
fore, it may be expedient to make large expenditures to re- 
duce the maximiun resistances on any oiviBion, ;7et when these 
have been established it is not proper to sacrifice capital by 
reducing points of less resistance, as not a single car could 
thereby De added to through trains, or any appreciable econo- 
my of operations secured. ***♦♦♦ 

" This being understood, an attempt will be made to prove, 
contrary to the generallv received opinion, that undulating 
gradients below the limits of maximum resistance are not ob- 
jectionable, and that while admitting of great economy of con- 
struction they do not materially increase the cost of operation, 
as comi>ared with uniform and low gradients between the 
same points; aiso thai the use ofh^gh^r gradients for part of a 
given distance loiU often resuU in greater economy of operation 
than a lower and uniform gradient for the whole di^nce, 

" It was formerly the piactice of eng[ineer8 to compare difier- 
ent lines of railway by concedin&[ a given amount of rise and 
fall as equivalent to a mile', of distance. This is not correct 
practice. The profile of the line and the direction and amount 
of tonnage, or, in other words, the maximum resistances and 
their distrioulion over the line, arc the elements to determine 
questions of relative economy of operation. The rise and fall 
affect the question very slightly. 
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*^If(he maximum resistances can be concentrated at one point 
and overcome at once with the aii qf^ a.s8i8tant engines, whUe 
lighter aradients in favor of (he direction qf the tonnage prevail 
oh all tfie rest of (he route, the line wiU he operated cheaply. But 
if the maximum resistances are scattered over the whole line, at 
intervals more or less remx>te, (he operation wiU he expensive. 

"In the solution of the prohlems in railway^ economics U is 
not safe to apply general rules or principles too freely, Eaoh line 
presents a proolem in itself^ the solution cf which sfiould depend 
on (he particidar data whtcn the com presents; millions of dmars 
have heen sacrificed hy oon;form£ng to general nUes and theories 
when, circumstances required variations, 

" A practical lUustration, having reference to the system of 
gradients recommended, will make this subject sumciently 
clear to the practical reader. Suppose the gradient which de- 
termines the load of an engine over any division is of 30 feet to 
the mile, and that it would be practicable by an expenditure 
not excessive to locate a portion of the division with a uniform 
ascending gradient of 6 feet to the mile, but that by ascending 
at the rate of 36 feet to the mile for five miles and descending 
24: feet to the mile for tne remaining distance a large saving 
could be effected in construction. There are few perhaps who 
would not make a sacrifice to secure the lower gradient, and 
yet it can be shown that it has no advantages even in economy 
of operation over the undulating and much higher gradient." 

These remarks are all sound in the highest degree, and in so 
far as they apply to the relative cost and disadvantages of 
ruling and minor gradients, we have already endeav- 
ored to enforce the same argument in previous papers, 
by pointing out the essential dissimilarity which exists be- 
tween them, not only in their magnitude but in their charac- 
ter. We now proceed to consider the economical and engi- 
neering laws which govern the use of assistant enqines, pre- 
mising that the great advantages which may be secured by 
their use under proper conditions, and the absolute necessity 
of careful attention to those conditions if we are to reap such 
advantages, is but little appreciated by many locating engi- 
neers. The possibility of using assistant engines should always 
be kept in view on low-grade lines and high alike, for the ad- 
vantages on the former may be far greater than on the latter. 

THE POWEB OF ASSISTANT ENGINES. 

By the use of assistant engines the limiting effect of even 
very high gradients is in effect redaced below that of very 
much lower ones on other points of the line, and it is evident 
that economy in motive power requires that these gradients 
should as nearly as possible balance each other in order that 
the true ruling grade may be the lower grade worked by one 
engine. Table E, below, shows these equivalent grades for 
either one or two assistant engines, whether of equal weight or 
heavier by a certain percentage. 
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TABLE K., 
eaoYmsa the pbopeb adjustment of bxtlino oeadeb fob i^e use of 

ASSISTANT ENGINES, AGOOEDING TO THE ATEBAGB DAILY PEB- 
FOBMANCE OF ENGINES ON ALL AlOEBICAN BAILWATS. 



Grade up which the same train can be drawn by 

the aid of— 



BUUNO OBADE 
WOBKED BT 
ONE ENGINE, 

in feet per 
mile. 



- \ 






V. 



.\ 



Level. 
10 
20 
30 
40 
SO 

eo 

70 

80 

90 
100 
110 

lao 

130 
140 
160 



ONE ASSISTANT ENGINE 



of equal 
weight 

on 
driyers. 



24 

42 

59 

76 

92 

107 

122 

136 

160 

164 

177 

190 

203 

216 

227 

238 



heavier by 



20 p. ct. 



29 
48 
66 
84 
101 
117 
133 
148 
162 
176 
189 
202 
216 
227 
239 
250 



40 p. ct. 



33 
53 
72 
91 
109 
126 
142 
158 
173 
187 
201 
214 
227 
239 
261 
262 



TWO ASSISTANT ENGINES 



of equal 
weight 

on 
drivers. 



46 
70 
92 
113 
133 
162 
169 
186 
201 
216 
230 



each heavier by 



20 p. ct. 


40 p. ct. 


54 


62 


80 


90 


104 


116 


126 


138 


147 


160 


167 


180 


185 


199 


201 


216 


217 


232 


232 


247 


247 


261 



Bemabes.— This table is practically independent of all variations 
in the pattern of engine, ratio of adhesion and rolling friction. A 
lower rolling friction slightly decreases the grades for assistuit en- 
ginefl, as follows: 

For a BoUing Fru^um 2 lbs. per ton less, (8 lbs.) 



Subtract from grades given 
opposite- 
Level. 
50 
100 




For 2 Asst. Engines. 



8 
6 
8 



An increase in the ratio of adhesion above the average assumed 
(1-5) would also have the effect to slightly decrease the grades for 
assistant engines, by about 1-12 of the mcunmum grade for one engine 
when 01 e assistant engine is used, and by about % when two assist- 
ant enfrines are used, provided the net load for one engine were iu- 
creased in proportion ; but as a matter of fact, trains are almost in- 
variably made up on all railways to oppose a maximum resistance 
equal to 1-5 of the weight on drivers, and the variations either way 
are very slight. 

A variation in the pattern of engine has cnly the effect of incieasing 
the weight of the train by the amount by \vhich the weight ob the 
truck and tender s decreased. The above table is calculated allow- 
ing half the gross weight of engine and tender as available for adhe- 
sion (" Mogul" engine). 
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Table E requires no explanation or justification of the 

premises assumed (in respect to rolling friction, adhesion, 

etc.), because it is practically independent of all premises, 

with the inconsiderable variations set forth below it. It is 

deduced by inspection from the table on page 80, Table 

Xyn., of which we have already made such frequent use, in 

the following obvious manner: On a grade of 30 feet per mile, 

for example, any engine will haul in daily practice 83.6 tons 

per ton of adhesion (t. 6., per five tons on drivers), as nearly as 

may be. If a '•* pusher ** of equal weight be attached to that 

train, the net load per ton of adhesion is at once reduced to 

41.8 tons. The grade up which an engine will draw 41.8 tons 

per ton of adhesion is, by Table XVII., 76 feet, which is the 

equivalent gradient required. If the pusher be 40 per cent. 

heavier, we have, to haul each 83.6 tons of net load, 2.4 tons of 

83.6 

tractive power. Then =34.83 tons, and the equivalent 

2.4 

gradient thereto is 84 feet. The process is so simple as to re- 
quire no further explanation. 

It is to be remembered in testing or applying the table that if 
the lower grade be complicated by unreduced curvature, ac- 
cording to a wasteful but common practice, it is in effect in- 
creased a very considerable amount. We shall consider this 
subject with some care in our next paper, and therefore will 
only add that a 6° curve is equivalent in its limiting ^ect on 
trains— although not in pounds of resistance to the short trains 
which it renders necessary — to a grade of 15 to 30 feet per 
mile. 

THE DUTY OP ASSISTANT ENGINES. 

This seems to be about 100 miles a day, if they Tiate a chance 
to run a, and at least equal to, if not considerably in excess of, 
the mileage of ordinary through engines. The Philadelphia 
& Beading Railroad has a grade two miles long which is 
worked with two assistant engines weighing 36 long tons each, or 
from 10 to 20 per cent, more than the regular coal engines. 
These engines, in 1873 and 1874, pushed about 25 coal trains 
daily up the incline, making an average mileage of 31,500 miles 
a year, an excess of more than 50 per cent, over the average 
duty of ail the engines on the road, which for three years was 
only 20,500 miles. In 1875, however, and also in 1867 and 1869 
(the only years for which tho writer has reports), the business 
was lighter and the two assistant engines were only able to 
make about 22,500 miles, thus increasing the expense some- 
what, as will be seen by Table XXTTT. But in those years 



117 

the mileage of the other engines 8u£fered from the same cause, 
for we find it amounting to only 17,600 miles, so that the mile- 
age of assistant engines exceeded the average in those years 
also by a large percentage (28 per cent.) Mr. Benj. H. La- 
trobe, in a report on the location of the Pittsburgh & Connells- 
▼ille Railroad (1868), gives the following opinion in reference 
to the duty of assistant engines: "On the seven miles 
west of the summit, engines will be assisted by auxiliary 
power, one of such helping engine being sufficient to take six 
or seven trains to the summit daily, as the long experience 
upon the Baltimore & Ohio Railroad at Parr's Bidge, 45 miles 
from Baltimore, has proved." Mr. Herman Haupt also, in an 
address before a committee of the Massachusetts Legislature 
before referred to, gives as the result of his long experience on 
the Pennsylvania Railroad that an assistant engine can be re- 



TABLE XXn. 
Showing tke Average Duty of Engines, and ihe average proportion oftfme 



lo»t in repairs on various Bailways. 



Name of Boad. 



Pennaylvania 

Philadelphia & Beading 

LouiBvilfe & Nashville 

Erie 

New York Central 

Lake Shore k Adichigan Southern. 



Niimb'r 
of years 
aver- 
aged. 



Average 
yearly 

mileage 
of en- 
gines. 



7 

4 
4 
4 
4 
2 



20,600 
19.200 
20,200 
26,700 
28.900 
24.700 



Average 

per- 
centage 

of en- 
gines in 

shops. 



0.17 
0.06 

• • • • 

0.10 



Nnmb'r 

eagines 

inser- 

vice 

1876. 



1,069 
410 
118 
461 
668 
495 



'REUABxs.—Pennsylvania: The high proportion of engines in shop is 
doubtless owing in large degree to extensive reconstructions of en- 
gines which have been recenlly in progress. The yearly mileage has 
increased about 30 per cent, since 1869. Distributing service (work 
trains) constitutes 4 per cent, of the total mileage. 

Louisville dk Na^vUle: The average mileage is for ma'n line only, 
and also the number of engines. Total number, including branches. 
1876, 216. The average mileage per engine for the whole road was in 
1874^ only 14,00 ) mUes. 

Erie: The mileage reported has been increased 4 per cent, to in- 
clude work-train mileage not given in State reports. Engines report- 
ed as broken up were excluded. 

New York Central: The very heavy mileage is owing in great de- 
gree to the enormous proportion of work trains (nearly equal to pas- 
senger service) while constructing quadruple track, although doubt- 
less the recently adopted system of long runs co-operated. In 1867 
the average mileage was only 19,600 miles. No deduction was made 
from the reported number of engires for engines broken up. as in 
the case of the Erie, as was thought to be Just. Neither was any sim- 
ilar deduction made from the Lake Shore reports. 
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Ued on to ftverage flye trips daily over a 10-mile incline, thns 
amounting to 100 miles dally duty, or about the same as Mr. 
Latrobe's estimate (84 to 98 miles) above. The writer has 
been unable to obtain any further data, but the estimates of 
both the distinguished engineers above are considerably over 
the duty which is realized in practice with ordinary locomo- 
tives, if we may trust the indications of the previous table, 
(Table XXTT). It is very common to estimate the average 
duty of engines at 100 miles a day, or 30,000 miles a year. 
This is correct enough while the engine is running, but the 
average duty, including time lost for repairs, would seem in 
practice to be more frequently under than over 24,000 miles a 
year, or for 300 days in the year (leaving out 25 days as lost for 
repairs, which would perhaps more properly be 35 or 40 days) 
80 miles a day. There would therefore seem sufficient reason 
to believe that assistant engines will realize a somewhat high- 



TABLE XXni., 

Showing the relative cost of operating the assistant and regular ooai 
enginest on the Philadelphia dk Beading Railroad, for a series of years. 

Length of run for assistant engines (two for each train), 2 miles. 



Ybab. 



Miles of daily 

duty when in 

service. 





Asst. 


Eeg. 




engine. 


engine. 


1867 


60 


96 


1869 


71 


96 


1873 


96 


96 


1874 


97 


96 


1875 


69 


96 



Average.. -78.6 I 96 



Cost of In el, oil 

and repairs 
per mile run. 



Asst. 
engine. 



$0,344 
0.287 
0.296 
0.296 
0.270 



$0,296 



Beg. 
engine. 



$0,291 
0.286 
0.251 
0.260 
0.282 



Cost of fuel, oil, 

and repairs per 

day. 



Asst. 
engine. 



$20.66 
20.37 
28 30 
28.76 
18.66 



$0,272 > $23.36 



Beg. 
enfdne. 



$27.66 
27.06 
22.91 
23.70 
26.82 



$26.61 



Bemabks. — It is to be remembered that these engines are very ex- 
pensive per mile run, as the admirable system of (gradients of the 
Beading Bailroad enables heavy trains to be drawn and the engine to 
work up to its fall capacity at all points. The freight engines cost 
about 16 per cent, less to move H of the load, and the passenger 
engines about 33 per cent. less. 

The two assistant engines weigh 36.3 long tons each, or 40.6 tons of 
2,000 lbs. The regular coal engines are invariably of the same pat- 
tern and weight, viz.: 36 tons of 2,000 lbs., thus evincing a rare ap- 
preciation ef the economy of uniformity. 

During the years covered by the table the same two assistant en- 
gines appear to have actually made the average daily duty on each 
working day of the year. On the other hand the regular coal engines 
appear to be in the shop about one month in the year. 

The cost of engine wages for this period was eix cents per mile for 
through engines, and from six to nine cents for a&dstant engines, ac- 
cording to average daily run. 
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er mileage than the average locomotiye, when there are suf- 
ficient trains to keep them busy. 

THE 008T OF ASSISTAirr XKOINES. 

This is usually estimated by all engineers at about the same 
cost as for the engines in ordinary use. The preyious table 
(Table XXIIL), howerer, would seem to indicate that the 
cost per mile run is somewhat higher for assistant engines, and 
the writer believes these statistics to be entirely trustworthy. 
It is to be remembered, however, that Table XXTTT. does not 
show an important advantage of assistant engines, viz., that 
although the cost per mile xun may be somewhat higher, as- 
sistant engines will realize a higher yearly duty than ordinary 
engines, owing to the nature of their service ; and the saving 
in capital invested from this cause, if it exists, would nearly or 
quite make up the difference in cost per mile run. The writer 
has not been able to ascertain any further facts of this charac- 
ter, but the difference in cost, if any, must be trifling. AssmuT 
ing this to be so, we have, as the cost per mile run of an as- 
sistant engine : 

(Fael -...lOctB. 

Direct Running Expenses j^pSS^^r??!:::::;::; 9 :: 

27ot8. 

rBenewaloflron Tots. 

lI.int.BUM of Wv BxpenBe.. . ] "^ ^^^i;ii^:\ t u 

I Roadbed rep'rs (68 px.) 4 *' 

20 ** 

Total cost of an assis tknt engine per mile ran 47 ** 

The estimate of the cost due to maintenance of way has 
been made purposely large, to include the cost of the addi- 
tional switches and buildings made necessary by assistant 
engines, for which it is impossible to make a general estimate. 

Assuming then 47 cents per train-mile, the addUional cost per 
year per daily train if operating oue mUe qf track wUh aseislant 
power will be 

$0.47 X a X 326 = $806.60.* 

This amount forms the basis for Table I^— 1, page 120, and is 
based upon an average mileage of about 80 miles a day, but if 
it be impossible to realize this mileage, owing to the special 
operating conditions, the cost of assistant engine service is but 
slightly increased. Thus, supposing assistant engines are 
only able to average 60 miles a day instead of 80 miles, we may 
estimate the cost per mile which migfU be run, if standing in 
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TABLE L— 1. 
SHO-nriNO THB Oapxtalized CkMT OF Assistant ENonfrB Sebyioe fbb 

MnjE OF iNOLDinE. 

(Average cost of a train-mile assumed at $1.00). 



Bate of Interest 


on Capital. 




Per daily 
train. 


Per $1,000 of 
of annual ex- 
penses per 
mile. 


6 per cent 


$7,110 
6,092 
4,364 
3.819 
3,066 


$9,400 


6 «• 


7.838 


7 " 


6,714 


8 " 


6,876 


10 " 


4,700 




per 


mile of assistant 


engine 




Yeablt cost 
service .... 


$306 60 


$470 00 















BsMABKs. — The sum given as the cost of assistant engine service 
per $1,000 of annual exjMnditure is simply equivalent to saying that 
the cost of assistant engine service is 47-100 of the average cost of a 
train mile as before r etermined. The sum given per daily train is 
660-1,000 of this amount. 



the yard with steam up, at about 25 per cent, of the cost while 

running, as follows: 

Cost per mile In yard with 

while running. steam up. 

Fuel lOots. 6ots. 

Oil and water 2 " " 

Bepairs 9'* 1 «* 

"Wages 6 " 6 " 

Maintenance of way 20 *' " 

Total 47ct8. 12cts. 

It appears from this that the cost of standing idle while 20 
miles might be run is only equivalent in cost to about five 
miles of additional run, thus increasing the cost of assistant 
engine service by 5-60 or about 8 per cent. If the assistant en- 
gine makes 70 miles, the loss is only equivalent to 2.5-70, or 
3.5 per cent. Under ordinary circumstances it wotdd be very 
poor management which did not realize more than 60 miles a 
day from assistant engines, and as they are quite as likely to 
exceed the average mileage as to fall below it, this source of 
error may be neglected. 

These data determined, we may now proceed to consider the 
question of 

ASSISTANT ENGINES VEBSUS UNIFOBM GRADES. 

If we have two alternate locations, A B, and A A' B, Fig. 1, 
one of which it is designed to work with assistant power and 
one without, by adopting the line wUh ctasi^ant power, 
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Ist, WBaAiH— wh&ti* eqnivftlent to ■ redaction in the mling 
grade— the amount of which will depend on the iMU and good 
fortune with which the gradeg have heen K4]<ut^ l>Qt whieb 
ghodld cloBel? approxiinate to the difference between the gra- 
dients given in Table E, (pafce IIC. 1 

3d. Wb iiOSE the coat of aBBistant power on the incline AA'; 
1309.60 yearly, per daily train, per mile of incline. 



The problem being thna stated, the yalaeB which we h«Te 
previonaly determined give qh a rc&dj and eimple method of 
Bolving it. Thna if, in Fig. 1, we hare estimated ihe probable 
nnmber of dail; ti-ains required on the line having 33 feet 
maximum grade— For the SO feet incline is redoced in limiting 
ellbct to 33 feet by the nse of aBsielant engines— then by adopt- 
ing the line having a uniform maiimum grade of 60 feet we 
have in effect increased the maximum grade 17 feet per mile. 
Now, aBBuming the latter line to be IDS miles in length and 
the former 100 miles, with an incline of 10 miles to be operated 
with assistant power, the comparative operating valoe of the 
two alignments would be as follows, allowing the rate of intM- 
estou capital lobe T per cent.: 
In tlvor of the hue ftir BHlstont eughua. 17 ft. per mtla saved 

In mUng grade, over 33 ft,, value, by Table B. t8.(lia X 17 

X — = (in.MT 

In Aivor of tbellne of nnltorm gradloit, 10 milea saved of 

Net dlffiarence in operating value — due te gradients only — In 
fBvoiof thelow-gmdalina; per daUjtnln tl<ie.31T 

glnee, by Table A, |a,«0» X 6= 1>.M)0 

Total diswenca In operattng value, per dally train, In 
&Taroflow.g»deUne fllT.BIT 
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This proceBS would seem to be simple enongh, requiring only 
the intelligent application of formnlsB already determined. 
Bnt we may still simplify it by determining what we may call 
an equating ratio, given in Table L— 2 below, which gives the 
distance per mile of road over which wf" may afford to nse 
assistant power to avoid increasing the ruling grade one foot 
permHe. This ratio, multiplied by the entire length of the 
line and by the number of feet reduction in ruling grade which 
is in effect obtained by using assistant engines, gives the differ- 
ence over which we can afford to use assistant power, and the 
difference between this distance and that actually required 
gives — when multiplied by the capitalized value per mile of the 
saving in assistant engine service — the difference in the oper- 
ating value of the two alignments so far as affected by the gra- 
dients alone. 



TABLE I/— 2 

SHOWIHO THS DTSTAVCi: PBB MILB OF BOAD OVEB WHICH ASSISTAlfT 
SNaiNBS MAT BE EOONOMIOAIXY BMPLOYBD TO AVOID AM XITOBEASB 
OV ONE FOOT IN THB BQUTVAIiEMT MAXIMUM GBADE. 







« 


Equivalent dist. 
for nse of as- 






Cost per 




(Tost per mile 


mile of as- 


sistant en- 


Max. Gbade other than 


of line of in- 


sist'nt en- 


gines; in 


that operated hy assist- 


creasing 


gine serv- 


miles per mile 


ant engines. 


grade 1 ft. 


ice 


of line. 


Level 


fU 48 


$306 60 


0.0408 


6 


10 61 




0.0347 


10 


9 67 




0.0316 


15 


8 42 
7 49 
6 86 
6 24 




0.0267 


20 


0.0237 


25 


0.0226 


30 


0.0204 


40. 


6 30 
4 68 
4 37 




0.0173 


60 


0.0163 


60 


0.0148 


80 


8 74 
3 43 




0.0122 


100 


0.0112 







Bemark. Bv comparing the above with the value of saving 
distance (Table A.) It will be seen tbat without essential error we 
may consider tbat assistant engines may be used for any distance 
to shorten the line by a corresponding amount. 



Thu9, applying Table L^2 to our example above, we find 
that the distance over which we may use assistant engines 
to avoid an addition of one foot to Ihe ruling grade is 0.0195 
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mileB per mile of Koe. Then, for a wving of 17 fbet (50 fb.-«4KI 
ft., Fig. 1) we hare 

106 

0.0196 X 17 X — = 34.8 mUes. 

100 

Sabtraciing tlie actual distance required, 10 miles, we find tliat 
the economy of the low grade is represented by 24.8 miles of 
assistant engine service, and, by Table L— 1 

24.8 mUes X $4,364 = $108,227, 
or the same as we obtained above in another way, less a deci- 
mal error. The difference in the distance of course is a sepa- 
rate matter, to be subsequently determined. For the purpose 
of comparing the gradients we must assume the lines to be of 
the same length as pointed out in the last paper. 

Now as a che(^ upon the correctness of all this process, if 
the reader will take the trouble to turn to Table XX. on page 
100, and compute from it the engine mileage requisite to move 
any given number of cars over each of these two lines, he will 
find it to be exactly represented by a saving of 25 3 round-trip 
miles per train over the low-grade line. The slight difference 
between this distance and the 24.8 miles determined above is 
an expression of the fact that the balance between the ei^pense 
cuxxnmts of the two lines would not be exactly in proportion to 
the difference in the mileage accounts. As it happens, the 
nature of this particular problem is such that the difference is 
quite small. We have thus, after a very roundabout course, 
checlied back on our bench-mark, affording reasonable assur- 
ance of correctness throughout, and if at any point in this 
long discussion we have seemed to be getting far away from a 
basis of financial fact in the deduction of theoretical formulie, 
the reader may feel assured that he can come down to hard- 
pan at any point by a similar process. The writer expresses 
himself with great confidence on this point, because he has 
"been there'' an innumerable number of times in endeavoring 
to keep himself right. 

We have now finished our theoretical consideration of the 
subject of gradients, and so far as our ability and foresight 
has enabled us to do so, have provided a corrf ct and conveni- 
ent basis for a settlement of all the various problems which 
arise — or sTiouiUi arise — ^in their adjustment. But, like the 
wisdom of the famous Bunsby, ** the bearing of these observa* 
tions lies in the application of them," to a far greater extent 
than in considering the value of other details of alignment, 
such as curvature and distance, and here we pass beyond the 
point where a theoretical discussion can be of much value. 
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We may ftunish the means for deddiiig the comparatiye value 
of alternate alignments with the utmost nicety and correct- 
ness — or an abler writer may do so for us; — ^but we cannot for- 
mulate rules by which to find those lines, nor to perceive the 
operating or constructing advantages of a wholly different lo- 
cation, which, nevertheless, may lie upon the surface. This 
is more or less true, of course, with respect to all the minor 
details of alignment; but still, so far as curvature and distance 
and rise and fall are concerned, a man may stumble along from 
mile to mile and from section to section, doing the best he can 
in each, and m the end come out not far from right — ^if he has 
been guided by proper estimates and not solely by guesswork 
—and if he do not it is not a very serious matter. But 
when this method is followed in the all-important question 
of the adjustment of gradients - as it too frequently is— it is 
simply ruinous. For the gradients must be adjusted as a com' 
piete wJiole, after the most cafefnl consideration of all the broad 
topographical features of the region to be traversed, and of the 
conditions of operating economy for the particular traffic in 
view. The line of lowest grade may not be the cheapest to 
operate : very frequently it is far from the cheapest. A wholly 
different location with a wholly different system of gradients 
may give great operating advantages and at the same time 
largely reduce the cost of construction. This possibility, how- 
ever, cannot be discussed in any general form, and we know of 
no way to so effectually impress it upon the mind of the reader, 
and at the same time give an excellent practical example of the 
great economy which may result from the use of assistant en- 
gines with gradients skillfully adjusted thereto, as to make a 
comparison in some detail between the actual and possible 
lines of two prominent railways, the facts for which happen to 
be within the writer's knowledge. 
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THE LOCATION OF THE BUFFALO DIVISION OF THE 

ERIE RAILWAY. 

As a first example of the economy which may result from the 
use of assistant engines, we propose to consider a possible new 
location of the Bnffolo Division of the Erie Railway, as deter- 
mined in part by an experimental line which was ran some 
three or fonr years since, but abandoned as worthless. Circum- 
stances needless to go into led the writer to become thoroughly 
familiar with the possibilities of the line at the time, but he 
has since had no reason to remember the facts in detail, nor 
has he unfortnnatply, preserved any notes of the line what- 
ever. In respect to details, therefore, he is now obliged to rely 
solely upon his general recollection of what he then knew to be 
possible, but at the time he took much interest in the question 
and can vouch for the substantial correctness of the facts as 
stated 

The general features of the lines which we propose to com- 
pare are shown in the accompanying outline map and profile8,t 
and may be thus described. The present line is about 91 miles 
long, and for 30 miles of this distance follows a very direct and 
easy route from Homellsville on nearly an air Ime towards 
Bufhlo, as far as the crossing of the Genesee River at the 
well-known Portage bridge. From this point westward the 
line makes a wide divergence to the north, in order partly to 
avoid the high summit on the direct line, descends into and 
out of the vallev of Tonawanda Greek at Attica, and thence 
takes a nearly direct course for Buffalo, running in all a dis- 
tance of 61 miles from Portage in order to make an air line dis- 
tance of from 42 to 45 miles. The line which we now propose 
to compare with this leaves Portage bridge by an abrupt turn 
to the southward, passes over the summit ridge between the 
East Coy Creek and the Gtenessee River at a slight depression 
marked A (reaching this point by a short run of 1^ to 2 
miles on almost any grade which may prove convenient), and 
runs thence some 20 or 24 miles through a very practicable 
valley to the point marked B. In this valley we may secure 

t The map and profile 2 are sketched only from memory and are 
probably inaooorate in detail. The writer has no large soale map at 
hand and no exact recollection of the elevations and distanoes over 
the proposed line. 
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2R0FILS I. 



ShowlDg a low-sammit line with Ill-adjusted grades. 

(An outline sketch of the profile of the present line of the Bufllftlo 
Division of tbe Erie Railway. The grades between Portage and 
Buffalo somewhat exceed those shown for short distances, but may 
be reduced to the figures given, or below them at slight expense.) 
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PR0V1ZJ& 8L 

Showing a hlgh-flummit line with well-adjusted grades for an 
unequal freight traffic. 

(Profile 01 the Bufllilo Division of the Erie Railway, over a possi- 
ble new location between Portage and Buffalo.) 
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Showing the same line as In profile 2. with well-adjusted grades 
for an unequal freight traffic eastward, coal traffic westwaA. and 
uniform passenger traffic 
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nearly snch gradients as we please and find to be subsequently 
desirable. 

At the point B we are in a series of summit swamps, lying 
immediately under and not very far from the top of a hill very 
justly known in the neighborhood as the "backbone of West- 
em New York/' It is the highest point in the State west of 
the Genesee Biver, and the water runs from it into streams 
flowing in four di£ferent directions. These streams are : first, 
the Tonawanda Greek, running north, and crossed 10 miles be- 
low by the present line of the Erie Bailway ; second, the East 
Goy Greek, running east, up which we have just ascended ; 
third, the Cattaraugus Creek, running south ; and finally, the 
Buffalo Creek, which, by a moderately circuitous, route runs 
directly west to Bnffiilo. All but the last of these four creeks 
head together in the swamps at B. The Buffalo Creek, on the 
contrary, lies m an extraordinarily depressed valley directly 
west of the summit hill, and runs thence sluggishly towards 
Buffalo. The outlook into this valley from the summit hill is 
of the most formidable description, and any regular descent 
westward is evidently difficult or impossible ; but the difficulty 
which really exists was needlessly exaggerated by the line ac- 
tually run, for, by an inexcusable oversight, it was run almost 
over the top of the summit hill and directly down into the 
valley, showing a profile which would strike terror to the heart 
of the engineer of an inclined plane. 

Nevertheless, these peculiar topographical features offer us 
great advantages. By swerving our line either to the north or 
south in the neighborhood of the point marked B, we may, 
without any difficulty whatever, and with a much shorter line 
than that actually run, pass through the summit swamps at B 
into the water-shed of the Cattaraugus or Tonawanda Creeks, 
and, keeping to the smooth sides of the summit hill on pretty 
much any grade we please between 60 and 100 feet per mile, 
pass over the subordinate and much lower summits between 
those streams and the Bufblo Creek, and running down on the 
same grade to the bottom of the valley at the point C we may 
continue on into Buf&lo on any grade selected over 20 feet per 
mile without any considerable difficulty, the line throughout 
being a cheap line and from 2 to 8 miles shorter than the 
present line, according to the gradients adopted and other modi- 
fying circumstances. Let us see what can be done with this 
line with well-adjusted grades. 

The first questioB which arises is as to the weight of traffic in 
each direction. In 1855 this ratio was 10 tons east to 3 tons 
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west, as an average of the whole road. Since ihat period the 
disproportion has shown a steady tendency to increase on its 
rival railways (as will be seen by referring to Table XXI.— A, 
page 107,) and this tendency will in all probability continue. 
On the other hand, there is a considerable local tonnage west- 
ward towards Buffalo, and a large and probably increasing coal 
traffic westward; but we will consider later if the gradients 
cannot be made more favorable than at present for the coal 
business also, i. e., for an unequal traffic in hoth directions, 
and assume that the present disproportion in through freight 
over the Buffiilo Division is as 1 to 3. With this disproportion 
given, we find by Table G, page 110, that the grade going west 
opposing an equal resistance to 20 feet per mile rising east- 
wardly is 42 feet, which latter is the grade we may freely use, 
so far as through freight ordy is concerned. We will increase 
these gradients, however, to 22 and 45 feet per mile m order to 
be certain of not assuming the impossible. From the point C 
to the summit we will assume that a *' pusher'' is used 20 per 
cent, heavier on the drivers than the regular through engines. 
With such a pusher the corresponding grade to 22 
feet is, by Table E, page 115, 70 feet, which will 
therefore answer our purpose as well as a lower 
grade. From the summit eastward to the point marked A, we 
may use any grade under 22 feet per mile going east and 45 
feet per mile going west, which are far above those actually 
required for the lightest surface line. In ascending to A from 
Portage with a pusher similar to that assumed above, the 
grade of equal resistance to 46 feet is 109 feet (Table E), which 
we will therefore use. This grade will also be seen in Table G 
to be the exact equivalent of 70 feet going east, for the given 
inequa]ii/y in traffic. Beyond Portage, we have no grades up 
to or even approaching 22 and 45 feet per mile, except at a few 
pomts easily reduced, and we thus pass into Homellsville at a 
distance of from 85 to 88 miles from Buffido. WewiUsay88 
miles. 

Let us first determine from the tables we have given the dif- 
ference in operating value of these two alignments. We have: 

In favor of proposed line, 26 feet increase in ntUng grade 
over 22 feet: 

91 

Value, by Table £ (p. 92), $10,840 X 26 X — = $244,644 

100 
Do., 8 miles of distance: 
Value, by Table A (p. 27), $3,900 X 3 11,700 

Total $266,344 

In favor of present line, 9 miles assistant engine seryioe: 
Value,byTableL-l(p.l20), $4.864X 9 39,276 

Net balance in favor of proposed line, per daily train . . $217,068 



130 

As to the number of daily trains, the cost of mnning which 
would be affected by this improvement, the writer has no 
definite information, but we may roughly assume, from the data 
given in Table J, (subsequent page) that there are 6 passenger, 
20 freight and 4 coal trains daily over the Buffalo Division. For 
passenger and coal business we have not as yet improved the 
line to any important extent, and we will neglect them alto- 
gether. The 20 freight trains over the present line, however, 
may be readily determined from Table D (page 86) to be 
equivalent to 20 h- 1.625 = 12.3 trains over the lower grades of 
the proposed line, and we have as the value of the proposed 
line, for freight business only: 

$Q17.068 X 12.3 = $2,669,936. 
Now, if the reader will figure out the prese nt cost of running 
20 freight trains over the Buffalo Division, at the low estimate 
at $1.00 per train mile, he will find it to be $1,183,000. If he 
then figure out the respective number of cars to a train on 
these lines, by any standard he chooses to adopt, he will find it 
to be about as 19 to 31, and he will also find the engine mileage 
per car moved and returned over the division to be as 9.45 miles 
to 5.6 miles, a difference of 69 per cent, in favor of the pro- 
posed line. From this he may deduce that the yearly saving on 
the proposed line would be $483,000 if all expenses varied with 
the engine mileage, but as only 48 per cent, varies therewith, 
the net yearly saving will be $231,840, which, capitalized at 7 
per cent., gives $3,312,000. The excess of about $600,000 in 
this rough process over the estimate above is simply due to the 
fact that it confuses the expense account aTid the mileage ac- 
count in many minor details, which we cannot go into without 
retracing our whole argument. 

But we have as yet far from exhausted the possibilities of the 
line proposed. The Erie Railway has a large coal business 
which requires, for its economical transaction, unequal gradi- 
ents in the opposite direction to the freight traffic, and it has 
also a large passenger business, which requires equal gradients 
each way. In order to adapt the line to these diverse require- 
m'^nts we will readjust the gradients shown on Profile 2, by the 
aid of Tables G and E, in the manner shown on Profile 3. We 
will increase the low grade going east from Buffalo from 22 
feet per mile to 35 feet per mile ; and we will also increase the 
summit grade from 70 feet to 93 feet per mile. On what we 
may term the summit level— because it is not a level — ^we will 
use grades of 26 feet p^:" mile descending east and 6 feet per 
mile ascending, and we will increase the grade on the two-mile 
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(teMeat to Pc»rtage Bridge from 109 feet per mile to 117 feet 
per mile. Between Portage and Homellsville we will by im- 
provements neither very costly nor difficult — ^reduce the grades 
to the same as those used on the summit level, viz., 6 and 26 
feet. 

Now in readjusting these gradients we have violated what is 
almost an axiom by materially increasing the grades opposed to 
our heaviest traffic, and yet i^ may be shown that Profile 8 is de- 
cidedly preferable to Profile 2 for freight business alone. More- 
over, we have a line on which the ruling grade" each way are 
much over 20 feet per mile, even without considering the heavy 
summit grades; and yet it may be shown that this line has a 
higher operating value than if it were reduced to that summum 
lK>ntcm of routine engineering, a low summit line with ruling 
grades of 20 feet per mile each way. We do not say, nor be- 
lieve, that the grades shown in Profile 3 are in all respects the 
best which can be done in this particular line, but we propose 
to assume that they are so, and show what an admirable line it 
is as it standi, in order to illustrate how cheap and excellent 
lines may be secured through difficult country by a carettil 
adaptation to each other of the special topographical and op- 
f rating conditions; by adapting our requirements to the 
ground, and not starting out with a barometer and a lantprn to 
find ground which we may force at great cost to conform to in- 
flexible requirements. 

We will first consider the value for freight business of Pro- 
file 8, as readjusted; and inasmuch as estimates from our tables 
will rarry conviction to no one but the carefril reader of our 
previous papers, we will hereafter estimate on the basis of the 
motive power required. 

The normal freight train over Profile 8 would consist of 48.3 
cars corresponding to a ruling grade of 6 feet per mile accord- 
ing to the standard used in preparing Tables XYII. and XX. 
(pp. 80 and inO), as against 19.8 cars over the present line with 
48 feet maximum grade. We retain the fraction in order to 
show the exact proportional d)£ference in net load due to the 
difference in grade. 

This train we will run from Buffalo to the summit in two sec- 
tions of 24 cars and each of these sections again is pushed up 
the summit grade by a pusher 20 per cent, heavier on drivers 
than the regular engines. Tables G and E wiU show these 
grades to be exactly proportional to this work. From the sum- 
mit eastward, 66 miles, these two sections are combined into 
one train and find no opposing grade exceeding 6 fuet per mile. 
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The engine of one of the sections returns light to Bni&lo, and 
we will assume this to be dead loss, although it may be utilized 
in many ways. 

The same train of 48.8 cars retmning from HomeUsyille is 
only 8-10 loaded and encounters no heavier gradient at any 
point than 26 feet per mile (corresponding to 6 feet coming 
east), except at Portage, where two pushers 20 per cent, 
heavier on drivers than the regular e* gines will push the train 
up the 117 feet grade for two miles to the summit level. Thus 
we require pushers at only one point each way, first at Portage, 
where all trains stop at present, and secondly at the foot of the 
summit grade, which is also a natural stopping place, and 
where an abandoned road-bed which has been graded and 
bridged for 20 years connects with the present line of the Erie 
Railway at Attica and with the Bofialo, New York & Philadel- 
phia Bailway at Arcade, 10 miles distant. 

The engine mileage required to run a train of 48.8 cars from 
Bu£EiJo to Homellsville and return, would be as follows : 



BuflUo to Sumiuit (2 sectionB) . . 

PnBherB on Summit mrade 

Summit to HomeUBville 



HomellB-ville to Bnfflalo. . . 
PoBhera at Portage Orade 



DiB- 
tanoe 



20 milea. 
6 " 
66 " 



86 
2 



(f 



Totals (in aU 266 miles). 



Mileage, 

at 
Work. 



68 miles, 
10 " 
66 " 



86 

4 






218 



Mileage, 

Betumiog 

light. 



29 miles. 
10 " 



48 



Equal to 6.34 miles per car moved and returned over the division. 

Oyer Profile 2 (as previously determined) 6.6 miles per.car. 
•' present line " " • " 9.46 " " " 

" " " reduced to 20 it- maximum throughout (normal 

train increased from 19.3 to 32.8 cars) 6.66 miles per car. 



We will now consider coal traffic, which by our rough guess 
is four trains daily. At present these trains encounter a maxi- 
mum of 48 feet per mile, but by not very expensive improve- 
ments this might be reduced to 80 feet per mile, except for two 
miles of 48-feet grade at Attica, and we will assume the pres- 
ent line to have been thus improved. On this grade a ftdl train 
will consist of 628 tons, or 29.8 coal cars of 18 tons each, by the 
same standard which we have used throughout (Table XYII., 
p.(^80.) On Profile 8 the maximum grade encountered by coal 
trains is 26 feet per mile, and the load will be 8 per cent, great- 
er than on 80 feet, or 81.7 cars. But when a coal train has 
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reached the Bammit on the line shown in Profile 8, 

we have no necesnity to mn the ooal engfine 

any farther. From that point we have a continnons descending 

grade into BuliUo, and might even ran the coal cars down by 

gravity, bat as we have a number of freight engines daily re- 

taming light, we may ase them to ran in coal trains withoat 

any cost whatever. To get the empty cars back, we may in- 

trodace a specidl modification of the gradients between Bafblo 

and the sammit, which will enable the regular fireight engines 

to haal them back in sections of half a train, more or less. 

Sixteen empty coal cars wonld add th\B equivalent of 6 loaded 

cars to a half train of 24 cars, or increase the load 26 per cent., 

and the corresponding redaction in grade required would be 

from 35 feet per mile to 26 feet per mile, and from 98 to 75 

feet. These reductions are attainable without cost in money 

or distance, and have not in any manner affected the cost of 

moving freight eastward nor disturbed the balance of the 

skeleton outline of gradients shown in Profile 8. We have 

simply introduced a special modification for a short distance, 

to accommodate the special requirements of a particular branch 

of traffic 

The engine mileage to move a coal car fl*om Homellsville to 

Bu£falo and return would then stand as follows : 

Homenflville to Summit SOmfles X 2=. 112 miles. 

Portage grade (2 pushers) 4mile8X2= 8 " 

Total for a train of 31.7 oars (3.8 miles per oar) 120 ** 

Over the present line, 182 +4 =186 miles to move 29.8 cars 
= 6.4 miles per car.f 

Now with reference to passenger business over the proposed 
line: we cannot modify the weight of passenger trains to salt 
gradients, as we can do with freight trains, but we can modi- 
fy the weight of passenger engines, and thus effect a nearly 
equal economy. By the modification we introduced in Profile 
8, to accomodate the requirements of the coal traffic, we have 

t There exists no apparent reason, on the present profile, why ooal 
engines should be run any farther than the Attica Summit, inas- 
much as the empty coal cars might be hauled back to Attica by the 
regular freight trains over the 87 feet maximum shown, without 
limitation of the load which the same engine can haul over the 48 
feet gradients from Attica eastward ; but we have not assumed this to 
be done, partly because we believe the ooal traffic is not so managed at 
present, and partly because our design is merely to illustrate a 
principle, and it is a purely tortuitous accident and not the result of 
design if the gradiente are so arranged at pre»eBi, inasmuch as such 
gradients within the maximum limits were evidently used as came 
most convenient. We have felt that in assuming the present line 
to be improved as above, we were making sufficient oonoes- 
flions fi>r a fair comparison. 
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aboseenred a profile for pftsseBger boBhMMi witk balMioed 
maximum grades of 26 feet per mile eaeh way, except on two 
short planes worked with assistant power. By the present lino 
the maximnm is 48 feet per mile, and whatever may be the 
weight of passenger engines fonnd practically advisable over 
the present line, it may be reduced (by Table XYII. ) to 61h- 
90.8=67.2 per cent, of the present weight, a saving of 33 per 
cent. We have estimated the value of reducing the weight of 
through engines to be 46-60 or 90 per cent, of the value of re- 
ducing their number, and 90 per cent, of 38 per cen*.=29.7 or 
about 30 per cent. Against this we have 14 miles of assistant 
engine service in 192, or nearly 7 per cent., leaving a net sav- 
ing of 23 per cent, in passenger motive power. These as- 
sistant engines are attached for short runs of two and five 
miles at regular stopping places and cause no delay nor incon- 
venience, while a simple computation will show that the regu- 
lar freight pashers would have ample power to run pa^senger 
trains up the incline at 26 or 30 miles an hour; but the inclines 
are so short that even if there were some loss of speed it 
would have no appreciable eftect on the average time. 

Recapitulating these items we have as the net difference be- 
tween the present and proposed alignments : 



Number and class of 
trains. 



20 freight trains . 
4 coal " . 

6 passenger " 



Average for 80 trains. 



Engine mileage per car round 
trip. 



Present line. Proposed line. 



9M 
6.8 



6.34 
8.8 



Percentage of 

saving in 
engine mile- 
age. 



0.48 
0.40 
0.23 



0.39 



The ** line expenses" of the Erie Railway (including all ex- 
penses except station, terminal, general and taxes) are very 
dose to 80 cents per train mile, and the corresponding yearly 
cost for those expenses of operating the present line, asstmiing 
30 trains daily. Is 80 cts X 91 miles X 2 X 326 days X 30 trains 
= $1,419,600. 

We have already seen, on page 20, that 6-7 of this amount 
varies directly with the engine mileage. Hence, we should 
save of the above amount, 6-7 of 39 per cent. = 28 per cent, 
yearly = $397,488. TLis amount, capitalized at 7 per cent., 
gives $6,678,400 as the difference in operating value in favor of 
the proposed line. More careful attention to details, or an 
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estimate from our preyious tables, would reduce this amount 
about 15 per cect. ; but, on the other hand, we have neglected 
to consider what is in effect an increase of grade in the present 
line, arising from unreduced curvature, and some minor 
sources of error, so the balance is about equal. Nor is this result 
due to a combination of fortunate circumstances, for we may 
reverse all the conditions of traffic and obtain a stiQ greater 
advantage over the present line, although the gradients would 
b "« entirely different in detail, and the line, if laid down upon 
the ground, would undoubtedly require an entire relocation 
from end to end. 

Now this large sum means that injudicious location has coet 
the Erie Bailway over $5,000,000, as truly as if the money had 
been thrown into the sea. For the proposed line is a much 
cheaper line to build than the present line, and the new line 
which would now be required could probably be finished to 
sub-grade throughout for 1800,000, or only two years' saviag in 
operating expenses. If this be so, we may stop to consider 
what is the reason of such marlred economy in a line passing 
over almost the higheet point in Western New York. It lies 
simply in this— that we have eoncentrcUed the resistances. 
Every engine while running is kept fully at work, and the 
gradients a e so situated that the greater portion of the work 
to be done in running either way is concentrated on a portion 
of the division, and for the remaining distance we have little 
more ne^d of an engine than to keep the train under control. 
Therein lies the secret of the economy which may be realized 
by the skillful use of assistant engines. It is a truth of the 
first importance that the objection to high gradients is not the 
work which engines have to do on them, but it is the work 
which they donH do, when they are thurdering over the track 
with a light train behind them from end to end of a divi- 
sion, in order to be at hand at a few scattered points 
where their power is needed, and in the meantime 
expending their superfluous energy upun the track. But if we 
may give this additional motive power its work to do once for 
all, and have done with it, high summits cost very little, and 
an increase of the rate of grade costs nothing whatever. In 
very many instances the whole loss is more than repaid by a 
saving of distance, as in the present case, and there is this 
further great advantage in thus concentrating resistances for 
the use of assistant engines, that by so doing we may cheaply 
obtain what is equivalent to a line with very low ruling grades, 
because at the points <rf ^reotes^ i2(^tcu% we are independent 
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of the rate of ascent, and in great degree of the elevation at- 
tained, and are therefore at liberty to concentrate all onr efforts 
and expenditure on the more tractable portions of the line, 
where a few feet per mile redaction in grade is of enor- 
mous value. In this manner it is m every way practicable to 
secure lines over high summits and in difficult country which 
shall approximate closely in operating value to a line on a 
dead level throughout. For any level line must inevitably be so 
complicated by curvature that the equivalent straight grade 
would be from 10 to 20 feet per mile, whereas on many high 
summit lines worked with assistant power we may, by virtue of 
the leeway as to rate of descent which our elevation gives 
us, realize for a considerable portion of the distance the full 
benefit which we should derive firom a straight and level track. 
Low grades are so frequently complicated by unreduced curv- 
ature that few appreciate the great difference which a few feet 
per mile reduction in very low gradients makes in the net load 
of engines. For example, if Profile 3 be examined, it will be 
seen that the UmUvng gradients — the ones to which we have 
been obliged to adjust all the others for fear of exceeding the 
topographical possibilities- are the * very lowest of 
them all, viz., those on the summit level and 
east . of Portage. Now if we can reduce these low grades 
l^m 6 and 26 feet to level and 13 feet per mile, we shall effect 
an enormous economy in operating expenses, because we could 
probably without much difficulty reduce the other and higher 
gradients to correspond therewith, and the regular load of en- 
gines over the whole line would be increase^ by the difference 
in the loads which it can regularly haul on grades of 6 feet per 
mile and level, which is 190 -h 153 = nearly 25 per cent, greater. 
In order to effect a similar saving in operating expenses on the 
present line with 4S feet maximum grades, we should have to 
reduce these grades by 13 feet per mile, and as this reduction 
would have to be made at the most difficult points on the line, 
it would probably be attended with many told the ex- 
pense of reducing our lighter gradients 6 or 6 
feet per mile. Therefore, if we can reduce those 
lower grades without excessive cost, there is the 
place for unhesitating expenditure, leaving the heavier gradi- 
ents on the short sections of rugged and. difficult country to 
take care of themselves. We may thus obtam out of the high- 
summit Buffalo Division a line closely approximating in opera- 
tive economy to the low grade Susquehanna Division, which 
has ruling gprades of 6 feet per mile indeed, but so complicated 
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by imayoidable omYatnre that a looomotiye which would hard 
48.3 cars over the straight 6 feet grades shown in Profiles 
would hanl less than 40 cars over the Snsquehanna Division, so 
that to move one car 85 miles and retnm would take 17O-r40 
=4.25 engine miles. On the other hand, if we can reduce the 
6 feet grades of Profile 3, through a few miles of easy country, 
to a level, reduced to a descending grade on curves, we shall 
be able to increase our normal train f^om 48.3 cars to the fall 
level load ot 60 cars. The mileage of engines, however, re- 
mains the same as before, so that the engine mileage per car 
round trip of 85 miles would be only 256^-60 =4.27 miles, as 
against 4.25 miles over an equal distance of the Susquehanna 
Division. 

Now if this ultimate economy be not attainable on the par- 
ticular line which we have been considering, it is in many 
instances, and more attention should be paid in location to 
these possibilities of economy. It is time that these high ele- 
vations which we cannot avoid altogether should be put into 
the treadmill and made to do duty. It is possible to do so, and 
the possibility should be kept in view on aU lines through diffi- 
cult country. For that country is rough indeed through which 
a line cheap to build and economical to operate cannot be ob- 
tained by looking for it, if,^r5^, we determine exactly what is 
required by special investigation of each case, and, secondly^ 
seek for no more than that, nor spend a dollar to obtain 
it. But by seeking for vohai we do not require we shall often 
destroy possibilities of greater advantage than if we found 
what we are looking for, and if we defy the obstacles of nature 
by forcing them to conform throughout to the Procrustean 
standard of a uniform ruling gradient, we enormously inlirease 
the cost of construction, and in the end find that we have a fur 
more costly line to operate than if we had " stooped to con- 
quer ** by boldly conforming to the topographical conditions 
and then skillfully forcing them to serve our purpose. We may 
thus obtain many of the advantages of the gravity railroad, 
and in order to do so the true policy in very many instances in 
difficult country is to make boldly for the "meeting of the 
waters" at the summit, and by thus concentrating 
our resistances, have moat of our line on very 
favorable grades,— instead of zig-zagging up and down 
and from side to side in search of a costiy ap- 
proximation to the impossible, viz., a line of uniform low 
grade through a hilly or moimtainous country. Such a line 
never has been found, and it is safe to say it never will be. 



Aba second illQBtration of (be great advontsgeB which m»!r 
otten be realized h; nsiog aauatant enginee on irell adjneted 
gradM, we propose to make a oomporiBOn between the adopted 
line of the eoatbem half of tbe Cindmiati Sonthem Bailwa; 
between Somerset and Chattanoogft ITI.i milra and a. rejected 
ronte which passes orer tbe h^beat snmmit and has nominallj 
tlie highest ruling gredes o( an; oneof the 2G different roatea 
given in the "Prebminary Beport on Sorveys." In the view of 
tbe writer, this ronte ie not only by for tbe cheapest of them 
all to build, but it is also by^ tbe cbeapeat of ihem all to 
oparate. In reaching tbis oonclnaion he relies only on tbe 
pnbliabed ntaps, profiles and reports of the railway, and has 
the advantage otno personal knowledge of the &ct8 whatever 
beyond this, if we except tbat given by a short trip over a por- 
tion of the present line. Tbe Cincinnati Southern Kailway, 
however, has set Boob an excellent example to other railways 
in the core with which the follest details of its location and 
consiraction have been recorded and preserved, tbat be can 
hardly be accnsed of evolving a location ontofbis inner con- 
BCionsnesB, and if be bos erred in any detail be will take sin- 
cere pleasdre in acknowledging and correcting it; bnt be fears 
tbat, after making oil allowance for any such, no candid reader 
will qaestion the substantial jasHce of his position. 

He will only add fnrthorthathe basno manner of knowledge 
as to who may be mainly responsible tOr tbe adoption of the 
present line ani5 feels the greatest nnwillingnesB to reflect upon 
tbe work of anv one, but he feels bound loose so forcible an 
illnatration otthe principles which be bas endeavored to incul- 
cate in the interest of professional knowledge. 
Tbe present line of the Cincinnati Southern Railway, as may 
crosses the Tennessee 
id follows up its vol- 
this distance the work 
grades are M feet per 
nory Gap to Somerset, 
ri^ea of the Cumher- 
the most ditBcult and 
e heaviest consecutive 
, and tbe ruling grades 
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on it are 60 feet per mile each way, increased by 6<* cimreB. 
An outline sketch of the profile of this line is shown in Pro- 
file 4. 

The line which we propose to compare with this is known as 
the " Sequatchie Valley line" and is shown on the accompany- 
ing map by the heavy dotted line. The elevations over this 
line and the grades which ^^e have assumed for it are shown in 
Profile 5. A glance at this profile will show that the line is 
characterized by low grades over the greater portion of the 
line, with very heavy gradients at a few points for short dis- 
tances. We will therefore assume for the purpose of adjusting 
gradients that the most economical motive power would be 
light through engines with say 20 tons on drivers, and heavy 
" Consolidation" pushers, of say double this weight on drivers, 
for working the inclines. Such through engines would haul in 
every day practice, by Table XYII., page 80, 20.76 cars of 20 
tons each. We will now describe this line in the words of the 
*' Preliminary Report,** beginning at Chattanooga. 

The first 16 miles, to the crossing of the Tennessee Biver, is 
described as follows: 

"Leaving Sequatchie Valley, the line follows up the Tennes- 
see Biver 6 miles, and ascending its slopes, crosses the Baccoon 
Mountain. A g^ade of 80 feet per mile is required on each side 
with a tunnel of 1,650 feet at the summit. The work is moderate 
across tliis mountain, but heavy for a mile along the Tennessee 
Biver toward Chattanooga, already occupied by one road and 
rather narrow for another. The line then f Hows this road to 
Chattanooga." , 

On this 16 miles a grade of 20 feet per mile is easily obtained, 
except at the crossing ot the Baccoon Mountain, over a summit 
of about 240 feet. On this crossing Table E will show that a grade 
of 92 feet per mile worked with the pusher described is the equiv- 
alent of 20 feet. We will therefore use 92 feet per mile instead- 
of 80 feet, lighten the work and avoid the tunnel. 

We may assume that this section, with these grades over the 
summit,and exclusive of thA Tennessee Biver bridge, will not cost 
more than $20,000 per mile, the average of the second heaviest 
40 miles of the line, exclusive of bridges and masonry. We 
then "cross the Tennessee Biver at the Narrows," and are in 
the Sequatchie valley, which is thus described : 

" The Sequatchie VaUey is a straight, deep, trough-like val- 
ley about 160 miles long, bounded by tne abrupt escarpment 
of the table-land on each side, 800 to 1,600 feet high, and is 
from three to six miles in width. It affords a very level, smooth 
route for a railway. * * When once in it the line becomes 
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yery smooth andleTel, with ibe lightest kind of snrfiftce work 
the whole length of the yalley (46 miles firom the Tennessee 
Biver crossing). A few lateral streams cross the line, bat 
small embankments and bridges will raise it above them. The 
Seqnatchie Biver requires a bridge 160 feet in length. 

" The valley is well settled, and said to contain iron ore in 
great abundance. Goal is also abnndant on both sides of the 
valley, and the timber is abundant and good. An extension of 
a few miles would give a direct connection with the Memphis 
& Charleston Bailroad, saving about 80 miles of haul on all 
business from the southwest." 

From the report of the Nashville & Chattanooga Bailroad for 
the present year we learn that such an extension is now being 
made by that road to reach the rich mineral depositb of this 
valley, and that cutcroppings of bituminous coal in veins of 7 
to 10 feet, and of hematite iron ore in veins of 4 to 8 feet, are 
found in close proxiipity. Those familiar with mining will ap- 
preciate the extraordinary character of such deposits, but in 
this much-favored region it may be equaled on the other side 
of the mountain, along the adopted line. 

The average fall of this vaUey is under 5 feet per mile, but we 
will assume that 20-feet grades each way will be required, with 
8,000 yards per mile of earthwork, and only half of the bridg- 
ing on the parallel Division G of the present line, as the valley 
is evidently much smoother and less cut up by streams than 
the Tennessee valley on the other side of the mountain. This 
would make the cost of grading and bridges per mile $2,650. 
We will say $3,000. 

Thus we reach Pikeville, at the head of the valley, and begin 
the ascent to the Plateau of the Cumberland Mountains. This 
ascent was made on the preliminary survey with an unbroken 
grade of HI feet per mile for 9.6 miles; total ascent, 1,066 feet. 
Of the line we have the following description: 

" The work on the ascent from the Sequatchie Yalley is the 
heaviest we have anywhere encountered. Everv effort was 
made to make the best of this line, but the face of the moun- 
tain is so broken up with rocks, cliffs and gorges that it is dif- 
fii ult to get a line which may be called practicable. Tunnels, 
trestles and heavy cliff work are continually required. * * 
Daddy's Creek runs very close to the head of the Sequatchie 
Yalley, and by commencing about the high-water mark of this 
stream and tunneling into the head of the valley, and then 
tunneling a tongue of land called Brown's Ga}), and then 
crossing four very large and deep gorges, with similar work 
beyond this point to that on the other route, the descent nay 
be made with a grade of 105 feet for seven miles and ea>ier 
grades tor the rest of the descent, the total fall being about 
900 feet." 
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Now this is discouraging enough, bat oarefdl reading will 
show that all this costly work is enoonntered in seeking after 
two wholly unnecessary ends. The first of these is to reduce 
the rate of ascent to the lowest possible limit; bat if we operate 
the incline with assistant engines the rate of ascent is wholly 
a matter of indifference within wide limits, and we coald not 
ask a more fo^-dble instance of the great economy in constrao- 
tion which results from their judicious use. 

In evidence of the slight Importance of the rate of grades on 
Inclines worked with assistant engines, we add the following 
table : 



TABLE XXIV. 

Showing l^e enffine ton-mileage required to move one ton of net load 100 
miles on a level, except for a rite of 2.400 feH on different grades, 
worked with assistant engines. According to the average daily experi- 
ence of American Railways, <u determined from Table XVII. 



Bate of 
grade on 


Length 

incline. 
Miles. 


Length of 
level 
track. 
Miles. 


Engine ton-mileage per ton of 
net load moved 100 miles. 


incline. 
Ft. p'r mile 


While on in- 
cline. 


While on 
level track. 


Total. 


24 
30 
80 
100 
120 
160 
200 


100 
60 
30 
24 
20 
16 
12 



40 
70 
76 
80 
84 
88 


1.066 
0.862 
0.760 
0.766 
0.766 
0.803 
0.900 


0.0 

0.210 

0.369 

0.400 

0.421 

0.442 

463 


1.066 
1.072 
1.129 
1.166 
1. 87 
1.246 
1.363 



It will be seen that the rate of incline has an inconsiderable 
influence on the motive power required, and the thoughtful 
reader will perceive why this should be so and yet that high 
ruling grades, for through engines, should be a very costly lux- 
ury. If we keep two "Consolidation** pushers at work on this 
incline, the motive power is increased five times, and the grade 
corresponding to 20 feet for one engine will then ( by Table 
XVil.) be 145 feet per mile, and this grade is in no appreciable 
respect more costly or objectionable than a grade of 92 feet per 
mile, worked by one pusher. 

The second unnecessary end referred to lay in the attempt to 
make the whole surface of the earth fit a 6° curve. Now we 
certainly have no right to introduce sharper curvature on one 
line than th& other, under the same cvroumstanceSf and then 
compare the two, however much we might questioo the pro- 
priety of the standard adopted; but we Jiave a right to assume 
that if this survey had been conducted with reference to the 
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poBsibilitj of properly adapting the line to assistant power (as 
it evidently was not j, the locating engineer would have investi- 
gated the subject, as we shall do in the following paper, and 
discovered— if it was not already known to him— that lO^ carves 
were no more objectionable to trains worked with such pushers 
than 6° curves to the same train with only one engine. This is 
more especially true if in both cases the grades were heavily 
and amply reduced for curvature, but it is very nearly true if 
neither is. On the present line the maximum grade was not 
reduced on curves, but it will be evident that with 142 feet 
grade and 10*^ curves on this short incline, we might easily do 
this and at the same time reduce the cost of construction to 
very reasonable limits, say $40,000 per mile. The heaviest 40 
miles of the present line, very heavy throughout, averaged IBO,"- 
000 per mile, but we think this estimate is fair. The reader 
has all the facts before him which the writer has, and can 
judge for himself. 

We are now on the Plateau of the Guicbebland Mottntains, 
on the highest point touched by 1,600 miles of surveys for 26 
different routes, viz., 2,000 feet above the sea, and 600 feet 
higher than the highest pomt of the present line. This pla- 
teau is a peculiar topographical feature, and is thus described: 

" It is a v%st plateau (about 25 miles wide by 80 miles Iouk) 
elevated above the adjacent country on either side by firom 600 
to 1,200 feet. While maintaining in general the character of a 
table-land, it has large regions out up by deep drainage, and 
other spaces on which rise great masses ot mountains stul more 
elevated. These two latter classes of plateau are almost en- 
tirely impracticable for railway purposes, but in other parts 
the table-land affords good routes for considerable distances. 
The ridges between the streams are often quite level, and the 
upper part of the streams are flat until they begin to cut 
through the heavy sandstones which form high difis along the 
larger streams and bound the spurs of the entire mountain, 
^e entire mountain is a coal neld, the stratification being 
nearly horizontal.*' 

On this plateau we follow the dividing ridge to Jamestown, 
62 miles. Of the last 18 miles of this cUstance we are told : 

« The plateau is smooth, and the line down the divide is 
straight and level, with Ught work.** 

Of the remaining 84 miles of this distance : 

" The line actually run (to pass off from the plateau to the 
southeast through Grab Orchard G^p) was not favorable. 
* * * This can, however, be avoided oy following the main 
divide south of Bledsoe's Stand, which would take the line four 
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miles west of Crossville, and make the distance from Bledsoe's 
to the head of the Sequatchie Valley, 82.9 mUes. This would 
probably make the route similar to the light ridge work be- 
tween Bledsoe's and Jamestown." 

This is the line shown on the map and in Profile 5, and we 
assume from this description that 20 feet grades may be easily 
obtained on this distance with 15,000 yards of earthwork per 
mile, and possibly one or two trestles, but with no bridges or 
even culverts of any importance. A.t 15 cents per yard 
(about the average price on the present hue) this gives $2,250 
per mile to subgrade, but we will say $8,000. We are here 
parallel with, about 25 miles west of and from 500 to 1,000 feet 
higher than, what is probably the costlieitt line (measured by 
labor performed) in the United States. 

North of Jamestown the line follows a narrower dividing 
ridge to the State line, 18^ miles by survey, 12 miles in an air 
line. Of this stretch we are only told that it has " considerable 
heavy rock cutting," and nothing is said ab-^ut grades. We will 
therefore assume that on this stretch an d thence northward 
down the Cumberland Mountain (24 miles) we shall be 
obliged to use a 20- ton assistant engine and use the cor- 
responding gradient (by Table K), 59 feet per mile. With 
these grades it would appear to be a fair estimate that this 18 
miles will cost about two-thirds as much per mile as the par- 
allel Division E, less the cost of bridging and tunnels, or 
about $16,000 ($15,700) per mile. Division E has nine tunnels 
averaging 820 feet long, and the above sum is sufficient at the 
average prices for 20,000 yards of rock excavation per mile. 

At the State line we descend from the plateau (760 feet) 
with *' a grade of 80 feet per mile for nine miles. The work is 
extremely heavy, embracing several tunnels and high trestles, 
and a large amount of rock excavation. The alignment is 
fair." 

Here we have an exact parallel to the ascent before con- 
sidered, and need not go over the ground again. With one 
heavy pusher in additfon to the 20-ton assistant from James- 
town, we have four times the usual motive power on the 20-feet 
through grades. The equivalent grade is 120 feet per mile, 
the equivalent curve is 8'' or 9° at least, and with them we can 
shckrten the descent at least one mile, and probably decrease 
the coet per mile to about two-thirds of the average cost of 
DiTision E, including tunnels, bridges and masonry, or about 
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130,000 per mile. Id eyidence of this we may add that seven 
and a half per cent, of Division E is through tunnels or 
on viaducts. 

From the foot of the Cumherland Mountains we pass, with- 
out difficulty, to Monticero, nine miles distant hy survey, and 
on the same elevation. We increape this distance, however, 
two miles, in order to avoid a tunnel through a spur of the 
mountain and reduce grades to 20 feet. As there are no 
streams to cross, and we are told that on the preliminary line 
** the won is light, with fair alignment," and the region 
around Monticeilo is described as a ** smooth table land," the 
possibility of doing so would seem to be a fair assumption, if 
we allow 40,000 yards of earth-work per mile, or its equivalent 
in other work, which would make the cost $6,000 per mile. 

At Monticeilo we are obliged to abandon the natural con- 
tinuation of the Sequatchie line northward (shown on the map 
by the light dotted Une), in order to connect with the present 
line at Somerset for comparative purposes. In order to do this 
we will piece out our line with a section from another aban- 
doned line, which runs northeasterly from Monticeilo, and 
crossing the adopted line near Somerset, continues on to the 
eastward. This section is described as follows : 

" The distan -e from Somerset to Monticeilo is 24 miles. The 
heavy work on this distance is confined to seven miles of 76-feet 
grades on the cliffs of the Cumberland and the bridge over that 
stream [described as 800 feet long and 90 feet hi^h as against 
1,200 feet long and 150 feet high by the adopted hne]. On the 
remainder of the distance the work is very light, the grades 
easy and the alignment good. It is an old-settlea limestone 
tab'e-land and has some fine-looking farms. The edge of the 
coal field lies just east of the line, and good coal can be pro- 
cured by short branch lines. Iron ore is also found here and 
was worked to some extent some years ago." 

It would seem that 13,000 per mile (20,000 yards of earth) was 
a sufficient estimate for 17 miles of this line, and that grades of 
20 feet per mile would be easily attainable. On the remaining 
seven miles at the Cumberland River crossing we will use 92- 
feet grades, as in crossing the Raccoon Mountain, instead of 76 
feet, reducing the cost of construction to about $15,000 per 
mile, that amount being sufficient to make a solid rock cut 10 
feet deep and half a mile long. In this estimate we do not in- 
clude the Cumberland River bridge, which would be reduced 
by such grades to about half the cost of the present crossing, 
or about $100,000. 
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Summariziiig the esfcimaied cost of constxnctliig this line, we 
have : 

Someraet to (Gamberland Biver orosaing, 7 miles ® $16,000 $106,000 
Honticel- { " " brid:!e, 100,000 

lo,24m.. (MonticeUoFlftteaa, 17 " ® 3,000 61,000 

HontioeUo f 
to Pl't'uJ " toft.ofO'm*b'dMt.,ll " & 6,010 66,000 
O'm'dMtl Ascent to G'm'b'd' Plateau, 8 " (^ 30,000 340,000 
19 m.... I, 

FJatean of (State Line to Jamestown. 18 " @ 16,600 288,000 
C'mb'r'nd { Jamestown to head of Seq. 
Mts., 70m( YaUey, 62" @ 8,000 166,000 

Seq. Valley, (Descent from C'm'b'd Flat., 8" @ 40.000 820,000 
64 m I Pikeyille to Tennessee B., 46 " @ 8,000 188,000 

Tenn. B. to (Tennessee Biver bridge (as on present line) 800,000 
Ohat. 17 m JFrom " '* to Cbatt., 16 miles @ $20,000 320,000 

Totals, 184 miles $2,084,900 

Ont of the whole distance of 184 miles, 46 + 52 + 17 = 115 
miles, is desoribed as work of the lightest character, 11 miles 
as light, 41 miles as moderate and only 18 miles (which we 
assume to be ro'lnced by hi, 'her grades to 16 miles) as exces- 
sively heavy, with the alignment desoribed in the report, so 
that the writer cannot but regard this as a fair and more than 
ample estimate, but he admits that he may be iniluenced by 
his own prepossessions, and he will therefore increase the 
above estimate as follows : 



Total previously determined $2,084,000 

Add 10 per cent, for any under-estimate at special points . . 208,400 

Total $2,292,400 

Add 10 per cent, for any general tendency to under-valua- 
tion 229,840 

Total $2,521,640 

Add 10 per cent, for any other sources of error 252,164 

Total, showing estimated contract price for grading, 
bridging ani masonry $2,773,804 

Actual and estimated contract price of the adopted line, 
for grading bridges andmasonry 7,124,660 

Balance, showing estimated saving in cost of con- 
struction m jOftvor of the proposed line $4,350,744 
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We may also tabulate the following comparative details: 



/ 



Length 

Tunnek, 
Mnmber. . . . 

Length 



InmBiidgti. 
(Exclusiye of 
Cum'el and Ten. 
B.) No. of spans. 

Total length 



Iron Viaducts. 
Number , 



Length. 



Wooden Bridge*. 
No. of spans.... 

Length 

Wooden Tresttet. 

RuUng Qradet. 
Nominal 

ACTUAI. 



Adopted Lint. 
177.4 mUes 

26 
2Q.081 feet 
[ 4.2 miles 



58 
4,367 feet 
0.82 miles 



27 
10.321 feet 
1.96 miles 



26 
611 feet 
1,100 feet 



Operating Diy. 3, 60 ft. per m, 



<< 
<< 



•• 4, 40 " 

•• 3, >76 •' 
" 4, >60 " 






Proposed Line. 
184 miles. 

Probably no tun- 
nels, with gradea 
proposed. The 
sonr^ indicates 
several on eaoh 
of the mountain 
gradee and two 
others. 



1 (Sequatchie Biv- 
er), 160 it. long, 
all other require- 
ments believed 
to be included 
below. 

1. at Oumberland 
River, 400 feet, 
and possibly sev- 
eral others on 
the monntain 
grades. 

26 

611 feet 
1,100 feet 



142 it. per 

m. 120 ft. 

per m. 
92 ft. per m. 

69 it. per 

m. 

20 feet per mile. 



a 



I 



In explanation of what are given as the "actual" mling 
grades, we need only add that a true ruling grade is one which 
fixes ike weight of trains. Now a 60-feet grade increased by 
6° curves is not a ruling grade, nor is it even a maximum grade 
in the meaning which that term conveys, because the grades 
on all tangents migJU as weU he increased to 76 feet per mile 
and in fact considerably more, before they will exercise as great 
a limiting effect on trains as will a 60-feet grade on a 6° curve, 
and, however common the fault may be, it is excessively bad 
engineering not to do so. We cannot stop now to justify this 
position, for we shall do so in the following paper; but we 
have considerably understated the true limiting effect of curva- 
ture on grades. On the other hand, a location adapted to the 
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1186 of aBsistant engines offers abundant facility for reducing 
grades heavily for curvature at the points of greatest resist- 
ance, by the wide lee way wiiich we have at such points as to 
the rate of grade, while the few and light curves on the higher 
portion ot the line may, in this instance at least, be amply re- 
duced without appreciable cost. 

We can now proceed to consider the comparative OFERATma 
vAiiUE of the proposed line. Its broad features may be stated 
as follows : 

1st, It constitutes in effect a single operating division, 184 
miles long, over which the same engine wiU take the same 
train through without change, changing crews at any con- 
venient point on the mountain. This makes a weU-adjusted 
day's run under the long-trip system. 

2d, At each terminus of this division a powerful pusher is 
required for three miles. It would probably be more economi- 
cal to make this a kind of yard service at the Cumberland 
River, and let that be the terminus of the division; and at the 
southern end it might possibly be better to locate the first 16 
miles out of Chattanooga with reference to operating it as a 
separate division, as a large trade fh>m the Southwest would 
doubtless be received there nhich would never pass through 
Chattanooga. 

3d. For about eight miles each way, at a single point in the 
middle of the run, powerful pushers would be required. These 
engines would make six or seven trips daily. 

Mh, A 20-ton assistant engine would probably he required 
between Jamestown and the State line, and if so we have as- 
sumed that this engine will also descend to the foot of the 
mountain, to push up returning trains. 

Summing up the engine mileage required to run a train over 
the division, we have : 

Through engina, 70 tons. Gk>ing North. Going South. 

Chattanooga k Somerset 184 184 

J amestown, foot of Cumberland Mt 20 26 

Totals 210 210 

Puahers, 40 tons: 

At Chattanooga 3X2=6 3X2=6 

*' Somerset 8X2=6 8X2=6 

On Cumberland Mountain. ..8X2X2 = 82 8X2 = 16 

Totals U 28 
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Egtimatiiig the mileftge of the heavy poshers as being 50 per 
cent, more costly than that of the light through engines, we 
have as the total mileage required to move a train of 20.76 cars 
each way: 

Through engines 420 miles. 

Pushers, 72 miles, increased 60 per cent 108 
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Total engine mileage per train 628 " 

Eqnal to a total engine mileage per car moved and returned 
over the division of 25.43 miles. 

We will now compare with this the engine mileage required 
on the adopted line. Operating Division 4 is 84.4 miles long, 
with ruling grades of 40 feet nominal, and 50 feet actual, and 
Operating Division Sis 93 miles long, with ruling grades of 60 
feet nominal and 75 feet actual. On these grades a 20-ton en- 
gine will, according to the same standard by which we deter- 
mined the net load on the proposed line (Table XYII., page 
80), haul only 11.82 and 8.42 cars respectively.* Heavier en- 
gines will I robably be used, but whatever advantage this may 
give is equally open to both lines, and, even if it were not so, 
we have already shown that the cost of increasing the weight 
of the same pattern of through engine is nearly as costly as is 
increasing their number. This is a very different matter from 
the relative cost of a heavy eight-driver pusher running only 
on a short incline and where speed may be decreased without 
appreciable loss. For the cost of 20 minutes* delay is not 1-60 
of 20 hours delay, nor 1-600 part. 

Estimating then the comparative engine mileage per car 
hauled required over the present line, we have: 

On Division 8, 84.4X2=168.8 miles run by engine 

to move 11.82 cars =14.28mile8per cu*. 

On Division 4, 98X2 = 186.0 miles run by engine 

to move 8.46 oars =22.00 " " '« 



Total between Somerset a^'d Chattanooga 36.28 

" previously determined for proposed line. 26.43 



Saving in engine mileage per car, on proposed 

line 1085 " " " 

*Table XYII. was made up for a rolling friction of 10 lbs. per ton 
which was deduced from loads hauled over grades complicated with 
curvature. We use it now simply as a matter of convenience, and 
because, as we have already pointed out, the difference in the engine 
mileage per car, and hence the difference in operating vaJue, re- 
mains precisely the same whether the car friction be taken at 1 lb., 
or 10 lbs., or 100 lbs. per ton, although the cost of operating each line 
is very greatly affected thereby- The above loads, however, are but 
little below the average loads in the daily routine of business, as we 
might show from statistics^ except that it is of no present import- 
ance. 
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a BATing of almost exactly 30 per cent, of the engine mileage. 
If we estimate the cost of a train mile at $1.25 (less than on 
most of its rivals), we have seen, on page 91, that 48 per cent, 
of this sum, or 60 cents, may be assumed to vary directly with 
the engine tonnage. Then 30 per cent, of 60 cents = 18 cents 
per train mile require over the present line, as the saving in 
operating expenses over the proposed Ime. This is equal to 
$0.18 X 177.4 X 2 = $63.86 as the saving per train round trip, 
and this sum X 325 gives $20,756 as the yearly saving in favor 
of the proposed line, per daily train required over the present 
line. 

As to the probable number of trains over the present Une, it 
is wholly a matter of conjecture ; but the Cincinnati Southern 
doubtless anticipates that in the near future it will have a 
business closely approximating: to that now erjoyed by the 
Nashville & Chattanooga and the Louisville & Nashville rail- 
roads, which is over 16- trains daily. A business of 14 trains 
daily over the adopted line would show a yearly saving in oper- 
ating expenses of $20,756 X 14 = $290,584 in favor of the pro- 
posed line, and capitalizing this sum at 7 per cent, we have as 
the difference in operating value in favor of the proposed hne, 
$4,151,200. 

In this estimate we have neglected several minor considera- 
tions, both pro and con, which we may briefly define. Those 
in favor of the proposed line are : 

Ist. A saving in cost of curvature. On one division of the 
present line there are 9,670° ± of curvature (104*^ per mile); 
and on the other, 3,270° ± (39° per mile). We may roughly 
estimate the curvature on the proposed line at 30° per mile for 
156 miles, giving 4,680°, and at 120° per mile on the remaining 
28 miles, giving 3,360°. Without going through the stops of 
the process, if the reader will increase these amounts in pro- 
portion to the engine tonnage passing over them, as suggested 
in the last two papers, he will find that the resulting difference 
represents a capitalized sum of about $275,000, at $3.48 X 1.25 
per degree. There is also an inconsiderable advantage m the 
cost of rise and fall on the proposed line, which we pass over 
entirely. On the present line there are about 2,086 + 827 = 
2,913 feet of rise and fall. On the proposed line the necessary 
amount will be seen to be only 1,630 feet. After reasonable in- 
crease, the difference between the two lines for this item is 
some $12,600. 
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2d. An exaggeration of the valne of the distance saved by 
the present line. In estimating on the basis of the engine 
mileage, the relative valne of the two lines, so far as affected by 
distances, is necessarily assumed to be directly as the mea- 
sured lengths, or as 184 to 177.4. The true ratio, as we have 
pointed out in considering the value of distance (page 889) is as 

3.8 
180.7 to 177.4. This error thus amounts to — of $4,161,200, or 

184 
about $75,000. 

3d. A saving in the cost of maintenance of way, due, not to 
any difference in alignment or engine tonnage, but to a differ- 
ence in topographical conditions. If we balance 110 miles of 
the two Hues against each other as approximately equal, we 
have 70 miles of light work with hardly a box-drain on it on the 
top of a sandstone ridge as against 70 miles of exceedingly 
heavy work. Every trackman will appreciate the importance 
of this difference. The writer could hardly estimate it at less 
than 20 per cent., or cay 7 cents per train mile, which would 
amount to $637,000. 

4^. A saving in the capital invested in engines. Including 
the saving by consolidation of divisions this would be at least 
one-half, and allowing 80 engines at $8,000 each as the equip- 
ment of the present line, this would amount to $320,000. 

Per contra, we have neglected the following considerations 
which operate against the proposed line : 

Ist. It is much more difficult to make a good connection with 
Enoxville and the imporUnt trade centering there. This is 
certainly a very grave disadvantage, although balanced in 
great degree by better facilities for reaching the more import- 
ant trade of the West and Southwest. The difference in the 
cost of a branch to Enoxville, however, would be fully covered 
by $500,000, and when once built we may consider the operat- 
ing advantages as equalized. 

2d. We have neglected the loss arising from assistant engines 
standing idle in the yard. We will grant that these engines 
would average only 6-10 of a day's work, while having steam up 
all the time — a very excessive assumption. The cost will then 
be the same, as we have seen on page 120, as if the mileage 
were 1-6 greater without this loss. This will be found to de- 
crease the difference in operating value by about 8 per cent., or 
$332,000. 
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StuiHBiiigf up these varioiiflBiinor items, we find we have a 
net balance! of $1,807,000 less $832,000, $475,0OQ in favor of the 
proposed lin6. We may now make a final sommary as follows: 

I>ffference in cost of construction, in fltvor of proposed 
line $4.8S0;T46 

Diifer^nee in operating valne, in fiiyor oi pr< possd line, for 
s business corresponding to that now transacted on rail- 
ways between (Hiattanooga and Lonisyille 4,161,200 

Minor items, balance in fbvor of proposed line 476,000 

Total estimated difference in value, in favor of pro- 
posed line $8,976»946 

This is a vast sum, almost beyond belief, and we will there- 
fore grant that unconscious prepossession has led the writer 
to exaggerate the various estimated advantacres of the pro- 
posed line by as much as 100 per cent., in spite of his earnest 
endeavor to be more than fair. The difference is still sufficient 
for the moral which he designed to draw, and he has no other 
purpose in writing the present paper. It is needless to say 
that he personally believes the error to be in the other direc- 
tion, if the business of the Cincinnati Kouthem Railway does 
in fact reach the proportions which its projectors have evi- 
dently anticipated and built their railway to transact. More- 
over, we have as yet far from exhausted the possibilities, and 
one of these is so important that we must briefly suggest it. 
A glance at Profile 5 will show that there is a gradual fall on 
low grades from the summit northward. Now if it were pos- 
sible to locate this with a level maximum going north, and 
eventually build from 60 to 90 miles of independent re- 
turn track on the lighter portions of the line, with a level 
maximum going south— by adding a few miles run of assistant 
engines, mainly or entirely at their regular stations — ^we 
should realize all of the advantages of a double track, and at 
the same time approximate closely to the ultimate limit of 
economy in transportation. Such an alignment would be a 
method of utilizing the advantage of the gravity railroad with- 
out the disadvantage ot stationary power, and the topographical 
conditions are in many respects singularly favorable. It is 
easier to suggest this than to accomplish it, but it is also 
easiw to deny or forget the possibihty than to look for it. - 

Another possibility of much interest would have been the use 
of the cerdrcH raU system m ascending to the plateau, or even 
inclined planes with stationary power. The topbgvftphical 
conditions are peculiarly favorable for either of these expedi- 
ents, alid although inclined planes have passed out of use in 
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many cases, it does not follow that in other cases, with well- 
adjasted grades, they may nnt be exceedingly advantageous. 
So also with the central rail system, it is not at all necessary 
that a road shonld nse this system throughout to reap its ad- 
vantages, simoly because most of them do so, and sound engi- 
neering should give all these possibilities the most careful in- 
vestigation before rejecting such a line as this on account of a 
few milen of abrupt ascent. In these remarks it is by no means 
our wish to suggest that the engineering administration of the 
Cincinnati Southern Railway is especially open to criticism. 
On the contrary, it has been in very many respects especially 
admirable from the very beginning. Multitudes of other rail- 
ways would furnish as striking instances of erroneous location, 
if the facts were known in the same detail, and among these 
we may mention three on which the loss has been nearly or 
quite as great as in the instance we have been considering, 
viz.: the Chesapeake & Ohio, the New York & Oswego Midland 
and the Blue Ridge Railroad, and from precisely the same 
cause, viz.: the neglect of possible advantages fi*om tlie 
use of assistant engines in the vain attempt to get 
a line of uniform low grade through a mountain- 
ous country. This error is one of the gravest char- 
acter, and it is continually committed; the great cause 
of it being that constructing engireers, as a rule, give no suf- 
ficient and comprehensive attention to the true and exact con- 
ditions of operative economy. When the road is finished, 
the " Chief Eng^eer'* receives his modest stipend and de- 
parts, and the manager who succeeds him, rarely knowing any- 
thing about gradients or location, takes the line for granted 
as he finds it, ard does not know, nor will he probably believe, 
that anything better is possible. And so, between these two 
stools, the intricate and difficult science of railway location has 
fallen to the ground, until it is hardly even considered im- 
portant or intricate — and in no one respect has this process 
resulted in more unfortunate error than m the location of 
lines through mountainous and difficult country. If the writer 
were to lay down a broad general rule fo sound locat on In 
such localities, it would be this : Follow the easiest routes on 
the lowest grades possible for the longest distances possible; 
and then pass over the intervening distances on such grades as 
are then found necessary, bv the aid of assistant engines. 
Ov this eyyiem (he rate of the high grades and fven the aUihide qf 
the sum'nUs matters lUle or nothing, within wide limits, and 
it is economical both in cost cf coDBtmotion and in 
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operating expenses; although the fall advantages of the system 
can be realized only in the hands of that exceedingly rare bird, 
a good engineer and a good railway manager in one and the 
same man; for it requires the nicest adjustment to each other 
of the alignment, the gradients, the locomotive power, and the 
daily management of traffic. It is therefore perhaps an un- 
attainable desideratum, but no more forcible example of the 
oorrectne- s of the principle could be desired than is probably 
furnished by an alternate location for Operating Division B of 
the present line of the Oin-innati Southern Bailway. The 
writer hesitates to use it, because no line has been run over it, 
but he has some personal knowledge of what would ordinarily 
be the most difficult part of this line, and if the indications 
there given are not deceptive, he does not hesitate to say that 
a better line than that adopted lies almost within sight o' it 
for its whole length. This lins would be as follows: Diverging 
from the present line on the summit between the Emory 
Biver and the South Fork of the Cumberland, to descend as 
speedily as possible on any convenient grade into the valley 
of Woir Greek and the Cumberland Biver. If, as 
is usually the case, the valley widens and becomes more prac i • 
cable as it descends, we have then a light and low grade line 
as far as the Cumberland Biver, the only difficulty being to 
keep above high-water mark. The average fall is only about 
eight feet per mile, and 20-feet grades might very probably be 
obtained over the whole distance of 85 miles, except for say 10 
miles each way of any grade under 92 f et. This line would 
probably be very much cheaper as well as shorter and straighter 
than the present line; but if these advantages are all the other 
way, it would not much matter, for the saving in operating ex- 
penses would be an enormous percentage. With t^e same light 
engines and net loads which we have previously used for com- 
parative purposes, the engine mileage per car round trip of 85 
miles would be as 9.2 miles to 20.1 miles. Now it way be that 
this line would from wide and frequent gullies or other causes, 
encounter insuperable difficulties; but as it was not even exam- 
ined, or at least not mentioned, it is altogether probable that 
the few miles required of grade over 60 feet per mile was the 
sole deterring influence. Ir was forgotten in searching for the 
costly chimera of a uniform eradient, which is a great deal 
worse than useless after it has been bought with a great price. 
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THE EFFECT OF A DIFFEEENCE IN BULING GRADE 
ON THE COST OF DISTANCE, CURVATURE, AND RISE 
AND FALL.* 

A dififerenoe in the rate of the mling grades has a doable 
effect upon the operative value of alternate alignments, of 
which we have heretofore considered only one. This separa- 
tion was necessary in order not to confuse two entirely distinct 
questions, but we will now consider that part of the effect of 
high gradients which we have heretofore passed over. When 
the difference in ruling grade is marked, this question fre- 
quently becomes one of much importance. 

The two distinct effects of high gradients referred to are as 
follows : 

1st. An increase in the engine tonnaoe bequibed for a given 
business. 

This we have already considered and estimated for, in %(foles 
D, E and F, pages 86, 92 and 94. 

2<t An increase in (he dibect cost of every degree of curva- 
ture and etieryfoot of distance and me andfaU, dub to the greater 
engine tonnage. 

We may best show the importance of this latter item by an 
illustrative example. Let us suppose that we have two alter- 
nate lines, each 100 miles long and with precisely the same 
amount of curvature and rise and fall ; but that the ruling 
gradients on one line are 40 feet per mile, and on the other 
line 80 feet per mile. Now the first impression of almost any 
one would be that, inasmuch as all the details of alignment 
except the ruling grade are the same on each line, they may 
be balanced against each other and neglected ; and that the 
sole difference in value between the two lines will be that re- 
sulting from the smaller engine tonnage required, the value 
of which may be determined from Tables E and F. But this 
view is erroneous, for it requires but little reflection to per- 

* This chapter and the following one on the " Relationship and 
Adjustment of the Minimum Radius of Curvature to the Maximnm 
Grade" should properly have appeared in advance of the chapter on 
" Assistant Engines," hut were unavoidably delayed in publication. 
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oeive thftt, inftsmnoh as more eogineB nrast be nrn over one 
line than the other, the line having the heavier gradients is 
more objectionable than the other in proportion to the amount 
of curvature and rise and faU which there may be on both the 
lines alike, and that hence it may make a very important dif- 
ference in deciding on their relative valnes, whether they are 
lines of heavy curvature and much rise and fall or not. 

In order to estimate the importance of this difference, by 
referring to Table D, page 86, it will be seen that the number 
of trains required on the line having 80 feet grades will be 
40x1.7=68 per cent, greater than on the other lines, and in- 
creasing this percentage by 8 per cent, on account of the great 
difference in grade, as set forth at the foot of Table D, we have 
7di% per cent. The exact difference, as determined by com- 
paring the relative net loads given in Table XVII., page 80, 
is 75 per cent., and we will, therefore, use that percentage. 
Now, it is evident that-^to coin a somewhat odd phrase — the 
number of train-degrees of curvature will be 76 per cent, 
greater on the line having 80 feet grades ; and hence that, 
before instituting a comparison between lines of different 
grades, the number of degrees of curvature and feet of rise and 
fall on the line having the higher grades should be increased 
by (he percentage which represents the eoccess in engine tonnage 
required on that line over that required on the given low grade 
line. This constitutes the rule by which all such comparisons 
should be made.* 

As respects the effect of distance on the comparative value 
of two identical lines, the correctness of this method is per- 
fectiy obvious; and the values of reducing grade given in Ta- 
ble E andF, pages 92 and 94, have been so given that they do, in 
fact, vary in proportion to the amount of distance which there 
may be in each line alike. Thus, if in our illustration above 
the two lines had been 120 mDes long, the difference in opera 
tive value given by the table would have been 20 per cent 
greater; and that this should be so appears perfectly obvious 
to every one, because all are accustomed to consider the 
effect and cost of miles and train-miles. But exactly the 
flame considerations which give a reduction of grade a 

) — — ., ■ -^ 

* There is a sliRht error in this mle. because the additional trains 

on the high-grade line cost much less than the average cost, but this 

difference is very smtm in the items affected by curvature and rise 

and tiJl, and such little error as there is very properly tends to favor 

he lower gradients. 
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oertam yalne per train'mUe of distance give it also a 
certain valne per train-degree of coryatnre and per train- 
faot of rise and fall. For there is a certain cost to operate each 
degreee of conratiye as well as to operate each mile of track, 
and this cost is, in each case alike, increased by an increase of 
grade. It follows that we might make out tables, similar to 
Tables £ and F, giving the value of reducing grade per 1,000'' 
of curvature, or per 100 feet of rise and fall, similar to those 
which we have already made out per 100 miles of distance, ex- 
cept that the method we have given above is simpler and bet- 
ter. In estimating for projected improvements on railways 
already in operaHon, the necessity of separately considering the 
effect of these various details of alignment on the value rf reduc- 
cing grade disappears, for in that case, the c^irvature and rise 
and fall have aireadi/had their effect— much or little as may be, 
and jvL9i as much as the distance has — ^to increase those 
operating expenses by which (as set forth at the foot of Tables 
E and F) we gauge the value of reducing grade, and hence we 
are not obliged to consider separately either the one or the 
other. But in the case of a new road we have not this advan- 
tage, inasmuch as we cannot foresee the exact cost of each item 
of expense, and therefore we are obliged to consider sepa- 
rately the effect ot each separate source of expense on the rude 
estimate of the cost of a train mile under the given special 
conditions, which we assume in the beginning. 

Now we may proceed further. We have heretofore con- 
sidered that the two lines were of equal length. But suppose, 
as would be nearly always the case, they differ in length as 
well as in ruling grades, as, fo" instance, instead of two lines 
each 100 miles long and having 40 and 80-feet grades, that one 
line is 100 miles long and has ^D-feet grades, and the other line 
is 80 miles long and has 80-feet grades. The value of the differ- 
ence in ruling grade is given in Tables E and F as so much 
per 100 mdes of /in6, but shall we regard this v>«lue as apply- 
ing to the length of the long line or the short one ? The an- 
swer is, we may do either by using a little care, but preferably 
should proceed as follows : The original estimate of the proba- 
ble niunber of daily trains will usually be made for the lower Ime, 
but for whichever line the first estimate be made, the engine 
tonnage on the high-grade line will be 75 per cent, greater than 
on the lower, as we have already seen. Then, the low-grade 
line has, for figJtiy miles of its length, an advantage over 
the other due to the difference in grade ; but it then has the 
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nnbalanced disadvantage of having 20 miles further to hanl. 
We may estimate the valnes of these differences from the 
tables we have given as follows: 



/n/avor of line A, iO feet rednotioH in ruling grade for 80 miles. 

Yalne (at 7 per ct.) by Table E (page 92) $7,677X 
iO feet X 80-100= $042,464 

Increased by 8 per cent., for fflctent of reduction 19,397 

$261,861 

Againtt line A, 20 miles of distance. 

Value, by Table A (page 27). $3,900X20 miles = $78,000 

Net operating value of Line A over Line B, per daily train . . $183 861 
Or, for an estimated business of 10 daily trains $1,838,610 



This is the natural and preferable form of estimation, but we 
may also assmne that the advantage of line A, due to its lower 
g^ade, extends over its entire 1 ngth of 100 miles. But, in ih€U 
C€L8€f we must deduct from the value obtained the value of 20 
miles of distance, not on line A, but on line By the high-grade 
line, which is greater than on line A in (very nearly) exact 
proportion to the greater number of trains required, or by 
about 75 per cent. We thus have : 

In fitvor of line A, 40 feet lower ruling grades for 100 miles. 

Value, $7,677 X 40 X 100-100= $303,080 

Increased by 8 per oent., as before 24.246 

$327,326 

Id favor of line B, 20 miles of distance. 

Value, as before. $3,900X20X1.76 for increase in No. of 
trains $136,600 

Net balance in fSvor of line A, per daily train $190,800 

Or. for a business of 10 trains daily $1,908,000 



The first estimate above is tho more correct one. The dififer- 
ence of $69,390 (3% per cent.) is due partly to neglect of deci- 
mals, but mainly to the error hinted at above, which is left for 
the careful reader to chase up for himself. We might easily 
do so, but fear to make too great drafts on his attention. 

Now let us see how much this estimate might be modified 
by the amount of curvature and rise and fall. We will assume 
this to be precisely the same on each line, and as follows, viz., 
10,000° of curvature (lOO"* per mile on the longer line) and 
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1,800 Ibet of rise and ftll (18 feet per mile). The Union Padfic 
lUUroad in ascending to Aspen Summit has 84° per mile with 
very moderate difficulties. The Cinoinnati Southern Bailway 
on its heaviest operating? division (from Somerset to Hunni- 
cuts) has 22.5 feet of rise and fall and about 106o of curva- 
ture per mile, and this is on a very costly location, with 
maximums of 60 feet grades and 6° curves. Very many roads 
of the first class in various parts of the country have three and 
four times that amount of curvature per mile, audit will be. 
admitted that our estimate is far from excessive. 

These figures being assumed, we have already s^en that the 
number of trains required on the high-grade Une B is 76 per 
cent, greater than on line A, and consequently the number of 
train-degrees of curvature on line B will be 10,000° X 0.75 = 
7,500° greater than on line A. Similarly the number of train- 
feet qfriaeandfaa will be 1,800 X 0.76 = 1,360 feet greater tnan 
on line A. Then, fi:om Tables B and C (pages 43 and 64), 
we have, in favor of line A: 



7,600° of curvature X $8.48 $26,100 

1,360 feet of rise and fUl X $29.71 40.108 

Total difference in operative value, due to the above 
items, per d«ily train |66,2Q6 

Or, for a business of 10 daily trains 662,080 

Total 'difference previonaly determined and caused by 
the difference in distance and train expenses, inde- 
^l>«nc20n< of the above items $1,838,610 

Tbitx difference in operative yalne, including the effect of 
an identical amount of corvatnre on each line $2,438,860 



We will now assume that these two lines were so situated that 
the rise and fall and curvature were comparatively light, and 
yet that it still remains the same on each. As a standard we 
will take 22 miles of the Bufblo Division of the Erie Bailway, 
between Portage Bridge and Bum's Station, which is per- 
haps a fair average of a line through moderately difficult farm- 
ing country, and at points contains much curvature, with maxi- 
mum grades of about 35 feet each way. The curvature for 
this distance averages 25° per mile, and the rise and faU 6.3 
feet per mile. With these averages we should have on our 
assumed lines (taking the length of the longer one as before) 
2,600° of curvature and 630 feet of rise and fall. The corre- 
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sponding increase in the yalne of line A over line B, due to the 
eiSect of curvature and rise and fall, would be 

2,600° of cnrvative X 0.76=1,876°, X $3.48 = $6,626 

630 ft. of rise and fldl X 0.76 = 472 feet X $29.71= 1,402 

Total difference in operative value, due to above items, per 
daUy train $7,927 

Or, for a business of 10 daily trains 79,927 

Amount similarly determined above 662,080 

Difference in the operative value of line A over line B, re- 
sulting from a varying amount of cnrvative and rise and 
fall, which still continues to be the same on each $682,163 

making a difference of about 33 per cent, in the original valua- 
tion, which neglected the varying disadvantage from the 
amount of curvature and rise and fall;— a sum not unworthy of 
attention. Yet the reader will admit that this sum was de- 
duced by no strained or forced hypotheses, but by assuming 
variations which are exceedingly likely to occur in practice. 
This being so, it well illustrates the necessity of considering 
and car^uUy estimating every appreciable source of error in 
adjusting alignment, for every such error is multiplied, in the 
operation of railways, by such enormous constan's. In no other 
branch of engineering is this true to anything like the same 
extent. Engineers might never have discovered that bridge 
chords need not be of equal section throughout, and the loss 
would not have been particularly serious to any one— because it 
is met and paid for once for all. But suppose that a single im- 
portant railway has gradients reduced at great expense to an 
average between those best adapted for its unequal traffic, as 
?ias been done on many railways. It is hardly too much to say 
that the annual loss from one such blunder is enough to pay the 
interest on the cost of all the bridge chords of all the iron 
bridges in the United States. And yet the one art— although 
it is in great degree a matter of well understood routine for or- 
dinary structures — ^has a voluminous and increasing literature; 
while the literature of the other is, so far as the writer's knowl- 
edge extends and with some inconsiderable exceptions, an utter 
blank. The consequence is what might be expected. There is 
no branch of engineering in which there are so many utterly 
incompetent men who fancy themselves, and are generally 
thought to be, very expert, as in railway location. 
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THE OOMPABATIYE YALTTE OF BEDUCIKO THE LENGTH OF THE 

LINE AND THE BULINO GBADES. 

Although this question can be solved easily enough, in any 
given case, in the manner just shown above, there remains 
another mode which we may briefly consider, viz.: a process of 
"equating" — a vicious and unsatisfactory method as a rule, but 
of occasional convenience. For example, when, as is some- 
times the case, we may adopt almost any grades at about the 
same aggregate cost by a proportional elongation of the line, 
what is the most economical gradient ? 

We have already seen, on page 24, that the cost of operating one 
additional mile is 42 cents per train, or $273 per year per daily 
train. For changes of several miles, however, such as we have 
now in view, this amount is too small, and should be increased 
by about one-third, for the reasons there set forth, giving us 
1364. Also, we have, by Table £, as the cost of increasing a 
level maximum grade by one foot per mile, 11,248 for a line 
100 miles long, or $12.48 per mile of road. Hence, it is suffi- 
ciently obvious that to avoid an increase of one foot on a level 

$1,248 

grade we may lengthen the line by = 3.45 miles. If 

$364 

the line were 200 miles long (and operated as a single di- 
vision), we might lengthen it by twice that distance; and it is 
evident that we may say, generaVy, that we may lengthen any 
line having a level maximum grade by 3^ per cent, uf its 
length to avoid an increase of one foot in grade; i. e., a line 
103.45 miles long with level grades will cost no more to oper- 
ate than a line 100 miles long with grades of one foot per mile. 
But it does not follow from this that we can say that a level 
line 134.5 miles long will cost no more to operate than a line 
100 miles long with grades of ten feet per mile, or a line 445 
long with level grades than a line 100 miles long with grades 
of one hundred feet per mile. When we have to estimate for 
such considerable changes, the value of distance becomes 
much increased, and hence our percentage is correspondingly 
reduced. Therefore, the table which follows (Table J) and 
which was deduced in the manner outlined above, ap- 
plies only to changes of about 20 per cent, or less in the 
length of the line. Moreover, the percentages given in the 
table are correct only when we may consider a reduction in 
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grade as haying a poBitiye value for every train mnning over 
the line. For reasons which have ahready been set forth 
the writer regards this as a proper assumption in near- 
ly all cases, but if it be not admitted, the percentages given 
should be decreased in proportion to the number of trains ex- 



TABLE J. 

SHOWINO the PEBOEKTAOE BT which AlfY LINE MAT BE LENGTH 
ENED, IN OBDEB TO BEDUOE IT TO A GIVEN GBADE. 

Fw fniwir changes oniy, not involving the tue or dinue of oMittant 
engines. 



Peb- 

CENTAGE. 



Grade after redaction. 


Value permile 

of avoiding ad- 

ditlon 10 mde 

of 1ft. 


Value i>er 
mile of dis- 
tance. 


Tjevel 


$12,480 
9.672 
7.488 
6.240 
6.304 
4.680 
4.368 
8.744 
3.432 
2.808 


$364.00 


10 


20 


30 


40 


50 


60 


80 


100 
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.0945 
.0267 
.0206 
.0172 
.0146 
.0130 
.0120 
.0103 
.0096 
.0077 



BuLE. — Multiply the percentage opposite the grade to which the line is 
to he reduced by the numher of feet ^reduction involved. Diminish per- 
centage by 1-6, if over 20 per cent. 



eluded. And in addition to this— and more important than all 
— ^the table given above must not be considered as apply- 
ing to single sharp inclines^ where the relative economy of 
using Assistant Ei^qijnes is an element of the problem. We 
shall consider that subject in our next paper, and therefore 
win now only add that the whole question of the adjustment of 
gradients is greatly modified when the conditions are such 
that assistant engines may be economically used.* 



* The writer perceives that these various distinctions which he 
feels compelled to draw are a tax on the attention of the reader; 
but he knows of no middle coarse between carefal attention to all 
these details and blundering on by the rale of thumb. The latter is 
a very good rale in its place, and he sees no r-aaon why— in minor 
matters, where there ia no difBculty nor great expense in keeping on 
the safe side — ^it should not always continue to ( e the convenient 
friend of the puzzled engineer. But it is a terribly expensive rale 
for location. 
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From thu table and the remarks preceding it, we may see 
that the distance by which we may lengthen a line, and con- 
sequently the grades to be adopted if they vary with that 
length, are strictly dependent upon the length of the operating 
division. For instance, if we have a line about 60 miles long 
and located under such topographical conditions that for 30 
miles of that distance grades of 35 or 40 feet per mile are 
easily attained, but on the remainder the grades can only 
be reduced below 60 feet by elongating the Ime, we 
may lengthen the remaining 30 miles in order to re- 
duce it to a 40 feet maximum by 60X.0146Xl0=8.76 miles, 
and if that grade could only be attained by lengthening 
the line ten miles, we could only afford to reduce the grade 
to about 43 feet per mile. But if the line had started 
from a point 40 miles fm:ther back in the low country, 
and hence been 100 miles long, we could have afforded to 
lengthen the same 30 miles by 100X0.0146X10=14.6 miles, i. e.. 
we could afford to reduce the grades to about 36 feet per mile. 
In this estimate we take no account of the pos>ibility of using 
assistant engines nor of breaking up trains or divisions, which 
greatly modify the problem, as we shall see. 

As practical examples of the comparative value of distance 
and low grades, we may instance, first, the following scrap, cut 
from the BaUroad Gazette of Sept. 22, 1876 : 

*^Cincinnaii & PortsmouJi. — The contract for the construction 
of the entire line of this road from Cincinnati east by south to 
Portsmouth, O., has been let, and the road is to be finished 
ready for trains by May 1, 1877. The contract price is about 
$8,000 per mile. The line is a pretty direct one, about 100 wHes 
lona, and has some Tieavy grades, one as high as 142 fe^ per 
mile. The road is of 3 ft. gauge.*' 

Now the writer feels a delicacy in commenting on the loca- 
tion of any narrow-gauge road, because he knows so little 
about them ; and moreover, in the course of his present inves- 
tigations, he has met with several well-authenticated reports 
of loads hauled on such roads which render it almost certain 
that the gauge has an effect on the laws of friction and grav- 
itation which science has not yet determined. It is certainly 
possible, also, that the gradients of the above road could be 
kept lower and better adjusted on a direct line than by length- 
ening it. But as a general rule, and for old-fashioned railways, 
the words " direct line " and " heavy grades " have rarely any 
business to come into contiguity. If it had been a road of the 
ordinary kind, the engineer would have done well to go into a 
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few of (he oakoUtioiiB which we have been throi^h at meh 
length and discover that he might weU affOrd to lengthen hia 
line S or e milee for every 10 feet of redaction in grade- 
As another Ulmitiatdou, we ma; analyze the jostice of a heat- 
ed controversy which arose in 1861 between the ofBcers of the 
Union Pacific Railroad on one side and the Government and 
city of Omaha on the other, with reference to a purposed 
change oflocation which was gabeeqaently adopted. The facts 
were aa follows : The original location went almost directly 
west from Omaha, on a maximum grade of 66 feet per mile, to 
a point 22.7 miles distant there^ro in the valley of the Platte 
Biver. The new location made a detour from this line down 
the Missouri Eiver for sevOTil miles, cntting out 9 miles of the 
old line and adding 17 miles to it, so that the total distance by 
the new Une to the point in tlie Platte valley aforesaid was 30.7 
miles. From that point westward the graiea are 10 feet per 
. mile going west and level coming east for several hundred 
miles. The maximum grade on the new line going west was 
30 feet per mile. 

With these premises, the very correct assumption was mode 
that the distance from Omaha to the Platte vaUe; would con- 
stitute in effect a separate division, whatever its length might 
be ; and from our own tables, we have, as the comparative 
value of these two lines (allowing 7 per cent, for capital): 

In fovor of the new line, 36 feet reduction in grade, to 30 
feet. 

Value, bvTible E. (8,9MX3ex =»73,BU 

100 
iDcreasad by S par cent on accoont of extent of 

ciuiigB s.eas 

$78,e7i 

In favor of the old line, 8 miles of distance : 

YaloebjTsbleA.tS.MOXS. =t3l,M0 

Increiaad by 33 per cent, on aoconnt oi extant of 

Changs lO.UO 

Net balanca, ahowLDf the difference In operative valae in Ik- 

vol of the longer and low-grade Una, peruailr train 131,074 

The number of trains assamed by Colonel St-ymour and by 

Colonel Simpson of the United States Engineers, in maMng 

their estimates of valae, was S freight t ' < - - 

ger trains daily over the lower line,* an<J 
* That Is to ea;. tbe eatlmatee were niHde 

l.B puseoger tniinB and S.3 freight trains, 
which the engineers In qoeitlDD sbaied wItt 
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sum by 6. 6 for the number of daily trains and by $1.86 for the 
estimated cost per train mile, 

We have |447,MB 

By Col. Simpson s and Col. Seymonr's estimates, capitalizmg 
the difference in the estimated yearly operating expenses 
(yiz., $174,370 and $161,456) at 7 per cent., we have $631,730 

Deducting from this estimate 22 per cent., on account of 
22 jper cent, of geoeral and station expenses, inaccurately 
assumed to vary with the slignment, we should have $414,760 

We see therefore that the adoption of the longer line was nn- 
qnestionably justifiable, without considering the lower cost of 
constmction or the goyemment subsidy. 

Now the rather remarkable identity between the above esti- 
mates — estimates made by as wholly dissimilar methods as can 
well be imagined— is, the writer begs to add, an entirely unforced 
coincidence, and was a wholly unexpected discovery after com- 
pleting the above estimate. He takes this opportunity, how- 
ever, to point out and acknowledge an exceedingly plausible 
error into which he has fallen in a previous paper (page 73) 
viz., an assumption that the value of reducing grade is affect- 
ed by a variation in the assumed rolling Motion per ton.* 
Nothing seems plainer than that the rolling friction, which has 
such an important effect on the actual cost of operating a given 
grade, has an equal effect on the value of reducing it. 

Yet this view is wholly erroneous. Whether the car firiction 
assumed be 6 lbs. per ton or 60 lbs., the value of reducing 
grade is not affected a penny's worth, as, in fact, we have al- 
ready pointed out at the foot of Table F, page 94. Therefore 
the writer's implied suggestion that Ool. Seymour's estimate 
might have been affected by the subsidy question is not jus- 
tified by the facts, and he regrets and recalls it. He must 
add, however, in justice to himself, that in the above error he 
has the company of Ools. Seymour and Simpson them- 
selves, and, so far as he knows, of every engineer who has 
ever print-^d an estimate on the subject; and he may also add 
that the fact still remains that an erroneous premise was 
assumed with great care, although it fortunately had no vitiat- 
ing effect on the special problem in view. 

I* The precise language which tlie writer used was as follows: " It 
is plain that to unduly exaggerate the load which engines might haul 
except for gradients, is to unduly exaggerate the cost of the gradients 
themselves." This is true in the letter, but fiQse in the spirit, and in 
the meaning which it was intended to convey. It OMumef that the 
cost of incrMsing grade will follow the same law as the absolute cost 
of operating it, which is not the case. 
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THE BELATIONSHIP AlTD ADJUSTMENT OF THE MINnCUM RADIUS OV 
CUBYATUEE TO THE BATE OF THE MAXIMUM OBADIENTS. 

If no other paper of this series has met the approval or com- 
manded the attention of the reader, the writer hopes that in 
the discussion of the present subject he may receive the careful 
judgment of all those who have to do with the construction or 
improvement of railways. Although badly adjusted grades 
have a more calamitous eiffect on operating expenses, there is 
no problem connected with location which has such a grave 
eiSect on the cost of constbuction as the one we now propose 
to discuss, nor is there any in which such discredUaMe errors 
are committed by engineers at the present day from pure want 
of thought. It is indeed extraordinary that no one of the great 
number of expensive modem railways has seen fit to expend a 
few hundreds or thousands of dollars in exhaustive experiments 
and the collection of definite information as to this most im- 
portant question which we propose now to consider, viz., the 
inter-relation of ruling gradients and curvature, and the maxi- 
mum of each which may be used, separately or in combination 
with each other, without danger of injuriously aiSecting the 
capacity of the road. It is hoped to shed some needed light 
on this subject, or at least lay some foundation for an abler dis- 
cussion. 

It is the peculiarity of curvature that all its disadvantages lie 
upon the surface. A heavy grade is very unobtrusive: the 
most skillfal and observant eye cannot detect differences of 
grade which decrease by a large percentage the operating value 
of the line. But curves attract instant attention, and their dis- 
advantages appeal even more strongly to the imagination of 
the inexpert th&n to the enlightened judgment of the engineer. 
When we consider that it is both the duty and interest of locat- 
ing engineers to please their unskillful employers, it is evident 
that this simple fact must always hav6 a powerfiil if undetected 
influence, while human nature remains what it is, and if we 
farther remember that, as a rule, the quickest path to reputa- 
tion for a locating engineer is through rapidity of work m 
rushing through surveys, and that it is so much easier for him 
to locate a costly line made up of long straight grades and tan- 
gents than one skillfully a^usted at every point to topographi- 
cal irregularities, in accordance with the exact conditions of 
operating economy, it will not be surprising if we find that 
theseinfluences have tended to accumulate amass of precedents 
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which it reqnires some courage to defy. Fortunately, topo- 
graphical and financial considerations have rendered it abso- 
lutely impossible in many cases to yield to such temptations, if 
any such exist, so that precedents are not wanting in either di- 
rection. 

Passing from these considerations, however, and abandoning 
all prepossessions, we proceed to analyze, as nearly as may be, 
the causes which fix the advisable limit of maximum curvature 
and the cost of exceeding it. A moment's consideration will 
show that these may all be separated under the two fol- 
lowing heads, sharply defined from each other: 

Ist. TJie inherenOy greater costliness of sharp curvature; that 
is to say, the greater wear and tear of road-bed and rolling 
stock and the greater consumption of fuel which results from 
100 feet of 10° curvature rather than from 1,000 feet of 1° cur- 
vature. 

2d. The limUmg ^ect of sharp curvature on the weight and 
length of trains. 

In other words, we are. here met, on the threshold of the 
subject, with a distinction precisely analogous to that which 
exists in the case of gradients. AU grades, without distinction 
and wherever situated, entail a certain additional expense per 
train passing over them; and, in addition to this, the highest 
rate of grade entails a certain and much greater expense 
which does not appear at all in the expenses per train mile, 
but solely in an increase in the number of trains. In like 
manner, all curves, without distinction, entail a certain ad- 
ditional cost per train mile for every degree of curve; and this 
cost, it may be — or may not be — ^increases rapidly with the 
sharpness of the curve; but, in addition to this, the sharpest 
curves on the line (if tfiey be sharp enough) will have the fur- 
ther effect of limiting the weight and length of trains. 

At a certain definite radius, therefore, the expense arising 
from short radii takes a sudden jump. The inherent cost per 
train mile continues on as before, and, in addition thereto, 
there is a large additional expense on account of the limiting 
effect of any shorter radius upon the length of trains. A mo- 
ment's consideration will show that this point is intimately 
connected with, and depends upon, the rate of the maximum 
grades, tor the latter fixes the maximum length of tiains, and 
the resistance of curves is itself a function of, or varies with, 
that length. Hence, the shorter the trains which can be 
hauled independent of the sharpest curve, the shorter the ra- 
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dins which may be freely used on levels or minor gradients 
without affecting the numher of trains required for a given 
business. 

Now, just as in the case of gradients, this distinction be- 
tween these diverse sources of expense is one which must bs 
carefdl'y kept in mind if any correct and intelligent decision 
as to the limit of maximum curvature is to be reached. In the 
first place, it requires no srreat effort of mind to perceive that 
the firfi item mentioned above, viz., the inhebent costliness 
of sharp curvature, — that portion which is visible in an in- 
creased cost per train mile for wear and tear and fuel,— affords 
no ground for the fixing of any arbitrary and 
infiexible limit of curvature, nor should it be con- 
sidered or allowed to have any toeigJU whaiener 
in ascertaining at what radius to fix that limit. For, 
granting for a moment that the inherent cost of short radii per 
train mile increases as the square of the degree of curvature — 
an absurdly exaggerated estimate — ^it may easily be, and often 
is the case, that at certain points the cost of construction will 
vary as the cube of the degree of curvature ; and hence a sud- 
den sharp ravine might justily and require a 12o or 14° curve 
on this account alone, although 3° or 4° curves were the maxi- 
mum on all the rest of the line. But what we then require to 
determine is, whether any such curve would have the Airther 
effect of limiting the weight of trains over the whole line, for 
in that case a large additional expenditure will be justifiable 
to increase its radius. This latter expenditure does not vary 
with the number of such curves, as in the former case, but is a 
certain fixed amount, and must be distributed among one 
curve or fifty according to their number. This fact alone is 
sufficient to show the essential dissimilarity between them. 
The inherent costliness of sharp curvature does certainly have 
its effect on the justifiable expense to increase the radius of 
each particuiar curves for it is to be added in each case to the 
proportion for that curve of the estimated value of avoiding 
any limiting effect from its radius ; but it does not form an 
element in fixing the point at which limiting effect begins, and 
hence should be allowed no weight whatever in ascertaining 
that limit. 

All this seems clear enough when the attention is specially 
called to it, but — as with many other problems which advance 
from simple premises — ^it requires a constant effort of the mind 
to keep it always in view. Hence, although it has do real or 
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necessary connection with our subject, we may first very briefly 
consider — 

THE INHEBENT OOSTLINESS OF SHABP CUBYATUBE. 

In the article on "Reduction of Carvatnre'* already pub- 
lished, and especially in Table B (page 4S), we have im- 
plied that the cost of curvature per degree slightly increases 
with the sharpness of the curve. Light is badly needed on 
this point, but the writer now regards this as an error, the re- 
sult of an unconscious confasion on his own part of these 
wholly distinct questionstwhich he is now endeavoring to sep- 
arate. Tf the limiting efifect of curvature be rigorously ex- 
cluded from the mind, it does not seem probable that the 
inherent cost of curvature, per train mile per degree, is any 
greater on 10° curves than on 1° curves. The cost of fael (6 
cents*) is slightly increased per degree on sharp curves, as is 
also the cost of iron (7 cents), despite the great difference in 
the length of sharp and flat curves, as would more fully appear 
from an article on the " Wear of Bails from Grades and Cur- 
vature,** which the writer hopes to prepare, from data in his 
possession, at some fature time ; but, on the other hand, the 
cost of maintaining road bed and track (6.5 cents) is very 
greatly decreased ; for it is nearly constant per 100 feet of 
curve, and sharp curves are very much shorter. Moreover, 
sharp curves lengthen short tangents, a consideration of the 
highest importance which engineers too frequently overlook ; 
and hence a sharper curve doubtless often results in less le- 
sistance and wear and tear. The greatest element of the 
inherent cost of sharp curvature is that the length of the line 
is always greater between the same tangents, but this is an 
element given by the comparative surveys (although it may be 
determined by the table given in the " Note on Beduction of 
Badius of Curvature " on page 48, and hence does not apparent- 
ly, although it does really^ enter into the question. 

' We may, therefore, perhaps assume that the inherent cost of 
mrvature per train mile is independent of the radius, and 
this simplifies some questions connected with curvature. But 
whether the reader be prepared to admit this coc elusion or 
not is a matter of perfect indifference for deciding upon the 
question in hand, as, it is hoped, has been made perfectly clear. 

* These gums refer to the estimated cost per train mile of each 
Item for an amount of curvature equal in resistance to one mile of 
straight and level track, given on page 44. 
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Dismissing therefore from our minds this confusing and 
irrelevant question, we will now sabmit our second question 
above, the limiting effect of curvature, to the arbitrament of 
fact. 

THE UXmSOt EFFECT OF CUBTATUBE UPON THE WEIGHT AND 

liENGTH OF TRAINS. 

If we know the greatest length and weight of train which 
can be hauled up the maximum grade of any given road by 
the most powerful engines which will probably be used; the 
curve around which the same engine can haul the same train 
on a level, withont greater resistance, is evidently the proper 
limit — andtheonly proper Umit— of mBjdmum. curvature. This 
curve may also be freely used on the maximum or any other 
grade, by reducing the grade to a level for the length of the 
curve, and an adequate distance beyond it, without danger of 
limiting the weight of trains. We assume that the maximum 
grade occurs only en tangents, but, if curves are introduced 
upon it without ample compensating reduction, it in effect in- 
creases the maximum grade; hence shortens the possible 
length of train; and hence shortens the minimum radius 
which may be used on a level without limiting effect. We 
shall have occasion hereafter to consider the propriety of such 
practice. 

The reader is requested to admit the above premises before 
reading further. 

We have on the maximum grade two resistances to overcome: 

1st. The ordinary roUing friction. 

2d. The resistance of gravity; — a known and constant quan- 
tity given in Table Xvil., page 80. 

In the case of curvature on a level we have also two resist- 
ances: 

1st. The ordinary rolling friction, as before. 

2d. All additional resistance which may or can arise from 
the curve. 

What we require is, that the sum of the two latter resistances 
shall be less than (or no greater than) the sum of the two 
former; and it is evident that the resistance from the rolling 
friction proper, being the same in each case, whatever its 
amount as ay be, may be entirely neglected. We have left only 
to determine what is the degree of the curve which, in aU cases, 
and under the moat wnfavorable drcumsLances, will oppose no 
greater additional resistance to the longest and heaviest trains 
than the resistance from gravity only on the maximum ^r^i^e^ 
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We may express the problem to be solved most concisely and 
clearly by the aid of a little algebra, of the mildest desorip* 
tion. 

If we let X = the required degree of maximum cunrature; 

c =* the resiBtance m lbs. per ton per degree of eurva- 
ture, on an x degree curve, per- 100 fiet occupied bjf 
ike train; 

I = the longest train which can be hauled up the maid- 
mum grade by the heaviest engme in use; 

g = the resistance in lbs. per ton due to gravity only on 
the given maximum grade: 

then what we reqnire in order to fix a maximum degree of 

cnrvatxure, x, is that, in all cases, 

xcl<g.(l) 

If, however, we are cari fol to assign the largestposnblevalues 

(within reason) to c and Z, we may determine x by giving this 

inequality the form of an equation, viz.: 

xcl = g,(2) 
whence we have, 

§ 

x = —. (8) 

el 
•••• or, 

9 

xc = -. (4) 
I 

To solve this equation, we require to determine fnATimTim 

values for c and 2. 

l%e longest trains which may be hauled up grades (value of I), 
This is a simple question ot fact. The longest possible train is 
one of empty cars. Its absolute length is directly as the 
weight on drivers, and inversely as the rolling firiction and ad- 
hesion assumed. We may assume the heaviest engines in com- 
mon use (see Tables XY. and XYI. pages 74 and 75) as 35 
tons on drivers, 60 tons gross, including half-loadt>d tender. 
As for the rolling friction, very extended experience in this 
country and Europe shows that 7 lbs. per ton is about the low- 
est which can be realized in daily practice on straight grades 
at moderate speeds. We might substantiate this by number- 
less authorities, among others by some recent and valuable ex- 
periments with heavy trains on the Lake Shore & Michigan 
Southern Railway by Mr. P. H. Dudley with his dynograph. 
(See Trans. Am. Soc. Civ. Engrs., October, 1876). The lowest 
rolling friction there realized was 6.88 lbs. In respect to the 
ratio of adhesion, there :s no variable element in the man- 
agement of railways more nearly invariable than that, in the 
daily routine of business, trains are uncor sciously adjusted to 
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an adhesion of abont ^ at the points of maximum resistance. 
The trains above referred to, which we may assutne to have 
been as heavy as was prudent (although at the same time they 



TABLE XXV. 

Showing the Maximum Traim of loaded and empty cars tohidt, can be 
hauled tip various straight grades (uncomplicaUd by curvature) in the 
daily routine of business by the heaviest engines in common use on 
American Baihoays (36 tons on drivers, 60 tons gross including 
tender). 

Boiling friction assumed at 7 lbs. i>er ton. 



I 



•8 



trSoB 
'-4- 



Lev 7.0 
10 10.8 
20U.6 
30 18.4 
40 22.2 
SO 25.9 



60 

70 

80 

90 

100 

120 

160 

200 



29.7 
33.6 
37.3 
41.1 
44.9 
62.5 
63.8 
82 8 



Tons wt. 
of train. 



2,000 
1.296 
969 
749 
631 
641 
471 
418 
376 
341 
812 
267 
220 
169 






1.940 
1.236 
899 
689 
671 
481 
411 
368 
316 
281 
262 
207 
160 
109 



No. of 
cars in 
train. 






216 
137 
100 
76 
63 
63 
46 
40 
36 
31 
28 
23 
18 
12 



Tot.length 
of trains 
(in 100 ft. 
stations). 



108 'i2.20 

69)46.20 

33.80 

26.80 

21.60 

18.20 

16.80 

13.80 

12.20 

10.80 

9.80 

8.20 

6.60 

4.60 



60 
38 
32 
27 
23 
20 
17 
16 
14 
11 
9 
6 



36.60 

23.60 

17.80 

13.20 

11.20 

9.60 

8.20 

7.20 

6.20 

6.60 

6.20 

4.20 

3.60 

2.60 



Values of - 



g resist, grav. 



0.000 
0.081 
0.226 
0.440 
0.706 
1.04 
1.44 
1.92 
2.48 
3.16 
3.87 
6.64 
8.76 
16.90 



length train 




0.000 
0.160 
0.427 
0.860 
1.36 
2.00 
2.77 
3.69 
4.89 
6.20 
7.28 
10.04 
16.26 
30.80 
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Bemabk.— This table differs irom Table XVII., page 80, in that it is 
made up for a mmimum rolling friction of 7 lbs. per ton instead of 
10 lbs. per ton; the latter being the rollmg fHction which is indi- 
cated by the loads hauled on various grades which are complicated 
by curvature. The difference, however, is not due to the direct 
r«i«&inc« caused by the curves, for that is the same on each srade, 
like the rolling Motion proper; but is probably owing to the limit- 
ing effect of such curves on trains in excess of the apparent resist- 
ance. The above loads are hauled in daily practice on roads of light 
curvature and grades. 

g 
The last two columns above give values of the function - which is 
required in solving eq. (4) p. 172. I 
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• ••• 
• • • 

• ••• 
••••• 
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would appear to be in approximate bccordance with the daily 
practice of the line) were adjusted to an adhesion of 1-4.88. 
These data given, we may construct the preceding table (Table 
XXV.) of maximum trains. 

In the last two columns of this table are given values of 

i.e., resiBt. gray, per ton 



t! 



length train in 100 ft. stat'xia 

which ^e require in solving the formula above (Eq. 4). 

Maximum Besintanoe in lbs, per ton per degree of curvalitre per 
100 feet of train (value of c). On no scientific question of finan- 
cial importance is there puch a dearth ot definite knowledge as 
on this. The writer has been obliged to evolve an approxima- 
tion out of his inner consciousness and finally test it by known 
facts ; of which, fortunately, he was able by diligent effort to col- 
lect a considerable mass, which may be found embodied in Ta- 
bles XXVn.— A and XXVII.—B. 

Molesworth guesses in his Pocket Book (old edition p. 40) 
that the average value of c " may be taken as" 1 per cent, of 
the rolling friction per degree of curvature. This was 
for curvature of average sharpness with inflexible 
wheel bases, and we may assume it as measuring 
the m^xximum resistance wirh a flexible wheel base for very 
flat curves of 1° and 2°. This percentage, however, undoubt- 
edly increases somewhat faster than the degree of curvature, 
and on a 10° curve we will assume that it is as much as dotMe, 
or 2 per cent. This assumption we shall finally see to be be- 
yond the indications of experience, as indeed it should be. 
For curves of more than 10° or 12°, the percentage undoubted- 
ly increases much more rapidly until we reach a superior limit 
fixed by the experience of Mx. Charles EUet on the Virginia 
Central Railroad. Mr. £llet found on the " Mountain 1 op 
tctkck" that a reduction of 58.4 feet per mile was not quite suffi- 
cient to compensate for the effect of a 19° curve (300 ft. radius) 
with trains 120 to 150 feet long. The resistance of gravity on 
a grade of 58.4 feet = 22 lbs.; 22 lbs. -r- 19° = 1.15 lbs. per 
degree of curvature, and 1.15 lbs. -h 1.20 = 0.925 lbs. per ton 
per degree of curvature per 100 feet occupied by the train = 
9^ per cent, of the rolling Motion (10 lbs. in this case). As- 
suming 10 per cent, and 18° curves as the superior limit, we 
may construct Table XXYL, the manner of doing which will be 
sufficiently evident on examination. 
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TABLE XXYI. 

Showing the maximum pereenicLge vMch the retittance a/riringfrom 
curvature per 100 feet of train heart to the rolUng friction proper. 

Ab substantiated by the experience with limiting curvature of all 
American railways, as shown in Tables XXVII.— A and XXYII.— B. 





Percentage of curve resistance 




Degree 
of Cur- 


per 100 feet of train to 


the 


Total resistance ef curve 


rolling friction proper. 




in lbs. per ton per 100 
ft. of train — per cent, 
in previous column X 7 


vature. 










Per d^free qf curve. 


Total. 


lbs. per ton. 


1° 


1 p.c. X 1 = 


1. 


p. 0. 


0.07 lbs. per 100 ft. of tr'n. 


2o 


1 " X 2 = 


2. 




0.14 •• " " 


3° 


1.1 " X 8 = 


3.3 




0.23 " 


4° 


1.2 " X * = 


4.8 




0.336 " 


5° 


1.3 •' X 6 = 


6.6 




0.460 " 


6° 


1.4 " X a = 


8.4 




0.688 " 


70 


1.6 " X 7 = 


10.6 




0.736 " 


8" 


1.6 " X 8 = 


12.8 




0.896 " " 


90 


1.8 " X 9 = 


16.2 




1.134 " 


10° 


2. " X 10 = 


20.0 




1.4 


11° 


2.4 '* X 11 = 


26.4 




1.848 " '• •* 


IQO 


2.8 " X 12 = 


33.6 




2.362 " *' " 


13° 


3.2 " X 13 = 


41.6 




2.912 " 


U° 


4.0 " X 14 = 


660 




3.92 " •* •• 


16° 


6.0 •* X 16 = 


76.0 




6.26 " 


16° 


6 " X 16 = 


96.0 




6.72 " " " 


17° 


8.0 " X 17 = 


136.0 




9.62 " " 


18° 


10.0 " X 18 = 


180.0 




12.6 " 



Remarks. — ^The rolling firiction is assumed at 7 lbs. per ton, the 
same as in Table XXY. If it were assumed higher, the aggregate 
curve resistance would be higher, but the length of train propor- 
tionately shortened so that the result would be the same. 

The preceding table gives a very large aggregate curve resistance. 
Thus, for a train 1,600 ft. long (about 46 cars) on a 10° curve we have 
1.4 lbs. X 16=22.4 lbs. per ton, this being equivalent to tne resist- 
ance from gravity only on a Q') ft. grade. This excess ovt-r the actual 
resistance, nowever, is essential in order to include the full limiHng 
effect which curves have in excess of their uominal resistance as 
pointed out below. 



The latter column of Table XXYI. gives the values of x c which 
we require in order to solve equation (4) above. We have al- 

9 
ready determined maximum values of - i see Table XXY.); 

and, by interpolating those values in the last column of Table 
XXYI. above, we shall have opposite to it the cerri sponding 

9 
value of X required. For example: the value of - for a 60-feet 

grade is, for empty cars, 1.44 lbs. per ton. Interpolating this 
value in Table XXYI., we find the corresponding value of x c 
to be opposite a 10° + curve, the latter being, consequently, 
the degree of the curve which, under no circumstances which 
can properly De provided for, will oppose as great a resistance 



176 

to the longest and heaviest trains as will be enoonntered from 
gravity only on the maximnm grade. 

Table M. gives the degrees of curvature thus deduced, and 
its construction and manner of application will now be suffi- 
ciently evident by an examination of the table itself with its 
accompanying notes. 



TABLE M. 

SHOWIKO THE OUBVE OTSf A liEVEL WHICH WILL HAVX LESS UMITXNG 
EFFECT THAK ANY GIVEN STBAIGHT GBADE ON A TANGENT, ON THE 
LONGEST TBAIN8 OF LOADED OB EMPTY CABS WHICH CAN BE HAULED 
UP THAT GBADE BY THE HEAVIEST ENGINES IN COMMON X7SE (36 

tons on driyers, 60 tons gross). 

As ntbttanticUed by the average daily experience ofaU American railways 
as set firth in Tables XXVIl.— A and XXVn.— B. 



Bate of 


Curve of equal resistance on a level. 


Maximum Grade 
on Tangents. 






Trains of Empty Gars. 


Trains of Loaded Gars. 


Level. 


Tangent. 


Tangent. 


10 


1°10' 


2° 10' 


20 


3° 


4° 60' 


30 


6° 


7° 60' 


40 


6° 60' 


9° 50' 


60 


8° 30' 


11° 20' 


60 


10° 


12° 40' 


70 


11° 


13° 40' 


80 


12° 


14° 40' 


90 


13° 


16° 30' 


100 


U° 


16° 10' 


120 


15° 


17° 10' 


160 


16° 40' 


18° + 




18° + 


18° + 



Bbmabes.— This table is deduced by comparison between Tables 
XXY. and XXYI., as set forth in the text, and is believed to err on the 
safe side. As it rests solely on rudely-observed facts, however, and 
not oii experimental data, it is liable to err slightly in either direc- 
tion on the higher curves. 

Reversed curves cause a greater inherent expense for wear and tear, 
than simple curves, but— if they be connected by tangents not less 
than 60 feet long p^ degree of curve— they cause no appreciable lo^'s 
of power over a continuous curve. 

Carves shorter than the average train length may properly be made 
somewhat sharper than the above table indicates in proportion to 
their shortness, when occasion arises. This difference, however, 
should hardly be more than 1° for a curve half a train-length long. 

The reduction in grade for curves should never be less than 0.1 per 
station to eliminate their limiting effect, as set forth m the text. 
This reduction, moreover, sbould in aU ca^es extend half a train- 
length above the curve at the upper end. On the other hand, it may 
begin about >i of a train-length on the curve at the lower end. These 
fand all) changes of grad*) should be connected by long and easy ver- 
tical curves. 

Trains are never fully loaded even with an evenly balanced traffic. 
The best average practically possible in the latter case is about % of 
a load. See remarks below, on page 183. 



Its limiting curves on various BaUtoays^ 
in.) 



'D CURVATURE. 




Deductions from Statistics. 




* 

1 rvature. 


r. ■^z c 


Total 


Minimum 


Kemalnder. nhowinf! 
mux. reKint. of curve 


Do. by 
Tab. XXVI 


Max. length of 


power 

of 
Engine. 


train re- 
slsta'c on 
tangents. 




■ mttx. curve. 


Total. 


Lbs. per 
ton. 


X length 


J udeg's 


In It. 


of train. 












9.0 lbs 
8.45 


8.42 lbs 


SO* 


500 


1-5 


15,(K)Glb 


6,797 lbs 


8,-^031b8 


9.14 


ft4*»52' 


878 




15,000 


12,800 


2,200 


5.1 


3.90 


llg** 


1,562 




15,000 


8.014 


6,U86 


11. 1 


7.35 


160° ± 


2.0(0± 




13.000 


11,878 


1,122 


4.0 


4.05 


95° ± 


1,000± 




16.(K)0 


9,783 


61217 


7.1 


13.0 


fi.5°H- 


1,000± 




16,000 


9,560 


6,440 


7.5 


17.25 


95° 


1,000± 




12.200 


10,463 


1,738 


8.1 


4.0 


95° 


I,000± 




16,(00 


12,945 


3,055 


11.5 


4.75 


40°30' 


405 i 




15.000 


7,111 


7,889 


18.3 


9.1 


-180° 


>1,250 




12,000 


10,690 


1,310 


8.2 


8.28 


180°± 


950± 




11.000 


7,060 


3,940 


55.9 


22.1 


180° ± 


»50± 




11,000 


7,260 


3.740 


51.6 


28.0 


180''± 


950± 


H 


18,667 


12.420 


6,247 


104.1 


11.2 


180°± 


950± 


H 


18,667 


15,585 


3,142 


41.9 


15.3 


•evers. 




X 


14.933 


13,100 


1,833 


4.5 


163.2 



possibly be considered as arising from the curve, as deduced by 
io of adhesion was taken at 1-5, except In a few cases, as noted, 
'.\i as tax the engine, but simply those which are regularly hauled 
im for dally practice. In nearly all cases above from one to three 
%ble were obtained by personal application to the officials of the 
e. 

m as deduced by multiplying Its actual length in stations by tlie 
m remembered that thnse train lengths are in all cases very much 

in preparing Table M. is by so much dimlnlsihed. Thus, in the 
ne engine would handle 473 tons (Including Its own weight) on a 
E^reas multiplying the actual length of the train (5.8 stations) by 
ng Table M. we assumed that trains on such a grade would be 
\ ly close correspondence, considering that this was for a cufve 
er by Mr. Fink), according to some undetermined law. A similar 

of that which experh nee Indicates. 
LOUt the table for the actual resistance arising from the curve. It 

per ton, yet It is conclusively shown by the effect of the grade 

• from lime to time and which In this case was vouched for by no 
y) by Robert Falrlle himself, Chief Engineer Russian Department 
ian 0.3 the engine could not move the train at all on the given 
was only i}i lbs., or about yi lbs. per degree I Our rule would 
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v€8 on various Railways, 



.TURK. 


] 


Deductions tkom Statistics. 




Total 


Minimum 


Remalndei 


t nf ciirvA 


Do. by 
Tab. xxTi 


urthof 


power 
of 


train re- 
slstn'e on 






irve. 




Lbs. per 


X length 


In ft. 


Engine. 


tangents. 


Total. 
8,610 


ton. 


of train. 


,200 


9,600 


5,990 


7.4 


9.44 


500 


15,000 


4.697 


10,303 


15.35 


12.1 


405 


J5,0(iO 


12,504 


2,406 


5.9 


7.6 


,562 


15,000 


6.617 


8,383 


16.0 


11.6 


l,0C0±l 19.200 


16.440 


2,760 


6.9 


9.9 


,000±! 16,000 


7,327 


8.673 


13.2 


25.6 


,000±i J«,000 


6,433 


9.567 


16 6 


22.6 


•,000± 16.000 


13.905 


2.095 


70 


10.6 


405 


15,000 


6,947 


8,05:^ 


19 1 


]7.1 


Hd. 


15,600 


12,600 


3,000 


17.4 


16.2 


700 


12,000 


11,080 


920 


4.0 


83.93 


950± 11.000 


5,677 


5,423 


94.3 


28.2 


•ever. 8,780 


5,177 


3,583 


25.1 


204.0 


k* 


8,760 


5.177 


3,583 


25 1 


408.0 



reported to the writer as loads bauled In the 
le most Important branches Into the coal regions, 
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So far with theory and gnesswork; lot us now test 
all this by the results of experience. In Table 

XXVn.--A and XXVn ^B will be found detailed 

statistics ef trains which are regularly hauled around 
limiting curvature on 30 different railways, parts of railways, 
or classes of trains. All exceptional or oecasionaJperformances 
have been carefully and rigidly excluded (except as stated in 
the notes) in addition to a large number of cases for which one 
or more of the many data required could not be ascertained with 
proper certainty. The curves, it will be observed, range trom 
6° to 20°+, for trains of both loaded and empty cars, and the 
curvature is in every case such as had an unmistakable limiting 
effect. In the last columns of these tables are given the maxi- 
mum resistances which can possibly be considered as arising 
from the curve, as deduced by deducting minimum values for 
the other sources of resistance from the tractive power of the 
engine, assuming it to be fully exerted; and it will be observed 
that in a majority of instances the resistance is less than that 
given for the same curve in Table XXVI., from which Table M. 
was deduced; the most notable exceptions being in a few cases 
on very heavy grades with short trains. The writer submits 
that the' e facts, in connection with the extreme care every- 
where taken to keep well on the safe side, entitle Table M to a 
high degree of credence as an entirdy safe table for practical 
application in the location of any railway :— always provided 
that it is intelligently and correctly applied in the man- 
ner we shall set forth below. However, he clearly appreci- 
ates its essentially defective and empirical character, and, 
especially on the sharper curves, it may err slightly in either 
direction ; but this was unavoidable. The care taken in the 
collection and analysis of the basis of fact has been very great, 
but an amateur investigator cannot commani those facilities 
which are essential for a more definite result. 

A few inexpensive experiments by any railway would remove 
this unavoidable condition of uncertainty, and give to engineers 
a positive and entirely trustworthy solution of a pre-eminently 
important financial problem ; but the question is of import- 
ance only to "railroad stakers-out," and after forty years of 
devil-may-carelessness it is probably useless to expect ^at any 
one will see fit to make them. All the brains of the profession 
seem to be absorbed in the effort to save a few pounds of iron 
in Phoenix columns and sail as close to the wind as possible in 
the proportions of eye-bars. For example, in the last "Beport 
on the Progress of Work" of the Cincinnati Southern Railway 
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may be found a baker's dozen of carefully prepared plates of 
the class referred to — and the writer would be the last to de- 
ride their value; but it is not on record that any experiments 
were resorted to or any pains taken whatever to determine 
what should be the proper limits and inter-adjustment of their 
maximum curvature and grades — ^in fact it is very evident that 
the subject was not even given a careful mental analysis — and 
we propose to consider the consequences of this unfortunate 
oversight. Doubtless the care of these engineers has gained 
them some very good bridges, but they have "strained at a 
gnat and swallowed a camel" with a vengeance, for what they 
did NOT do has cost them more than enough to duplicate every 
bridge upon the line, and every tunnel also, and very possibly 
the greater portion of their masonry in additiou. But the 
W'iter wishes it distinctly understood that he selects this rail- 
way for criticism, not because it is exceptional, but because it 
is prominent and not exceptional. He reflects with pain upon 
the professional judgment of any man, but it is time that the 
truth should be pointed out and made clear ; and by selecting 
this railway as one out of many, he hopes to show in a few 
words where millions of money have gone and are going. 

The standard adopted on the Cincinnati Southern Bailway 
was as follows : 

1«^. No grade shall under any circumstances excted 60 feet per 
mile, 

2d. No curve shal under any circumstances he sharper than 6°. 

But:— 

3d. These limits may be freely used in combination with each 
other; i. f , 6° curves may he inserted in unreduced 60-feet 
gra4es»% 

We will grant for a moment the propriety of the first and 
third standards, and consider the second : If we may use 60- 
feet grades + 6® corves, why should we not use sharper corves 
on lower grades or on a dead level, if we can thereby save an 
honest penny ? 



X We select for diBcussion the standard of " Operating Divi- 
sion 3." That for each of the others was similar in principle, and as 
follows : 

Operating Division 1, . . 26.4 feet grades ac d 4*> curves. 

2, .. 62.8 •♦ " " 6° 

" " 4, . . 40.0 " •* •' 4° or 6° curves. 

It is poBsihle that in the latter case the principle we are contend- 
ing for was so far recognized that 6° or 6^ curves occur only on minor 
gradients. 
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The answer can only be one of three reasons : 

1st, A 7° or 8° or 10° curve of the same angular length is so 
enormously more costly in wear and tear that in no single case 
on this costly line would the saving in cost of construction 
have paid for the loss therefrom; or — 

2d. A 7° curve on a 46-feet grade, or an 8° curve on a 80-feet 
grade, on a 10° curve on a level has such a powerful limiting 
effect upon trains that the same engine would not haul the 
same train around them as around a 6° curve on a 60-feet 
grade; or — 

3d A 7° or 8° or 10° curve is so exceedingly unsafe that the 
additional danger therefrom would in no case have been repaid 
by an adequate economy in construction. 

There is no escape from accepting some horn of this trilem- 
ma, if the standard adopted is to be justified at all;— and any 
man who could maintain any one of them must be wandering 
in mind. In commenting upon such an utter and evident 
blunder as this, it is difficult to maintain that tone of modera- 
tion and courtesy which should characterize a scientific dis- 
cussion. When we consider that every one of the great trunk 
Imes has 8° or 9° or 10° curves and moves more cars over them 
in a month with unsurpassed efficiency and economy than the 
Cincinnati Southern Railway will ever move in a year; when 
we consider that many railways of large traffic have 10° and 12° 
curves which result in no serious danger or expense per train 
mile; what is the Cincinnati So i them Railway that it should 
set up an infleidble standard of this kind and stick to it regard- 
less of cost; even if it had saved a tnfle in expenses or danger, 
which is very doubtful ? We pass to the second branch of our 
subject, viz., the propriety of allowing no grades higher than 
60 feet per mile, and yet having 6° curves on that grade. 

This standard we may regard with more patience, for it may 
be plausibly justified by such reasoning as this: That on the 
whole the average is about the same; that if grades are lower 
on curves they must be higher on tangents; and that engines 
would lose on the tangents all that they gained on the curves. 
In other words, this position assumes that in the daily routine 
of business engines may be relied on to do a little more work 
on curves than they could continuously; because on the inter 
vening tangents they will have a little less work to do, 
and will thus accumulate steam and get up headway to 
carry them through the next curve. It follows that if higher 
grades were used on tangents than on curves, the engine could 
not do this, and hence the higher grades would have a limiting 
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effect on traixiB, and injuriously affect the value of the line. 
The writer hopes he has stated this position fairly aod forcibly. 
The first fallacy in this reasoning is a neglect of the elemen- 
tary principles of the steam-engine. We can overcome mo- 
mentarily excessive resistances in only two ways. The first 
of these is by varying the point of cut-off and using more 
steam for the moment than we can produce continuously. The 
wasteful effect of this practice, when the engine is already 
working close to its fall power, is shown without further dem- 
onstration in Table XXym. Jt is sufficiently evident that if 
we were to spurt around occasional curves in this manner the 
engine would need to be relieved of 3 to 4 foot-pounds of work 
elsewhere for every foot-pound thus performed. 



TABLE XXVni. 

Showing the eogt in tteam of any additional power gained by varying the 

point of cut off. 



Point of 
Cut off. 






Increase p. c. 
in steam used. 



p. c. 



100 
50 

33H " 
25 
20 
16% *• 



Average pres- 
sure (initial 
pressure 100 
lbs.) 



38.6 
59.6 
74.2 
84.6 
91.9 
96.4 
99.2 



lbs. 



Increase p. c. 
in power. 



54.8 p. c. 

24.6 " 

14.4 " 

8.6 *• 

4.9 " 

2.8 " 



Increase p. c- 
in power per 
loop. c. in- 
crea^e is 
steam used 



54.8 p. c. 
49. " 
43.2 '« 
34.4 •* 
24.6 " 
16.8 " 



Bemasks. — ^The average pressure is computed by the ordinary for- 
mtda for steam used expansively, to be found in any of the pocket- 
books (except Trautwine). The above table represents about the ex- 
treme variations a> to cut-off for the locomotive engine. 



As a matter-of-fact, no runner ever resorts to this practice 
as an habitual reliance and the only other method of equal- 
izing an unequal resistance is by acquiring rixomentum^ or, in 
other words, by a constant alternation of high and low speeds. 
This butting process is excessively expensive at best, for the 
speed must be considerable if the accumulated momentum is 
to be of much service. Every time the locomotive enters or 
leaves a curve, a shock more or less severe runs through the 
train, and this kind of action is one great cause of locomo- 
tives wearing out so much more rapidly than stationary en- 
gines ; as any one will perceive who will consider the effect on 
a stationary engine, runrdng loUhoiU a governor ^ of rapid 
changes of load or speed. In order to eoonomize in construe- 



181 

tion ire moat often pat ap vith tfaia dinadTantsKs ^od iotro- 
dace vuTiug resiBlances, bal to ezpend money to do 90 by 
keeping doTn tangent gradea to the carve maiimmn is the 
worst or bad practice.^ Bttt, even if the prooeaB were inei- 
peDBive. 

2d. As soon &B the ndhesion is leaBened for any reason the 
poMJ&fl%ortbiBcoiirBeiBdeBtTOyed; foe alow speed is then 
unavoidable and there is no aTsilable mpmentnm. llie same 
la Ime if traina are ntopped or steam production checked for 
any canae on mling grades. Now all trainB are at all times 
exposed to anch contingencies, and no railway can aCfbrd to, or 
does, lake cAanwe in such matlera or vary its practice accord- 
ing to the daily ' ' probahiliiies." It will, and ebocdd, adopt 
anch habitual loads as are aur« of going through without stall- 
ing; and the inevitable effect ia that trains are adjusted, not 
to an average betne en the tangent and curve reaiatance, but to 
the tnaiimttm reeistaoce in the strict sense of the word. Bat, 
grantinR that tbia averaging or batting proceaa la both ines- 
peneive and poaaible, on corvea »t moderate length. 

3d. The Cincinnati Southern (and mostotheranch railways) 
ia estopped Irom pleading either of the above argmneots, be- 
canae the cniyes on tbe maiimam grades are so frequent and 
long tbat Uie baiting process ie under any cirautialaneea an 
impoaaibility. The writer heard of one enrve over 2,000 feet 
long (120°) on the maiimnm grade, with others approaching 
tbat limit in close proximity. On many railways even loiter 
ouTveB are introduced. No momentum can be relieil on 
to carry traina aronnd anch curves, even if there were op- 
portunity to accnmnlate it, which can never be relied on. Bnt 
I here we enter on an argument of still greater force), BveD if 
snch curves be all abort and onr previous reaaonlng has no 
force whatever. 

fl It tB not uncommon to hear enfflneen readon by snalogy from 

the engine <o get up headway. No error could be morii groAS or 

rests on ptvfliolcgical reaaans. but tha loaomutlve bsa no muBclea 
to be relieved. It is ■ simple problem ot so much bWbqi. so much 



.0 three miles we should 
uksof grsdelbaiweenstdt 
■ ■re slwajrs disadvantage! 
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Uh. The argaments by which the averaging theory is jasti- 
fied neglect some important facts as to the nature of curve re- 
sistance. The writer had hoped to base this paper upon a scien - 
tific demonstration of the exact nature and extent of these 
forces by an engineer whose well-earned fame would carry an 
authority which his own words cannot; but the requisite ex- 
perimental data were not available, and as they would involve 
the expenditure of a few hundred dollars by some railway, they 
probably never will be available. Fortunately, however, the 
statements we shall make are of such a character that every 
practical reader will recognize that such facts exist and are 
operative to some unknown extent, notwithstanding the fact 
that the statements made are of necessity based solely on the 
writer's rude deductions from observed facts. 

The law of curve resistance is such that the average resiaf^ 
ance per ton, and the limiting effect of curvature, have very lit- 
tle connection. When a train is bowling al ng at a fair rate of 
speed under full control, the curve resistance is comparatively 
a minor matter; bat as soon as, for any reason, the train be- 
gins to labor on the curve, and speed is checked, the resist- 
ance, even in pounds per ton, is increased to a greater or less 
extent, on account of the fact that the lateral resistance caused 
by the super-elevation and obliquity of draft, is no longer 
balanced in any degree by centrifugal force. How much or 
little effect this cause may have cannot at present be deter- 
mined, on account of the profundity of professional ignorance 
on this subject; but it is a matter of general notoriety that it 
has some effect, and there is another fact to be considered of 
far greater Importance. The resistance caused by each car is 
not uniform, as on a grade. Of the various lateral forces which 
in the aggregate cause the greater portion of curve resistance 
(for the slipping of wheels resolves itself into a lateral force), 
an important element is that caused by the obliquity of draft, 
and this incr« ases in a geometrical ratio (more or less rapid 
according to undetermined laws) with the length of the train, 
and tmth the grade on the curve.\\ The last cars undoubtedly 

II i^or an appreoiatiou of this latter (and generally unrecognized) 
fact, the writer is indebted to Mr. Albert FiNK,and if we might hope 
that any one would ever thoroughly investigate the action of all these 
force<>, it might possibly prove an element of much importance in 
the economy of curvature. How tar and to what extent the tractive 
resistance varies with the action of the lateral forces is wholly a 
matter of conjecture; but the lateral resultant from obliquity of 
draft on a 6° curve is more than three times as great on a 60-feet 
grade as on a level. It is not probable that the UmgitudincU re- 
sistance varies in anything like this proportion, but it must at least 
have an effect of appreciable importance. 
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cause a considerably greater resistance than the average of 
the whole tram. 

Now, however difGlcult it may be to determine the effect of all 
these forces theoretically, the locomotive runner is not long in 
finding it out practically. He is loaded, perhaps, with trains 
of 30 cars, and finds he is sometimes stalled. His train is then 
cut down to 27 or 28 cars. Now the conditions are entirely 
different. He has ample power, i*nd hence no need of it ; and 
if the resistance of such a train were measured on 60-feet grades 
+ 6° curves, it would probably be found that it was only equiv- 
alent to about 68 or 70 feet per mile. Bvi if it should he at- 
tempted to reload his engine to angthing like its fuU capacity as 
thiLsindicatedy it wovldtkt once be found that the resistance 
would mount up, under unfaoorahle conditions, to that arising 
from a grade of 80 or 84 feet per mile, and his train would be 
stalled. Now, it is self-evident that we may (and should) so 
design our alignment that engines may always be loaded to their 
full working capacity at any or all points, and hence 80 or 84 
feet per mile is the equivalent straight grade which we may 
freely use ; and yet it is very true that, if we do so, the resist- 
ance in the daily routine of business, wonld undoubtedly be 
higher on the 84-feet grades than on 60-feet grades + 6° curves; 
bvt this over-plus of power on the latter is absolutely essential^ in 
order that the curve resistance, largely caused by the last cars 
of a train, may be in no danger of so mountmg up on us that 
we cannot handle our train at all. By using a little lower grades 
on tangents — say 70 or 75 feet per mile — we might then trust 
a little to the butting process, and possibly squeeze through a car 
or two more than if vre used 84:-feet grades, at a cost about 
twice as great as if hauled in a separate train. It does not re- 
quire demonstration that no engineer is justified in reducing 
grades for such a purpose if it adds anything whatever to the 
length and cost of his line. 

We have tried to make this argument as clear and plain as 
its importance demands ; but, for any one who cannot or will 
not admit it, we add unimpeachable facts. We have claimed 
that the Cincinnati Southern alignment is equivalent in limit- 
ing effect to a straight grade of 80 or 84 feet. Referring to Table 
XXV., p. 173, the corresponding net load of empty cars for a 
35-ton engine (on drivers) is 33 to 35 cars. Long experience on 
the Eastern Division of the Erie Railway has shown tbat the 
maximum load of empty cars hauled in daily practice ovet ^' 
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feet grades+S'' ctinres is 35 to 40 cars by a 37^ ton engine. This 
proves the fact Q. E. D., for nothing is more follj established 
by experience than that a 35-ton engine might be relied on to 
haul nearly or qoite 46 empty cars on a straigM 60-feet grade, 
as indicated in Table XXY. (this corresponding to a rolling 
friction of 7 lbs. per ton), if all curves were JieavUy and amply 
reduced. The latter is the vital point. All or nearly all high- 
grade railways are needlessly suffering from the effect of limit- 
ing curvature, because, if a reduction of grade has been at- 
tempted at all, it is too little to be of real service ; and conse- 
quently very few railroad men appreciate what heavy loads 

might be hauled on straight maximum grades. For example : 
the Central Pacific and many others reduced 0.05 per station 
per degree ; and the Pennsylvania, the Baltimore & Ohio and 
others, only 0.02 per station. This is little better than nothing. 
It may equalize the average resistance, but to equalize the 
limuing effect the reduction should be about 0.1 per 100 feet, or 
5 feet per mile. The effect of thid error is visible in the 
fact that the trains hauled on these and many other railways 
are apoarently adjusted to a rolling Motion of 10 lbs. per ton 
instead of 7 lbs., as we have already pointed out ; and yet these 
same trains will in no case give eviden'^e through a dynamo- 
meter of a higher rolling friction than about 7 or 8 lbs. per ton; 
and the latter is actually realized in daily practice on the Lake 
Shore** and many other railways of easy curvature and grades. 
The writer has once explained this curious fact as probably due 
to the allowance lor emergencies which experience has shown 
to be advisable ; but further investigation leads him to believe 
that this explanation is true only when taken in connection 
with the considerations above advanced. iSome railways, fa- 
vor td by nature, do not find it necessary to provide for such 
emergencies. Moreover, all grade reduction for cuivature 
should begin a short distance on the curve at its lower end and 
end half a train-length beyond the curve at the upper end, for 
evident reasons which we cannot enter into. These grades 
should also be connected by long akd easy vertical curves. K 
all these minutisB be not attended to. we shall still have limit- 
ing effect from curvature ; but, if we do so, we may use very 
sharp curves when necessary to economize in construction. 
For example, in the case of the Erie Bailwav above, the same 



** See Jormal Am. Soc. Civ. Engrs., October, 1876, p. 341. 
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trains are hauled with less difficulty around a 10° curve on a 
25-feet grade than up the maximum grade, as will be seen by 
referring to Table XXVIL— A and B.ft A lesson of great value 
to the Cincinnati Southern Bailway might have been learned 
from that curve, at no greater cost than about $12.50 out of 
$12,500,000 for a ticket to New York. 

Now what the railway m question (as well as many others) 
should have done, was to adopt no inflexible standard of either 
grades or curvature. A little of that admirable care which has 
given it such excellent eye-bars should have been diverted to 
the construction of a well-devised sliding scale of ad/jttsimetU 
between grades and curvature. Information should have been 



TABLE N. 

SHOWINQ A OBABI7ATED BOAUEB OF ABJUSTMBNT BBTWBEN OBADE8 AND 
OUBVATUBE; BEING VABIOUB 0OMBINATIOK8 Of EACH WHICH HAVE 
AN EQUAL LncrriNO EFFECT ON THE LONOEfiT AND HEAVIEST 
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ft Special inquiries made, at the writer's request, by Mr. Jacob 
Eeene, Boadmaster of the Eastern Division, among the enginemen 
(the ooly competent authority) gave the following result: "A. train 
of 36 or 40 cars token reaching over two curves (the 10° curve at Passaic 
is reversed) will pull as hard as at any other point on the division, 
some rf the enginemen say: but trains are made up with reference 
I0 the 60-feet grades, and 1 believe an engine will stall with a heavy 
train sooner on the latter than at Passaic. But the difference in 
power required is slight." 
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sought in eyery direction, by personal investigation and experi- 
ment, before driving a stake ; and if we may snppose that— 
with the jB^eater facilities the designers woiQd certainly have 
and the greater ability they might easily have — they would 
have reached sabstantiaUy the same conclusions as those 
which the writer has reached with labor and diffictQty and 
embodied in Table M ; this sliding scale would have been 
about as shown in Table N, on the preceding page. 

Possibly intelligent investigation would show that, if the 
cost were but trifling, it might be advisable to keep more en- 
tirely on the safe side by slightly modifying this table at either 
end, as shown in the latter columns; but it is to be remem- 
bered that it is inno way more important to have the limiting 
e£fect of the combinations at the top and bottom of the table 
less than that of the combinations in the middle of the table 
than vice versa. 

Now such a scale as this, wisely and intelligently used, 
would have given to tbe line an almost marvelous flexibility. 
When we encountered a sharp spur or a deep gully, we could 
use the combinations at the boUnm of the list, and swing 
aroundit with light work: where tangents or easy curvature 
did not cost much, we could use those at the top of the list, 
and thus run down rapidly to our crossings and run up rapidly 
over our tunnels. If we attempt to keep to any one of them 
exclusively we have our hands fall at once; but by passing in 
this way from one to another we could reduce almost any line 
through the roughest country to very light work if it were a 
line of light traffic, or adapt it to such a standard as its traffic 
justified. Why should we not do this ? It requires judgment and 
knowledge and skill doubtless to do so without blundering, and 
much more time devoted to surveys; but is there any other 
sound objection ? All of the above 17 combinations are pre- 
cisely equivalent in limiting effect, and any difference in the 
inherent cost of each is so absolutely trifling as to be unworthy 
of mention; — although not therefore unworthy of considera- 
tion, in adjusting the detailed ahgnroent. We have entered 
into those questions too folly to have our meaning mistaken. 
The effect, however, of a very considerable addition to the 
number of degrees of curvature or feet of rise and fall whici*i 
have no limiting qff'ed is comparatively small. Yet out of the 
whole seventeen the Cincinnati Southern Bailway pitched upon 
one, — ^why that one in particular it would be hard to say — and 
forbade the use of any other of its precise equivalents, however 
great the economy which might thereby be effected. If looa- 
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tion were as careftilly studied as bridge-bfiilding, this would 
be thought to indicate almost iiie last extreme of ignorance, 
like making every bar in a truss of equal strength. Suppose 
some plain country farmer should And that his team could just 
draw him up a steep hill through mud a foot deep, and should 
forthwith draw two conclusions: that it could not draw him up 
any steeper hill wiUiout any mvd, nor through auy deeper mud 
wi'hovJt any hiU; shotdd we not write that man down an ass ? 
Yet this is precisely what has been done on the railway in ques- 
tion (and many others); and that, too, when there were 
12,522,627.2 good reasons for thinking the problem out carefully 
^f it can be called a problem — while our farmer would be 
lucky if he only had one. The only advantage derived from 
this cast-iron rule is, that the unskillfnl trustees fancy they 
have a line which they have not. It sounds very much pret • 
tier to talk of 60 feet and 6° maximums than of 80 feet and 12^ 
maximums. Yet the latter is what they have in effecff and the 
operating value of the line is no greater by a penny's worth 
than if they had them in fact. For they may to-day increase 
any one of their 60-feet grades on a tangent to 80 :f feet per 
mile, or sharpen up any one of their 6° curves on a level into a 
12° curve, and they will not have affected in the slightest de- 
gree the operating value of the line. If there were any slight 
difference in rail wear, etc., in the latter case, or in the effect 
on passenger traffic in the former case, it would be so ridicu- 
lously trivial as to be unworthy of mention. 

Now, if this be so, it becomes of importance to.* remember 
that the effect upon the oost of oonstbuotion of such stand- 
ards is calamitous in a high degree. The precise extent and 
limits of this disadvantage is, of course, an essentially iodeter- 
minate problem, nor has the writer space in which to prove it 
at length, even if he had the detailed data required. What 
momentous changes might have been effected in the general 
route under such a rational and scientific system of inter-ad- 
justment; what short cuts might have become feasible which 
were wholly impossible under the Procrustean standard adopt- 
ed; whether an important reduction in the equivalent ruling 
grade might not have been effected by using say 60 feet and 
10° maxima instead of 80 feet and 12° — all these questions we 
cannot enter into in any way. But it is believed that no one 
familiar with railway construction in mountainous and difficult 
regions will question for a moment that if we may use such a 
graduated scale as that suggested, the cost of construction 
might be reduced at least 25 per cent, without deviating 
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more than 600 or 800 feet from the present line at any 
point; after deducting from the economy effected, the capital- 
ized cost of any difference in distance, cnrvature, and rise 
and fall.^ If this be so, the cost of the railway in question 
has been needlessly increased over $8,000,000 by error in the 
detailed alignment ; without now questioning the propriety of 
the general route or system of gradients adopted. We 
give in a foot note below an approximate estimate of cost 
and quantities, so that any one familiar with construction 
can judge of the difficulties of the route under the standard 
adopted and the probable effect of such a system of location as 
that suggested.§§ In the writer's view, the economy 
effected might very probably have greatly exceeded the per- 
centage aboye suggested, but the moral which it is designed 
to draw in no way depends on the extent of the saving, nor has 
he any desire to exaggerate its amount. Grant that it would 
have been only 11,000,000 in all, was it not worth saving, and 
migJU it not have been saved ? Is it not time that these more 
important questions should be analyzed with that exact and 
conscientious precision which is so freely bestowed on the pet- 
ty details of structures ? The economy and lightness of the 
gossamer-like fabrics which our modem engineers throw across 

tt According to the tables we have previously given, the capitalized 
cost of any increase in these items was as follows, at $1.26 per train 
mile: 

Distance, per foot, by Table A, $0.92 per estimated dally train. 

CHTvatnre, per degree, by Table B, $4.36 per estimated dailv train. 

Bise and Fall, per foot, by Table G, $37.14 per estimated daily train. 

On the other hand, the value per foot of any reduction in the rate 
of ruling grade was (by Table E) $6,686 per estimated daily train. 

§§The total lencth of the Cincinnati Southern Railway is 336 miles, 
and the estimated or actual cost, in round figures, as follows: 

Grading $7,000,000, or about $20,700 per mile. 

Tunnelling (over 6 miles in 

all) 800,000," •• 2,400 " * 

Truss bridges (over 2 miles) 

about 1,100,000," •* 3,300 " " 

Iron viaducts (nearly 3 

miles) about 1,100,000," " 3,300 " 

Masonry , 2,600,000, " " 7,400 " 






<< 



Total $12,600,000," " f37,100 " 

The quantities per mile at average prices were: 

Grading, 138,000 cu. yds. earth at 16c., or 23,000 cu. yds. solid rock 
@ 90c. 

Tunnelling, 79 4- lin. feet @ $31. 

Truss bridges, 33 lin. feet. 

Iron viaducts, 46 hn. feet. 

Masonry. 740 cu. yds. @ $10. 

That portion of the line, however, which we have been especially 
considering greatly exceeded this average : 26 out of 27 tunnels were 
concentrated upon it. 
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great spans are by no means seonred by making them poor and 
weak ; but they are possible beoanse every part of the stmo- 
tnre has been made a separate stndy, and is proportioned with 
scientific precision to sustain exaoUy its proportion of load and 
no more ihan that. In this way it is entirely possible to bnild 
both a good bridge and a cheap one; bnt the bnngler knows no 
medinm between Montreal and Ashtabula. Just so it is in 
location. It is also entirely possible to build both a good rail- 
way and a (heap one, in spite of all ordinary difficulties such 
as were encountered by the railway in question. The great 
cost of such railways is on account of had design. An enor- 
mous expenditure is incurred for purposes which are wholly 
unnecessary and subserve no useful end, as in the case of the 
tubular bridge. But the difference between location and 
bridge-building is that the errors of location are ten times as 
costly, are the rule instead of the exception, and — to any 
one who will look into the subject carefully — are ten times as 
gross and inexcusable. 

THB OOST OF EXOEEDINO THE lilMITINa POINT OF OUBYATUBE. 

We here touch, upon an intricate question — one of the 
most so connected with location. It will be impossible for us 
to do more than offer a few hints, for any adequate analysis 
would require a separate paper at least. 

It is very obvious that on many railways we must use curva- 
ture which will limit trains in advance of giadients ; and, even 
when we can manage to avoid it, we are in no case justified in 
doing so without a careful estimate of the extent of the operat- 
ing economy effected by so doing. 

As a general rule, however, there will be no necessity of in- 
troducing curvature so sharp as to have a hmiting effect on 
trains if the ruling grade on tangents be over 40 or 50 feet per 
mile ; provided we adopt such a graduated scale of adjustment 
between grades and cxurvature as we have already suggested 
(Table N); for we may then use very sharp curves, if neces- 
sary, by reducing grades to a level.^ For lower ruling grades 
on tangents, however, the use of limiting curvature is, as a 
rule, entirely unavoidable. 

In such cases, we are to remember that Table M Ix^s been 
carefully kept within limits where there was c*Ttainly xxq limit- 
ing effect from curvature. But we are not justified in Ixxourri^^K 
much expense till we are certain there ta a limiting efr^^^,; and 
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tfalB point of eer((mdy would not be nntil we exceeded by one 
or two degrees the limits indicated by Table M. 

When we are clearly exceeding fche limiting point for freight 
trains, however, we shall not reach the limiting point for pas- 
senger trains till we introduce curves sharper by 1° or 2°. For 
passenger trains are always run at high speed, with ample mo- 
tive power, and have a relatively low coefficient of curve re- 
sistance, which is in no danger of mounting up on them from 
low speed and insufficitnt motive power. Consequently any 
increase of radii which already exceed the limiting point for 
passenger trains will have value for freight trains only. On 
the other hand, in respect to the maximum grade on tangents 
the case is the other way; there is a certain value in reducing 
them per passenger train considerably in advance of the point 
where it has value per freight train. The equivalent straight 
grade to 60 feet + 6° curves is, for freight trains, about 84 feet; 
and, for passenger trains, not more than 70 feet. Therefore, if 
a reduction from 84 to 70 feet would -p&y for passenger hitsiness 
only we are justified in making it. • 

Again, the point of limiting curvature will vary vei'y much 
with the balance of traffic. If there is much inequality, there 
will doubtless be many trains of empty cars ; but we are not 
justified in incurring expense to adhere to the corresponding 
standard of curvature, unless it will be paid for by those trains 
alone. It is to be remembered, also, that in no case can we 
expect to have trains of fully loaded cars, even with an evenly 
balanced traffic. The best which is practically accomplished 
with such traffic is to average about two-thirds of a load. As 
the inequality of traffic increases, however, the average car- 
load in the direction of heaviest traffic also increases, until, on 
the great east-and-west trunk lines, which have a heavy iue- 
quality of traffic, there are very few cars going east without a 
full load. 

Finally, the most important consideration of all is the prob- 
ble weight of engine. T\n^very greaUy affects the allowable 
maximum curvature; and for this reason, if no other, the 
weight of engine to be used should be settled, as near as may 
be, before beginning location. A simple calculation by the 
formula used in preparing Table M will show that the equiva- 
lent curve on a level to a tangent maximum grade of SO feet 
per mile is, for a 10-ton engine (on drivers), a 10° cuive; for a 
20-ton engine, 7°; for a 30-ton engine, 6°; and for a 40-ton en- 
gine, only 8^^ This is a very marked and important differ- 
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enoe and is the main explanation of the advantage in reepect 
to curvature which narrow-gauge railways undoubtedly have, 
but their advocates do not comprehend or at least admit the 
cause of it. It is equally open (in fact more so) to any com- 
mon-gauge railway of light traffic which will have sense 
enough to use light engines. There is a far more close and 
intimate connection between the volume of traffic and the ad- 
visable weight of engines than is commonly appreciated: it 
might almost be said to vary directly with the traffic. Engines 
can hardly be too heavy for a heavy traffic nor too light for a 
light traffic, and this question should be decided, after careful 
and thorough investigation, before the final location is at- 
tempted. But to follow up the various economic problems 
connected with location which this question brings up, we 
should have to begin a new volume at once; and it is to be feared 
that possibly it is asking too much of locating engineers that 
they shall bother their head over the probable weight of en- 
gines which will not be running for a year or two after they are 
paid o£f and gone. 

Granting the proper limit of maximum curvature to have 
been careftiUy determined for each class of traffic, after consid- 
ering all the various details suggested above, the writer would 
estimate the cost of exceeding this limit as about equivalent, 
per passenger train per degree of curvature, to an increase of 
two feet per mile in the ruling grade; and per freight train, to 
an increase of four feet per mile (or possibly in some cases five 
feet per mile); without now stopping farther to explain or to 
justify this position. These values may be determined firom 
Table E, page 92, for any grade. Thus, if we wish to esti- 
mate how much more an inflexible standard of 60 feet + 6^ 
curves was worth to the Cincinnati Southern Railway than an 
inflexible standard of 60 feet + 8° curves— without now ques- 
tioning the propriety of either standard— we should flnd it — 
allowing interest at 7 per cent, cost of train-mile $1.25, length 
of division 93 miles, and the equivalent straight grade to the 
standard adopted 80 feet per mile — to be worth $12,436 per 
daily passenger train and $24,872 per daily freight train. Al- 
lowing the large business of il fireight + 3 passenger trains, 
this would give the required difference in value as $310,900; or, 
for half that business, $155,450, the latter being the more 
probable volume of business. Thus we see that, in all proba- 
bility, an unjustifiable expense was incurred even to keep 8^ 
curves off the 60-feet grades; which illustrates how important 
it is not to guess at a solution of economic problems. 
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GENERAL AND CONCLUDING REMARKS. 

When a railway is projected— if it be a legitimate enterprise 
and not a mere specolation — a number of economic problems 
arise which are not within the legitimate sphere of the engi- 
neer's duties, but nevertheless mast be settled. The history of 
the inception of a railway is, in its economic aspects, about as 
follows : A certain number of men conclude that there is suf- 
ficient need of a railway to justify the expenditure of a certain 
gross amount in constructing it. This conclusion is not neces- 
sarily expressed in a definite sum in advance, but such a con- 
clusion is in effect reached — although often in a very vag^e 
form — whenever it is decided to proceed with construction. It 
does not by any means necessarily follow that the railway is 
expected to be a source of dired prqfit ; for it may be of the 
highf st value to the community and the investors, and yet 
may never pay a dollar of dividend. In fact, the great major- 
ity of the railways of the world have not been directly profit- 
able, yet how vast beyond calculation have been their benefit. 

All these questions may properly be considered by the pro- 
jectors before deciding on construction ; and with them the en- 
gineer, as an engineer^ has nothing whatever to do, beyond 
famishing a rough estimate of the cheapest line which can be 
built between the two termini for the given trafiSc in view, 
taking into consideration the given rate of interest on capital 
for construction. The question whether to 'buUd the line aZ all 
or not is one of mere finance and business judgment, and must 
be settled by an estimate of the probable cost per mile, gross 
and net receipts, direct profits, and indirect advantages. 

Another question which is outside of the strict line of an en- 
gineer's duties is the probable difference in way traffic on dif- 
ferent lines, although the question as to just how far this dif- 
ference affects the value of the alternate alignments is a strictly 
engineering question of the highest importance. 

These questions settled, however, the province of the 
locating engineer begins. We are now done altogether with 
the question of probable receipts, profits, aggregate cost, and 
average cost per mile, and the duty of the locating engineer 
is to neglect them absolutely and consider only operatino 
expenses; endeavoring so to adjust his alignment that 
the aggregate of those expenses and the interest on cost 
of construction shall be the smallest possible. To this end it 
is imperatively necessary that a most carefol and detailed in- 
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vestigation should be made into a number of different ques- 
tions, which at the best are hard to foresee with any degree 
of exactness. Among these questions are: 

1st. Theprobable number of trains daUy, in every class of 
traffic and on different sections of the line. 

2d. Tlie probable weiglU of traffic in each direction for each 
class of trains and on different sections of the line. 

3d. The probaUe cost per train miie for each class of traffic. 

These three questions should be determined with great care 
by the examination of the statistics of neigh coring and com- 
peting railways; and preferably (if it is designed to make use 
of the tables in this volume) by determining he probable cost 
of **line" or "transportation" expenses only, and then estimat- 
ing the total cost of a train mile as -^ of that amount. Sta- 
tion, terminal and general expenses are the most variable of 
all the items of operating expense in the first place and are 
little if any affected by the alignment in the second place. 

4th. The probable receipts per train mUe from xoay traffic for 
both passenger and freight trains and on different parts of the 
line. 

6th. The most advisable weighi of engines. This depends both 
on the gradients and on the volume of traffic, and has a momen- 
tous effect on the cost of construction as well as on operating 
expenses. The writer has reluctantly neglected to consider it 
in this volume, although he believes that, with the abundant 
stores of empyrical knowledge from which we may draw at 
will, the problem is capable of very exact analysis. Some re- 
marks on this head were made above. The balance should al- 
ways lean in favor of light engines for light traffic for another 
reason, viz.: on account of the increase of business which is 
stimulated by more frequent trains; and by light traffic we 
mean anything less tban 8 or 10 trams daily. 

6th. The greatest length of trains which vku be havied in the 
daily routine of business. On this question also we have made 
some remarks above. 

These are the more important data, which should always be 
determined separately for every railway, with the greatest care. 
In addition to those mentioned, a more specialized estimate 
should be made of the various problems of a more general na- 
ture, which we have considered at great length in this volume, to 
be sure, but, nevertheless, have of necessity determined nothing 
more than a kmd of average.* For example, any important vari- 

* The wnter would suggest, however, that aoy such investigations 
must be made with great care, and extend over a coDsiderahle period 
of years, to be more trustworthy than those given in this volume. 
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ation in the cost of fdel either way from the average of about 10 
per cent, of the operating expenses, will considerably affect the 
value of the various details of alignment. After snch special 
investigation, however, the intelligent reader will find no diffi- 
culty in making the necessary substitutions in the various 
tables of this volume, without reasoning out the whole process 
from the beginning. 

Another question as to which the locating engineer should 
have some definite ideas, if only to check the v^gue visions of 
his board of directors, is as to the pbobablegbowth of traffic 
IN THE FUTUBE, and the justifiable present expenditure to pro- 
vide therefor. It would be absurd to claim that no such ex- 
penditure should be made, for on many railways in the West 
for example, the present business is almost nil ; but as a gen- 
eral rule the excuse of ** a rapidly increasing traffic " covereth a 
multitude of economic sins. 

The writer had collected quite a body of statistics bearing on 
this question, but to analyze them in detail would require a 
long paper; and his own patience is exhausted, as well as his 
readers*, in the attempt to include in one volume a discussion 
of all the various problems connected with the economy of 
alignment. In Table we give the present justifiable expendi- 
ture to save $1 at the end of any given period at any given rate 
of interest. This fact given, it logically follows that, if we ex- 
pect our traffic to double in any given time, we may increase 
our present expenditure by the percentage given in the table. 
This is undeniably correct in theory ; in fact, we might enter 
into further mathematical subtleties, and prove that if the 



TABLE 0. 

SHOWDTO THE JUSTIFIABLE PKESENT EXPENDITUBE TO SAVE $1 AT THE 
EKD OF DIFFEBENT PEBIODS OF TIME. 



Bate of interest 
on capital. 


6 years. 


10 years. 


16 years. 


20 years. 


26 years. 


6 percent 

6 " " .... 

IT <( «« 

8 " " !!.. 

10 " " .... 


$.783 
.748 
.714 
.684 
.621 


$.614 
.668 
.608 
.466 
.386 


$.481 
.417 
.362 
.316 
.240 


$.377 
.312 
.268 
.216 
.U7 


f.296 
.232 
.186 
.146 
.092 



Bemabx —Other yalnes than those given may be determined as 
follows: The value of $1, at compound interest for n years at r per 
cent. n 

= (1 4- r) *^ 
Then, 1 -^ the value thus obtained (given by inspection in a table of 
reciprocals) gives the sum which will produce $1, if placed at com- 
pound interest for the given period of time. 
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ratio of growth of business is greater than the rate of interest 
on capital, the present justifiable expenditure, to provide for 
such increase of traffic, is in/inUe, But all such speculations 
are wholly dt^lusive, and eyen the indications of Table O are of 
value only as fixing a maximum which should never be ex- 
ceeded. It is to b^ remembered, first, that railways are almost 
always built with borrowed capital, and it is difficult for the 
average financier to borrow large sums on future expectations; 
secondly, that we cannot in any case borrow $2,000 per mile as 
cheaply as $1,000 per mile; and thirdly, and mainly, that the 
rate of growth in traffic is Excessively variable and uncertain. 
As a deduction from a large body of statistics, the writer would 
estimate that the growth of traffic will rarely average more 
than 5 per cent, a year east of the Allegheny Mountains, nor 
more than 7 to 10 per cent, a year west of them; and this ratio 
of growth is liable to cease at any time for many years, and at 
periods when it is particularly inconvenient to pay interest on 
discounted expectancies. In striking a just balance between 
all these considerations, and determining their justifiable effect 
on the alignment, there is abundant room for the exercise of 
that sound common sense and keen forecast of probabilities 
which command a ready market in every other field of labor 
but railway location. 

Another consideration which greatly modifies the justifiable 
present expenditure for the immediate traffic and any expected 
future increase is when there is a possibility of adjustxng the 

LINB WITH BEFEBENCE TO THE OONSTBUCJTION OP FUTUBE IM- 
PBOVBMENTS, WHEN TBAFPIC SHATiL JUSTIFY THEM. It is evident 

that in this case the probable growth of traffic should be esti- 
mated in a very different manner from that adopted in con- 
sidering the problem above. We were then estimating the 
maximum limit of present expenditure; and it was proper that 
our estimate should be exceedingly conservative, but by build- 
ing, instead of any given line, A, a cheaper and temporary line, 
B, with reference to the future construction of a still better 
line, C, we effect a present economy ^ and in considering the ex- 
pediency ot this course we may properly adopt the largest 
probable estimate of growth of traffic. If there is any reason- 
able chance that business will increase so fast that at any given 
time in the future it will be advisable to construct the line, C, 
then if the present savmg effected by building a cheaper line, 
B, will, at compound interest, outweigh the loss yearly accumu- 
lated from operating the cheaper line in the meantime, we 
shall be justified in adopting it instead of the more costly line 
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A; and yet it might easily be that, if we had A and B alone to 
choose from, we should unhesitatingly adopt line A. 

The possibility of this course is one of very frequent occur- 
rence on every survey, and it is always advisable, a priori, for it 
tends to prudence and present economy. A theoretically correct 
solution of the problem is very easily reached. We require 
only to determine: 

IM. The number qf trains which wiU be requirtd to justify the 
construction qfline C7, and the probable number of years within 
which that traffic may reasonably be expected. 

2d, The difference in operating value qf lines A and B, per 
daily train. This difference, muUiptied by the estimaled number 
of trains at the time when the construction qf line C «ciS be advisar 
bfe, and by the estimated number of years untU then, will give, 
approximately, the aggregate loss during the g^ven period in 
operating the cheap line B instead of line A, with compound 
interest charged upon it. If the rate of interest be the same 
as the estimated ratio of growth of traffic, it will give it 
eTDOcUy; if the rate of interest be less than the ratio of growth 
of traffic (as would usually be the case), it will give somewhat 
too small a sum ; while, if it be greater than the ratio of 
growth, the amount given will be somewhat toe large ; but the 
differences are not very important. 

Sd. We require to determine the dyfferenoe in cost of construc- 
tion between lines A and B, as determined from the compara- 
tive surveys, and also the amount of this difference at the end 
of the given number of years, compounded at a rate of interest 
representing the fair value of money to the company. The 
formula for this computation is given beneath Table O. 

These few and simple data determined, the problem is solved. 
If the latter sum exceeds that determined above it, the con- 
struction of the cheap and temporary line is probably advisa- 
ble ; otherwise, not. There can, of course, be no approach 
to certainty m estimates based wholly on a guess at the 
probable course of future events ; but the more difficult it 
is to reach absolute correctness the greater need we 
have of som^e guide which shall reduce the unavoid- 
able guesswork to its lowest terms, and save us 
from the confusion worse confounded which results from 
not only guessing at facts but at the effect of those facts. 
The system, of location here under consideration, viz., a cheap 
line for present necessities, located, nevertheless, with especiid 
reference to convenience and economy in future improvements, 
is almost always the truest economy wherever practicable, and 
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highly oondnoiTe to the present and fdtnre prosperity of the 
line; and althoagh we cannot determine the exact balance of 
advantages with the same degree of certainty as in providing 
for known requirements, yet we can assnre onrselves that we 
are not stepping over the limit in either direction, which gives 
a certainty of error. Due judgment and caution require that 
we should do so. 

Supposing all these questions to which we have alluded to 
have been thoroughly investigated and decided, — and for any 
important railway they might well occupy a year's time of an 
able and competent investigator — the engineer who follows the 
method of this book will then be able to condense all his data 
into a nutshell, by drawing up a pocket-memorandum for the 
guidance of location, in something like the following form: 

TABLE P. 

OIVINO A SYNOPSIS OF NEOESSABY DATA FOB THE COBBEOT CON- 

DUOT OF IXXSATION. 

Preiiminary Estimate of probable rate of maximum grade : 

Going East, feeti>ermile 

" West, *' «' " 

(Selecting those grades which, by a rude guess, seem most probable and 
adyantageoos as a oasis for the guidance of surveys and estimates.) 

Assumed weight of Wngines : 

Freight engines tons gro^s, tons on driven. 

Coal " , " " , '* " " 

(See page 190.) 
Mstirmued disproportion in traffic : 

Through freight. 1 ton East to tons West. 

Way " ,1 " " " 

GorreBpondingdisproportion in total wt. of trains (freight and cars) 

Through freight trains, 1 to 

Way • " ,1 " 

Mineral trains ,1" 

Ccrrespondipng vnaximum length of average trains : 

nirough freight trains, cars feet total length 

Way " •* , " , " 

ineral " " , " •• 

Passenger ** , " " " •* 

(See page 173 Table XXY.) 
Estimated Extent and Character of Train Service on (he basis 
qf the above StcUistios : 



Glasses of trains. 



Passenger 

Way Freight 

Through Freight. 
Mineral 



Totals 



No. of each 
class daily. 



Estimated cost per train- 
mile. 



For " Line 
Expenses" 
only. 



Total of all 
expenses 
(p. 188). 



Equlv't No. 
of trains 
at $1 per 
train-mile 



Assumed rate of interest on capital^ per cent. 
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EsHmcUed Batio of Increase in Traffic : 

Minimum prbbable ratio, for estimates which involve an increau 
In present expenditure, .... per cent, per year. 

Maaeimum probable ratio, for estimates with reference to adjusting 
the line for future improvements, involving a decreeue in present 
expenditure, .... per cent, per year. 

(See pages 194 and 195.) 

YAIiUATIOK OF DISTANCE. 

One mile or less, $ per mile; $ per foot. 

From 2 ± to 5 ± miles, $ " " $ " " 

From 5 ± to20 ± miles, $ " " $ " " 

From 20 ± miles, $ " " $ " " 

(See Table A., pace 27.) 

(Frem these values are to be deducted a certain proportion or the 
whole of the following:) 

Capitalited value of the estimated gron yearly receipts per mile (or 
per foot) yVom that portion of way traffic the receipts from which vary 
directly with the distance hatded. $ per mile; $ per foot. 

(See page 28.) 



VALUATION OF CUBVATUBE. 

In 2° curves or less, I per degree, more or less, in the 

curve. 

In 2° to 8° ± carves, $. . . . per degree, more or less, in the 
curve. 

In 8° to — ° carves, $ per degree, more or less, in the 

carve. 
(See Table B, Page 43.) 

(The writer's own personal view is that these valuations are inde- 
pendent of radius, at least for all curves of less than S° or 10° ; always 
provided that the limiting point of curvature be not exceeded, and 
that all curves pharper than 2° be properly eased off at the tangent 
points— as all curves should be— in a manner which it would be foreign 
to the purpose of this volume to discuss. See page 170.) 

VcUue of avoiding a curve aUogether = [No. of degrees in 

carve + degree of carve X 4] X valuation of 1°, as determined 

above. 

(This rule is offered as a flair estimate. It assumes that the cost of 
the curve (whether it be long or short) extends 200 feet beyond the 
tangent points.) 

VcUue of lengthening short tangents = Value of the greatest 
number of degrees of curvature which is covered by the aver- 
age train standing on the tangent. 

(This also is a rule of thumb; but it appears to the writer a very fliir 
rule. The value given for an increase of tangent is greatest in the 
case of the technical reversed curve, and thence gradually decreases 
tin the tangent is a train length long, when it ceases altogether. For 
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"broken-back cnryes" (those curving in the same direction and con- 
nected byfshort tangents) the Talnes giyen may seem high, but in 
the writer's yiew none too high. On the other himd, for the technical 
reversed curve the values given are far too low. In the writer's view 
such curves should never be introduced on the " open road " under 
any circumstances — the objection to them being, not the change of 
direction in itsell, which involves no loss of power over a continuous 
curve to a train in slow motion on a track transversely level; but 
the abrupt change in cant of track. To taper out this cant properly 
there should be a tangent at least 60 feet long per degree of curva- 
ture — ^which any good trackman will speedily throw into a gentle 
curve. By shortening radii such tangents can almost always be ob- 
tained, to the great advantage of the line in every way.) 

Ooift of breaking up long tangents (exceeding two train- 
lengths) = CoBt of 4° of curvature + No: of degrees introduced. 

(This rule assumes the curve introduced to be a 1° curve. The 
writer commends it to the careful thought of those who may have a 
leaning toward that most prevalent and ioolish practice of Incurring 
expense (often considerable expense) for the sake of securing long 
tangents. The dittance lost by a considerable swerve in a long tan- 
gent is absolutely inconsiderable.) 

Pr^erable Degree of CureoJture, aU other things heivg equal, = 



No. of cars in average train. 



(The above rule is the net result of an analvsis which the writer 
intended to give more faliy. It is submitted without further com- 
ment or justification. The writer is personally convinced that the 
curve thus indicated is more economical than a longer and flatter 
one.) 



YALUATION OF BISE AND FAUi. 

On grades of 0.3 per 100 feet", or less, $ per foot. 

" " " 0.3 to 0.5 " " ** $ " " 

(( (( ** 8 *' ** *' % ** '* 

(etc., etc., as in Table C, p. 64.) 

Bedudion in Bate of Minor Gradients : 

(A little table may be made up in the form above from the foot- 
note to Table G.) 

Cost of Breaking up Grades : 

(A convex angle in gradients, if properly rounded ofif with an easy 
vertical curve, may be considered as adding lit tile or nothing to ope- 
rating expenses. The rail-wear diagrams of B. Price Williams (Proc. 
Inst. Civ. £ng.. Vol. XXY., 1866 • indicate that the wear is even less 
than on a straight grade, but this is improbable. 

All abrupt concavities in gradients increase wear and tear of rail 
(and bence of rolling stock) very largely, as is abundantly well estab- 
lished by any amount of evidence ; but if ail such angles be properly 
rounded off with Umg and easy vertical curves, the increased wear ot 
rail is too trifling for estimate or consideration. A neglect of this 
simple, inexpensive and effective precaution is one of the most 
prevalent and inexcusable of all minor errors in railway location. 
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Ifo ohftnge In rate of grade exceeding 0.1 per station is ever neeea- 
aary. nor ahoold it be permitted.*) 



YALUE OF BEDUCINO THE BUUNO OSADE8. 



Advisable balance qfnUing grades : 



Grades assamed above as practicable, 

say 40 ft. per m. going E. A 80 ft. per m. going W. 

i( 11 '* A — " ** *• 



Bal'nce for through ft''t traffic 
" way " " 
•* •* mineral" " 



i 40 
. <or 

5 ^ 

<or 
C 40 

L 40 
<or 
( 60 



<( <i '* A 60 " '* ** 

(t « ** A .^ ** ** ** 

•• " "4 60 " " •* 

<< It << ^ ^ *• ** ** 

" " "4 60 " " " 

tt 4< " 4 40 " " " 



It 



460 



" " paas'ger " 
(See Table G, page 110). 

VcUue of reducing eof^qftke assumed ruHng grades^ for each 

class of trcfiffic: 

Ooing E. Going W. 

(40 ft. per m.) (60 ft. per m.) 

For passenger traffic '. $ 

iiKn 



«< 



througu flight traffic $ or $, 

way " " $ " $. 

mineral traffic $ " $. 



Total yalue of reducing eacli rate of 
grade $ $ 

(A value for each class of traffic will appear only on one side of the above, 
WHICH side is shown by the advisable balance of ruling grades. See Tables 
E and F, pages 92 and 94 ; also pages 93 and 96.) 

* Nothing is easier than to tndge in a vertical cnrve off hand while 
writing down the grades, as follows: 

1st. Make the length qfeaeh tangent in stations = half the difference in 
rate of grade in tenths. This ^ ives us the two tangent points of the 
cnrve. 

ad. Beginning at the first full station inside of either tangent-point (it 
does not matter exactly where), decrease the sate of grade to that 
station from the preceding hy .06. Decrease this rate of grade &y 0.1, 
successively between each of the succeeding stations. 

This process will fetch us around into the other grade at the other 
tangent-point at the proper elevation; with the exception that the 
whole curve will occasionally be from 0.01 to 0.04 lower than theory 
reouiree. This error results from the neglect of fractional stations, 
ana is wholly unimportant, as well as easily avoided. 

8d. The middle ordinate on such curves is always 0.096. 

For the benefit of those who fuicy that the radius of a 1° curve is 
6729.66 feet, the writer will add that the curve given by this rule is 
a true parabola, and not some common curve, unworthy of a soien- 
tlflc man . It might more properly, however, be called the trackman's 
curve, for it will always be one which the locomotive will ride over 
without knowing It. 
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Limit of maximum curoahtre permissable on a level, with 
a certainty of no limiting effect on trainB : 

For mineral trainB ° coryeB. 

" freight " o " 

" passenger " ° ** 

(See Table M. p. 176.) 

Cost qf exceeding the limiting point ofcu: vafure : 

For mineral trains, $. . . .per degree of curve sharper than. . ° curves. 

" freight " $ " " •• " " ..o " 

" passenger" $...." " «* •* *'..*' " 

(See page IW.) 

Graduated scale of adjustment between rulinq grades and 

curva/,ure : 

(In the form set forth in Table N, page 185; modified according to 
the limits adopted.) 

ASSISTANT ENGINE 8EBYIGE.* 

Capitalized cost for passenger traffic, $ per mile of 

grade worked with assistant engines. 

Capitalized cost for freight traffic, $ per mile of grade 

worked with assistant engines. 

Capitalized cost for mineral traffic, $ per mile of 

grade work^ d with assistant engines. 

(See Table L— 1, page 120, also pages 116-119.) 

JEquivnleut grades, if worked vrUh assistant engines, to the 

given maximum graces: 

(See T<»ble E, page 115. These grades can only be determined in 
the field, as occasion arises. The possibilities oi combination are 
infinite.) 

Valuafion of curvature \ en grades worked wvOi assistant 

Valuation of BiSe and faU S engines: 

(The valuations of these items may be considered as very nearly 
doubled by the double number of engines, notwithstanding the fact 
that the number of cars remains the same. Except for the si)ace re- 
quired, it might be fully demonstrated, as the writer believes, that 
this rule is very nearly correct, as is also the similar rule given on 
page 167. They are not merely short rules of thumb, but are thought 
to preserve a very accurate balance between various economic con- 
siderations. 

The addition to the valuation ofdiatance is given directly by the cost 
per mile of assistant engine service above. It will be seen that this 
valuation also has the effect of doubling the ordinary valuation of 
distance over the remainder of the line, although the car-service re- 
mains the same.) 

* The writer would again urge that the question of actuating 
grades with a view to the use of assistant engines should alwayi be 
considered, on cheap and low-grade lines as well as on costly and 
high-grade lines. The advantages are very often enormous, and the 
eounter-balanoing disadvantage of loss f i om engines standing idle is 
a trifling objection which appeals more strongly to the imagination 
than the Judgment. If we can so adjust our grades that instead of 
having two engines at work all the time we can have only one of them 
constantly at work and the other standing idle in the yard, frilly 
manned and with steam blowing through the safety valve, for 9-10 
of the time, have we not effected an imporamt economy ? 
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lAmU of Minimum Radios on grades worked with assistant 
engines: ° curves on a level. 

(This limit is evidently different from the limit for the rest of the 
line. The hiffher the grade the shorter the perminsable radius on a 
level. By using a "pusher " the train is, in effect, cnt in two. The 
curve required is given by Table M, p. 176.) 

Oost of Exceeding the Limiting Point of Curvature: 

(This is at least doubled by assistant engines, but it can be rarely 
or never necessary.) 

EQUAXma BATIOS. 

(An extended list of equating ratios, showing the comparative 
value of distance, curvature, rise and fall, reduction of ruling grade, 
assistant engine service, reduction of limiting radii, etc., may be 
made up from this volume, if the reader chooses to do so, by con- 
sulting the index. In the writer's view it is better not to use such 
ratios at all, giving preference to definite money values). 



ESTIUATED PBIOES FOB OONBTBUCTION. 

Earth excavation, $ per cubic yd. 

Rock " S " •• 

Masonry (of various classes), $ " " 

BridgingC* " length, etc.), $ " " 

Tunnelling. $ " c. y. or lin. ft. 

Piling. $ lin. ft. 

Track and tracklaying. $ " " ** 

etc., etc., etc., etc. 

(These prices determined, an enormous amount of labor may be 
saved by making up a table of deductions from them in such form 
that all egtimates of quantities may be made directly Jrom them in doIiLabs 
Ain> GENTS. This method is highly economical of lab^r, is equally con- 
venient in balancing cuts and fills, gives almost entire immunity 
from gross error, and (more than all else) instantaneously and inevi- 
tably imnresses upon the mind of the engineer the financial effect of 
any differences in alignment he may propose and obUgea him to base 
his Judgment and decisions at every step on the hardpan of financial 
fact. Tne cost of the work is what we care about in conducting loca- 
tion, and not the amount of it. On construction it is different. 
Any engineer who will once try the experiment of making his surveys 
and estimates on the dollar basis exclusively will never use any other. 
It is evident that such values may be reconverted into quantities at 
any time, as easily as vice versa.) 

Cost of excavation : 



Depth of cut. 


Oost per station. 


Difference for 1ft. 


If* 


$ 


$ 


X 111 .....»•.•..••••••••• 

«« . 






Q" ........... 






A <( . ,, 






4 ,,,,..........»•.... 

K" ........... 






Etc. 


etc. 


etc. 



(This table should be made out for every foot of center height — ^it 
can be made out from any of the tables of quantities in common use, 
or by separate calculation— and a similar table prepared for each 
class of material and each different road-bed. If the last column 
(which varies by a constant difference) be made up first, such tables 
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may be compntAd in a few minutes. In making up tables for fiUs 
an allawance of 10 per cent, should be Included for shrinlcage. 

If the line be so rough thaw estimales from center-heights only are 
not sufficiently accurate, Trautwine's diagrams may be used with 
the tables to reduce to level section, or the diagrams given in the 
writer's work on the Computation of Earthwork will give quantities 
in cubic yards or dollars and cents for sections having one, two, 
three or four surface slopes direct from the field notes. The incon- 
venieuce and delay of plotting sections for preliminary estimates is 
wholly unnecessary, on all but the raggedest cliff work.) 

Cost of Culverts : 

6 feet arch culverts, $ X center-height, + $ 

10 ** " " , $ X " + $ 

3 " box " , $ X " + $ 

etc., etc., etc., for each class of stmcture. 
(Design a culvert of each style proposed under a fill of say 10 feet 
(from the natural surface) and estimate its cost complete. Determine 
the cost of lengthening it 3 feet (or 2 feet) if under a fill of 1 foot 
deeper. This gives us the first value above, which varies with the 
center height. Multiply^his sum by 10 and subtract the product 
from, the total cost of the culvert. The algebraic remainder gives the 
second Eium above, which is a constant independent of length. 

When the culvert is askew or on a side-hill, the center height 
should first be divided by the cosine of the angle between the axis of 
the culvert and a vertical plane through the center line, as a 
sufficiently close approximation.) 

Ost of Bridge Piers : % + 1 per ft. of height + 

I X height^. 

(Any bridge pier may be resolved into certain-parts independent of 
height, a rectangular solid varying directly with the height, and a 
pyramid. With piers battered H in. per ft., the last valuation above, 
at $10 per cubic yard, would be only. $0.0103. For a pier 10 feet 
high this gives $10.30; for a pier 100 feet high, $10,300. The cost of 
bridge abutments, open culverts, and pile or other foundations may 
be expressed in general form in precisely the same way.) 

Cost of Wooden Trestles : 

% per lin. foot of trestle at grade line. 

+ $ •* " " " " 10 ft. ± below grade line. 

+ $ " « " " " ^ 20 ft. ± " " " 

+ etc., etc. 

(In any wooden trestl«> every part of the structure above (and in- 
cluding; the cap, and below (and including the greater part of) the 
sill, is directly as the length of the structure and independent of the 
height. The cost of these portions of the trestle per lineal foot gives 
us the first line above. The cost of digging foundations, piling, etc., 
may or may not be included in it. At a certain distance below the cap, 
sav 10 feet, there is a system of longitudinal, transverse and diagonal 
ties and sway-braces running the whole length of the structure; also 
10 feet of posts and batter-posts and (constructively) a certain addi- 
tion to the length of the ^111. All this may be expressed at so much 
per lineal foot on a horizontai line 10 feet below the grade line. This 
gives XU3 the second line above. 

Ten feet farther down there is a similar system, nearly duplicating 
the former, and this gives us the third line. So we may proceed tiU 
we have provided for the highest trestles likely to occur (m the line. 

The length of each of these systems below the grade line should 
be measured a little short on the profile, to allow for any bents which 
mayextend below one system and not quite down te another. At 
the bottom of the trestle there will be an irregular area of greater or 
less extent. To estimate this, sketch in by eye a rectangle lO feet 
deep and of equal (or somewhat smaller) area. Any one familiar with 
the construction of trestles will do this with great accuracy.) 
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Iron TresO^: 

% per horizontal foot on the grade line. 

$ " " "at intervals of feet below the 

grade line. 

(Iron treBtlea are usually let at bo much per foot horizontal and so 
much per foot vertical. To the price per foot horizontal may or may 
not be added the cost of masonry pedestals. On the Cincinnati 
Southern Btdlroad these pedestals have averaged 1.6 cubic yards per 
lineal foot and extend £r 'm 4 to 8 feet or more above the natural sur- 
face. The pi ice per vertical foot is very nearly uniform for all heights. 
On the Cincinnati Southern Railway the average prices were $26 per 
foot horizontal and $10 per foot vertical, for 30-feet bents. Adding 
to the former sum the cost of masonry pedestals, say $16, we should 
have had: 

Per foot horizontal, at grade line, $40.00. 

" •* at intervals of 10 feet, $3.33. 

We see here how little the element of height has to do with the 
cost of trestles. Singularly enough, it appears to have more effect 
on the cost per foot horizontal than per foot vertical. An allowance 
for the effect of height may be made in estimating for the irregular 
area at the bottom of the trestle- profile. It is to be remembered that 
the trestle is raised above the natural surface by the height of the 
pedestals. 

The above rules are given merely as an illustration of method. 
They may be amplified into the utmost desired detail with a very 
slight amount of labor, for, as they are general in form it is only 
necessary to compute a single type of each class once for all, and the 
Chinese farce of ploddins through identically similar calculations 
over and over again, is tnen entirely unnecessary. Although these 
methods may teem rude, they are in reality quite as accurate as, and 
decidedly more trustworthy than, the mrst careful separate esti- 
mates from location notes; and they do away with all temptation to 
follow the vicious but not uncommon practice of making surveys 
first and estimates afterwards. To the prevalence of the latter prac- 
tice we may trace much of our erroneous and wasteful location. It 
is everywhere and always wholly unjustifiable; and any one who 
ever has done it or ever would do it may rest assured that his align- 
ment will not stand the slightest economic analysis. In all but the 
very roughest county it is easier to make up the estimate 'than to 
make up the profile, if the engineer be capable of intelligently using 
labor-saving methods; and in any region where two or three surface 
slopes are inadequate, then, a fortiori, a computer should accomimny 
the party with no other duty than to keep up the estimates. A care- 
ful balance of cost and valu ' should accompany every foot of the sur- 
vey before it is left behind as complete. All of the above estimations 
may with decided advantage be graphically expressed on a sheet of 
cross-section paper, but into that question we will not now enter.) 

The above table includes all the data which are required for 
the correct conduct of location, and (with a few occasional ex- 
ceptions) nothing beyond that. Any engineer may well devote 
the labor of several weeks or months to filling it out with care 
and fidelity ; and aDy railway of any importance would be re- 
paid many fold for the expenditure of a large sum in an ex- 
haustive preliminary investigation for that purpose. But if 
the engineer be disinslined to all this labor, or (more proba- 
bly) his company be disinclined to pay him for it, he may 
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make a few rough guesses at his localized data and fill up the 
rest of the blanks from this volume, and still have a pretty fair 
guide. And if he should regard the above table as too extended 
and detailed for ** practical use,'* even when thus hastily filled 
up, if he will merely make up from the tables in this volume a 
few rude approximations to some of the more important data 
tabulated in blank above, and carry them on a card in his 
pocket-book, it is confidently believed that he will be fairly 
equipped to make a very decent approximation to the true 
economy of alignment ; or at least will be more likely to avoid 
falling into those gross errors of judgment which disfigure the 
alignment of so many railways. 

Being thus prepared to make a respectable location, the next 
thing is to do it. And here we pass beyond the point where 
this book or any other can be of much service. After all, a 
book of this kind, however excellent it might be, bears only 
the same relation to the design of railways than a transit does 
to the fieldwork: one man will do very good work with a very 
poor instrument, while another man will do the poorest kind of 
work with the best instrument ever made. But it is not on re- 
cord that any man ever made a good survey without even a 
chain, and in furnishing an instrument of some fashion which 
may be called relatively good because it is the only one, the 
writer hopes he may have rendered some real service to an oc- 
casional, patient reader, and shed some little light on the true 
economy of location. He has not spared his own labor to do 
so, but no one can perceive more clearly than himself how far 
he has fallen short. He can only plead in extenuation at once 
the necessity and the difficulty of the task he has undertaken; 
for he does not hesitate to declare his belief— in which he fally 
believes the reader who has followed him thus far will coincide 
— that the subj ct which he has so imperfectly considered is at 
once the most important, the most intricate, the most neglected, 
and the least understood of any department of engineering 
design. 

THE END. 
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APPENDIX. 



THE WEAR OF RAILS FROM GRADES AND CURVA- 
TURE, AND FROM SUPER-ELEVATION. 



Some statisticB determined by Mr. Charles Latimer, Chief 
Engineer of the Atlantic & Great Western Railroad, throw 
some further light upon this question. These stati»>tics were 
determined by taking an inside and outside rail from the 
track on different curves and grades, and determining the wear 
by weight or computation from section. The observations are 
not sufficiently extensive for any very exact determination of 
the question at issue, inasmuch as the fluctuations in wear be- 
tween different adjacent rails are very great, and at least a 
dozen or twenty rails per curve would be required to give a fair 
average ; but they are a beginning in the nght direction and 
almost the first of their kind. Table XXIX. below gives some 
deductions from these statistics, the wear in each case being 
reduced to a uniform duty of 10,000,000 tons, and assumed to 
vary in direct proportion with the duty, which with steel rails is 
doubtless very nearly the case. The actual duty varied from 
4,000,0000 to 13,500,000 tons. The fluctuations due to the im- 
perfect average obtainable from a single rail are so great 
as to forbid any very definite analysis or judgment as to 
the effect of varying gradients, super-elevation, drainage and 
other external conditions, although Mr. Latimer has noted 
them with great care ; but even as they stand these statistics 
teach some valuable lessons and give considerable insight into 
the law of increased wear on curves. If it be possible to do so, 
Mr. Latimer would be rendering the profession a service of the 
highest value and interest if he would continue the effort which 
he has so well begun by weighing a sufficient number of rails 
on each curve to determine more precisely the average for 
each. 

The statistics below are arranged, first, in order of the sharp- 
ness of the curve, and secondly, in the order of the various 
grades on which curves of the same radii are situated. Most 
of the rails were of English steel and had lain in the track 
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from 4^ to 6 years. Variations in this respect, however, can 
hardly be considered to have greatly modified the wear.* 

TABLE XXIX. 

Showing the Wear of Steel Rails cu Affected by Cfurvature and OradeSp 

As determined by Mr. Charles Latimer, Chief Engineer of the Atlan* 
tlo & Great Western Bailroad; the observed rail- wear being re- 
duced to a uniform standard of lbs. per yard per 10,000,000 tons 
duty. 



Statistics of Operating Conditions. 


Bail Wear in lbs. per yard per 
10,000,000 tons duty. 


Degree 


s 

f 

• 
• 


Weight of BaU; 
Ibi. per yard. . . 


Super - elevation 
(6-feet gauge)... 


Average Velocity 
of trains. Miles 
per hour 


Out- 
side 
BaU. 


In- 
side 
BaU. 


Averag s. 


of 
Curve. 


Out- 
side. 


In- 
side. 


Both 
Bails. 


8« 


64 ft. 
Level 


66 lbs 


6 in. 

7 " 


23. 
25. 


5.36 
4.32 


4.05 
2.44 


|4.84 


3.24 


4.04 


6° 
•( 

<< 


29.5 ft 
18.5 " 
Level 


56 
66 
56 


4M" 


28. 
25. 
23. 


3.02 
1.39 
2.66 


3.68 

.92 

3.78 


1 

2.36 


2.76 


2.66 


6° 

< 


66 ft. 
26 " 


60.6 
66 


3K" 


9.4 
25. 


3.21 
2.11 


1.03 
1.26 


|2.66 


1.14 


1.90 


4° 

(C 

« 


70 ft. 

24 " 

Level 


60.6 
66 


2 " 

3 " 
5 " 


9.4 
25. 
23. 


2.12 
2.18 
2.80 


1.68 
4.16 

• • • • 


• 

[2.30 


2.75 


2.62 


3^0 


22 ft. 


66 


2«" 


25. 


2.11 


2.61 


. 






2o 


25ft. 


66 


l%" 


25. 


1.62 


1.98 


1.62 1 98 


1.75 


tangent 


66 ft. 

35 " 

29.5" 

24 " 

5 " 


60.6 

66 

56 

66 

66 


" 

<4 « 
<< (( 
(< <( 
<< f( 


9.4 
23. 
23. 
25. 
25. 


1.64 
1.U6 
3.02 
1 32 
.86 


1.98 


1.98 



RemarTa.—ThQ rails were somewhat different in length, but not 
sufficiently so to greatly modify the wear. 

The average velocity was determined by assuming 4 flight to 1 
passenger train. 

The 66 lb. and 66 lb. nuls are of English steel (Ebbu Vale & Dow- 
lais); the 60.6 lb. raUs are of American steel, made by Cleveland BoU- 
ing MUl Co. 



* Tne writer has received from Mr. Jacob Keene, Boadmaster of 
the Eastern Division of the Erie Bailway.a large body of farther 
statistics bearing on this question, but their correct analysis would 
require an amount of labor which he is at present unable to bestow 
upon them. They are much less correct and exact in method than 
those determined by Mr. Latimer, but have tbe advantage of giving 
a wider and longer average. 
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An examination of this table will teach seyeral' important 
lessons. 

First and foremost, we may trace throughout the table how 
much more damage in pounds of steel abraded per 10,000,000 
tons a 60- ton engine will do on a light rail than on a heavy 
rail. 

Secondly, we may see that the grade has an important effect, 
though our data are inadequate for any exact deductions. 

Thirdly, we may conclude, on the whole, that the wear of 
rail increases appreciably faster than the degree of the curre, 
although it would seem that the two observations on S° curves 
certainly gave excessive results. 

Fourthly, we may conclude that an average increased wear 
of 9 or 10 per cent, per degree of curvature is not far from a 
correct average, as the writer has already once determined in 
this volume, from statistics of rail wear on the Erie Railway. 

Fifthly, we may observe that the tendency of the natural man 
is to increase the super-elevation in proportion as the grade on 
the curve is lower. This is (probably) nothing more than an 
expression of the fact that the centripetal force created by oh- 
UquUy of traction is an important factor in curve resistance ; 
and as this force decreases with the grade (as was pointed out 
to the writer by Mr. Albert Fink) an abnorma^ pressure against 
the inner rail must be artificially created, in order to attain the 
highly desirable end on which we comment below. 

Sixthly, we may observe that, as a rule, the wear of the outer 
rail is greatest, especially on sharp curv s, the rail-wear on 
easy curves being more nearly uniform. This, as the writer 
believes, U an invariable accompaniment of all correct practice 
as to super-elevation. The better class of trackmen are intro- 
ducing a reform in the excessive super-elevation which has 
very generally prevailed, but in so far as they fail to recognize 
this fact, that there should be an inequality of wear, they are 
all destined to be appalled by tangible evidence that their 
elevation is too low. The fundamental error in the assumption 
that rail wear should be equal is a non-recognition of the fact 
that the abrading action on the inside of the outer rail is caused 
by the slow-moving freight trains^ which tend toward the in- 
ner rail, quite as much (in absolute amount, although not rel- 
atively to weight) as by the fast-moving passenger trains, 
which tend toward the outer rail. This is so because it is not 
the lateral forces proper vfhichmtkiDlj c&XLBe ^his abrasion, but 
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the tendency of the truck to iwigt on the center-pin and thus thmst 
the flront-outer and rear-inner wheel forcibly against the rail, 
the onter wheel doing the most damage, both from the direc- 
tion of its motion and because it stands at an appreciable angle 
to the track. An analysis of the forces acting upon the track 
will show that this twisting moment is a very powerful force 
which is and must be always present, and that no coning of the 
wheels has even a tendency to alleviate it or modify 
it in the slightest degree unless it be to in- 
crease it; nor can the super-elevation do more than transfer a 
small amount of this pressure from the outer to the inner rail, 
until it becomes ruinously excessive and thus accumulates a 
great and dangerous pressure against the inner rail (frequently 
leading to derailment of the front inner wheel) in order to 
effect a GomparcUivdy digJU decrease in the abrasion on the 
outer rail. For the latter is mainly due, as already stated, to 
the position of the wh* el and the direction of its motion and 
not to the excess of pressure against the outer rail. Therefore 
it may be gravely questioned whether the very common test of 
correct super- elevation, that the wear on each rail shall be the 
same, is correct under any circumstances. But granting that 
it might be well enough in the case of a passenger or freight 
traffic exclusively, it is, in the TTriter's view, ruinously erro- 
neous when both classes of ti'affic are combined. For inas- 
much as the outer rail is worn away by both classes of trains by 
a nearly equal absolute amount unless interfe ed with, and a 
fast-moving passenger train hardly wears away the inner rail 
at all, nearly the whole rail-wear from the slow-moving freight 
trains must be thrown against the inner rail by an abnormal 
pressure to produce equality of wear, the rear-inner wheel 
having no natural tendency to cause very great wear unless the 
excess of pressure upon it be abnormally great. Therefore 
when equality of rail-wear is attempted a needlessly ex- 
cessive pressure must be and is produced against the inner 
rail, which forces the rear wheel into an unnatural position on 
the top-inner surface of the rail and produces great flange and 
journal friction which grievously limits the length of trains; — 
to no purpose whatever except to transfer a part of the rail- 
wear from the outer rail to the inner rail, where it does not 
naturally belong. This process is also more dangerous than 
if the natural action of the forces were not interfered with, for 
the abnormal pressure against the inner rail first lets the front 
inner wheel (which stands away from the rail) drop within 
the track, and this wheel actually lifts the outer wheel 
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oft of and over the oater rail, producing a very 
decept ve appearance of an excessive of centriftigal force. The 
slower the train be going the more danger, in some respects, 
of this result, for any centrifagal force helps to coonteract the 
twisting moment and the pressure against the inner rail. 
Moreover, even if this reasoning as to rail-wear be wholly 
fallacious, true economy requires that the life of the outer rail 
should be sacrificed — ^in so far as it is sacrificed and not counter- 
balanced by longevity of the inner rail— to the vastly more im- 
portant end of increasing to the uttermost the length of freight 
trains. This is especially true of curvatiu'e on grades. It is 
by no means to be assumed that the trackman has done his 
whole duty when he has prolonged the life of his rails to the 
uttermost limit. 

The most forcible objection against this course is that 
a very low super-elevation is dangerous to passenger 
trains by setting tree a great excess of centriftigal force, 
which causes a still more dangerous and objectionable pres- 
sure against the outer rail. To this it may be answered 
that there is abundant negative evidence that a low elevation 
is not dangerous to passenger trains, while, so far as the writer 
can ascertain (if wrong he hopes to be corrected) there is no 
instance on record of a passenger train leaving the track from 
a low super-elevation, although there are instances in plenty 
of fireight trains leaving the track in exactly the way we have 
described. Excessive centrifugal force increases the pressure 
against the outer rail indeed, but it also tends to greatly allevi- 
ate, if not destroy, the twisting moment of the truck, when- 
ever it becomes anything like equal to the excess of centripetal 
force which acts upon fireight trains. Therefore the writer's 
view would be that wherever the wear of inner and outer rail is 
EQUAL (here is proof posiivoe of exceasvoe super- denaiion^ at 
least in the case of all limiting curves; and he would slightly 
modify the dictum in Mr. Huntington's excellent little manual, 
as follows : *' A responsible roadmaster will notice curves and 
keep the wear UN-equal on inner and outer rails." 



MISCELLANEOUS CORRECTIONS. 



I have been favored by Mr. Benj. H. Latrobe with the fol. 
lowing letter, which sufficiently explains itself. For the sake 
of clearness and the greater convenience of the reader, I take 
the liberty (which I trust Mr. Latrobe will pardon) of insert- 
ing my remarks and acknowledgments under each separate 
topic: 

" Bai/tihobe, April 11, 1877. 

" Mr. Abthub M. Weixinoton, Civ. Eng., Danville, Pa.: 

" Deab Sib: As in your interesting series of articles in the 
Railroad Gazette upon * The Justifiable Expenditure for Im- 
proving the Alignment of Railways,' you refer to some profes- 
sional statements and opinions in my published reports and 
other papers u|>on points connected with the location and con- 
struction of railways and with their machinery, it is prooer 
that I should offer some remarks upon them of an explanatory 
character. 

" 1. In quotinor me as putting the Motional resistance of 
cars at 12 lbs. per ton (of 2,000 lbs.) you would appear not to 
have noticed mat I included that irojn curocUure, which, 
upon the part of the Portland & Ogdensburg Railroad then re- 
ferred to, had an extreme radius of 637 feet. Estimating, aa I 
did, the increased resistance due to this curve at 50 per cent, 
of that upon a straight line, the friction upon the latter would 
be but 8 lbs. per ton, which I believe is about the rate usually 
bssumed for cars in srood order.*' 

In respect to this matter, I criticised the assumption of so high 
a rolling friction (page 76) not forgetting the resistance of cui- 
vature, as Mr. Latrobe suggests, but under the impression that 
the sharpest curves on the ruling grades of the Portland & Og- 
densburg R.R. were 6° curves. This impression I derived from 
some part of Yose's " Manual for Railroad Engineers" to which I 
cannot now refer, and I have since, through Mr. Latrobe, as- 
certained it to be correct. Nevertheless, at the time of Mr. La- 
trobe's estimate it was anticipaied, as it appears, that sharper 
curvature might be required on the ruling grades, and he very 
properly and prudently assumed them in his calculations. A 
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correction Ib therefore due to him; and yet, as he is quoted on 
page 610 of Vose's "Manual," his hi}<h authority would be apt, 
in my judgment, to lead the student of engineering into erro- 
neous views. Mr. Latrobe continues: 

" 2. In allowing an adhesion of one-seeenth. in considering 
the question of the grades of that road through the Crawford 
Notch pass of the White Mountains, I had in view the effect of 
the climate of that region with the ice and snow of its winter 
and the moisture of its summer. On referring to the calcula- 
tions made in that connection, I found that I had at first as- 
sumed a sixthf which on reflection I altered to the lower ratio 
from a wish not to overstate the eflfective work of locomotives 
upon the high grades of which I was then treating. I was of 
course aware that much higher adhesions had been realized 
upon the railways of the country and would often be upon the 
one about which I was writing." 

On page 78 I claimed that ^ instead of ^ was the proper ratio 
to assume in adjusting grades, because it appears to be the 
almost universal ratio to which the customary weight of trains 
is unconsciously adjusted. The line in question, however, has 
a peculiarly unfavorable climate, and if it would be proper to 
assume a higher ratio on any line, it would be on the one in 
question; but I have little doubt that on that line also the ^ is 
the governing or average ratio of adhesion, and, if so, that ratio 
and not the mimimum would seem to be the proper standard for 
adjusting grades. My authority in this case also, however, 
was Vose's " Manual," page 510, as already referred to, and on 
referring to the complete report (Fourth Annual Re- 
port, For land & Ogdensburg Railroad, page 31), 
from which the extracts there given were abridged, 
I find that the abridgment has led me to do 
Mr. Latrobe injustice. It is there apparently implied that the 
adhesion was assumed for the sole purpose of determining the 
balance of grades, whereas it w&b primarily for the purpose of 
illustrating the disadvantages of very high grades (150 and 200 
feet per mile) under unfavorable conditions of track. Therefore 
Mr. Latrobe's assumption is not fairly open to criticism, espe- 
cially as the ratio of adhesion assumed makes little difierence in 
the balance of grades; and yet I must still maintain that the 
abridged extract, unexplained, is liable to lead the inexperi- 
enced student to erroneous views. Mr. Latrobe's letter con- 
cludes as follows: 

" 3. While justifying myself upon these two points, I have, 
at the same tune, to a-dmit the commision of an error or two, 
for which I can account only upon the ground of that human 
fallibility from which I claim no exemption. I find, upon re- 
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viewing my calculations of the proper load taken np the grade 
of 116 feet per mile upon the Sonthem or Saco side of the Notch 
summit, that, upon the data assumed as to weight and ad- 
hesion of engine and Iriction of tender and cars, it would have 
been 156^ tons instead of 170 tons. The computed loads upon 
the 150 ft.. grade of 117 tons and upon the 200 ft. grade of 77% 
tons are right within a fraction. I have a more serious error 
to concede in regard to the comparison of the grades suitable 
to the two sides of the summit, which, for that of 116 ft. as- 
cending westward should have been 77.6 instead of 63 ft. per 
mile; lor the grade of 150 ft. westward 105.6 eastward instead 
of 93 ft., and for the ^rade of 200 ft. westward 150.2 instead of 
139 ft. eastward. This error was the result of my assuming 
the freight in the westward bound train at a sixth of the gross 
weight of train going in that direction instead of a fourth^ 
whereas it was a siiih of the gross'weight of the 6a5^bouna train. 
I presume that these errors were the *■ obvious' ones referred to 
in your aiticle. Whether they were observed by any reader 
but yourself, I have no means of judging, but I am not the less 
obliged to you for putting me up>on the scent to discover them, 
and having found them by revising my work, I am in duty 
bound to confesrt and correct them. I am happy to say, indeed, 
that they were harmless as far as the interests of the Portland 
k Ogdensburg Company are concerned, to whom my advice 
was given. If you will have this statement inserted in tlie 
Railroad Gazette^ as understood in our previous correspond- 
once upon the subject, it will, I hope, set the matter to rights. 

** Yours truly, 

Benj. H. Latbobe." 

The loads whi -h Mr. Latrobe gives, in the first part of the 
above paragraph, as 156.7, 117, and 77.5 tons, I have given ^page 
101) as 149.5, 109.4, and 71.75 tons. These differences arise from 
an error of my own (running through several articles, but, for- 
tunately for me, not very serious) which I have at last been given 
grace to see. I assumed that so much of the engine friction as 
would exist if it were a dead engine with disconnected wheels 
(approximately the same per ton as car friction) is a tax upon 
the adhesion of the engine when it is self-propelling, and thus 
detracts from the paying load. This plausible view is wholly 
erroneous. So oouch of the so-called "rolling friction" as 
arises from journal friction is internal to the locomotive, and 
although it consumes power does not tax the adhesion. The 
rolling friction proper (that between the wheels and the rails) 
is the only tax on the adhesion, and Mr. Latrobe informs me 
that early experiments of Mr. Jonathan Knight, the tirst Chief 
Engineer of the Baltimore & Ohio Bailroad (a summary of 
which was published by Mr. Latrobe m the Railroad QazeUe 
for April 7, 1876), indicate that this latter resistance contrib- 
utes not more than ^ part of the total. If so, the statement 
on page 602 of Trautwine's Pocket Book that " 8% lbs. may be 
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assnmed as the ayerage car-friction, of which 3^ lbs. may be 
ascribed to rolling and 6 lbs. to axle friction," reqnires correc- 
tion.* 

The grades which, in the latter pari of the above letter, Mr. 
Latrobe gives as 77.6, 105.6 and 150 2 feet per mile, I have 
given (page 104) as 78.3, 106.8, 152.0 feet per mile, the fractional 
differences being due to my error above acknowledged. The 
same error causes all the grades given in my tables for the 
adjustment of grades (Tables G and E, pp. 110 and 115) to 
be too high by about the same amount, viz., 2 feet per mile 
as a maximum and less than 1 foot per mile for ordinary 
grades. 

I owe Mr. Latrobe a further retraction and apology in having 
stated (page 78) that the ruling grade, coming enst, of the Port- 
land & Ogdensburg Railroad was in fact reduced to 63 feet per 
mile, thus causing needle^s expense. So far was this from the 
fact that, instead of being 63 and 116 feet, or 78 and 116 feet, the 
ruling grades are 104 and 116 feet, for an inequality of traffic of 
3 to 1. My error lay in a too hasty deduction from Professcr 
Vose's statement ("Manual lor Bailroad Engineers," page 57) 
that " guided by the considerations submitted by Mr, Lairobe, the 
final location was, with great skill and the utmost patience, 
pushed to a most svccessful completion.'" I was unable to interpret 
this language as meaning anything less than a result substan- 
tially in accordance with the eminently sound principles laid 
down in Mr. Latrobe's report. It would appear, however, that 
the "most successful completion" lay in the attainment of an 
average gradient on the western slope somewhere near that 
recommended. This being so, I cannot but regard Professor 
Yose s pronounced approval, in a text-book for the guidance of 
students, as decidedly too enthusiastic; but this is little excuse 
for my hasty assumption, which, even if correct, was unneces- 

* In this connection I would note that the *' Table of Journal or 
Axle Friction," given on p. 601 of Trautwine, is evidently defective. 
The co-efficient ot friction of wrought iron on brass with continuous 
lubrication is siven as 0.064. Testing this, we find that an average 
roUing friction of 6 lbs. per ton is frequently realized in cars (as a 
recent authority, see Experiments of L. S. & M. S. B. B., Trans. Am. 
Soc. Civ. £ng., October, 1876.) Assuming that this is aU axle friction, 
it is overcome, with 30-inch wheels and 3>ii-inch journals, by a lever- 
30 6 30 

age of and we have as the co-efficient of axle friction X — 

3.6 2000 3.6 

= 0.026, a difference of over 100 per cent. Yet an axle certainly 
operates under more unfavorable conditions than average shafting. 
This erroneous table is also given in Has well, page 360; Molesworth, 
page 77; Hamilton, page 32U, and probably in all the other pocket- 
books. It eame originally from Morin. 
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sary to my arn^ui^oxit ^t^^ therefore better omitted. I may be 
allowed to add that I was less stmck by the fact that any one 
man should fall into chance errors from which the ablest are 
no more exempt than others, than that snch errors should 
escape det-ect'on during the construction of the road and dur- 
ing numerous subsequent citations. This consideration led 
me to speak of them as " obvious," which is perhaps too 
strong an expresbion. 

I desire also to make a correction in respect to my discussion 
of alternate routes for the Cincinnati Southern Railway. I 
have been for some time in correspondence with an engineer 
now occupying a responsible position of that railway, in 
whose fairness and impartiality I have entire confidence, 
and I have become satisfied that (on page 147) I materially 
under-estimated the cost of the alternate route which I 
proposed. My error mainly arose from an insufficient al- 
lowance for the enthusiastic interest in the enterprise of 
the author. of the "Preliminary Report on Surveys,'' when 
I was considering his description of the route in question ; 
and I more especially erred in assuming that the expres- 
sion "surface work" (which has a technical meaning to me, as, 
I doubt not, to most of my readers' could not include any con- 
siderable proportion of classified material. I might, as £ think, 
make my error excusable to fair- minded men, exctpt that I 
have no disposition to enter into further discussion. The esti- 
mate of my correspondent showed a total cost for the Se- 
quatchie valley line (which I proposed) of $4,701,000 as against 
$7,124,550 on the adopted line, whereas my estimate was only 
$2,084,000, plus 83 per cent.; but the former was for 30 or 40 
feet through-grades (and in one case, for a short distance, 50 
feet grades) instead of 20 feet through-grades, which I as- 
sumed to be practicable. In respect to gradients, I cannot but 
brieve, after full consideration, that my informant has in 
great degree fallen into the very common error of assuming 
that what was not done, because it was not attempted, 
therefore cannot be done ; but, bearing in mind his superior 
opportunities for obtaining a general knowledge of the ground, 
it is certainly possible that to build the Sequatchie valley line 
with ruling grades no lower than 30 feet per mile would cost as 
much as to build the adopted line, and this I will admit. Ac- 
cording to my present information, this is the utmost stretch of 
possibility which is or can be claimed, and, if so, it affects my 
argument only in degree; but any one who assumes to criticise 
others has no claim for indulgence when he himself falls into 
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error, and therefore I cannot complain if the acknowledgment 
of an error of degree shall be assamed to vitiate my entire dis- 
cnssion of the alternate routes in question. It will be but the 
common fate of any one who seeks to preserve impartial fair- 
ness rather than his own reputation for infallibility. 

In respect to my suggestion of a possible alternate route 
down the South Fork of the Cumberland Biver (page 155;, my 
correspondent informs me that the indications of that portion of 
the route which I have personally visited were in fact 
deceptive, as I suggested might be the case; and that such a 
route would in fact " encounter insuperable difficulties," as 
I also suggested. In so far, therefore, as the suggestion 
carries with it any implication that any oversight might have 
been committed in that respect, it is wholly unjust and I 
regret and retract it. It will stand as an illustialion of a 
principle, which was all I intended. 

In the introduction to the reprint of my articles (pagexv.) 
I have, while commending the exceptional excellence of the 
location of the Baltimore & Ohio, Pennsylvania and Erie Bail- 
ways, stated tbat " each of them contains grave errors of loca- 
tion, if the writer be competent to judge." I regret that I did 
not add " in the light of modem knowledge," as more clearly 
conveying my meaning, although this is plainly implied in the 
context. In justice to my own good sense I desire to add that 
the errors I refer to are three : 1st. An imperfect balance of 
ruling grades for an unequal traffic, from which each of those 
lines has suffered more or less. 2d. An imperfect inter -ad- 
justment of ruling grades and curvaiuro, which is still, in my 
judgment, an nlmost universal source of error and waste. 
3d. An inaccurate balance of economic advantages, in some 
cases, in the adjustment of minor details of alignment. No 
one of these assumed errors can justly be regarded as deroga- 
ting from the distinguished abilities of the engineers of these 
lines, but the point T desire to make is, that it is discreditable 
to copy and continue in errors which in the beginning were 
more than excusable. 
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grades (Table XVII.) 80, 88 

average per train on various railways and States - - 26 

fixed by ratio of weight to tractive power - - 72 

percentage of change in from change of grade - - 84 

(See also Train, Traction, etc.) 

New York dk Oswego Midland R. R., error in location of 164 

New York Central & Hudson River R. R., average train 

loads .--29 

effect of way business on value of distance - - 29 
engines, yearly mileage and number of - - - -117 

freight earnings, &c., per mile ----- 18 

operating statistics of (Tables I., m.) - - - - 4, 6 

saving in fuel from separate freight tracks - - 22 
New York Railways, average train loads - - - - 29 

malnt. of way, relative expense for various items of 11 
do unif omity in cost of per train mUe with 

varying business -------18 

operating statistics of - - - - - - -4, 6 

relative cost of passenger and freight trains - - 106 
Northeastern R'y of Eng., rail wear on as affected by grades 68 
Ohio Railways, average train loads ----- 29 

operating statistics of -------4, 6 

Omaha, change of line at on U. P. R. R., comparative value of 166 
Operating Expenses, analysis of------ 2 

assumed relative sub-division of, by items . - . 20 
cost of as affected by curvature ----- 86 

do. do. distance - . - . - 

do. do. radius of curvature - - - 170 

do. do. rise and fall - - - - 64 

do. do. ruling grade ----- 88 
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^^'^^'SS^*?^"*®*' cost of as affected by using asst engines 185, 201 
alvlaed Into classes -----.-.3 
laws of relationship In----.- 2 
percentage of yarlous items of, on various railways - 4, 6 
the only proper guide for location - " - - - 192 
uniformity in ratios of -------5 

n ^4f » n ^^ *!** th6 various sulMlivislons). 

Facile R. R. (See Central and Union Padflc R. R.) 

raying load, average per train ------ 28 

„ (See Net Load). 

FaMengera, per train, average number of - - - - - 28 

Passenger cars, weight and load of 99 

Pamenger engbies and freight, relative cost of running - - 88 
t-assenger traffic, allowance for in est'g value of reducing 

grade per car --------99 

and freight, relative cost of per train mile - - - 105 
effect of on balance of ruling grade - - - - 108 

sharper curves allowable for - - - - - - 189 

value to of reducing grade ------ 95 

(ggg also Traffic) 
PennflylvaiiU R. R., balance of grades on, errors in - - 107 
curvature, grade-reduction for on - - - - 184 

do. limiting effect of on, Ac. - - - 176, 178 

do. value of assumed for location - - 46 

distance, estimate of value of on - - - - $2 

do. error in Haupt^s estimate for - - - 82 
distributing (or construction) trains, percentage of on 117 
engines, assistant, duty of on - - - - - - 117 

do. cost of running on by items - - _ 37 
do. number of on - - - - - -99,117 

do. performances of on various grades - - 74 
do. yearly cost of for repairs ----- 99 

do. yearly mileage of and lost time for repairs - 1 17 
do. wts. of , Ac. ------- 75 

engine mileage, ratio of growth in - - - - 117 

freight traffic, movements of loaded cars on - - 100 
do. proportion of local - . - - 29 

do. relative, E. AW., etc., etc - - - 107 

grades of, estimate of value of reducing - - - 100 
maintenance of way, rel. expenses for various items of 11 
operating statistics of (Table I., III.) - - - 4,6 
train loads, average -------29 

train mile, varying cost of on - - - - - - 88 

(See also Philadelphia A Erie and United Ralh-oads of N. J.) 
Pennsylvania Railways, operating statistics of - - - 6 
Percentage by which any line may be lengthened to reduce 

grades --------- .les 

of various items of operating expenses on various r'ys 4 
_. „ _ _ . . (See heads desired for other percentages). 
Philadelphia A Erie R. R., engines, cost of running on by 

items. (Table X.) 87 

engines, yearly cost of for repairs . - . _ 99 

«.... ^ . ... - ^^^ *^ Pennsylvania R. R.) 

Philadelphia dc Reading R.R., curvature, limiting effect of on 178 

engines, assistant and regular, cost and duty of, Ac - 118 

do. assistant, performance of - - - - 116 

do. cost of getting up steam - - - . 21,22 

do. cost of running, and duty, in detail, - - 118 

do. number of - 99, 117 

do. performance on various grades - - - - 74 
do. rel. cost of labor and material for repairs on, Ac. 99 
do. relative cost of renewals and repairs of on - 99 
do. rel. cost of running frt. passng^r and coal - 118 
do. yearly mileage of, and lost time for repairs - 117 
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Philadelphia A Reading R. R., mainten. of way, relatiye 

expenses for various Items of - - - - " „ Jl 
operating statistics of (Tables I., ni.) - - " *»®»1* 
do. agreement of with English railways - - 8, 9 
rail renewals per train mile. (Table VI.) - - - , J* 
renewal fund, statistics of- - - - - "^'xx 
renewals and repairs, relative cost of - - - - w 

tabular history of for 24 years J* 

train loads, average - - - - ~ _r . ~ JS 

trains, passenger, freight, wid coal, relative cost of - iw 

PlttHburg A CfoDnellsville R. R., gradients of - - ~ }^ 

operating statistics of------- «» .g 

Plateau of Cumberland Mountabu, description of - - 14S 
Portage Bridge & Buffalo.location of Erie Railway between 126 
Portland A Ogdensburg R. R., balance of ruling grades for 

error in ■'---"""""IS 

estimate of disproportion in traffic on " ' " S 

do. performance of engines for _ - - 74 

do. ratio of adhesion for, remark on , - - 76 

Practical Examples, advantage of assistant engines 121, 125, 189 

comparative value of low grades and distance - - 164 

cost of curvature ----""" S'lS 

cost of distance - - - - - - - ~*''JS? 

cost of exceeding limiting radius of curvature - - I9i 
cost of rise andraJl ------ JJ* JjJ 

cost of ruling grade ------ lOo, loe 

effect of difference in ruling grade on cost of other 
details of alignment ----- 156 

inter-adjustment of grades and curvature - - - J7H 
Preliminary Estimates, methods for direct estimation of cost 2^ 
Pushers. (See Assistant Engines.) - - - - ' «« m 

Radiation, wastage of fuel from - - - - - "^'52 

Radius of curvature, difference in distance from reduction of 48 

justifiable Umlt of 167 

(Bee Curvature, radius of.) 

Rails, renewals of, cost of per train mile on Mass. B.Bs. - - 17 

do. do. on various railways U 

do. ratio of road repairs to - - - . - 17 

steel, comparative wear of, Erie R.R. - - - ^ " S 

do. effectof on relative cost of rail renewals on grades 57 

wear of per train mile (Table VI) average - - «„" JS 

wear of as affected by curvature - - - ^, % *SS 

do. rise and fall - - - 56, 57, 206 

do. weight of engines, - " ^»S2 

do. super-elevation - - - - 208 

(See also Track, Maintenance of Way, etc.) 

Railways, extra-engineering questions which determine con- 

structionof -' - -- - - ", '^S 
Railway Expenses, assumed relative sub-division of, by Items M 

(See Operating Expenses.) 

Railway Reports, causes of variations in - - - 2 

Railways In Operation, estimating cost of curvature for - 44 

estmating cost of distance - - ~ ~ ' ' 2a 

do. rise and fall --"""•£; 

do. ruling grade - " " " ' S 

do. do. per loaded car - - 94 

(For detailed references see headings (^Leslred.) ,^ ^ .. 

Rate of Grade, unimportance of with ass't engines (Table XXIV) 148 

value of reducing on minor gradients " " ' S 

do. ruling grades - - - - oo 

(See also Grade, Rise and Fafl, Ruling Grades, etc.) 

Ratio of maintenance of way to train expenses - - - ig 

(See heads desired for other ratios.) 
Relationship and adjustment of minimum radius of curvature 

to maximum grades - 1"* 
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Renewal Fond, explanation of 4 

effectof, on apparent cost of maintenance of way - - 7 

on En^rllsh railways^ extent uid effect of - - - 

Renewals of engines, relative cost of - - - - - 89 

Repairs of engines and cars, relative cost of on various railways 4, 6 

(See Engines, Cars, etc.) 
Reversed Curvature. (See Curvature reversed.) 
Resistance per ton on different grades (Table XYII) - 80, 88 

(See Gravity, Boiling Friction, Traction.) 
Reports, railway, causes of variations in - - - - 2 

Rise and Fall and max- grades, distinction between - - 60, 68 
amount of on various railways .... isi, i60 

breaking up grades, cost of . - - . . 199 
capitalized cost of (Table C) ----- 64 

definition of "one foot of "- . . - - . 52 
effect of difference in ruling grade on cost of - - 166 
effect of on operating expenses in detail - - - - 64 

equating for ..---.-.-65 

Hauptr Herman, remarks on cost of - - - 118 

number of feet of, equal in resist'ce to 1 mile of level track 53 

practical examples of estimating for - - 66, 161, 169 

summary of items of cost increasing with - - - 69 

train-feet of, analogy between and train mile - 167 

value of reducing rate of grade on minor gradients - 62 

(See also Grades, Heavy Grades, Low Grades, Ruling Grades.) 

Roadbed, Repairs of, assumed relative cost of, by items •< - 20 

assumed relative cost of, bow determined - - . 10 

cost of on Mass. R.R. - - *• - -.- .17 

do. on various railways ------ 11 

do. ratio to wear of rails, uniformity of - - - 17 
(See also Track, Ralls, Ties, Maintenance of Way.) 
Rolling Friction, Clark^s formula for ----- 58 

deduced from daily practice of various railways - - 74 
determination of as affecting cost of ruling grades - 72 
fixes tbe gross load on grades ----- 72 

bas no effect on value of reducing grades - - 160, 166 

maximum percentage of curve resistance to - - -176 

Rolling 8tock, repairs of, relative cost of, on various railways 4, 6 

(See Engines and Cars.) 
Ruling Grade, analysis of cost of - - - - - < - 68 

and curvature, inter-adJustment of . - - 167 

do. economy from inter-adjustment of - 187 

do. scale of inter-adjusiment . . - 185 

and distance, comparative value of reducing - - 162 

and rise and faU, explanation of distinction between 50, 68 

assistant engines, effect of on (see Assistant Engines) 118 

capitalized value of avoiding an increase in (Table £) 92 

do. do. do. per loaded car 

(Table F) 94 

Clarke J. G. formula for value of, error in - - - 97 

concentrating ruling grade, economic importance of 186 

data required to estimate cost of ----- 70 

distinct effects from, on operating expenses - - 156 

effect of change in, on operating expenses, in detail - 88 

do. on cost of distance, curvature, 

and rise and fall ..--.--166 

general rule for comparing lines differing in - - 167 

unportance of correct adjustment of - - 69, 128, 161 

- lis^t traffic, value of reducing grades for - - - 95 

longest trains which can be hauled up straight grades 172 

nominal and actual, difference between - - - 148 

per cent, of change la net load from change in - - 85 

do. do. do. table for (Table D) 86 

power of engines as affected by - - - - . 72 

practical examples of esttmatliig value of, 100, 121, 166 
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Rulliig 6r»d« ByBtematic adjustment of, practical examples 1S6, 189 
proportion of trafBc affected by reduction of - - 08 
disadyantafre of short breaks in ... - 181 
should be reduced on curves ----- 179 

should be used freely ------ 51 

tabular form for estimation of cost of - - - 200 
value of I'educing decreases on high grades - - 96 
do. not affected by rolling friction - 166 

do. per loaded car ^ _ - - 96 

do. per train mile, explanation of manner 

of determining . - - - _ - - 71 
(See also Grades, Heavy Grades, Low Grades, Adhesion, 
Rolling Prlction, Engines, etc.) 
Ruling Grades, balance of for unequal traffic . . - 101 
as affected by passenger traffic .... 108 

errors tn and neglect of _..--- 108 
extent of disproportion in traffic on various railways 106 
manner of determining .-_--- 102 
nearly independent of pattern of engine, etc. - 101, 103 
practical examples of, on various railways - 107, 125 

table for (Table G) - HO 

Yose's Han. R.B. Engineers, errors in quotation as to 108 

(See also Disproportion in Traffic.) 

8age, Romell Jr., estimate of cost of getting up steam - 21 

Scale of AfUustment between grades and curvature - - 186 

Sequatchie Valley Line, for Gin. So. R^y, discussion of - 199 

comparative operating value of ----- 148 

summary of estimate cost of ----- 147 

Seymour Silas, estimate of, for U. F. R.R. at Omaha, discussion 

of 76, 166 

Shenandoah Valley Extension R.R., balance of ruling grades 

for, error in computation of - - - - 108 

estimated disproportion in traffic on - - - - 109 

estimate of performance of engines for - - - 74 
Short Curves, comp. limiting effect of (See also Curvature) 176 
Short Tangento, value of lengthening ----- 198 

Sidings, relative cost of ,-------- 10 

Sleeping Cars, weight of, ------- 99 

Speed, cost of a decrease in not uniform - - - - 150 

" Standard American " engine, weight of, etc. - - - 76 
State reports, per centage of operating expense from - - 4, 6 
Station and General Expenses, cost of, as affected by dis- 
tance, etc. -.-.----8, 28 

cost of on various railways ------ 4 

extent of variations in ratio of - - - - - 12 

Statistics, (See heads desired.) 

Steam, getting up, cost of -------21 

expansion of, economy from ----- 180 

waste of by varying cut off for momentary resistance 180 
Steel Ralls and Iron, diect of in relative cost of rail renewals on 

grades ---------57 

comparative wear of, Erie Railway - - - - 41 

wear of on grades and curves ----- 206 

(See also Rails.) 
Stopping and Starting, cost of, for fuel ----- 22 

Structures. (See Yards and Structures.) 

Summary of Classification of Operating Expenses. - 19 

(See Operating Expenses.) 
Super-elevation of outer rail, evils of excess In - - - 209 
Switches and Sidings, relative cost of, how determined - 10 
cost of as affected by distance - - - - 22, 26 

Syracuse, BInghampton and New York Railroad. Estimate 

of value of distance on ------ 88 

percentage of various expenses on - - - - 88 

Tangents, long, cost of brealdng up ----- 199 
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Tftngesto, Short, yalue of lengthening - - - - -196 

ruling grades on, should be higher than on cunres 179 
Taxes, cost of as affected by distance Ac. - - - - 8, 23 

on English railways, various, - - - . - 8 
Tenders, weight of, etc.. for various patterns of engines - 75 

(See also Engines.) 
Tennessee, mineral deposits of - - - - - - 142 

Terminal and General Expenses, Independent of alignment 8 
relative cost of on various railways - - - - 4 

Topographical Conditions, effect of in cost of mt. of way, 56, 152 

Track maintenance, assumed cost of by items - - - 20 

cost of as affected by curvature - - ... 48 

do. distance ----- 28 

do. rise and fall - - - . 55 

do. on various railways ------ n 

(See also Roadbed, Bails, Maintenance of Way, etc.) 
Tractive Power, ratio of to gross and net loads on different 

grades (Table XVII) 79, 88 

(See Adhesion, Rolling Friction, Engines, etc.) 
Traffic, adjustment of grades for diverse conditions and classes 

of 108,126,189 

disproportion in, effect on car-load and allowable curv- 
i ature ---------190 

extent of on various rallwavs ----- 106 

justiflable expenditure for future grovTth of - 194, 195 
proportion of affected by reduction of ruling grade - 98 
passenger and freight, relative cost of, per train-mile 105 
volumn of, effect on advisable weight of engines r- 190 
(See also Freight, Passenger, Goal, Train, Operating 

Expenses, etc.) 
Trains, average number of loaded cars In, on various grades, 100 
average paying load per ------ 28 

break&g up, remarks on cost of - - - - - 60 

hauled around limiting curves in dally practice 176, 178 
light, value to of reducing mde - - - - - 95 

longest which can be haulM up various straight grades 172 
I never fully loaded ------- 176 

I number of, to wear out a rail (Table VI) - - - 12 

I (See also Gross and Net Loads, Level Loads, Grades, etc.) 100 

I Train Expenses, assumed relative amount of, by Items - 20 

I items included in --------8 

ratio of, to cost of, maintenance of way ... 12 
relative cost of on various railways ----- 4 

uniformity in relative cost on various railways - - 5 
(See also Operating Expenses and heads desired.) 
Train Mile, assumed a^ the standard for location estimates, 1 
cost by items of a- - -- - -- - 3 

do. summary of conclusions as to - - - - 19 

cost of, assumed at$l- - - - - - -20 

cost of assistant engine service per - . - - 119 
cost of as affected by curvature - - - - 86, 44 

do. distance - - - - - 24, 26 

do. rise and fall - - - - 86, 61 

do. ruling grade - . - - 9I 

do. manner of determining - ■ . - - 71 
do. on various railways - - - - - -4,6 

do. on various English railways - . . - 7 

relatve cost of passenger, freight, and mineral - - 105 

Train Resistance, Clark's fonnula for ----- 58 

(See Rolling Friction.) 
Train Wages, cost of assumed on various railways - - 4,' 20 
cost of as affected by distance - - - - - 28 

relative cost of on various railways - - - - 4 

Transportation Expenses, cost of assumed, by items - - 20 
cost of on various railways - - - - - -4, 7 
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Transportation Expenses defined . . - - - 3 

percentage of tbe various items to each other - - 7 

unirormityln do. 5 

Trautwine J. C. estimate of expenses varying with distance, 26 
estimate of equated value of curvature - " " " JS 
Trestles, preliminary estimation of - - -»■ ",o?S 
Tunnels, number and length of, on Cin. So. Railway - 148, 188 
Undalating Grades, when inexpensive, remarks of H. Haupt, 118 

(See Rise and Fall.) 
Unequal Traffic, proper balance of ruling grades for - - 101 

(See Ruling GradesO 
Unirormtty in Ratio of operating expenses - - - > - 6 
Uniform Grades, not always advisahle, remarls of H. Haupt, 118 
unattainable in dUFcult country - - - - 187, 154 
178. assistant engines, analysis of gain and loss - - 120 
Union Pacific Railroad, change of line at Omaha, compara- 
tive value of -166 

degrees of curvature per mile on, at Aspen Summit - 160 
disproportion in traffic on ----- - 109 

operating statistics of - - - . - - - - 4,6 

United Railroads of New Jersey, engines, cost of running on 87 

engines, yearly cost of for repairs - " " " " S 

do. number of, - -.-- -. - - -99 

(See also Pennsylvania Railroad.) 

Unnecessary Requirements, loss from seeUng after - "^ . J|I 

example of effect on cost of construction - - 142, 188 

Valley Lines, example of operating advantage from in moun- 

tainous regions -"■"■'"ISS 

Vertical Curves, imp^tance of and rule for " " " ^ 

Vignoles C. B. opinion as to cost of curvature, and rise and fall, 85 

Viaducts, number and length of on S. half Cin. So. Railway, US 

preliminary estimation of -- - -- ■?2! 

Virginia, northeasterly railways in-, disproportion in traffic on 10» 
Virginia Central Railway, curvature, limiting effect of , on 

etc. -------- 174, 176, 178 

performance of engines on mountain grades " ' £1 
reduction In grade indicated by do. - - - " " "* 
Vose, Prof. G. L. Manual for Raih^ad Engineers, appendix on 

balance of grades, errors in - - - " " ^JJ 
example of cost of curvature from - - - - - 45 

errorlndo. --------- jb 

example in cost of distance from - " ' ' " xr 

error in do. __-- 8i 

example of cost for rise and fall from " ' " " 2? 
error in do. ------"""SI 

formula for resistance of curves - - - ' oi S 

Vi^ay Traffic, effect of on value of distance - - - " "^^J S 

percentage of on various railways - - - - - *» 

Weight. (See heads desired.) j,o 

Wells, Reuben, experiments by, on radiation " " ' S? 
experiments by on ratio of adhesion " " " " Ja 
Wheels, Axles and Tyres, relative cost of - - - " S 
relative cost of , for repairs ^i - - - '^ ' ^ 
Williams, R. Price, estimate by, as to rail-wear on grades, 

analvsis of — — - — — — — — •'i 

deductions flvm paper on maintenance of way, as to re- 
newal fund on English railways - - - - » 

deductions from diagrams of railway expenses by - i» 
error in explanation of relative increase in cost ot main- 

tenance of way --" ^J 

Wisconsin Railways, operating statistics of , - - " " oo 

Wood, consumption of, for Mndllng fires r , ■ , " " Sn 

Yards and Structures, assumed relative cost of, by items, - w 

cost of, on various railways - - - - - JJ 

cost of as affected by distance - - - - - ^ 
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Paoe. 2.— Last word, second T, for "paper" read "volume.' 

8.— Table IV. take out 131.7, 188.7, 58.3, 326JJ. 

15.— Last two Hues Table VII. for "8 and 2" read "68 and 82." 

** 20.— Fifth line ftrom bottom for ** renewal " read " seyeral." 

" 27.— Last line Table A, for one additional "mile" read 
"foot." 

" 27— First line remarks, Table A, for "daily train" read 
" train mile " 

89.— Foot note, for "team" read "train." 

40.— Table xn. last number, for "4,060" read "8,301." 

" 43.— Table B, remarks, for "daily train" (1st line) read 
" train mile." 

" 48,— First line formula, for 6 : e' " : : d ; d'" read " : : d' ; -d" 

" 54.— Nineteenth line, for " lesser " speed read "lower." 

" 58.— Fourth line from bottom, for " 38,000 " read "88,800." 

" 67.— Footing to last table, transpose 121.14 115.35. 

" 74.— Fourth line, " gross loads," for " 768 " read " 798." 

" 81.— 0pp. 56, for "51.1 " read "54.1." 

" 86.— First 'figure, last column, Table D, "1.4." should 
read "f.3." 

" 88.— Bottom take out "(as to which see note &c. p. 433)." 

" 96.— First ^, for " Table D " read "E." 

" 99.— Last line text, take out " if not 2i or 3 times." 

" 102.— Top, for page "442 "read "80." 
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107.— For page "457" read page "100.' 
100.— Third line, take out "the." 



" 149.— Fourth line, for " higher " read " lighter." 

" 158.— Fourth line, for " curvative " read " curvature." 

" 161.— Third and tenth lines, for "curvative " read " curva^ 
ture." 
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CATECHISM OF THE LOCOMOTIVE. 

BY M. N. FOKNEY, MecTumicca Engineer. 

The hook treats of foZUrwing subjects: 

Part I. The Steam Engine. 

II. Tbe Forces of Air and Steam. 

III. On Work,Energy and tbe Mechanical Equivalent of Heat. 

IV. The Slide Valve. 

V. The Expansion of Steam. 

VI. General Description of a Locomotive Engine. 

VII. The Locomotive Boiler. 

VIII. The Boiler Attachments. 

IX. The Trottle- Valve and Steam Pipes. 

X. The Cylinders, Plstons,Giilde Rods and Ck)nnectlng Bods. 

XI. The Valve Gear. 

XII. The Bunnlng Gear. 

XIII. Adhesion and Traction. 

XIV. Internal Disturbing Forces In the Locomotive. 
XV. Miscellaneous. 

XVI. Screw Threads, Bolts and Nuts. 

XVII. Tenders. 

XVIII. Friction and Lubrication. 

XIX. Combustion. 

XX. The Resistance of Trains. 

XXI. Proportions of Locomotives. 

XXn. Different Kinds of Locomotives. 

XXIII. Continuous Train Brakes. 

XXIV. Performance and Cost of Operating Locomotives. 
XXV. Water-Tanks and Tum-Tables. 

XXVI. Inspection of Locomotives. 

XXVII. Running Locomotives. 

XXVIII. Accidents to Locomotives. 

XXIX. Accidents and Injuries to Persons. 

XXX. Responsibility and Qualifications of Locomotive Runners. 

Th« twok contains 636 pages, the alze of which is 4^x7 inches, and about 260 wood 
engravings. The latter, with a very few exceptions, are made from original drawings 
of the latest and moat approved locomotive practice in this country. Twenty of these 
engravings are side elevations of locomotives accurately engraved to a scale of ^ of an 
inch to the foot. These engravings are made from drawings furnished by the manu. 
facturers and represent all the principal classes of locomotives used in this country. 

We believe we are Justified in saying that there is no popular treatise on tbe loco- 
motive in the English language which gives so clear, simple and complete a descrip- 
tion of the construction and working of the locomotive engine, and no work of any 
kind, however extensive, which gives so full an account of modern American practice 
in locomotive construction, and of the latest scientific discoveries, which have appli- 
cation to the operation of the locomotive, especially those ralating to heat, etc., all of 
wlilch the author has attempted to make plain to those who have not even the rudi- 
ments of a scientific education. 

Single Copies, Postage paid, - - $2.50 each. 

12 (or more) co|)les to one address, hj Express prepaid, - 2.85 * ' 

fiO " ■ *' " " " " " - 1.75 
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COST OF RAILROAD TRANSPORTATION, 

RAILROAD ACCOUNTS AND GOVERNMENTAL REGULATIONS OF 

RAILROAD TARIFFS. 
BT ALBERT JINK. 

This little work, easily Intelligible to any man of ordinary mind, 
with or without a special Imowledge of railroad business, should be 
read by every student of railroad transportation, and especially 
by all interested in the question of railroad tariffs. Price w cents. 



CONCERNING THE COST OF TRANSPOR- 
TATION ON RAILROADS. 

This interesting anal3rsis of the cost of railroad transportation, by 
Mr. L. P. Moorehouse, G. £., forms a handsome pamphlet of twenty 
pages. Price 26 cents. 



THE RAILROAD PROBLEM. 

A LECTURE DELIVERED BEFORE THE LOV\^ELL INSTITUTE. 

BOSTON. 
BY CHARLES FRANCIS ADAMS, JR. 

Revised by the author. Issued in a neat pamphlet. The latest 
utterance of the most eminent student of the relation of railroads to 
the State. Price 16 cents. 



THE VERRUGAS VIADUCT. 

COMPARED WITH SEVERAL OTHER VIADUCTS. 

By Mr. Ernest Pontzen, an eminent Austrian Enj^ineer ; accom- 
panied by a two-page engraving of the Verrugas Viaduct, and a 
letter by Mr. Charles Bender, G. E., on " German Theorists and 
American Bridge Engineering." Mr. Pontzen gives a brief descrip- 
tion of the ten most celebrated viaducts In Europe and a detailed 
account of the Verrugas Viaduct in Peru, together with comparisons 
of their cost and meUiods of construction. A valuable pamphlet for 
engineers to study and preserve for reference. Price 40 cents. 



ENGLISH VS. AMERICAN BRIDGES. 

A discussion by eminent English and American engineers of the 
merits and demerits of the two systems. 82 pages. Price 25 cents 



RAILROAD EMPLOYES IN FRANCE. 

BY F. JACQMm, 

(Traffic Manager of the Eastern Railroad of France.) 

An account of the organization of railroad service on a French 
raHroad, with the position, privileges and pay of men of different 
grades and the full regulations of provident and pension funds. 
Translated from the French. 40 pages. Price 25 cents. 



RAILWAY REVENUE AND ITS COLLECTION. 

BY MARSHALL M. KIRKMAN. 

An elaborate treatise on the reverme department of railroad 
accounts and the relation the dilTerent officials sustain to the same, 
with a description of the methods or discovering and preyenting 
Irreflnilarlties upon the part of those through whose hands the 
recdpts pass. The work also embraces the tmportent blank forms 
required in collecting the revenue and making returns to the head- 

auarters of the company with the rules and regulations govembig 
le same. Mr. Kirkman is one of the venr few officers we have who 
possesses an intimate practical knowledge of the financial affairs 
and accounts of a great railway company, and what he has to 
say on the subject is therefore espedally worthy of attention. 
Piice $2.60. 



RAILWAY DISBURSEMENTS, 

AND THE ACCOUNTS INTO WHICH THEY ARE NATURALLY 

DIVIDED. 
BY MARSHALL M. KIRKMAN. 

Embracing carefully worded instructions in the form of concise 
rules for the government of the various officials and agents in report- 
ing to the accounting officer ; the material disbursed in operations ; 
the labor performed by operation ; and the moneys expended on 
account of the company, and including copies of all the Important 
blank forms required by employes in making the returns required 
of them. The rules have the great merit of aunpUclty, of directness 
and of comprehensiveness ; they have the especially Important merit 
of perfect practicability upon a road only a few miles in length, 
or one extending uninterruptedly across the continent. Price $2.00. 



THE JUSTIFIABLE EXPENDITURE FOR IM- 
PROVEMENTS IN RAILWAY ALIGNMENT. 

BT ARTHUR M. WELLINGTON, C. E. 

This is doubtless the most complete investigation of this subject 
that has ever been published. It concerns a question of the highest 
importance to old as well as new railroad companies. What amount 
of traffic will justify the expenditure for reducing a grade or stright- 
enlng a curve or shortening a road ? This question Mr. Welmig- 
ton's work assumes to answer in such a way as to be easily applied 
to every possible case. Price $2.00. 



INVESTIGATION INTO THE COST OF PAS- 
SENGER TRAFFIC ON AMERICAN 
RAILROADS. 

WITH SPECIAL REFERENCE TO 
THE COST OF MAIL SERVICE AND ITS COMPENSATION. 

BY ALBERT FINK, 

LMU Vice-President and Oenerdl SvperinUndent LouisviUe A 
Nas^vUle cmd Qreat Southern BcuO/road. 

This work was printed some years ago, and a few copies were 
distributed at the time, but it has never heretofore been offered for 
sale. Selections from it (Includmg a chapter on the transportation 
of mails) were published in the Railroad Gazette at the time, 
attracting general attention as the most satisfactory discussion of 
the subject ever published. Mr. Fink has made some additions to 
the orlfi^al work which wUl Increase its value. Price 75 cents. 



Methods for the Computation from Diagrams 

07 PBBLIMmABY AND FINAL ESTIMATES OF 

RAILWAY EARTHWORK, 

Oiving quantities on inspection^ to the nearest cubic yard, for both 
regular and irregular sections, direct from ordinary Jieid notes. 

BT ARTHUR M. WELLINGTON, C. E. 

" This Is a novel aad ingealous method of arriving at the 
number of cubic yards in excavations and embankments, based 
on the formulae commonly employed for this purpose. The 
quantities given and sought are read off by simple inspection on 
several systems of intersecting lines, the exact value required for 
any particular case being determined by the intersection of the 
proper lines. The diagrams are constructed to give the number 
of cubic yards at once. The linear dimensions are taken directly 
from the field notes. 

" The only errors which can arise will be due either to imper- 
fect construction of the diagrams, or carelessness in reading 
them. They appear to be constructed with accuracy and on a 
scale sufficiently large to admit of ascertaining the desired 
quantities with sufficient precision. The lines are engraved 
closely enough to form the scale which is required, and inter- 
mediate values are easily interpolated by eye. 

"In addition to diagrams for ordinaryc ross-sections of railway 
work, there are given those for side-hill and Irregular work gen- 
erally, prlsmoidal correction, correction on curves, preliminary 
estimates and for setting slope stakes. A chapter is devoted to 
office notes, suggesting systematic forms for keeping the earth- 
work records. 

" The subject is treated with clearness, the rules are simple 
and illustrated by examples. The work as a whole will form a 
valuable addition to the working library of the practical railway 
engineer." Proceedi/ng Am. Soc. Gfv. En'gs. 

"Mr. Wellington's set of plates leaves nothing to be desired 
in range of application. We applied the test suggested in the 
text, which fully describes the plan of construction of the plates, 
and became fully satisfied with the accuracy of the results. They 
afford a very rapid method of obtaining accurate results In rail- 
way earthwork computation." Van Nosurand^s Eng'rs Magaaine 

" These diagrams furnish in a small space data that would be 
entirely too bulky to be tabulated. We have made use of them 
in solving a few examples and find that their application as well 
as the general principle on which they are constructed, is exceed- 
inglv simple. The author is entitled to great credit for having 
adapted the diagrams for use with ordinary field-notes, so that an 
engineer can readily accustom himself to their use. The text 
contains a clear exposition of the methods followed by 
engineers in measuring various forms of earthwork and forms an 
unusually valuable treatise on the subject. We think this work 
may well find a place in our technical schools, as well as in the 
working engineer's outfit." Engineering A Mining Jowrnal. 

" The use and application of these diagrams is very easy and 
the results good. The saving in time is immense and may be 
stated as follows: Accurate results may be obtained by the method 
of ' End areas' in one-tenth the time usually required. For side- 
hill work a still greater saving may be effected and for com- 
putation by the prlsmoidal formula the results may be reached 
In about one-twentieth of the time usually employed. The 
mental labor involved is of a much less fatiguing nature than 
even the use of an extended table." Railroad Oazette. 

In two volumes. Part 1, 8vo. text; Part II, 4to. plates. Price $5. 
Sent post-paid by the Railroad Gazette, on receipt of price. 



LOUGfHRIDGE AlR BRAKE, 

ADOPTED BY THE 

Bait. <0 Ohio, W. Md. C. <0 Pa., {with 

Mountain grades of 182 feet to the 

mile), St. X., i. db W. in Kansas 

and others. 



It has been used on a thousand or more cars long 
enough to convince the most incredulous that it is the 
best. The best stop yet accomplished in the world 
with air brakes was made with this practical invention 
on the B. & Ohio R. R. The train weighed 250 tons 
and consisted of ten cars, speed 42 6-10 miles per hour; 
time in stopping, 16 seconds ; distance run, 587 8-12 
feet. It is capable of much better results now. 

Cheap in Construction andJRepairsy—of 

but Few and Simple IP arts,— Uniform 

and JReliahle in Action,— Quick 

to Apply and Relieve 

the Brakes, 

And accomplishes all desirable ends required in run- 
ning trains that competing brakes do. For further 
information address, 

WILLIAM LOUGHRIDGE, 

P. 0. Box 441. 

Office, Mobse Building, 
Room 17, 

BAI/riMOBE, Md. 



THEy^^MERICANgRIDGE (]0. 



\\\XXX777 



H. A. Rust, President. 

L. B. Boomer, Resident Director. 



Edward Hemberle 
w. g. coolidge 



',^S'y. [Engineers. 



MANXTFACTUREBS AND BUILDEB8 OF 

BRIDGES, 

Roofs,Turning-Tables, Pivot Bridges, Iron Trestles, 
Wrought Iron Columns, Heavy Castings, 

GENERAL IRON AND FOUNDRY WORK. 



BUILDERS OF 

Pneumatic Mason 



RY 



AND 



SCREW-PILE SUBSTRUCTURES. 

< 

Iron Bridges and Roors upon the principal Railroads In the 
United Stat& Illustrate designs and attest the character and extent 
Of products of Works. 

^^"Proposals accompanied by Plans, Spedflcatlons and Litho- 
graphs promptly submitted upon application. 

WOSES ; Oar. Egan and Stewart Avenues. 
OFFIOE : ITa 210 La Salle Street, cor. Adams. 

A.ddresa 

THE AMERICAN BRIDO-E CO., 

OMoagO. 



CLARK W. BRYAN & CO. 



Springfield, Mass. 






AND 



lAHnFACTURING STATIONERS, 

Particular attention given to the care- 
ful Printing of 

Illustrated Catalogues, 
Wood Cut PrintiLg, 

Railway Supply Printing, 



AND TO THE 



Manufacturing of Books, 

OF WHATEVER KIND, 

AT PRICES CORRESPONDING TO THE TIMES, 



(^"Applications for Estimates Solioited. 



ALFRED P. BOLLER, 




[ENGINEER AND eRIDGE 



71 :BTL(DA.JD^VsrJLl£r. 



NEW YORK. 




Specifications and Strain Sheets furnished. 

Structures examined and reported upon. 



During the year 1877 The Railroad Gaz- 
ette will issue a work on 

Switches and Signals, 

which is considered the most complete and 
practical exposition of these subjects that has 
been published. 

A Third Edition of Mr. Huntington's 

Road master's Assistant, 

materially revised and enlarged, will also appear 
this year. Due announcement will be made in 
the Railroad Gazette. 



